Table 1-1, Summary of Air Pollutant Standards and Terms                                                                                                                    
Pasco Cogeneration Limited                                                                                                                                               FINAL Permit No.:  1010071-004-AV
Pasco Cogeneration Facility                                                                                                                                                      Facility ID No.:  1010071
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms

or conditions of this permit.

E.U. ID No.    
Brief Description                    
001 & 002
Combined Cycle Combustion Turbines (CT) (2) each w/Duct Burners (DB) and HRSG

	
	
	
	
	Maximum Allowable Emissions
	
	
	Equivalent
	Emissions2
	Regulatory
	See Permit

	E.U. ID No.
	Pollutant
	Fuel(s)
	Hrs/Yr
	Standard(s)
	lbs./hour
	TPY1
	lbs./hour
	TPY
	Citation(s)
	Condition(s)

	 001 & 002
	VE
	
	N/A
	10% opacity
	N/A
	N/A
	N/A
	N/A
	AC51-196460/PSD-FL-177
	III.  A6.

	
	
	
	
	
	
	
	
	
	
	

	
	NOx
	CT  NG
	8,760
	25 ppmvd @ 15%O2
	85.5
	
	
	374.5
	62-212.400, F.A.C., (BACT),
	III.  A7.

	
	
	CT  DFO
	N/A
	42 ppmvd @ 15%O2
	148.3
	
	
	
	AC51-196460/PSD-FL-177
	III.  A7.

	
	
	DB  NG
	N/A
	0.1 lb/MMBtu
	18.0
	
	
	
	
	III.  A7.

	
	
	CT & DB
	N/A
	
	
	404.7
	
	
	
	III.  A7.

	
	
	CT&DB NG
	N/A
	42 ppmvd @ 15%O2
	
	
	
	
	40 CFR 60.4320 and Table 1 to
	III.  A7

	
	
	     “     DFO
	N/A
	96 ppmvd @ 15%O2
	
	
	
	
	     40 CFR Subpart KKKK 
	III.  A7.

	
	
	
	
	
	
	
	
	
	
	

	
	CO
	CT  NG
	8,760
	28 ppmvd
	56.0
	
	
	245.3
	62-212.400, F.A.C. (BACT) ,
	III.  A.8.

	
	
	CT  DFO
	N/A
	18 ppmvd
	34.5
	
	
	
	AC51-196460/PSD-FL-177
	III.  A.8.

	
	
	DB  NG
	N/A
	0.2 lb/MMBtu
	36.0
	
	
	
	
	III.  A.8.

	
	
	CT & DB
	
	
	
	350.3
	
	
	
	III.  A.8.

	
	
	
	
	
	
	
	
	
	
	

	
	PM/PM10
	CT  NG
	8,760
	0.0065 lb/MMBtu
	5.0
	
	
	21.9
	62-212.400, F.A.C. (BACT) ,
	III.  A9.

	
	
	CT  DFO
	N/A
	0.026 lb/MMBtu
	20.0
	
	
	
	AC51-196460/PSD-FL-177
	III.  A9.

	
	
	DB  NG
	N/A
	0.006 lb/MMBtu
	2.6
	
	
	
	
	III.  A9.

	
	
	CT & DB
	
	
	
	27.0
	
	
	
	III.  A9.

	
	
	
	
	
	
	
	
	
	
	


Table 1-1, Summary of Air Pollutant Standards and Terms    (continued)                                                                                            
Pasco Cogeneration Limited                                                                                                                                             FINAL Permit No.:  1010071-004-AV

Pasco Cogeneration Facility                                                                                                                                                     Facility ID No.:  1010071

This table summarizes information for convenience purposes only. 

E.U. ID No.    
Brief Description                    
001 & 002
Combined Cycle Combustion Turbines (CT) (2) each w/Duct Burners (DB) and HRSG

	
	
	
	
	Max. Allow. Emissions
	
	
	Equivalent
	Emissions2
	Regulatory
	See Permit

	E.U. ID No.
	Pollutant Name
	Fuel(s)
	Hours/Yr
	Standard(s)
	lbs./hour
	TPY1
	lbs./hour
	TPY
	Citation(s)
	Condition(s)

	001 & 002
	
	
	
	
	
	
	
	
	
	

	(cont.)
	SO2
	CT  DFO
	N/A
	0.1%  S maximum
	87.6
	21.0
	
	 
	EBA, AC51-196460/PSD-FL-177


	III. A1., A10.

	
	
	DB  NG
	N/A
	Use NG only
	
	
	
	
	EBA, AC51-196460/PSD-FL-177


	III.

	
	
	CT & DB -
	N/A
	0.90 lb/MWh or
	
	
	
	
	40 CFR 60.4415
	III. A10.

	
	
	    NG/DFO
	
	0.060 lb/MMBtu
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	 
	VOC
	CT  NG
	8,760
	
	3.4
	
	
	14.9
	EBA, AC51-196460/PSD-FL-177
	III.  A.11.

	
	
	
	
	
	
	
	
	
	
	

	
	
	CT  DFO
	N/A
	
	8.7
	
	
	
	 
	

	
	
	DB NG
	N/A
	
	5.4
	
	
	
	
	

	
	
	CT & DB
	N/A
	
	
	30.8
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	Sulfuric Acid Mist
	CT  DFO
	N/A
	
	
	0.80
	
	
	EBA, AC51-196460/PSD-FL-177
	III.  A12.

	
	      Mist
	
	
	
	
	
	
	
	
	

	Notes:                                                         N/A:  Not Applicable                                                                                            EBA:  Established By Applicant

  NG = Natural Gas    DFO = Distillate Fuel Oil

	1. The maximum annual CT + DB tons per year emission limitations are based on a worst case scenario, and are the sum of the CT emissions while firing natural gas for 355 days, the CT emissions while firing distillate fuel oil for 10 days, and the DB emissions at the maximum heat input for the above combinations of CT firing.  (The DB will only fire natural gas and only operate while the CT’s are firing natural gas.)
2. The "Equivalent Emissions" listed are for informational purposes only.
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