Table 2-1, Summary of Compliance Requirements



                                          




Pasco Cogeneration Limited



                   DRAFT/PROPOSED  Permit No.: 1010071-007-AV



Pasco Cogeneration Facility



                                                 Facility ID No.: 1010071



This table summarizes information for convenience purposes only.  This table does not supersede any of the term or conditions of this permit.

DRAFT PROPOSED Permit Note:  This Table is completely revised from the previous version to reflect the changes shown in the revised Title V permit itself.






E.U. ID No.
 
Brief Description



001 & 002
Combined Cycle Combustion Turbines (CT) (2), each w/Duct Burner (DB) and HRSG

	
	Pollutant Name
	
	Compliance
	Testing Time
	Frequency
	Min. Compliance
	
	See Permit

	E.U. ID No.
	or Parameter
	Fuel(s) 1
	Method
	Frequency
	Base Date
	Test Duration
	CMS 1
	Condition(s)

	-001 & 002
	VE
	NG, DFO
	EPA Method 9
	annual
	each FFY
	30 minutes
	No
	III. A11., A13.

	(CT’s w/DB)
	SO2, H2SO4 mist
	 DFO
	Fuel Sampling
	N/A
	N/A
	N/A
	No
	III. A14., A17., A20.

	
	NOx (lb/hr limit)

	NG, DFO
	20, or CEMS RATA data
	annual
	each FFY
	3 hours
	No
	III. A11.

	
	NOx (ppmvd limit)
	NG, DFO
	 NOx CEMS, 24 hr avg.
	continuous
	N/A
	N/A
	Yes
	III. A18.

	
	CO
	NG, DFO
	10
	annual
	each FFY
	3 hours
	No
	III. A11

	
	VOC
	NG, DFO
	25A
	if req’d 2
	 if req’d 2
	3 hours
	No
	III. A15.   

	
	PM/PM10 (oil only)
	NG, DFO
	5 or 17
	annual 3
	each FF, if req’d 3
	3 hours
	No
	III. A11. 

	
	
	
	
	
	
	
	
	

	
	fuel usage
	
	recordkeeping, CMS
	N/A
	N/A
	N/A
	Yes
	III. A23.

	
	
	
	
	
	
	
	
	

	 FFY = Federal fiscal year (Oct. 1–Sept. 30);  CMS = continuous monitoring system;  CEMS = continuous emissions monitoring system;   N/A= Not applicable
Notes:     1 DFO = distillate fuel oil;  NG = natural gas

	                2 Compliance tests for VOC are not required if test for CO shows compliance with the CO standard.

                3 Annual particulate matter tests are required for oil firing only and only if oil fired for more than 400 hrs in previous 12 month period.
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