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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

The Shady Hills Generating Station is an electric generating power plant consisting of three primary electrical
generating units. Units 1 through 3 (EU 001 — EU 003) consist of three nominal 170 megawatt (MW) General
Electric (GE) Frame 7FA combustion turbine-electrical generators (Model PG 7241FA). The simple cycle
combustion turbines (SCCT) operate in simple-cycle peaking and intermittent-duty modes and are authorized to
fire natural gas and distillate oil. To reduce emissions of nitrogen oxides (NOx), the SCCT are equipped with dry
low-NOx (DLN) combustors when firing natural gas and a water injection system when firing oil. Compliance
with the NOx emission standard is demonstrated with a continuous emissions monitoring system (CEMS).

This facility also includes a 10 million British thermal unit per hour (MMBtu/hour) natural gas fired process
heater, and two compression ignition (CI) internal combustion engines (ICE). The CI ICE consist of a diesel fired
emergency generator (1,341 horse power (HP)) and an emergency fire pump engine (222 HP).

Subsection B. Summary of Emissions Units.

EU No. | Brief Description
001 SCCT Unit 1
002 SCCT Unit 2
003 SCCT Unit 3
010 Natural Gas Fuel Heater (10 MMBtu/hour)
011 Emergency Diesel Generator (1,341 HP)
012 Emergency Diesel Fire Pump (222 HP)

Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List
of Insignificant Emissions Units and/or Activities).

Subsection C. Applicable Requlations.

Based on the Title V air operation permit renewal application received May 17, 2017, this facility is not a major
source of hazardous air pollutants (HAP). The existing facility is a prevention of significant deterioration (PSD)
major source of air pollutants in accordance with Rule 62-212.400, F.A.C. A summary of applicable regulations
is shown in the following table.

Regulation EU No(s).

Federal Rule Citations

40 CFR 60, Subpart A, NSPS General Provisions 001 - 003, 010

40 CFR 60, Subpart Dc, Small Industrial-Commercial-Institutional Steam Generating Units 010

40 CFR 60, Subpart KKKK, Stationary Combustion Turbines 001 - 003

40 CFR 63, Subpart A, NESHAP General Provisions 011, 012

40 CFR 63, Subpart ZZ77Z, NESHAP for Reciprocating Internal Combustion Engines 011, 012

40 CFR 75, Acid Rain Monitoring Provisions 001 - 003

State Rule Citations

Rule 62-210.300, F.A.C., Permits Required 001 - 003, 010 - 012

Rule 62-212.400, F.A.C., PSD of Air Quality 001 - 003

Chapter 62-213, F.A.C., Operation Permits for Major Sources of Air Pollution 001 - 003, 010 - 012

Chapter 62-214, F.A.C., Sources Subject to the Federal Acid Rain Program 001 - 003
Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section VI, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An “objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the
comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. The
permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or
installation, VOC or organic solvents without applying known and existing vapor emission control devices or
systems deemed-necessary and ordered by the Department. [Rule 62-296.320(1), F.A.C.]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. This
regulation does not impose a specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter (PM). No person shall cause, let, permit, suffer or allow the emissions of
unconfined PM from any activity, including vehicular movement; transportation of materials; construction;
alteration; demolition or wrecking; or industrially related activities such as loading, unloading, storing or
handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions to
prevent emissions of unconfined PM at this facility include:

a. Paving and maintenance of roads, parking areas, and yards.

b. Landscaping or planting of vegetation.

c. Use of hoods, fans, filters, and similar equipment to contain, capture, and/or vent PM (for sand-blasting).
d. Confining abrasive blasting where possible.

[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in Title V air operation permit renewal
application received May 17, 2017.]

Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements, for additional details and requirements.

FW&6. Electronic Annual Operating Report and Title VV Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous
calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount
determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide (CO) and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source
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SECTION Il. FACILITY-WIDE CONDITIONS.

showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1*
of each year. A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.htm. [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.;
and, §403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1% each
year.}

FW?7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit and to the US. EPA at the address
shown below within 60 days after the end of each calendar year during which the Title V air operation permit
was effective. (See also Appendix RR, Conditions RR1 and RR7.) [Rules 62-213.440(3)(a)2. & 3. and (b),
F.A.C]

U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia 30303
Attn: Air Enforcement Branch

FW8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at: http://wwwz2.epa.gov/rmp. The RMP Reporting
Center can be contacted at: RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038,
Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

FW9. Semi-Annual Monitoring Reports. The permittee shall monitor compliance with the terms and conditions
of this permit and shall submit reports of any deviations from the requirements of these conditions at least
every six (6) months. All instances of deviations from permit requirements must be clearly identified in such
reports, including reference to the specific requirement and the duration of such deviation. All reports shall
be accompanied by a certification by a responsible official, pursuant to subsection 62-213.420(4), F.A.C.
(See also Conditions RR2. — RR4. of Appendix RR, Facility-wide Reporting Requirements, for additional
reporting requirements related to deviations.) [Rule 62-213.440(1)(b)3.a., F.A.C.]

{Permitting Note: EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a
broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions
limitations, standards, and work practices specified in the permit.}
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SECTION I11. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 001 through 003

The specific conditions in this section apply to the following emissions units:
EU No. | Brief Description

001 |SCCT Unit1l

002 |SCCT Unit2

003 |SCCT Unit3

Each unit is a GE Model PG 7241FA SCCT coupled to an electrical generator rated at a nominal 170 MW. Each
unit can operate in simple-cycle and intermittent-duty modes. To control NOx emissions, each unit is equipped
with DLN combustor technology for firing natural gas and water injection for firing distillate oil. A CEMS is
used to continuously monitor and record NOx emissions for determining compliance with NOx standards. The
initial startup date for these emission units are: EU 001 was 12/01/2001; EU 002 was 01/02/2002; and EU 003
was 02/05/2002.

Each unit exhausts through a separate stack that is 18 feet in diameter and 75 feet tall with a volumetric flow rate
of approximately 2,645,000 actual cubic feet per minute (acfm) at a temperature of 1,113 degrees Fahrenheit (°F).
The design heat input rating of each unit is 1,704 MMBtu/hour when firing natural gas and 1,889 MMBtu/hour
when firing distillate oil based on a compressor inlet air temperature of 59°F, 60% relative humidity, a pressure of
14.7 pounds per square inch, 100% load, and the lower heating value (LHV) of each fuel (950 Btu/cubic feet of
natural gas and 132 MMBtu/1,000 gallons of distillate oil). Actual heat input rate will vary depending upon gas
turbine characteristics, ambient conditions, and evaporative cooling.

{Permitting Note: These emissions units are regulated in accordance with: NSPS Subpart A, General
Provisions, and Subpart KKKK, Standards of Performance for Stationary Combustion Turbines, of 40 CFR 60,
adopted by reference in Rule 62-204.800(8)(b)83, F.A.C.; 40 CFR 75 and Chapter 62-214, F.A.C. for Acid Rain
Phase Il Units; and Rule 62-212.400, F.A.C. PSD of Air Quality, including a determination of Best Available
Control Technology (BACT) for NOx, CO, sulfur dioxide (SO), PM, and PM with a mean aerodynamic diameter
of 10 microns or less (PM1o) as established in Permit No. PSD-FL-280, as modified and subsequent revisions.
The initial construction avoided PSD review for VOC. Since compliance with the NOx emission standard is
demonstrated by CEMS, a Compliance Assurance Monitoring (CAM) plan is not required.}

Essential Potential to Emit (PTE) Parameters

A.l.  Methods of Operation.
a. Allowable Fuels. The fuels allowed to be burned in these units are:
(1) Natural Gas, Primary Fuel. The sulfur content of the pipeline natural gas shall be less than 1 grain
sulfur/100 standard cubic feet (gr S/100 scf).
(2) Distillate Oil, Backup Fuel.
(a) Shall contain a maximum sulfur content of 0.05% by weight.
(b) The amount of distillate oil fired in these three units (in Btu’s) shall not exceed the amount of
natural gas fired in these three units (in Btu’s) during any consecutive 12-month period.

b. Operating Procedures. Operating procedures shall include good operating practices and proper training
of all operators and supervisors. The good operating practices shall meet the guidelines and procedures as
established by the equipment manufacturers. All operators (including supervisors) of air pollution control
devices shall be properly trained in plant specific equipment.

[Rules 62-4.070(3), 62-210.200(PTE) and 62-212.400(BACT), F.A.C.; and Permit Nos. 1010373-001-AC

(PSD-FL-280) and 1010373-014-AC (PSD-FL-280B)]

A.2.  Hours of Operation. During any calendar year, the stationary gas turbines shall only operate an average
of 3,390 hours/unit, including a maximum of 1,000 hours/unit on distillate oil. No single combustion turbine

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

shall operate more than 5,000 hours in a single year. [Rules 62-210.200(PTE) and 62-212.400(BACT),
F.A.C.; and Permit No. 1010373-017-AC (PSD-FL-280C)]

A.3.  Emissions Unit Operating Rate Limitation After Testing. Testing of emissions shall be conducted with
the combustion turbine operating at permitted capacity. Permitted capacity is defined as 90 — 100% of the
maximum heat input rate allowed by the permit, corrected for the average ambient air temperature during the
test (with 100% represented by a curve depicting heat input vs. ambient temperature). If it is impracticable to
test at permitted capacity, the source may be tested at less than permitted capacity. In this case, subsequent
operation is limited by adjusting the entire heat input vs. ambient temperature curve downward by an
increment equal to the difference between the maximum permitted heat input (corrected for ambient
temperature) and 110% of the value reached during the test until a new test is conducted. Once the unit is so
limited, operation at high capacities is allowed for no more than 15 consecutive days for the purposes of
additional compliance testing to regain the permitted capacity. Procedures for these tests shall meet all
applicable requirements (i.e. testing time frequency, minimum compliance duration, etc.) of Chapters 62-204
and 62-297, F.A.C. [Rule 62-297.310, F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

Control Technology

A.4.  Circumvention. The permittee shall not circumvent or operate the air pollution control equipment in such
a manner which would violate allowable emission rates established for these units.
[Rule 62-210.650, F.A.C.]

A5.  Dry Low-NOx Combustors. Each unit shall be equipped with DLN combustors (DLN-2.6 or equivalent)
to control NOx emissions while firing natural gas. Consistent with normal operation and maintenance
practices, each dry low-NOx combustor system shall be tuned to optimize emissions reductions and shall be
maintained to minimize NOx and CO emissions. Operation in the diffusion-firing mode when firing natural
gas shall be minimized. [Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

A.6.  Water Injection System. Each unit shall be equipped with a water injection system to control NOx
emissions when firing distillate oil. The units shall be operated with a water-to-fuel ratio that ensures
compliance with the NOx standard when firing distillate oil. [Rule 62-212.400(BACT), F.A.C.; and Permit
No. 1010373-017-AC (PSD-FL-280C)]

A.7.  Good Combustion Practices. Good combustion practices and/or the authorized fuels fired in these units
shall be used to control emissions of CO, PM/PMyo, SO2, SAM, and visible emissions.
[Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

Emission Limitations and Standards

Unless otherwise specified, the averaging times for Specific Conditions A.8 through A.14 are based on the
specified averaging time of the applicable test method.

A.8.  Visible Emissions. As determined by stack test, visible emissions from each SCCT shall not exceed 10%
opacity when firing natural gas or distillate oil. [Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-
001-AC (PSD-FL-280)]

A.9. CO Emissions. As determined by stack tests, CO emissions from each SCCT shall not exceed the
following emission standards:
a. Natural Gas. 12 parts per million by volume dry (ppmvd) and 42.5 Ib/hour (at ISO conditions).
b. Distillate Oil. 20 ppmvd and 71.4 Ib/hour (at ISO conditions).
[Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

A.10. NOx Emissions. As determined by CEMS, NOx emissions from each SCCT shall not exceed the
following emission standards:
a. Natural Gas.

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

(1) 9 ppmvd at 15% oxygen (O.), based on a 24-operating hour block average (BACT).
(2) 64.1 Ib/hour at 1ISO conditions, calculated as nitrogen dioxide (NO.) for initial test only (BACT).
(3) 15 ppmvd at 15% O, based on a 4-hour rolling average (NSPS).
b. Distillate Oil.
(1) 42 ppmvd @ 15% O, based on a 3-operating hour average (BACT).
(2) 351 Ib/hour at 1ISO conditions, calculated as NO- for initial test only (BACT).
(3) 42 ppmvd @ 15% O, based on a 4-hour rolling average (NSPS).
[Rules 62-204.800(8)(b)82 and 62-212.400(BACT), F.A.C.; 40 CFR 60.4320 and 60.4325; and Permit No.
1010373-001-AC (PSD-FL-280)]

A.11. SO2 Emissions. As determined by fuel specifications, SO, emissions from each SCCT shall not exceed
the following emission standards:
a. Natural Gas.

(1) Contain a maximum sulfur content of 1 gr S/100 scf (BACT). {Permitting Note: Demonstrating
compliance with the BACT sulfur limit will demonstrate compliance with the NSPS limits in
Condition A.11a(2) - (4) below.}

(2) Contain a maximum sulfur content of 20 gr S/100 scf (NSPS);

(3) 0.9 Ib/MW-hour gross output (NSPS); or

(4) 0.06 Ib/MMBtu heat input (NSPS).

b. Distillate Oil.

(1) Contain a maximum 0.05% sulfur content, by weight (BACT and NSPS). {Permitting Note:
Demonstrating compliance with the BACT sulfur limit will demonstrate compliance with the NSPS
limits in Condition A.11b(2) and (3) below.};

(2) 0.9 Ib/MW-hour gross output (NSPS); or

(3) 0.06 Ib/MMBtu heat input (NSPS).

{Permitting Note: At peak load and ISO conditions, maximum SO, emissions based on these specifications
are estimated to be 5 Ib/hour (natural gas) and 98.7 Ib/hour (distillate oil).} [Rules 62-204.800(8)(b)82 and
62-212.400(BACT), F.A.C.; 40 CFR 60.4330; and Permit Nos. 1010373-001-AC (PSD-FL-280) and
1010373-014-AC (PSD-FL-280B)]

A.12. PM/PMio Emissions. As determined by fuel specifications, PM/PM1, emissions shall be controlled by
complying with the allowable fuel sulfur specification. As a surrogate for PM, visible emissions from each
unit shall not exceed 10% opacity. {Permitting Note: Based on the fuel sulfur specifications, the maximum
PM/PM1o emissions are estimated to be 10 Ib/hour when operating on natural gas and 17 Ib/hour when
operating on oil.} [Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-014-AC (PSD-FL-280B)]

A.13. SAM Emissions. As determined by fuel specifications, sulfuric acid mist (SAM) emissions from each
SCCT shall not exceed the following emission standards:
a. Natural Gas. Contain a maximum sulfur content of 1 gr S/100 scf (BACT).
b. Distillate Oil. Contain a maximum sulfur content of 0.05% sulfur content, by weight (BACT).
[Rule 62-212.400(BACT), F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

A.14. VOC Emissions. As determined by initial stack test, VOC emissions shall not exceed the following
emissions standards:
a. Natural Gas. 1.4 ppmvd and 2.8 Ib/hour (at ISO conditions).
b. Distillate Oil. 7 ppmvw and 16.2 Ib/hour (at ISO conditions).
{Permitting Note: The initial test requirement has been satisfied.} [Rule 62-212.400(12), F.A.C.; and Permit
No. 1010373-001-AC (PSD-FL-280)]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

{The following conditions apply only to the BACT standards or other standards established by the State
Implementation Plan (SIP). Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an
NSPS, NESHAP or Acid Rain program provision.}

A.15.

a.

b.
C.

Startup, Shutdown and Malfunctions.

Startup is defined as the commencement of operation of any emissions unit which has shut down or
ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution
control device imbalances, which result in excess emissions.

Shutdown is the cessation of the operation of an emissions unit for any purpose.

Malfunction is defined as any unavoidable mechanical and/or electrical failure of air pollution control
equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.

[Rule 62-210.200(Definitions), F.A.C.]

A.16.

Excess Emissions Prohibited — BACT/SIP. Excess emissions which are caused entirely or in part by poor

maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented
during startup, shutdown or malfunction shall be prohibited. These emissions shall be included in the 24-hour
average for NOx. [Rule 62-210.700(4), F.A.C.; and Permit No. 1010373-001-AC (PSD-FL-280)]

Al7.

a.

Excess Emissions Allowed — BACT/SIP.

All Pollutants, Excluding NOx Emissions. For all pollutants except NOx, excess emissions from startup,

shutdown or malfunction of any emissions unit shall be permitted provided that best operational practices

to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no
case exceed 120 minutes in any 24-hour period unless specifically authorized by the Department for
longer duration. Operation below 50% output shall be limited to 120 minutes per unit cycle (breaker
closed to breaker open). Since NOx emissions are continuously monitored by CEMS, excess emissions
will be handled by allowing limited data exclusion in accordance with the following conditions in this
section.

Allowable NOx Data Exclusions. The following NOx data may be excluded from the corresponding SIP-

based compliance demonstration for each of the events listed below in accordance with the Data

Exclusion Procedures identified above. {Permitting Note: The following conditions apply only to the

SIP-based NOx emissions standards specified in this section. These requirements cannot vary or

supersede any federal provision of the NSPS or Acid Rain programs. Additional reporting and

monitoring may be required by the individual subparts.}

(1) Startup and Shutdown: Up to 60 minutes of CEMS data may be excluded for each combustion
turbine startup and shutdown cycle. For startups and shutdowns of less than 60 minutes in duration,
only those minutes attributable to startup and shutdown may be excluded.

(2) Malfunction: Up to 120 minutes (in any operating day) of CEMS data may be excluded due to a
documented malfunction. A *“documented malfunction” means a malfunction that is documented
within one working day of detection by contacting the Compliance Authority by telephone, facsimile
transmittal, or electronic email.

(3) DLN Tuning: CEMS data collected during initial or other DLN tuning sessions may be excluded
from the compliance demonstrations provided the tuning session is performed in accordance with the
manufacturer’s specifications or determined best industry practices. Prior to performing any tuning
session, the permittee shall provide the Compliance Authority with an advance notice that details the
activity and proposed tuning schedule. The notice may be by telephone, facsimile transmittal, or
electronic mail. [Design; Rule 62-4.070(3), F.A.C.]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

(4) Fuel Switching: Up to 60 minutes of CEMS data may be excluded for each fuel switch. For fuel
switches of less than 60 minutes in duration, only those minutes attributable to fuel switching may be
excluded.

All valid emissions data (including data collected during startup, shutdown, malfunction, DLN tuning,

and fuel switching) shall be used to report emissions for the Annual Operating Report.

c. NOx Data Exclusion Procedures for SIP Compliance. As per the procedures in this condition, limited
amounts of CEMS NOx emissions data, as specified in this section, may be excluded from the
corresponding SIP-based compliance demonstration, provided that best operational practices to minimize
emissions are adhered to, the duration of data excluded is minimized, and the procedures for data
exclusion listed below are followed. As provided by the Department’s authority in Rule 62-210.700(5),
F.A.C., the following provisions are adjustments to maximum and minimum factors in Rule 62-
210.700(1), F.A.C.

(1) Limiting Data Exclusion. If the compliance calculation using all valid CEMS emission data indicates
that the emission unit is in compliance, then no CEMS data shall be excluded from the compliance
demonstration.

(2) Event-Driven Exclusion. There must be an underlying event (startup, shutdown, malfunction, DLN
tuning, or fuel switching) in order to exclude data. If there is no underlying event, then no data may
be excluded.

(3) Continuous Exclusion. Data shall be excluded on a continuous basis. Data from discontinuous
periods shall not be excluded for the same underlying event.

[Rules 62-210.200(BACT), 62-210.370, and 62-210.700, F.A.C.; and Permit No. 1010373-014-AC (PSD-

FL-280B)]

Monitoring of Operations

A.18. Natural Gas Monitoring Schedule. A custom fuel monitoring schedule pursuant to 40 CFR 75 Appendix
D for natural gas may be used in lieu of the sampling requirements in NSPS Subpart KKKK of 40 CFR 60
provided the following requirements are met:

a. The permittee shall use a primary fuel of pipeline supplied natural gas (sulfur content less than 20 gr
S/100 scf pursuant to 40 CFR 75.11(d)(2)); however, the original PSD permit specifies a maximum
allowable sulfur content of less than 1 gr S/100 scf of natural gas.

b. Each unit shall be monitored for SO, emissions using methods consistent with the requirements of 40
CFR 75 and certified by the USEPA.

c. This custom fuel monitoring schedule will only be valid when pipeline natural gas is used as a primary
fuel. If the primary fuel for these units is changed to a higher sulfur fuel, SO, emissions must be
accounted for as required pursuant to 40 CFR 75.11(d).

d. The owner or operator shall monitor and maintain records of sulfur content of the natural gas pursuant to
the custom fuel monitoring schedule. The records shall report total sulfur content in terms of gr S/100 scf
for natural gas. The analysis may be performed by the owner or operator, a service contractor retained by
the owner or operator, the fuel vendor, or any other qualified agency.

[Rules 62-204.800(8)(b)83 and 62-213.440, F.A.C.; 40 CFR 60.4365 and 60.4370; 40 CFR 75 Appendix D;

and Permit No. 1010373-014-AC (PSD-FL-280B)]

A.19. Qil Monitoring Schedule. The permittee shall comply with the fuel sulfur monitoring provisions in 40
CFR 60.4370 in NSPS Subpart KKKK or with the following monitoring schedule for distillate oil shall be
followed: For all bulk shipments received at this facility, an analysis which reports the sulfur content (percent
by weight) of the distillate oil shall be provided by the fuel vendor. The analysis shall also specify the
methods by which the analysis was conducted and shall comply with the requirements in NSPS Subpart
KKKK of 40 CFR 60. [Rule 62-204.800(8)(b)83, F.A.C.; 40 CFR 60.4365 and 60.4370; and Permit No.
1010373-014-AC (PSD-FL-280B)]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

A.20. Reduction Plan. The permittee shall develop a NOx reduction plan when the hours of oil firing reach
1,000 hours/year on any combustion turbine. This plan shall include a testing protocol designed to establish
the maximum water injection rate and the lowest NOx emissions possible without affecting the actual
performance of the gas turbine. The testing protocol shall set a range of water injection rates and attempt to
guantify the corresponding NOx emissions for each rate and noting any problems with performance. Based
on the test results, the plan shall recommend a new NOx emissions limiting standard and shall be submitted to
the Department’s Office of Permitting and Compliance and Compliance Authority for review. If the
Department determines that a lower NOx emissions standard is warranted for oil firing, this permit shall be
revised. {Permitting Note: To date, no unit has fired fuel oil for 1,000 hours or more in a year.} [Rule 62-
212.400(BACT), F.A.C.; and Permit No. 1010373-009-AC (PSD-FL-280A)]

Continuous Emissions Monitoring Requirements

A.21. NOx CEMS Data Requirements for BACT Standards. The permittee shall install, calibrate, maintain, and
operate a continuous emission monitor in the stack to measure and record the NOx emissions from these units.
Upon request from EPA or the Department, the CEMS emission rates for NOx on these units shall be
corrected to ISO conditions to demonstrate compliance with the NOx standards. The CEMS shall comply
with the monitoring provisions of the federal Acid Rain Program in 40 CFR 75. Compliance with the BACT
standards shall be determined in accordance with the following provisions:

a. Data Collection: Except for continuous monitoring system breakdowns, repairs, calibration checks, and
zero and span adjustments, emissions shall be monitored and recorded during all operation including
startup, shutdown, and malfunction.

b. Operating Hours and Operating Days: An hour is the 60-minute period beginning at the top of each
hour. Any hour during which an emissions unit is in operation for more than 15 minutes is an operating
hour for that emissions unit. A day is the 24-hour period from midnight to midnight. Any day with at
least one operating hour for an emissions unit is an operating day for that emissions unit.

c. Valid Hour: Each CEMS shall be designed and operated to sample, analyze, and record data evenly
spaced over the hour at a minimum of one measurement per minute. All valid measurements collected
during an hour shall be used to calculate a 1-hour block average that begins at the top of each hour.

(1) Hours that are not operating hours are not valid hours.

(2) For each operating hour, the 1-hour block average shall be computed from at least two data points
separated by a minimum of 15 minutes. If less than two such data points are available, there is
insufficient data and the 1-hour block average is not valid.

(3) During fuel switching an hour in which fuel oil is fired is attributed towards compliance with the
permit standards for oil firing.

d. 24-hour Block Averages: A 24-hour block shall begin at midnight of each operating day and shall be
calculated from 24 consecutive valid hourly average concentration values. If a unit operates less than 24
hours during the block, or there are less than 24 valid hourly averages available, the 24-hour block
average shall be the average of all available valid hourly average concentration values for the 24-hour
block. {Permitting Note: For purposes of determining compliance with the 24-hour CEMS standards,
the missing data substitution methodology of 40 CFR Part 75, Subpart D, shall not be utilized. Instead,
the 24-hour block average shall be determined using the remaining hourly data in the 24-hour block and
periods of missing CEMS data are to be reported as monitor downtime in the excess emissions and
monitoring performance reports. For example, the “24-hr block average may consist of only 6 valid
operating hours for the day.}

e. 3-hour Rolling Averages: A 3-hour rolling average is the arithmetic average of the average emission
concentration measured by the CEMS for a given hour and the two unit operating hour average
concentrations immediately preceding that unit operating hour.

f. Data Exclusion: Each CEMS shall monitor and record emissions during all operations including episodes
of startup, shutdown, malfunction, DLN tuning, and fuel switches. Some of the CEMS emissions data
recorded during these episodes may be excluded from the corresponding CEMS compliance

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

g.

Subsection A. Emissions Units 001 through 003

demonstration subject to the provisions of this section. {Permitting Note: Conditions related to data
exclusion apply only to the SIP-based NOx emissions standards specified in this section. These
requirements cannot vary or supersede any federal provision of the NSPS or Acid Rain programs.
Additional reporting and monitoring may be required by the individual subparts.}

Availability: The quarterly excess emissions report shall identify monitor availability for each quarter in
which the unit operated.

[Rules 62-4.070(3), 62-213.440 and 62-210.200(BACT), F.A.C.; 40 CFR 75; and Permit No. 1010373-014-
AC (PSD-FL-280B)]

A.22.
a.

NOx CEMS — NSPS Subpart KKKK.

Certification and Q/A Requirements. The CEMS shall comply with the certification and quality
assurance (Q/A), and 40 CFR 60.13, including certification of each device in accordance with 40 CFR 75
or 40 CFR 60, Appendix B, Performance Specification 2, except the 7-day calibration drift is based on
unit operating days, not calendar days. Q/A procedures must conform to all applicable sections of 40
CFR 60, Appendix F, or 40 CFR 75. The relative accuracy test audit (RATA) of the CEMS shall be
performed on a Ib/MMBtu basis.

Valid Data. As specified in 40 CFR 60.13(e)(2), during each full unit operating hour, both the NOx
monitor and the diluent monitor must complete a minimum of one cycle of operation (sampling,
analyzing, and data recording) for each 15-minute quadrant of the hour, to validate the hour. For partial
unit operating hours, at least one valid data point must be obtained with each monitor for each quadrant of
the hour in which the unit operates. For unit operating hours in which required Q/A and maintenance
activities are performed on the CEMS, a minimum of two valid data points (one in each of two quadrants)
are required for each monitor to validate the NOx emission rate for the hour.

Fuel Flowmeter. Each fuel flowmeter shall be calibrated, maintained, and operated according to the
manufacturer's instructions or meet the certification and Q/A requirements of 40 CFR 75, Appendix D.
Watt Meter, Steam Flow Meter or Measurement Device. Each watt meter, steam flow meter, and each
pressure or temperature measurement device shall be calibrated, maintained, and operated according to
manufacturer's instructions.

The permittee shall develop and keep on-site a Q/A Plan for all of the continuous monitoring equipment.
For the CEMS and fuel flow meters, the permittee may satisfy these requirements by implementing the
Q/A program and plan described in 40 CFR 75, Section 1 of Appendix B.

[Rule 62-204.800(8)(b)83, F.A.C.; 40 CFR 60.4345; 40 CFR 75; and Permit No. 1010373-001-AC (PSD-FL-
280)]

Test Methods and Procedures

A.23. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:
Method Description of Method and Comments
1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
50r17 Method for Determining PM Emissions (All PM is assumed to be PMio.)
TE Determination of NOx Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources
10 Determination of CO Emissions from Stationary Sources
18 Measurement of Gaseous Organic Compound Emissions by Gas Chromatography
19 Determination of SO, Removal Efficiency and PM, SO, and NOx Emission Rates (Optional F-
factor method may be used to determine flow rate and gas analysis to calculate mass emissions in
lieu of Methods 1-4.)
Shady Hills Power Company, LLC Permit No. 1010373-016-AV
Shady Hills Generating Station Title VV Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

Method Description of Method and Comments
20 Determination of NOx, SO.and Diluent Emissions from Stationary Gas Turbines
25, 25A Method for Determining Gaseous Organic Concentrations (Flame lonization)

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [Rule
62-204.800, F.A.C., and Permit Nos. 1010373-001-AC (PSD-FL-280) and 1010373-014-AC (PSD-FL-
280B)]

A.24. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

A.25. Annual Compliance Tests Required. During each calendar year (January 1% to December 31%), each EU
shall be tested to demonstrate compliance with the emissions standards for CO and visible emissions. Annual
emissions tests for CO and visible emissions is not required for each fuel-specific emissions limit, provided
the fuel subject to a fuel-specific limit was not burned for more than 400 hours, other than during startup,
during the calendar year. The NOx certified CEMS and annual RATA test data shall satisfy the requirements
of the annual compliance requirements. The annual compliance test for CO may be conducted at less than
capacity when compliance testing is conducted concurrent with the annual RATA testing for the NOx CEMS
required pursuant to 40 CFR 75. [Rules 62-4.070, 62-210.200(BACT), and 62-297.310(8)(a), F.A.C.; and
Permit No. 1010373-017-AC (PSD-FL-280C)]

A.26. Compliance Tests Prior To Renewal. In addition to the annual compliance tests, compliance tests shall
also be performed for CO and visible emissions prior to obtaining a renewed operation permit. However, the
annual compliance test for CO and visible emissions satisfies the compliance test prior to renewal. Except as
provided in Rule 62-297.310(8)(b)3., F.A.C., (see condition TR7.b.(3) in Appendix TR — Facility-wide
Testing Requirements) states that a CO and visible emissions test is not required for each fuel-specific
emissions limit prior to the renewal of an air operation permit for an emissions unit provided that, in the
previous 5-year period, the fuel subject to a fuel-specific limit was not burned for more than 400 hours, other
than during startup, during each calendar year included in the 5-year period of permitted operation. [Rules
62-210.300(2)(a), 62-210.200(BACT), and 62-297.310(8)(b), F.A.C.; and Permit No. 1010373-017-AC
(PSD-FL-280C)]

A.27. VOC Compliance Requirement. The CO emissions limit and periodic tuning data will be employed as
surrogate and no annual testing is required. [Rule 62-4.070, F.A.C.; and Permit No. 1010373-001-AC (PSD-
FL-280)]

A.28. Compliance with the Fuel Specifications: Notwithstanding the requirements of Rule 62-297.340, F.A.C.,
the use of pipeline natural gas, is the method for determining compliance for SO,, SAM and PM3,. ASTM
Methods D4084-82 or D3246-81 (or equivalent) for sulfur content of gaseous fuels shall be utilized in
accordance with the EPA-approved custom fuel monitoring schedule or natural gas supplier data may be
submitted or the natural gas sulfur content referenced in 40 CFR 75 Appendix D may be utilized. However,
the applicant is responsible for ensuring that the procedures in 40 CFR Subpart KKKK or 40 CFR 75 are used
when determination of fuel sulfur content is made. Analysis may be performed by the owner or operator, a
service contractor retained by the owner or operator, the fuel vendor, or any other qualified agency. [Rules
62-210.200(BACT) and 62-204.800(8)(b)83, F.A.C.; 40 CFR 60.4365 and 60.4370; 40 CFR 75; and Permit
No. 1010373-014-AC (PSD-FL-280B)]

A.29. Additional Compliance Requirements. Additional compliance tests shall also be conducted for all
pollutants, except for PM/PMao (visible emissions surrogate), after any modification (and shake down period
not to exceed 100 days after re-starting the combustion turbine) of the unit or air pollution control equipment
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 through 003

and these tests are allowed to be conducted at a single load in lieu of the four loads.
[Permit No. 1010373-014-AC (PSD-FL-280B)]

Recordkeeping and Reporting Requirements

A.30. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority.

Report Reporting Deadline Related Condition(s)
Excess Emissions Report 3-days Written A3l
Monitoring Report Semi-Annual FW9

[Rule 62-213.440(1)(b), F.A.C]

A.31. CEMS Excess Emissions Report.

a. CEMS Monitor Downtime. Excess Emissions and Monitoring System Performance Reports shall be
submitted as specified in 40 CFR 60.7(c). CEMS monitor downtime shall be calculated and reported
according to the requirements of 40 CFR 60.7(c)(3) and for simple cycle units without heat recovery, use
the calculated hourly average emission rates from 40 CFR 60.4350(f) to assess excess emissions on a 4-
hour rolling average basis, as described in 60.4380(b)(1).

b. CEMS Data. CEMS subject to 40 CFR 75 with a certified NOx diluent CEMS, only quality assured data
from the CEMS shall be used to identify excess emissions under NSPS Subpart KKKK. Periods where
the missing data substitution procedures in 40 CFR 75 Subpart D are applied, are to be reported as
monitor downtime in the excess emissions and monitoring performance report required in paragraph a of
this condition.

c. Notification Requirements. If excess emissions occur due to malfunction, the permittee shall notify the
Compliance Authority within one working day of: the nature, extent, and duration of the excess
emissions; the cause of the excess emissions; and the actions taken to correct the problem. In addition,
the Department may request a written summary report of the incident. Following the NSPS format, 40
CFR 60.7, Subpart A, periods of startup, shutdown, malfunction, shall be monitored, recorded, and
reported as excess emissions when emission levels exceed the permitted standards. When the CEMS
reports NOx emissions in excess of the BACT standards specified in this permit (ppmvd @ 15% Oy), the
permittee shall notify the Compliance Authority within one working day (verbally) and follow up with a
written explanation (email, facsimile, or letter) no later than three working days of discovery.

[Rules 62-204.800(8)(b)83 and 62-212.400(BACT), F.A.C.; 40 CFR 60.7; 40 CFR 60.4350(g) and Table 1;

and Permit No. 1010373-001-AC (PSD-FL-280)]

A.32. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

Other Requirements

A.33. NSPS Requirements. Each combustion turbine is subject to the applicable requirements in NSPS
Subparts A, General Provisions, and KKKK in 40 CFR 60. See Appendices 60-A and 60-KKKK of this
permit. [Subparts A and KKKK in 40 CFR 60; and Rule 62-204.800(8)(b)83, F.A.C.]
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection B. Emissions Unit 010

The specific conditions in this section apply to the following emissions unit:
EU No. | Brief Description
010 | Natural Gas Fuel Heater (10 MMBtu/hour)

This natural gas fired process heater has a design heat input rate of 10 MMBtu/hour. The process heater is used to
heat natural gas above the dew point temperature to prevent condensation. The exhaust vent through a 30 feet
high stack with an exit temperature of 500°F at a flow rate of 4,950 acfm. The process heater began operation in
2001.

{Permitting Note: This emission unit is regulated under NSPS Subpart A, General Provisions, and Subpart Dc,
Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, of 40 CFR 60,
adopted and incorporated in Rule 62-204.800(8)(b)4, F.A.C.}

Essential Potential to Emit (PTE) Parameters

B.1.  Authorized Fuel: The natural gas heater shall fire only pipeline natural gas.
[Rules 62-210.200(PTE), F.A.C.]

B.2.  Hours of Operation: Operation of the natural gas heater is not restricted.
[Rule 62-210.200(PTE), F.A.C.]

Recordkeeping and Reporting Requirements

B.3.  Fuel Recordkeeping Requirements. The permittee shall record and maintain records of the amounts of
natural gas combusted during each calendar month. [Rule 62-204.800(8)(b)4, F.A.C.; and 60.48¢(g)(2)]

Other Requirements

B.4.  NSPS Requirements. The heater is subject to the applicable requirements in NSPS Subparts A, General
Provisions, and Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam
Generating Units, in 40 CFR 60 attached and part of this permit. [Rule 62-204.800(8)(b)4, F.A.C.; Subparts
A and Dc of 40 CFR 60]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 011

The specific conditions in this section apply to the following emissions unit:

EU No. | Brief Description
011 | Emergency Diesel Generator (1,341 HP)

This emissions unit is a stationary Cl RICE that has a maximum engine rating of 1,341 HP at 100% load. The
electrical generator has a nominal power rating of 999.98 kilowatts (kW). This emergency generator is used
during loss of power.

The following table provides important details for this engine:

Engine Engine Date of Model Displacement Engine Model No

Identification Brake HP | Construction | Year liters/cylinder (l/c) | Manufacturer '
Emergency Diesel 1,341

Engine (999.98 kW) 01/2001 2001 2 SDMO XS1000U

{Permitting Note: This CI RICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE
adopted in Rule 62.204.800(11)(b), F.A.C. This RICE is not used for fire pumps. This RICE is exempted from
regulations under 40 CFR 60, Subpart 1111 - New Source Performance for Stationary Internal Combustion
Engines (ICE) based on the manufacturer date. This is an “existing” stationary RICE located at an area source
of HAP and that has not been modified or reconstructed after 6/12/2006.}

Essential Potential to Emit (PTE) Parameters

C.1.  Hours of Operation.

a. Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations. [40 CFR 63.6640(f)(1)]

b. Other Situations. You may operate your emergency stationary RICE for any combination of the purposes
specified in paragraphs C.1.b.(1) through (3) for a maximum of 100 hours per calendar year. Any
operation for non-emergency situations as allowed by paragraph C.1.c. of this section counts as part of
the 100 hours per calendar year allowed by this paragraph C.1.b.

(1) Maintenance and Testing. This RICE is authorized to operate for the purpose of maintenance checks
and readiness testing, provided that the tests are recommended by federal, state or local government,
the manufacturer, the vendor, or the insurance company associated with the engine. Maintenance
checks and readiness testing of such units is limited to 100 hours/year. The owner or operator may
petition the Department for approval of additional hours to be used for maintenance checks and
readiness testing, but a petition is not required if the permittee maintains records indicating that
Federal, State, or local standards require maintenance and testing of emergency RICE beyond 100
hours/year. [40 CFR 63.6640()(2)(i)]

(2) Emergency Demand Response. This RICE may be operated for emergency demand response for
periods in which the Reliability Coordinator under the North American Electric Reliability
Corporation (NERC) Reliability Standard EOP-002-3, Capacity and Energy Emergencies
(incorporated by reference, see 40 CFR 63.14), or other authorized entity as determined by the
Reliability Coordinator, has declared an Energy Emergency Alert Level 2 as defined in the NERC
Reliability Standard EOP-002-3. [40 CFR 63.6640(f)(2)(ii)]

(3) Voltage or Frequency Deviations. Emergency stationary RICE may be operated for periods where
there is a deviation of voltage or frequency of 5% or greater below standard voltage or frequency. [40
CFR 63.6640(f)(2)(iii)]

c. Non-emergency Situations. This RICE may be operated for up to 50 hours per calendar year in
nonemergency situations. The 50 hours of operation in non-emergency situations are counted as part of
the 100 hours per calendar year for maintenance and testing and emergency demand response provided in
paragraph b., above. The 50 hours/year for non-emergency situations cannot be used for peak shaving or
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C.2.

Subsection C. Emissions Unit 011

non-emergency demand response, or to generate income for a facility to supply power to an electric grid
or otherwise supply power as part of a financial arrangement with another entity. [40 CFR 63.6640(f)(3)]

Work or Management Practice Standards.

Oil. Change oil and filter every 500 hours of operation or annually, whichever comes first. [40 CFR
63.6602 & Table 2c.1.a.]

Air Cleaner. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes first and
replace as necessary. [40 CFR 63.6602 & Table 2c.1.b.]

Hoses and Belts. Inspect all hoses and belts every 500 hours of operation or annually, whichever comes
first, and replace as necessary. [40 CFR 63.6602 & Table 2c.1.c.]

Operation and Maintenance. Operate and maintain the stationary RICE according to the manufacturer's
emission-related operation and maintenance instructions or develop and follow your own maintenance
plan which must provide, to the extent practicable for the maintenance and operation of the engine in a
manner consistent with good air pollution, control practice for minimizing emissions. [40 CFR
63.6625(e), 63.6640(a) & Table 6.9.a.]

Engine Startup. During periods of startup the owner or operator must minimize the engine's time spent at
idle during startup and minimize the engine's startup time to a period needed for appropriate and safe
loading of the engine, not to exceed 30 minutes. [40 CFR 63.6625(h)]

Oil Analysis. The permittee has the option of using an oil analysis program to extend the oil change
requirement. The oil analysis must be performed at the same frequency specified for changing the oil in
paragraph a., above. The analysis program must at a minimum analyze the following three parameters:
Total Base Number, viscosity, and percent water content. The condemning limits for these parameters are
as follows: Total Base Number is less than 30% of the Total Base Number of the oil when new; viscosity
of the oil has changed by more than 20% from the viscosity of the oil when new; or percent water content
(by volume) is greater than 0.5. If all of these condemning limits are not exceeded, the engine owner or
operator is not required to change the oil. If any of the limits are exceeded, the engine owner or operator
must change the oil within 2 days of receiving the results of the analysis; if the engine is not in operation
when the results of the analysis are received, the engine owner or operator must change the oil within 2
days or before commencing operation, whichever is later. The permittee must keep records of the
parameters that are analyzed as part of the program, the results of the analysis, and the oil changes for the
engine. The analysis program must be part of the maintenance plan for the engine. [40 CFR 63.6625(i)]

Monitoring of Operations

C.3.  Hour Meter. The permittee must install a non-resettable hour meter if one is not already installed.
[40 CFR 63.6625(f)]
Compliance
C.4.  Continuous Compliance. Each unit shall be in compliance with the emission limitations and operating

standards in this section at all times. [40 CFR 63.6605(a)]

Cb5.

Operation and Maintenance of Equipment. At all times, the permittee must operate and maintain, any

affected source, including associated air pollution control equipment and monitoring equipment, in a manner
consistent with safety and good air pollution control practices for minimizing emissions. Determination of

whether such operation and maintenance procedures are being used will be based on information available to
the compliance authority which may include, but is not limited to, monitoring results, review of operation and

maintenance procedures, review of operation and maintenance records, and inspection of the source. [40 CFR

63.6605(b)]
Shady Hills Power Company, LLC Permit No. 1010373-016-AV
Shady Hills Generating Station Title VV Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Rec

Subsection C. Emissions Unit 011

ordkeeping Requirements

C.6.

C.7.

Notification, Performance and Compliance Records. The permittee must keep:

a. A copy of each notification and report that the permittee submitted to comply with this section, including
all documentation supporting any Initial Notification or Notification of Compliance Status that the
permittee submitted.

b. Records of the occurrence and duration of each malfunction of operation.

Records of all required maintenance performed on the hour meter.

d. Records of actions taken during periods of malfunction to minimize emissions in accordance with
Condition C.5., including corrective actions to restore malfunctioning process and monitoring equipment
to its normal or usual manner of operation.

e. Records of the actions required in Condition C.2.d to show continuous compliance with each emission
limitation or operating requirement.

f.  Records of the Work or Management Practice Standards specified in Condition C.2.

g. Records of the maintenance conducted in order to demonstrate that the RICE was operated and
maintained according to your own maintenance plan.

h. Records of the hours of operation of the engine that is recorded through the non-resettable hour meter.
The owner or operator must document how many hours are spent for emergency operation including what
classified the operation as emergency and how many hours are spent for non-emergency operation. If the
engines are used for emergency demand response operation or for periods of voltage or frequency
deviations, the owner or operator must keep records of the notification of the emergency situation, and the
time of engine operation for these purposes.

[40 CFR 63.6655]

Record Retention.

a. The permittee must keep records in a suitable and readily available form for expeditious reviews.

b. The permittee must keep each record readily accessible in hard copy or electronic form for at least 5 years
after the date of each occurrence, measurement, maintenance, corrective action, report, or record.

[40 CFR 63.6660 and 40 CFR 63.10(b)(1)]

o

Reporting Requirements

C.8. Delay of Performing Work Practice Requirements. If an emergency engine is operating during an

emergency and it is not possible to shut down the engine in order to perform the work practice requirements
on the schedule required in Condition C.2., or if performing the work practice on the required schedule would
otherwise pose an unacceptable risk under federal, state, or local law, the work practice can be delayed until
the emergency is over or the unacceptable risk under federal, state, or local law has abated. The work practice
should be performed as soon as practicable after the emergency has ended or the unacceptable risk under
federal, state, or local law has abated. Sources must report any failure to perform the work practice on the
schedule required and the federal, state or local law under which the risk was deemed unacceptable. [40 CFR
63, Subpart ZZZZ, Table 2c, footnote 1]

General Provisions

C9

. 40 CFR 63 Subpart A - General Provisions. The permittee shall comply with the following applicable
requirements of 40 CFR 63 Subpart A - General Provisions, which have been adopted by reference in Rule
62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40 CFR
63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40 CFR
63.14. Link to 40 CFR 63, Subpart A - General Provisions

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
Shady Hills Generating Station Title VV Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 011

General Provisions Citation

Subject of Citation

863.1 General applicability of the General Provisions
863.2 Definitions (additional terms defined in 43 CFR 63.6675)
§63.3 Units and abbreviations
863.4 Prohibited activities and circumvention
863.5 Construction and reconstruction
863.6(a) Applicability
863.9(a) Applicability and State delegation of notification requirements
863.9(b)(1)-(5) Initial notifications (except that §63.9(b)(3) is reserved)
863.9(i) Adjustment of submittal deadlines
863.9()) Change in previous information
863.10(a) Administrative provisions for recordkeeping/reporting

§63.10(b)(1)

Record retention

§63.10(b)(2)(vi)—(xi)

Records

§63.10(b)(2)(xii)

Record when under waiver

§63.10(b)(2)(xiv) Records of supporting documentation
863.10(b)(3) Records of applicability determination
863.10(d)(1) General reporting requirements

863.10(f) Waiver for recordkeeping/reporting
863.12 State authority and delegations
863.13 Addresses
863.14 Incorporation by reference
863.15 Availability of information

[40 CFR 63.6665 & Table 8 to Subpart ZZZZ of Part 63]

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
Shady Hills Generating Station Title VV Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 012

The specific conditions in this section apply to the following emissions unit:

EU No. Emission Unit Description

012 Emergency Diesel Fire Pump Engine (222 HP).

This emissions unit is a stationary Cl RICE fire pump engine that has a maximum engine rating of 222 HP at
100% load. The fire pump has a nominal power rating of 164.6 kW.

The following table provides important details for this engine:

Engine Engine Date of Model I?[';g/icimng, Engine Serial No
Identification Brake HP Construction Year (IX:) Manufacturer ’
Fire Pump 222 .
Engine (164.6 kW) 01/2001 2001 1.4 Aurora Pentair 481

{Permitting Note: This CI RICE is regulated under 40 CFR 63, Subpart ZZZzZ, NESHAP for Stationary RICE
adopted in Rule 62.204.800(11)(b), F.A.C. This RICE is exempted from regulations under 40 CFR 60, Subpart
111 - New Source Performance for Stationary ICE based on the manufacturer date. This is an “existing”
emergency stationary CI RICE fire pump engine with less than or equal to 500 HP, with a displacement of less
than 10 liters per cylinder that are located at an area source of HAP and that is located at an area source of HAP
and that has not been modified or reconstructed after 6/12/2006.}

Essential Potential to Emit (PTE) Parameters

D.1.  Hours of Operation.

a. Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations. [40 CFR 63.6640(f)(1)]

b. Maintenance and Testing. This RICE is authorized to operate for the purpose of maintenance checks and
readiness testing, provided that the tests are recommended by federal, state or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and
readiness testing of such units is limited to 100 hours/year. The permittee may petition the Department
for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is
not required if the permittee maintains records indicating that Federal, State, or local standards require
maintenance and testing of emergency RICE beyond 100 hours/year. [40 CFR 63.6640(f)(2)(i)]

c. Non-emergency Situations. This RICE may be operated for up to 50 hours per calendar year in
nonemergency situations. The 50 hours of operation in non-emergency situations are counted as part of
the 100 hours per calendar year for maintenance and testing and emergency demand response provided in
paragraph b., above. The 50 hours/year for non-emergency situations cannot be used for peak shaving or
non-emergency demand response, or to generate income for a facility to supply power to an electric grid
or otherwise supply power as part of a financial arrangement with another entity. [40 CFR 63.6640(f)(3)]

D.2.  Work or Management Practice Standards.

a. Oil. Change oil and filter every 500 hours of operation or annually, whichever comes first.
[40 CFR 63.6602 & Table 2c.1.a.]

b. Air Cleaner. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes first and
replace as necessary. [40 CFR 63.6602 & Table 2c.1.b.]

c. Hoses and Belts. Inspect all hoses and belts every 500 hours of operation or annually, whichever comes
first, and replace as necessary. [40 CFR 63.6602 & Table 2c.1.c.]

d. Operation and Maintenance. Operate and maintain the stationary RICE according to the manufacturer's
emission-related operation and maintenance instructions or develop and follow your own maintenance
plan which must provide, to the extent practicable for the maintenance and operation of the engine in a

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
Shady Hills Generating Station Title VV Air Operation Permit Renewal
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 012

manner consistent with good air pollution, control practice for minimizing emissions. [40 CFR
63.6625(e), 63.6640(a) & Table 6.9.a.]

e. Engine Startup. During periods of startup the owner or operator must minimize the engine's time spent at
idle during startup and minimize the engine's startup time to a period needed for appropriate and safe
loading of the engine, not to exceed 30 minutes. [40 CFR 63.6625(h)]

f.  Oil Analysis. The permittee has the option of using an oil analysis program to extend the oil change
requirement. The oil analysis must be performed at the same frequency specified for changing the oil in
paragraph a., above. The analysis program must at a minimum analyze the following three parameters:
Total Base Number, viscosity, and percent water content. The condemning limits for these parameters are
as follows: Total Base Number is less than 30% of the Total Base Number of the oil when new; viscosity
of the oil has changed by more than 20% from the viscosity of the oil when new; or percent water content
(by volume) is greater than 0.5. If all of these condemning limits are not exceeded, the engine owner or
operator is not required to change the oil. If any of the limits are exceeded, the engine owner or operator
must change the oil within 2 days of receiving the results of the analysis; if the engine is not in operation
when the results of the analysis are received, the engine owner or operator must change the oil within 2
days or before commencing operation, whichever is later. The permittee must keep records of the
parameters that are analyzed as part of the program, the results of the analysis, and the oil changes for the
engine. The analysis program must be part of the maintenance plan for the engine. [40 CFR 63.6625(i)]

Monitoring of Operations

D.3.  Hour Meter. The permittee must install a non-resettable hour meter if one is not already installed.
[40 CFR 63.6625(f)]

Compliance

D.4.  Continuous Compliance. This RICE shall be in compliance with operating standards in this section at all
times. [40 CFR 63.6605(a)]

D.5.  Operation and Maintenance of Equipment. At all times, the permittee must operate and maintain, any
affected source, including associated air pollution control equipment and monitoring equipment, in a manner
consistent with safety and good air pollution control practices for minimizing emissions. Determination of
whether such operation and maintenance procedures are being used will be based on information available to
the compliance authority which may include, but is not limited to, monitoring results, review of operation and
maintenance procedures, review of operation and maintenance records, and inspection of the source. [40 CFR
63.6605(b)]

Recordkeeping Requirements

D.6.  Natification, Performance and Compliance Records. The permittee must keep:

a. A copy of each notification and report that the permittee submitted to comply with this section, including
all documentation supporting any Initial Notification or Notification of Compliance Status that the
permittee submitted.

b. Records of the occurrence and duration of each malfunction of operation.

Records of all required maintenance performed on the hour meter.

d. Records of actions taken during periods of malfunction to minimize emissions in accordance with
Condition D.5, including corrective actions to restore malfunctioning process and monitoring equipment
to its normal or usual manner of operation.

e. Records of the actions required in Condition D.2.d. to show continuous compliance with each emission
limitation or operating requirement.

f.  Records of the Work or Management Practice Standards specified in Condition D.2.

Records of the maintenance conducted in order to demonstrate that the RICE was operated and

maintained according to your own maintenance plan.

134

Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 012

h. Records of the hours of operation of the engine that is recorded through the non-resettable hour meter.
The permittee must document how many hours are spent for emergency operation including what
classified the operation as emergency and how many hours are spent for non-emergency operation. If the
engines are used for emergency demand response operation or for periods of voltage or frequency
deviations, the permittee must keep records of the notification of the emergency situation, and the time of
engine operation for these purposes.

[40 CFR 63.6655]

D.7.  Record Retention.
a. The permittee must keep records in a suitable and readily available form for expeditious reviews.
b. The permittee must keep each record readily accessible in hard copy or electronic form for at least 5 years
after the date of each occurrence, measurement, maintenance, corrective action, report, or record.
[40 CFR 63.6660 and 40 CFR 63.10(b)(1)]

Reporting Requirements

D.8.  Delay of Performing Work Practice Requirements. If an emergency engine is operating during an
emergency and it is not possible to shut down the engine in order to perform the work practice requirements
on the schedule required in Condition D.2, or if performing the work practice on the required schedule would
otherwise pose an unacceptable risk under federal, state, or local law, the work practice can be delayed until
the emergency is over or the unacceptable risk under federal, state, or local law has abated. The work practice
should be performed as soon as practicable after the emergency has ended or the unacceptable risk under
federal, state, or local law has abated. Sources must report any failure to perform the work practice on the
schedule required and the federal, state or local law under which the risk was deemed unacceptable. [40 CFR
63, Subpart ZZZZ, Table 2c, footnote 1]

General Provisions

D.9. 40 CFR 63 Subpart A - General Provisions. The permittee shall comply with the following applicable
requirements of 40 CFR 63 Subpart A - General Provisions, which have been adopted by reference in Rule
62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40 CFR
63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40 CFR
63.14. Link to 40 CFR 63, Subpart A - General Provisions

General Provisions Citation Subject of Citation

863.1 General applicability of the General Provisions
863.2 Definitions (additional terms defined in 43 CFR 63.6675)
863.3 Units and abbreviations
863.4 Prohibited activities and circumvention
863.5 Construction and reconstruction
§63.6(a) Applicability
863.9(a) Applicability and State delegation of notification requirements
863.9(b)(1)-(5) Initial notifications (except that §63.9(b)(3) is reserved)
863.9(i) Adjustment of submittal deadlines
863.9(j) Change in previous information
§63.10(a) Administrative provisions for recordkeeping/reporting
§63.10(b)(1) Record retention

§63.10(b)(2)(vi)—(xi)

Records

§63.10(b)(2)(xii)

Record when under waiver

§63.10(b)(2)(xiv)

Records of supporting documentation

§63.10(b)(3)

Records of applicability determination

Permit No. 1010373-016-AV
Title VV Air Operation Permit Renewal
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection D. Emissions Unit 012

General Provisions Citation Subject of Citation
863.10(d)(1) General reporting requirements
863.10(f) Waiver for recordkeeping/reporting
§63.12 State authority and delegations
863.13 Addresses
§63.14 Incorporation by reference
863.15 Availability of information

[40 CFR 63.6665 & Table 8 to Subpart ZZZZ of Part 63]
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SECTION IV. ACID RAIN PART.

Federal Acid Rain Provisions

Operated by: Shady Hills Power Company, LLC
ORIS Code: 55414

The emissions units listed below are regulated under Acid Rain, Phase I1.

EU No. | Emission Unit Description
001 SCCT Unit 1
002 SCCT Unit 2
003 SCCT Unit 3

1. Acid Rain Application. The Phase Il Acid Rain Part application submitted for this facility, as approved by the
Department, is a part of this permit. The owners and operators of these Phase 11 acid rain units must comply
with the standard requirements and special provisions set forth in DEP Form No. 62-210.900(1)(a), dated
05/15/2017 and received 05/17/2017. [Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

2. SOz Emission Allowances. SO emissions from sources subject to the Federal Acid Rain Program (Title IV)

shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain Program.
Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement of the

Act.

a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.
[Rule 62-213.440(1)(c)1., 2. & 3., F. A.C]

3. Comments, Notes, and Justifications. None.

Shady Hills Power Company, LLC
Shady Hills Generating Station
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SECTION IV. ACID RAIN PART.

Federal Acid Rain Provisions

Acid Rain Part Application

For more infommation, see instrections and refer to 40 CFR 72,30, 72.21, and 74; and Chapter §2-214, F.AC.

This submission is: ] Mew O Revised X Renswal
STEFP 1
Identify the source
by plant name Fiant nams ) _ State DRISPlant Code
state, and ORIS Shady Hills Generating Station FL 55414
or plant code.
STEF 2 = o e d =
Enter the unit ID#
for every Acid Rain UnitID% | S0z Optin Uinit w Mew or 50; Cptin Mew or 502 Optin
unit at the Acid Rain Unit? hiokd Units Units
source in column alowances
agm [Yes or Mo) N accordance Commence Monitor
with 40 CFR Ciperation Date Certification
If unit a 503z Opt-in 728N Deadline
unit, enter “yes” in
column “b”. 001 Yas
i 0oz
For new units or Yes
S50z Opt-in units, 003
enter the requested Yes
information in
columns “d” and Ves
‘IE-?' '-II'ES
Yes
Yes
Yes
Yes
Yes
Yes
Yes
DEP Form Mo, 82-210.800(1Ka) - Form
Effective: /1605
Shady Hills Power Company, LLC Permit No. 1010373-016-AV
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SECTION 1V. ACID RAIN PART.

Federal Acid Rain Provisions

Plant Mame ffrom STER 1) Shady Hille Generating Station

STEFP 3 Acid Rain Part Reguirements.
(1) The designated represantative of each Acld Rain s0urce and each Acld Rain Uit at the source shalk:
Read the I} Submk a compiste Ackl Raln Part application (Inciuding a compllance pian) under 40 CFR Part 72 and Rules 52-214.320 and 330,
standard FAC., In accordance with the desdiines specified In Rule 62-214.320, FA.C. and
X {il} SUT In & timesy manner any suppiemental Information Mat the DEP detenmines |6 necessany I onter o review an Acd Raln Part
requirements. application and lssue or deny an Acid Rain Fart

{2} The pWNErs and operabors of s3ch Acid Rain sounce and e3ch Acd Rain Unk at the soume shall
I} Operate the unit In compilance With a complate Ackl Rain Part application or a superseding Acid Rain Part ssuad by the DEP; and
fl} Have an Acd Rain Par.

Monitoring Reguirements.

(1) The owners and operabors and, o the extent applicable, deslgnated representative of each Acld Rain source and each Ackd Rain unit at the
source shall comply with the monlioring requirements as proviged In 20 CFR Part 75, and Rule £2-214.420, FAC.

{2} The emissions measurements recormied and reporied In accondance with 40 CFR. Part 75 shall be used to determine compliance oy the unit
with the Acid Raln emisslons Imitations and emissions reducion raguirements Tor sufur dioxide and nitnogen oddes under the Acd Rain

Program.

{3) The requirements of 40 CFR Part 75 shal not et the rasponsility of the pwners and operators to moakior emissions of other polutants or
othar amisslons characienstics at the unit under other applicable Fequiramants of the Act and other provisions of the cpersting pemilt for the
SOUrGe.

{4} For appieations Including 3 S0, Opt4n unit, 3 monfiorng plan for sach S0, Opt-n unk must be SwbMitid Wi Tis applcation pUrsLENt b
4D CFR 74.14{3). For renawal applcations for S0, Opt-in wiis Include an updated monitorng pian f applicabie under 40 CFR 75.53(b).

Sulfur Dicxide Reguirements.

{1} The pwners and operabors of e3ch sourse and each Acd Raln unit at the sourme snall
I} Hold allowances, 3s of the allowance transfer deadiine, In the UNIES cOMpIENCE ELDSCCOUNT (aMer deductons under 40 CFR 73.34(g)), or
In the compilance subaccount of ancther Acid Rain unit 3t the same source to the exient provkded In 40 CFR 72.35(0){3), not kess than the
total anmucl emisElons of sulfur diodde for the: previous calentar year from the untt and
il) Comply wih the applicanie Acd Rain emissions Imitations for sufur dicds.
{2} Each ton of sulfur dicodde emitted In excess Of the Ack] Raln amissions ImitEbons for sufur dicsde snall consTiute 3 separate violation of
the At
{3} An Acid Rain unit shall be subject in e requiramants undar paragraph (1) of the SuTur dioxide requirements 35 Tollows:
{1} Staring January 1, 2000, an Acid Rain unit ungder 40 GFR T2.6{a)(2); or
fil} Starting on the |ater of January 1, 2000, or the deadiine for monRor certtfication under 40 CFR Part 75, an Ackd Rain unit unger 40 CFR
T2 E(ENE)
{4) Allpwances shail b2 hakl In, deducted from, o ransizmed among Allowance Tracking Sysiem accounts In accoriance with the Acid Rain

Program.

{5} An allowance shall not be daduciad In order 0 comply with the requirements under paragraph (1) of the sufur dioxide requirements prior to
the calendar year for which e alowance was alocated.

{6} An aliowance allocabed by Mie Aoministrator under the Acid Rain Program ks a limited authcrzation 1o emit sutfur dicside In acoordands with
fhe Acld Raln Program. Mo provision of the Acid Rain Program, the Acid Rain Part application, the Ackd Raln Part, or an exemption undar 20
CFRTZ.T or 72.8 and no provision of law shall be construed to Imit the authonty of the Uniled States to terminate or limit such authortzation.
{7} An allowance allocabed by Te Administrator under the Acid Raln Program does not consiitule a propenty fight.

Hitrogen Oxjides Reguirements, Tmmmmmmmmmmmmmmn at the source shall comply with the
applicable Acid Raln emisslions imitation for nirogen cxides

Excess Emissions Reguirements.

{1} The designated represantative of an Ackd Rain unit that nas excess emissions In any ealendar year shall submit 3 propesad offset plan, 36
required undar 40 CFR Part 77
{2} The pwners and coerabors of an Acld Rain unit that has excess emisslons In any cabendar year shall

I} Pay without demand e panaity requirad, and pay Upon demand e Intemet on Mat penalty, a5 requined by 40 CFR Part 77; and

i) Comply wih the tenTes of an aoproved offset plan, as required by 40 CFR Part 77.

Recordkeeping and Reporting Reguirements.

{1} Linless pihenwise provided, e ownars and oparators of the souce and aach Acld Rain unit at the source shail Keep on sita at Me sourse
2ach of Me foliowing documents Tor 3 period of S5 years rom the date e document I created. This period may be exiended for causa, at any
time prior to the end of 5 y2ars, In wittng by the ERA or e DER:
I} The certficate of represantation for the designaiad represantative for Me source and each Ackd Raln unit 3t the source and all documents
that demaonstrate the truth of the statements In the cartScate of representaton, In 3ccortance with Ruie 62-014.350, F.A C.; provided mat
the certificate and documents shall be retalnad on srteatmeswmebegundamsrwapenmummmmnsaempem
because of Me submission of 3 Naw ceriicals of Fepresantation changing Me decignated
] All emissions Monionng Infomation, In accordance with 40 CFR Fart 75, provided Mat 1o e extent hat 40 CFR Part 75 provides for a
3-year period for recordkaeping, the 3-year penod shall apoly;
[|||. Dupiesuralmp-m-s compilance certtications, and omer submissions and all recoms mass of Rquiked under the Add Rain Program;

DEP Form Mo_ 82-210.800{1)a) — Form

Effective: 31802 2
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SECTION 1V. ACID RAIN PART.

Federal Acid Rain Provisions

Plant Mame (o STEP 1) Shady Hills Generating Station

STEP 3,
Continued. Recordkeeping and Repording Reguirements (cont)

(Iv} Copies of al documents used fo compiete an Add Rain Part appilcabion and any oMer submission under the Ackd Rain Program or to
gemonsirate compllance with the raquirements of the Acid Raln Prgam.

{2) The designated represantative of an Ack Raln sourms and aach Acid Raln unit 2t the source shall submit e renors and compilancs
carcations requined unger Me Ackl Raln Program, including these under 20 CFR Part 72, Subpart |, and 40 CFR Part 75.

Liability.

{1} Any person who knowingly Wolaies any requirement or probibifon of the Acld Rain Program, a complete Acld Rain Part appllcation, an Acid
Rain Part, o an exemption under 40 CFR 72.7 or 72.8, Incuding any requinemesnt for the payment of any penalty owed to the Unfisd Siates, shall
be subject 1o enforcement pursuant to section 113(c) of e Act

{2} Any persan who knowingly makes a talse, maternal siatement (n any recort, submission, of report under the Acid Rain Program shall be
subject i criminal enforcement pursLant to section 113(c) of the Act and 18 ULS.C. 1001.

{3} Mo pamit revision shall excuse any violaton of the requirements of the Ackd Raln Program that oecurs pior to the daie Mat the revision
1zkes efacl

{4) Each Acid Rain source and each Acld Rain unit shall meed the requirements of e Ackd Raln Progam

{5} Any provision of the Acid Raln Program that applles to an Acld Rain sowrce (Including 3 provision applicabie fo e designated mpresentatve
of an Acid Fain source) shiall also apply 1o the owners and operabors of such SoUNte and of the Ackd Raln units a1 the source.

{6} Any provision of the Acid Raln Program that applles to an Acld Rain unit {including a prowiskon appilcabie to the designated representatve of
an Ack Rain unit) shail aiso apply 10 the ownens and operaiors of such unit. Except as provided unter 40 CFR 72.44 (Phiase Il repowering
extersion plans) and 40 CFR 76.11 (MO« aweraging plars), and exeept with regand to e requirements appilcabie to units with 3 commion stack
under 40 CFR Part 75 (Including 40 CFR 7516, 7517, and 75.1E], the caners and aperators and the designated representative of one Acid Rain
unit shall not be Baible for any vinlation by any ofher Acld Rain unit of which Sey are not owners or operatons or the deslgniated representative and
that Is located at a sourse of which they are not cwners or operatons or the designated represeniative.

{7} Each violation of a provision of 40 CFR Pans 72, 73, T4, 75, 76, 77, and TE by an Acid Rain source or Ackd Rain urit, or by an owner of
aperaton of desgnaied represeniative of such S0ue o unit, shall be a separate violation of the Act

Effect on Other Authorities.

Wo provision of the Acd Rain Program, an Ackd Rain Pant application, an Ackd Raln Part, or an exemption under 40 CFR T2.7or 72.5 shall be

constned as:

-:1:- Emptasem{esslypmﬂdedlnﬂﬂewumm emamipting or exciuding the cwners and operaiors and, to the extent appllcabie, the
deslgnated we of an Ankd Rain soumce or Acd Rain unkt from compllance with any other prowision of the Act, Incuding the provisians

of tithe | of the Act relating o applicable Mational Amblent Alr Cuallly Standands or Siate Implementation Plans;

{2} Umitng the number of allowancss a unit can hoid; provided, Mat the numbsr of allowances hald by the untt shall not affect the source’s

abligation io comply with amy other provisions of the Act,

{3) Requiing a change of ary kind In any state |aw reguiating slectic ulllty rabes and changes, aMecing any slate 3w reganding such slate

reguiaton, or imitng such staie reguiation, Including amy prudence Review requirements LUnder sUch siate law;

{4} Modifying the Federal Power Act of aTecting the authorty of the Federal Energy Reguiatony Commission undar the Federal Power Act; or,

{5} Inbarfaring vith or IMpairing any pAOgram for compettive bigding for power SUpPDly In 3 SETE In which SLch program |s established.

STEP 4
For S0; Opt-in f g h {not required for
units only. renewal application)

In column “f enter .
the unit ID# for E‘;'E";;"dﬁﬁr;:"”
every SOz Opt-in Unit ID= Description of the combustion unit months precading initial
unit identified in application

column “a™ of
STEFP 2.

For column “g”
describe the
combustion unit
and attach
infermation and
diagrams on the
combustion unit's
configuration.

In column “h"
enter the hours.

DEF Form No. 82-210.800{1)a) - Form
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SECTION 1V. ACID RAIN PART.

STEP &

For 502 Opt-in
units only.
L’ﬂ“ rad for

2 Opt-in renawal
applications.)

In column “i" anter
the unit ID¥ for
every 50z Opt-in
unit identified in
column “a" {and in
column “f).

For columns “]”
through “n,” anter
the Information
raquired under 40
CFR 74.20-74.25
and attach all
supporting
documentation
required by 40 CFR
T4.20-74.25.

STEF 6

For 50: Opt-
u:;hn;Iy:pl“

Attach additional
raquirements,
cartify and sign.

STEFT

Raad the
certification
statemont; provide
nama, title, owner
COMPany mame,
phone, and e-mall
addrass; sign, and
date.

Federal Acid Rain Provisions

Plant Nama (trom 5TEF 1) Shady Hills Generating Station

| ] k 1 m n
Carrant Current
) Aclual 503 Allgwable 1965 | Altowable S0 Pramulgatid
Baseline or Allemalive | Emissions Rale | SO; Emisslons | Emissions Rate | 503 Emissions
Limit IC# Baseline undar Laner Raie under undar Rate undar
40CFR 74.20 40 CFR 74,22 40 CFR 74.23 a0 CFFR 74.24 40 CFR 74.25
(Bt (MbsimmB) {Ibs i Eiu) {bmimmEt) {Ibs/mmEL)

The

‘M o mQg O@ P

the combusiion sowrce:

If the combustion source sesks lo qualify for @ transfer of allowancas from the replacement of thesmal enermy, a
thermal energy plan 85 provided In 40 CFR T4.47 for cambusiion sources must be sttached.
. Aslalemeni whelher the combustion unil was previously an affected unit under 40 CFR 74,
. Acslglzment thal the combuslion unil i nol an affected unit under 40 CFR 72.6 and does nol have an
exemplion under 40 CFR 72,7, T2.8, or 72,14
. Allach a complele compliance plan for 503 under 40 CFR 72 40
bed representative of the combustion unil shall submit 8 monéloring plan in accordance with 40
CFR 7461, For renewal applicalion, submit an updated monilaring plan if appicable under 40 CFR 75.53(b).
. The following statement must be signed by the designaled representialive of allemate designated representative of
‘| cartify that the data subdilied under 40 CFR Part 74, Subpart ©. reflecls achual

operations of the combusiion source and has nol been adjusted in any way.”

Signature

Data

far submitting falsa

ar omitting

Cartification (for designated represantative or altamate dasignated representative only)

I am srthanzed to make this submission cn bahall &f B swaes and aperatans of the Acid Rain sowms or Acid Redn units kar which the submissian
s made. | Sartidy undar perally of law Shal | have pasonally sxamined. snd am lamiliar with, the stafements and information suten fed in Hva
document and al ils stachments. Based on my ngquiny of hose rdividusls with prmary responsiblity for obtaining the informaton. | canily thal the
stlemenis and infoematon are o &-bmdnwhmwwm wecurele, nd complete | am sware that there ore significant peaaites
and and ‘nfzrmation. induding the poasibiity of fine or imprisonment.

Hame Roy 5. Belden

Tille Vice President

Owmer Company Name Shady Hills Power Company, LLC

Phene  (203) 357-6820

E-mall address roy .belden@ge.com

Varlks

e ﬁ-ﬂx_m

DEP Form No. 62-210.900{1}{a) - Form

Effective: 31606

Shady Hills Power Company, LLC
Shady Hills Generating Station

Page 27 of 27

Permit No. 1010373-016-AV
Title V Air Operation Permit Renewal



	Shady Hills Power Company, LLC
	Shady Hills Generating Station
	Facility ID No. 1010373
	Pasco County
	Title V Air Operation Permit Renewal
	Permitting Authority:
	Telephone:  (850) 717-9000
	Compliance Authority:
	B.1. Authorized Fuel:  The natural gas heater shall fire only pipeline natural gas.   [Rules 62-210.200(PTE), F.A.C.]
	B.2. Hours of Operation:  Operation of the natural gas heater is not restricted.   [Rule 62-210.200(PTE), F.A.C.]
	B.3. Fuel Recordkeeping Requirements.  The permittee shall record and maintain records of the amounts of natural gas combusted during each calendar month.  [Rule 62-204.800(8)(b)4, F.A.C.; and 60.48c(g)(2)]
	Other Requirements
	B.4. NSPS Requirements.  The heater is subject to the applicable requirements in NSPS Subparts A, General Provisions, and Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, in 40 CFR 60 attached and part...

	Brief Description
	EU No(s).
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