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Florida Power Corporation


Bartow Plant


Facility ID No.: 1030011


Pinellas County





Initial Title V Air Operation Permit


DRAFT Permit No.:  1030011-002-AV





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





This facility consists of three fossil fuel fired steam generators subject to Phase II Acid Rain, a pipeline heating boiler, four gas turbine peaking units, a flyash silo and relocatable diesel generators that can be located at various Florida Power Corporation power plants, as needed.





Unit No. 1 is a front-fired, fossil fuel steam generator which produces 120 megawatts, electric, power.  The maximum heat input rate is 1,220 million Btu per hour and the unit fires No. 6 fuel oil, No. 2 fuel oil, and on-specification used oil.  Particulate matter emissions are controlled by a General Electric Services, Inc. Model 1-BAB1.2X37(9)36.0-434-4.3P electrostatic precipitator consisting of five fields in depth. A Durag Model 281 Continuous Emissions Monitor for opacity with a recorder is used for continual observation of stack opacity.  Unit 1 began commercial service in 1958.  





Unit No. 2 is a tangential-fired fossil fuel fired steam generator which produces 120 megawatts, electric, power. The maximum heat input rate is 1,317 million Btu per hour and the unit fires No. 6 fuel oil, No. 2 fuel oil, on-specification used oil, and propane. Emissions from Unit No. 2 are uncontrolled.  Unit 2 began commercial service in 1961.





Unit No. 3 is a tangential-fired fossil fuel fired steam generator which produces 225 megawatts, electric, power. The maximum heat input rate is 2,211 million Btu per hour and the unit fires No. 6 fuel oil, natural gas, No. 2 fuel oil, on-specification used oil, and propane. Emissions from Unit No. 2 are uncontrolled.  Unit 3 began commercial service in 1963.





The Bartow-Anclote Pipeline Heating Boiler is used to heat fuel oil being transferred from the Bartow Plant to the Anclote Plant.  The boiler’s maximum heat input rate is 15.5 million Btu per hour firing natural gas, No. 2 fuel oil, or propane.  Emissions from the boiler are uncontrolled.





The turbines are natural gas and/or No. 2 fuel oil fired combust
