













December 2, 1998



Mr. Joseph V. Carlini

Treatment Plant Manager

City of Largo WWTP

5100 150th Avenue North

Clearwater, FL 34620





Re:	PROPOSED Title V Permit No.:  1030060-002-AV

	Largo City Sewage Plant



Dear Mr. Carlini:



	One copy of the “PROPOSED PERMIT DETERMINATION” and the Proposed Permit for the Largo City Sewage Plant  located at  5100 150th Avenue North, Clearwater, Pinellas County, is enclosed.



	An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is http://www2.dep.state.fl.us/air. 

	

	Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED permit is made by the USEPA within 45 days, the PROPOSED permit will become a FINAL permit no later than 55 days after the date on which the PROPOSED permit was mailed (posted) to USEPA.  If  the USEPA has an objection to the PROPOSED permit, the FINAL permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn. 



�If you should have any questions, please contact Roger Cawkwell, P.E., at  813-744-6100, ext. 117.

	

	Sincerely,







	Richard D. Garrity, Ph.D.

	Director of District Management



/prc



Enclosures



copy furnished to:

Mr. Kenneth E. Given, P.E.

Mr. Scott M. Sheplak, P.E., Bureau of Air Regulation

Mr. Gary Robbins, PCDEM

Ms. Carla E. Pierce, USEPA, Region 4 (INTERNET E-mail Memorandum)

Ms. Gracy Danois, USEPA, Region 4 (INTERNET E-mail Memorandum)�PROPOSED PERMIT DETERMINATION	
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I.  Public Notice.



	An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” to City of Largo WWTP for the Largo City Sewage Plant located at 5100 150th Avenue North, Clearwater, Pinellas County was clerked on September 14, 1998.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was published in the Tampa Tribune on October 17, 1998.  The DRAFT Title V Air Operation Permit was available for public inspection at the Pinellas County Department of Environmental Management in Clearwater and the  permitting authority’s office in Tampa.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was received on November 9, 1998.



II.  Public Comment(s).

�	Comments were received and the DRAFT Title V Operation Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Title V Permit and require another Public Notice.  Comments were received from one respondent during the 30 (thirty) day public comment period.  Listed below is each comment letter in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated.  Where duplicative comments exist, the original response is referenced.



A.  Letter from Mr. Joseph V. Carlini dated November 11, 1998, and received on November 13, 1998.



1.  Comment #1:



Response:  Requested changes made.



As a result of this comment Condition II.17 is hereby deleted:



17.  At a minimum, all records and logs required by this permit shall be updated monthly, by the 10th day of the next month.  (Also reference appendix TV-1, items 12.(14)(b) and (c) and 43.)

[Rule 62-4.070(3), F.A.C.]



�2.  Comments #2, #3, #4, #5, and #6:

Response:  Requested change made.



As a result of this comment, Description for the Two Sewage Sludge Drying Trains of Section III., Subsection A is hereby changed:



From:  ...the rotary drum dryer is supplied by natural gas burners at 12.0 MMBtu/hr...



...1.) oversized material which is conveyed to a crusher and redirected to the screens...



...4.) trash or debris which is directed into dumpsters...



Model #65 three chamber, regenerative, ceramic bed-type afterburner (RTO, or regenerative thermal oxidizer) for control of VOC, ammonia, and odorous air emissions....



The afterburner, which is rated at a design heat input rate of 2.2 MMBtu/hr., is fired exclusively on natural gas.



    To:   ...the rotary drum dryer is supplied by natural gas burners at a design rate of 12.0 MMBtu/hr...

...1.) oversized material which is conveyed to a crusher and redirected to the dried solids recycle bin;...

...4.) trash or debris which is directed into dumpsters and disposed of in the appropriate method...

Model #65 three chamber, regenerative, ceramic bed-type afterburner (RTO, or regenerative thermal oxidizer) for control of VOC, ammonia, particulate and odorous air emissions...

...The afterburner, which is rated at a design heat input rate of 2.2 MMBtu/hr., is fired exclusively on natural gas...



3.  Comments #7 and #10:

Response:  The heat input capacities for each drying train afterburner plus dryer can not be deleted from the Title V permit without modifying the Construction Permit.  The MMBtu usage is a maximum not to exceed rate not an required operating rate (i.e., the drying train may operate during the year at a rate much lower than the tested rate).



As a result of this comment, no changes were made.



�4.  Comment #8: Requested change made.



As a result of this comment, Condition III. A.7 is hereby changed:



From:

A.7.  The permittee shall test emissions from sewage sludge drying trains for odor and the following pollutants annually on, or during the 60 day period prior to May 12.

	a.	Each train for particulates and visible emissions.

	b.	One of the trains for mercury, odor (3 samples at least 1 hour apart plus a 4th background sample), and VOC.

[Rule 62-297-310(7)(a)4, F.A.C.]



To:

A.7.  The permittee shall test emissions from sewage sludge drying trains for odor and visible emissions annually on, or during the 60 day period prior to May 12.

[Rule 62-297-310(7)(a)4, F.A.C.]



A.8.  The permittee shall test emissions from sewage sludge drying trains for the following pollutants on or during the 180 day period prior to the expiration date of this permit:

	a.	Each train for particulates and visible emissions;

	b.	One of the trains for mercury, odor (3 samples at least 1 hour apart plus a 4th background sample), and VOC.

[Rule 62-297-310(7)(a)3, F.A.C.]



4.  Comment #9: Requested change made.



As a result of this comment, Condition III. A.15 is hereby changed:



From:

A.15.  The total maximum natural gas heat input rate (MMBtu/hr.) of each drying train (dryer + afterburner) shall be determined by the Main (People's Gas) gas meter.  The permittee shall maintain records of the dryer hours of operation and the amount of gas fired in the dryers daily.

[Rule 62-213.440(1), F.A.C., Construction permit AC52-172849]



To:

A.15.  The total maximum natural gas heat input rate (MMBtu/hr.) of each drying train (dryer + afterburner) shall be determined by the Regenerative Thermal Oxidizer and the dryer burner meters.  The permittee shall maintain records of the dryer hours of operation and the amount of gas fired in the dryers daily.  Records shall also be maintained (for comparison purposes) of the Main (People’s Gas) gas meter.

[Rule 62-213.440(1), F.A.C., Construction permit AC52-172849]



�5.  Comment #11: Requested change made.



As a result of this comment, Condition III. A.17 is hereby changed:

From:

...		Every 2 Months



1.	Inspect scrubber nozzle and spray bars.

2.	Inspect cyclone interior.

3.	Lubricate coupling for afterburner...



To:

...		Every 2 Months



1.	Inspect scrubber nozzle and spray bars.

2.	Inspect cyclone interior...



6.  Comment #12:  Requested change made.



As a result of this comment, Condition III. B.8.b. is hereby changed:



From:

...	b.	The following observations, checks, and operations apply to each silo and shall be conducted on the following schedule as specified:...



To:

...	b.	The following observations, checks, and operations apply to each scrubber and shall be conducted on the following schedule as specified:...



7.  Comment #13:  Requested change made.



As a result of this comment, Condition III. C.4. is hereby changed:

From:

C.4.  The permittee shall test the baghouses for visible and particulates (waived per Condition C.3) emissions annually on, or during the 60 day period prior to April 1.

[Rule 62-297.310(7)(a)4, F.A.C.]



To:

C.4.  The permittee shall test the Truck loading Area baghouse for visible and particulates (waived per Condition C.3) emissions annually on, or during the 60 day period prior to April 1.

[Rule 62-297.310(7)(a)4, F.A.C.]



C.5.  The permittee shall test the Storage Silo baghouses for visible and particulates (waived per Condition C.3) emissions on, or during the 180 day period prior to the expiration date of this permit.

[Rule 62-297.310(7)(a)3, F.A.C.]



7.  Comment #13:  Requested change made.



As a result of this comment, Condition III. C.6. is hereby changed:



From:



C.6.  In order to document compliance with the requirements of Condition C.1, the permittee shall maintain daily records of the following:

a.  The dried sludge loading rate for each silo.  The dried sludge loading rate for each silo is determined from a 24 hour average derived from the flow meter to the filter presses as calculated below:

million gallons/day x 8.34 lbs./gallon x ppm of solids

b.  The process rate for the truck loading area.

c.  The hours of operation for the sludge storage silos and truck loading area.

These records shall be recorded in a permanent form suitable for inspection by the Department or PCDEM upon request.

[Rule 62-4.070(3), F.A.C.]



To:

C.6.  In order to document compliance with the requirements of Condition C.1, the permittee shall maintain daily records of the following:

a.  The dried sludge loading rate for each silo.  The dried sludge loading rate for each silo is determined from Dryer Total Sludge Input Rate equation (see Condition A.15):

M = C (%R - %C)

	 (%R - %M)



Where:	M  = Dryer Total Sludge Input Rate (lbs./hr.)

	C  = Wet Sludge Feed Cake to Pugmill (lbs./hr.)

		%M = Percent Solids of Dryer Input (Feed)

		%C = Percent Solids of Wet Sludge Feed Cake

		%R = Percent Solids of Recycled Dry Material to Pugmill



b.  The process rate for the truck loading area.

c.  The hours of operation for the sludge storage silos and truck loading area.

These records shall be recorded in a permanent form suitable for inspection by the Department or PCDEM upon request.

[Rule 62-4.070(3), F.A.C.]



8.  Comment #14:  Requested change made.



As a result of this comment, Condition III. C.7.a.4. is hereby changed:



From:

	4.	Design Flow Rate: 450 dscfm

To:

	4.	Design Flow Rate: 800-1650 cfm



	The enclosed PROPOSED Title V Air Operation Permit includes the aforementioned changes to the DRAFT Title V Air Operation Permit.



9.  Comment #15:  Requested change made.  Table 2-1 was modified to reflect the changes made to the Draft Title permit.





B.  Document(s) on file with the permitting authority:

-Letter received November 13, 1998, from Mr. Joseph V. Carlini





III.  Conclusion.



	The permitting authority hereby issues the PROPOSED Permit No.:  1030060-002-AV, with any changes noted above.
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