TableOP-1

Medico Environmenta Services, Inc.
1030210-005-AV

Operating Parameters to be Monitored and Minimum M easurement and Recording Frequencies
Thisfacility usesadry scrubber followed by a baghouse for control.

Minimum freguency Control system
Operating parametersto be Dry Scrubber
monitored Data Dry scrubber followed by
measure Data followed by fabric filter and
ment Recording  fabricfilter wet scrubber*
M aximum oper ating
parameters:
Maximum charge rate Continuous 1 x hour v v
Maximum fabric filter
inlet temperature Continuous 1 x minute v v
Maximum flue gas
temperature Continuous 1 x minute v
Minimum operating
parameters:
Minimum secondary
chamber temperature Continuous 1 x minute v v
Minimum dioxin/furan
sorbent rate Hourly 1 x hour v v
Minimum HCI sorbent
flow rate Hourly 1 x hour v v
Minimum mercury (Hg)
sorbent flow rate Hourly 1 x hour v v
Minimum pressure drop
across the wet scrubber
or minimum horsepower
or amperage to wet
scrubber Continuous 1 x minute v
Minimum scrubber
liquor flow rate Continuous 1 X minute v
Minimum scrubber
liquor Ph Continuous 1 x minute v

* NOT APPLI CABLE
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