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            FINAL Permit No.:  1030429-001-AV

HYDRO SPA




Facility ID No.:  1030429

13055 49th Street North


SIC Nos.:  30, 3088

Clearwater, FL 33762



Project: Initial Title V Air Operation Permit

This permit is for the operation of the HYDRO SPA facility.  This facility is located at 13055 49th Street North, Clearwater, Pinellas County; UTM Coordinates:  Zone 17, 332.6 km East and 3085.9 km North; Latitude:  27( 53’ 25” North and Longitude:  82( 41’ 59” West.

Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:

Appendix I-1, List of Insignificant Emissions Units and/or Activities

APPENDIX TV-1, TITLE V CONDITIONS (version dated 12/02/97)

Appendix SS-1, Stack Sampling Facilities (version dated 10/7/96)
Table 297.310-1 Calibration Schedule (version dated 10/7/96)




Effective Date:  September 8, 1999





Renewal Application Due Date:  March 12, 2004






Expiration Date:  September 8, 2004
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Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of a spa manufacturing operation.  The spa manufacturing operation includes the preparation and repair of molds, the application of resin and fiberglass to molds, product assembly, touch-up, equipment cleanup, and fugitive emissions from the lamination building.  To improve the dispersion of styrene, the permittee will redirect upward the exhausts from the two southeastern most fans in the lamination building.  The two exhausts will be three feet deep by six feet wide, and twenty feet above ground level.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

Based on the initial Title V permit application received July 2, 1998, this facility is a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.  ID No.
Brief Description

-001
Fiberglass Spa Manufacturing Operation - Lamination and Assembly Building

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

 Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Transfers

These documents are on file with permitting authority:
Initial Title V Permit Application received July 2, 1998

Additional Information Request dated July 27, 1998

Additional Information Response received October 13, 1998

Additional Information Request dated November 6, 1998

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-1, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C., and Pinellas County Code, Section 58-178.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rule 62-296.320(4)(b)1. and 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a risk management plan (RMP) when, and if, such requirement becomes applicable; and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]

5.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department . The facility shall comply with the following operating procedures and work practices relating to VOC/OS use and emissions.

a.
Fans and ventilation systems, as described below, located in  the Fiberglass Lamination Building shall be operating whenever usage of materials containing VOC/OC's occurs and shall remain operating for at least 1 hour after the usage has been completed.

The lamination building has six exhaust fans on the south wall.  Each of these fans have exhaust dimensions of approximately 26 inches by 52 inches, and are all exhausted vertically downward.  The exhaust points are approximately 53 inches above ground surface.  The exhaust fans vary in air flow from approximately 12,300 acfm to 19,600 acfm.

b.
All materials containing VOC/OC's shall be stored in closed containers and/or in small automatic closing safety cans.

c.
Clean-up solvent washings shall be directed into containers that prevent evaporation into the atmosphere.

d.
All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of materials containing VOC/OC's.

e.
Immediately attend to all spills of materials containing VOC/OC's as appropriate.

 [Rule 62-296.320(1)(a), F.A.C.]

6.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

7.  Not federally enforceable.  Reasonable precautions to prevent emissions of unconfined particulate matter resulting from buffing, polishing, carving, cutting, drilling, routing, sanding, sawing, trimming, machining, surface grinding or turning at this facility shall include the use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate mater.

 [Rule 62-296.320(4)(c)2., F.A.C.]

8.  When MACT standard(s) for the reinforced plastics industry are promulgated, this facility shall comply with the applicable requirements.

[Rule 62-4.070(3), F.A.C.]

Recordkeeping and Reporting Requirements

9.  The permittee shall submit to the Air Compliance Sections of Southwest District Office of the Department and PCDEM each calendar year, on or before March 1, a completed DEP Form 62-213.900 (5), an “Annual Operating Report for Air Pollutant Emitting Facility”, for the preceding calendar year containing the following information pursuant to Subsection 403.061(13), F.S.:

a.
Annual amount of materials and/or fuels utilized;

b.
Annual emissions (note calculation basis);

c.
Hours of operation.

d.
Any changes in the information contained in the permit.

[Rule 62-210.370(3), F.A.C.]

10.  The “Statement of Compliance” required to be submitted to this office and U.S. EPA shall be submitted at the same time as the Annual Operating Report.  Note to Permittee:  see Appendix TV-1, Nos. 23 and 52.

[Rules 62-213.420(4), 62-213.440(3), and 62-4.070(3), F.A.C.]

11.  Hours of Operation - Unless otherwise noted, all emission units are allowed to operate continuously, i.e., 8760 hours per year.

[Rule 62-4.070(3), F.A.C.]

12.  At a minimum, all records and logs required by this permit shall be updated monthly, by the 10th day of the next month.  (Also reference appendix TV-1, items 12.(14)(b) and (c) and 43.)

[Rule 62-4.070(3), F.A.C.]

13.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

14.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Southwest District office:

Department of Environmental Protection

Southwest District Office

3804 Coconut Palm Drive

Tampa, Florida 33619-8218

Telephone:  813/744-6100

Fax:  813/744-6458

15.  Any reports, data, notifications, certifications, and requests required to be sent to the PCDEM, should be sent to:

Pinellas County Department of

Environmental Management

Air Quality Division

300 South Garden Street

Clearwater, Florida  34616

Telephone:  727/464-4422

Fax:  727/464-4420

16.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air & EPCRA Enforcement Branch

61 Forsyth Street

Atlanta, Georgia 30303

Telephone:  404/562-9155

Fax:  404/562-9163

NOTES to PERMITTEE:
Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

Permit Renewal - Reference Appendix TV-1, item 5

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-001
Fiberglass Spa Manufacturing Operation - Lamination and Assembly Building

The fiberglass spa manufacturing operation has a maximum throughput rate of 10,000 spas per year.  This operation includes the preparation and repair of molds, the application of resin and fiberglass to molds, product assembly, touch-up, and equipment cleanup.  Emissions from the lamination building are vented through a multi-fan ventilation system.

{Permitting note(s):  These emissions units are regulated under Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards.}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  The process/operation rate for fiberglass spa manufacturing operation shall not exceed 10,000 spas per consecutive 12 month period.

 [Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]

A.2.  Material Usage.  This facility shall not exceed the following material usage limitations listed below:

Material
Limit per Month
Unit
Limit per any 12 Consecutive Month Period
Unit

NS Polyester Resin
150.0
tons
500.0
tons

Foam
15.0
tons
45.0
tons

Methyl Ethyl Ketone Peroxide
3.0
tons
10.0
tons

Gray SPA Spray and Wipe Stain
1000
gallons
3200
gallons

[Rules 62-4.160(2), F.A.C., and 62-210(PTE), F.A.C.]

Emission Limitations and Standards

A.3.  This facility shall not exceed the following volatile organic compound (VOC) emissions limitations:

Chemical
Tons per Month
Tons per Any 12 Consecutive Month Period

Styrene
23.63
78.8

Methylene diphenyl diisocyanate (MDI)
3.75
11.25

HAPs Other Than Styrene and MDI
1.0
3.1

Other VOCs (non-HAPs)
14.5
44.9

Total VOCS
42.9
138.1

[Rules 62-213.205(2), and 62-213.440(1)(b)2.b., F.A.C.] 

Operational Procedures
A.4.  Within 60 days of final issuance of this permit the exhaust points of the two most southeastern fans in the lamination building will be three feet deep by six feet wide, and will exhaust vertically upward, unobstructed, twenty feet above ground level.
[Rule 62-213.440(1), F.A.C.]

Recordkeeping and Reporting Requirements
A.5.  The permittee shall keep logs for the facility to document compliance with the limitations of Conditions A.1, A.2, and A.3.  The logs shall be retained on file at the facility and the logs shall at a minimum record the following:


a.
Record the monthly quantity, in tons or gallons, of each material used that contains VOC for each category (NS Resin, foam, MEKP, Gray SPA Spray and Wipe Stain, etc.) as shown in Condition A.2.  Be sure to also record the method of application (where appropriate) for each material used.


b.
Calculate and record the most recent 12 consecutive month period cumulative material usage rate (in tons/12 consecutive month period) for each category (NS Resin, foam, MEKP, Gray SPA Spray and Wipe Stain, etc.) as shown in Condition A.2.


c.
For each material/product used that contains VOC, record the percentage (%) by weight of VOC along with the percentage (%) by weight of styrene.  Documentation of the VOC used shall be determined by a mass balance method (amount used minus amount captured for disposal or recycle).


d.
Record the monthly and the most recent 12 consecutive month period cumulative production of spas.


e.
Record the monthly total quantity, in tons, for each category emitted, as shown in Condition A.3.


f.
Calculate and record the most recent 12 consecutive month period cumulative emission rate (in tons/12 consecutive month period) for each category (Styrene, Methylene diphenyl diisocyanate, HAPs, Other VOCs, and Total VOCs) as shown in Condition A.3.


g.
Each log shall have the appropriate footnotes listing any emission factors used.


h.
Each log, where applicable, shall have attached the documentation for all chemicals removed from the facility.


i.
The monthly logs shall be completed by the end of the following month.  Supporting documentation (MSD sheets, purchase orders, emission factors, etc.) shall be kept for each material which includes sufficient information to determine VOC emissions and styrene emissions.  These records shall be made available to the Department and the PCDEM upon request.

       j.    The emission factors used to calculate emissions for the logs shall be updated           
 upon receiving more accurate emissions data, such as updates to AP-42, or other 

 references or methods approved by the Department.  The current calculation shall 
 use the formula:


 Emissionsstyrene  lbs = ( ( lbs of resin) x (y % styrene content) x (35% emitted)

             (note: y is presently 45%)


[Rule 62-213.440(1), F.A.C.]

A.6.  A copy of the most recent one month of logs shall be attached to the application to renew this operating permit.

[Rule 62-4.070(3), F.A.C.] 
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