STATEMENT OF BASIS

Florida Juice Partners, Ltd.

Facility ID No.:  1050015

Polk County

Initial Title V Air Operation Permit

DRAFT Permit No.:  1050015-005-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of a citrus juice products and animal feed processing plant that has a Citrus Peel Dryer w/ 2 Waste Heat Evaporators, Boiler No. 1, Boiler No. 2, Citrus Pellet Mill Cooler No. 1, and Citrus Pellet Mill Cooler No. 2.  The facility is a Title V facility, since it has the potential to emit 100 tons per year or more of volatile organic compounds (VOC).  The facility is also considered a PSD major facility, since the facility has the potential to emit 250 tons per year or more of VOC's.  This permit contains no emission limit for VOC's, since there is no applicable standard.

Fresh, whole citrus is delivered to the plant from citrus growers in the surrounding area and is processed to produce various juice products and animal feed.  Fruit is delivered to the plant via truck and is weighed in and off-loaded.  The fruit is washed, graded and sent to storage bins before being processed through the plant.  From the bins, the fruit goes through additional washing and grading.  After grading, the fruit is either sent through a Brown Oil Extraction (BOE) system to remove peel oil from the fruit, or sent directly to the extraction line.  The material removed from the BOE is purified to remove water and any particulate matter and pumped onto either tanks or drums for shipment.

The juice that is mechanically extracted goes through a chiller to a surge tank.  Juice from the surge tank is used to supply the packaging lines or goes directly on bulk tankers.  Juice that is heat stabilized prior to packaging also passes through a de-aerator to remove excess air from the product.  Juice that goes to the evaporators, pass through an essence recovery system to collect essence and oils from the juice.  These by-products are drummed or stored in bulk tanks prior to shipment.

The citrus peels which remain after juice extraction are processed through the feed mill system where they are pressed, dried, and pelletized for distribution as animal feed.  After juice extraction, peel is stored in bins before being processed through the feed mill system.  Wet peel is discharged from the peel bin, mixed with lime, chopped and mixed with molasses in a reaction tank.  This wet peel mixture is sent through presses to mechanically remove moisture.  The press liquor is then screened and sent through a waste heat evaporator which strips d-limonene from the liquor and concentrates the solids.  The resulting molasses that is produced at the WHE is recycled into the pressing operation.  The dry feed discharged from the dryer is then cooled and loaded as bulk feed or processed through a pellet mill to form pellets.  The pellets are conveyed through a pellet cooler and stored until loaded into bulk feed truck.

The facility may receive wet peel from outside sources.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the Title V permit application received June 14, 1996, this facility is not a major source of hazardous air pollutants (HAPs).

[electronic file name: 1050015.sob]

