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This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

E.U. ID No.
Brief Description


  001

60M Citrus Peel Dryer/106M WHE

  003

60M Citrus Peel Dryer/50M & 60M WHE's

  005

Pelletizer/Horiz. Cooler No. 1N

  006

Pelletizer/Horiz. Cooler No. 2C

  007

Horiz. Cooler No. 3S

  010

Vertical Cooler

  008

Cogeneration System No. 1

  009

Cogeneration System No. 2




                Allowable Emissions
Equivalent Emissions*



Pollutant Name
Fuel(s)
hrs./yr.
Standard(s)
lbs./hr.
tons/yr.
lbs./hr.
Tons/yr.
Regulatory Citation(s)
See permit condition(s)

E.U. Nos. 001

and 003 (each)

 Particulate

 VE

 Sulfur Dioxide

E.U. Nos. 005, 006,  and 007

(each)

 Particulate

 VE

E.U. No. 010

 Particulate

 VE

E.U. Nos. 008 and 009 (each)

 Sulfur Dioxide

 NOx

 VE


Nat. gas & fuel oil

Nat. gas

& fuel oil


8,760

8,760

8,760

8,760

8,760

8,760

8,760

8,332e

8,332e

8,332e


<20% opacity

1.95%S

<5% opacity

<5% opacity

1.5/0.5%Sa
168 ppm

<20% opacity
32.9

20.0

27.7


144

813

88

121

67b/23c
121d
62-296.320(4)(a)

62-296.320(4)(b)

62-4.160(2)

62-296.320(4)(a)

62-4.070(3)

62-296.320(4)(a)

62-4.070(3)

62-296.406/40 CFR 60.333(b)

40 CFR 332(a)

62-296.320(4)(b)
A.1., A.2.,A.3.,A.5

A.1.,A.2., A.3., A.4

A.2, A.3.

B.1,B.2, B.4

B.2, B.3

B.1.,B.2.,B.4

B.2.,B.3

D.2., D.3.,D.6

D.3.,D.5

D.4



Notes:

** N/A is defined as "NOT APPLICABLE"

* The "Equivalent Emissions" listed are for informational purposes only.

a 1.5%S is for Duct Burner No. 1, since Duct Burner No. 2 only uses natural gas.  Gas Turbines are each limited to 0.5%S, which is more stringent than NSPS limitation of 0.8%S

b 64 tons/yr. for Cogeneration System No. 1

c 21 tons/yr. for Cogeneration System No. 2

d 121 tons/yr. limitation for each Cogeneration System.

e Duct Burners are each limited to a maximum of 4,000 hour/year.  Gas Turbines are each limited to 1,646 hours/year when using fuel oil.  Duct Burner No. 1 is limited to 600 hours/year when using fuel oil.
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