STATEMENT OF BASIS
Cutrale Citrus Juices USA, Inc.
Auburndale Facility
Facility ID No.:  1050023
Polk County

Title V Air Operation Permit Revision

DRAFT Permit Project No.:  1050023-024-AV
Revision to Title V Air Operation Permit No.:  1050023-021-AV
The Title V Air Operation Permit, No. 1050023-021-AV, was issued/effective on July 29, 2008.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is to incorporate the terms and conditions of air construction permit, Nos. 1050023-022-AC and 1050023-023-AC, for a newly constructed backup feed cooler.  The emissions unit (Emissions Unit I.D. -021) has been built and an initial performance test has been conducted to establish a VOC emission factor, based on site-specific data.  This factor was then used to compute VOC emissions for the project.
The backup feed cooler (Emissions Unit I.D. -021),  has a design process input rate of 26.8 tons/hour of dried pellets or flakes and is limited to a maximum of 5,880 hours of operation per year . The backup feed cooler is used as a backup unit in the event that one of the other pellet or peel coolers (normally used in the process) is out of service. The exhaust discharge from the backup feed cooler exits through a cyclone (which controls particulate emissions) and then discharges to the atmosphere through a common stack used by the other pellet and peel coolers. 
Generally speaking, for the CAM requirements of Part 64 to apply to an emissions unit, three conditions must be met:  (1) The unit is subject to an emission limitation or standard for the applicable regulated air pollutant; (2) The unit uses a control device to achieve compliance with any such emission limitation or standard; and, (3) The unit has potential pre-control device emissions of the applicable regulated air pollutant that are major.  The backup feed cooler is subject to a PM/PM10 emissions standard. The backup feed coolers has a cyclone that to returns product to the process and may not be considered control devices; also, the uncontrolled emissions of PM/PM10 are below major.  For these reasons, the CAM requirements of 40 CFR 64 do not apply to this emissions units.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Revision application received July 23, 2009, this facility is not a major source of hazardous air pollutants (HAPs).

