STATEMENT OF BASIS
CF Industries, Inc.

Bartow Phosphate Complex

Facility ID No.:  1050052

Polk County

DRAFT Permit No. 1050052-008-AV

(Initial Title V Permit No.:  1050052-004-AV)

The initial Title V Air Operation Permit No. 1050052-004-AV, was issued/effective on September 9, 1998 for the CF Industries, Bartow Phosphate Complex.  This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of one active Sulfuric Acid Plant, two Monoammonium/Diamonium Phosphate (MAP)/DAP Shipping Plants including DAP/MAP Railcar/Truck Unloading and Transfer Operation, one Auxiliary Boiler, and a Molten Sulfur Storage and Handling System.  The CAM Rule does not apply to these units.  Additionally the facility consists of several process units which were excluded from the renewal by the permittee in accordance with Rule 62-210-300(2)(a)(3)(c), F.A.C., and are not permitted to operate.  The units are one Sulfuric Acid Plant (unit 005), one Phosphoric Acid Plant No. 1 (unit 007), one Rock Surge Bin for Phosphoric Acid Plant No. 2 (unit 017), one Phosphoric Acid Clarification Plant (unit 022), one Phosphoric Acid Aging Tank (023), one Phosphoric Acid Storage Tank (unit 024) and one Rock Unloading facility (unit 026).
This renewal application will include changes to the Initial Title V Permit 1050052-004-AV.  The renewal incorporates Air Construction Projects 1050052-006-AC and 1050052-009-AC.  Project 1050052-006-AC increases the unloading and transfer rate for the DAP/MAP/GTSP Railcar Unloading and Transfer Operation from 80.0 tons per hour to 130.0 tons per hour.  Project 1050052-009-AC incorporates truck operations at the DAP/MAP/GTSP Railcar Unloading and Transfer Operation.  With the incorporation of Air Construction Permits 1050052-006-AC and 1050052-009-AC, the following changes have been made are as follows:

a. Table of Contents
FROM: 031  DAP/MAP/GTSP Railcar Unloading and Transfer Operation


TO: 031  DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation

b. Section I, Subsection A, Facility Description
FROM: This facility consists of one sulfuric acid plant, two monoammonium phosphate (MAP)/diammonium phosphate (DAP) shipping plants including DAP/MAP railcar unloading and transfer operation, one auxiliary boiler, and a molten sulfur storage and handling system.

TO: This facility consists of one sulfuric acid plant, two monoammonium phosphate (MAP)/diammonium phosphate (DAP) shipping plants including DAP/MAP railcar/truck unloading and transfer operation, one auxiliary boiler, and a molten sulfur storage and handling system.

c. Section I, Subsection B 

FROM: DAP/MAP/GTSP Railcar Unloading and Transfer Operation
TO: DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation
d. Section II. Facility Wide Conditions
FROM: 6.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include: only DAP/MAP/GTSP which has been treated with a dust suppressant shall be unloaded and transferred at the DAP/MAP/GTSP Railcar Unloading and Transfer Operation, and watering of plant areas on an as needed basis.

 [Rule 62-296.320(4)(c)2., F.A.C.; Air Construction Permit AC53-246837]

TO: 6.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include: only DAP/MAP/GTSP which has been treated with a dust suppressant shall be unloaded and transferred at the DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation, and watering of plant areas on an as needed basis.

 [Rule 62-296.320(4)(c)2., F.A.C.; Air Construction Permit AC53-246837, Air Construction Permit 1050052-009-AC]

e. Section III, Subsection D
FROM: 

Subsection D.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	-031
	DAP/MAP/GTSP Railcar Unloading and Transfer Operation


The Diammonium Phosphate/Monoammonium Phosphate/Granulated Triple Super Phosphate (DAP/MAP/GTSP) Railcar Unloading and Transfer Operation has an unloading and transfer rate of 80.0 tons per hour of DAP/MAP/GTSP.  The operation consists of receiving by railcar  DAP/MAP/GTSP which has been treated with a dust suppressant.  DAP/MAP/GTSP is transferred to a hopper located below the railcar, from the railcar hopper the DAP/MAP/GTSP is transferred to a conveyor system which conveys the material to a warehouse for storage.

{Permitting note(s):  This emissions unit is regulated under Rule 62-296.700, F.A.C., RACT Particulate Matter; Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards.  If this operation commences construction or modification after October 22, 1974, it is subject to NSPS Subpart X (40 CFR 60.240) for GTSP Storage Facilities if GTSP is manufactured on-site or if the facility receives fresh GTSP (i.e., GTSP produced within the preceding 72 hours).}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1.  Capacity.  The unloading and transfer rate for the DAP/MAP/GTSP Railcar Unloading and Transfer Operation shall not exceed 80.0 tons per hour.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, Definitions - (PTE), F.A.C., Air Construction Permit No. AC53-246837 and 1050052-006-AC]

Emission Limitations and Standards

D.2.  All material transferred from the DAP/MAP/GTSP Railcar Unloading and Transfer Operation (i.e., DAP, MAP, GTSP) shall be coated with a dust suppressant material.  As an indicator of the effectiveness of this control measure, visible emissions from each material transfer point shall not exceed an opacity of 5%.  

[Rule 62-296.320(4)(a), F.A.C.]

Test Methods and Procedures

D.3.  Each material transfer point associated with the DAP/MAP/GTSP railcar unloading and transfer operation shall be tested for visible emissions annually on or during the 60 day period prior to July 7.

[Rules 62-297.310(7)(a)4 and 62-4.070(4), F.A.C.]

D.4.  Compliance with the visible emission limitation of Condition D.2 shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.

[Chapter 62-297, F.A.C.]

Monitoring of Operations
D.5.  In order to provide reasonable assurance that the visible emission limitation of Condition D.2 is being met, the permittee shall record the amount and type (identification) of dust suppressant material used daily (daily record log).  These records may be based on vendor supplied information.

[Rule 62-4.070(3), F.A.C.]

Recordkeeping and Reporting Requirements

D.6.  In order to document compliance with Condition D.1, the permittee shall maintain a daily record of the material unloading and transfer rate during operation and the hours of process operations. These records shall be recorded in a permanent form suitable for inspection by the Department upon request.

[Rules 62-213.440(1)(b)2.b, and 62-4.070(3), F.A.C.]

D.7.  The following information shall be reported along with each test report:


a.
The DAP/MAP/GTSP material unloading and transfer rate in tons/hour.

  
b.
The type of material transferred (DAP or MAP).


c.
Documentation that the material transferred was treated with a dust suppressant along with an explanation of the type/kind of dust suppressant applied.  These records may be based on vendor supplied information.

Failure to submit the following with each test report may invalidate the test and fail to provide reasonable assurance of compliance.

[Rule 62-4.070(3), F.A.C.]
TO: 

Subsection D.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	-031
	DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation


The Diammonium Phosphate/Monoammonium Phosphate/Granulated Triple Super Phosphate (DAP/MAP/GTSP) Railcar/Truck Unloading and Transfer Operation has an unloading and transfer rate of 130.0 tons per hour of DAP/MAP/GTSP.  The operation consists of receiving by railcar or truck DAP/MAP/GTSP which has been treated with a dust suppressant.  DAP/MAP/GTSP is transferred to a hopper located below the railcar/truck, from the railcar/truck hopper the DAP/MAP/GTSP is transferred to a conveyor system which conveys the material to a warehouse for storage.

{Permitting note(s):  This emissions unit is regulated under Rule 62-296.700, F.A.C., RACT Particulate Matter; Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards.  If this operation commences construction or modification after October 22, 1974, it is subject to NSPS Subpart X (40 CFR 60.240) for GTSP Storage Facilities if GTSP is manufactured on-site or if the facility receives fresh GTSP (i.e., GTSP produced within the preceding 72 hours).}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1.  Capacity.  The unloading and transfer rate for the DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation shall not exceed 130.0 tons per hour and 700,800 tons total operations and 300,000 tons for the trucking operation per 12 consecutive month period.
[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, Definitions - (PTE), F.A.C., Air Construction Permit No. AC53-246837, 1050052-006-AC, and 1050052-009-AC]
Emission Limitations and Standards

D.2.  All material transferred from the DAP/MAP/GTSP Railcar/Truck Unloading and Transfer Operation (i.e., DAP, MAP, GTSP) shall be coated with a dust suppressant material.  As an indicator of the effectiveness of this control measure, visible emissions from each material transfer point shall not exceed an opacity of 5%.  

[Rule 62-296.320(4)(a), F.A.C.]

Test Methods and Procedures

D.3.  Each material transfer point associated with the DAP/MAP/GTSP railcar/truck unloading and transfer operation shall be tested for visible emissions annually on or during the 60 day period prior to July 7.

[Rules 62-297.310(7)(a)4 and 62-4.070(4), F.A.C.]

D.4.  Compliance with the visible emission limitation of Condition D.2 shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.

[Chapter 62-297, F.A.C.]

Monitoring of Operations
D.5.  In order to provide reasonable assurance that the visible emission limitation of Condition D.2 is being met, the permittee shall record the amount and type (identification) of dust suppressant material used daily (daily record log).  These records may be based on vendor supplied information.

[Rule 62-4.070(3), F.A.C.]

Recordkeeping and Reporting Requirements

D.6.  In order to document compliance with Condition D.1, the permittee shall maintain a daily record of the material unloading and transfer rate during operation and the hours of process operations. These records shall be recorded in a permanent form suitable for inspection by the Department upon request.

[Rules 62-213.440(1)(b)2.b, and 62-4.070(3), F.A.C.]

D.7.  The following information shall be reported along with each test report:


a.
The DAP/MAP/GTSP material unloading and transfer rate in tons/hour.

  
b.
The type of material transferred (DAP or MAP).


c.
Documentation that the material transferred was treated with a dust suppressant along with an explanation of the type/kind of dust suppressant applied.  These records may be based on vendor supplied information.

Failure to submit the following with each test report may invalidate the test and fail to provide reasonable assurance of compliance.

[Rule 62-4.070(3), F.A.C.]
Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

Based on the Title V Air Operation Permit Renewal application received February 28, 2003 and additional information provided by the applicant, this facility is not a major source of hazardous air pollutants (HAPs).  
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