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NOTICE OF ADMINISTRATIVELY CORRECTED TITLE V OPERATION PERMIT

In the Matter of a Request for Administrative Correction:

Mr. C.M. Farris
FINAL Permit No.:  1050053-012-AV



Vice President of Operations
Green Bay Plant



Farmland Hydro, L.P.

P.O. Box 960

Bartow, FL  33820
(Admin. Correction DEP Project No. 028)



Enclosed are Administratively Corrected (Admin. Correction DEP Project No. 028)  pages to the initial Title V operation permit, 1050053-012-AV  for the operation of the Farmland Hydro, L.P., Green Bay Plant located 4390 CR 640 West, Bartow, Polk County.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code and Chapter 403, Florida Statutes (F.S.).  This change is made per the applicant’s letter dated September 19, 2000.  The administratively corrected Subsection J. includes changes to J.1, J.4, J.7, and J.9.  The attached pages should replace the previous Subsection J. This corrective action does not alter the effective dates of the existing permit.


Any party to this order (permit) has the right to seek judicial review of it under Section 120.68 of the Florida Statutes., by the filing of a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure, with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida, 32399-3000; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within thirty days from the date this notice is filed with the clerk of the permitting authority.


Executed in Tampa, Florida.




___________________________




W.C. Thomas, P.E.




District Air Program Administrator




Southwest District

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this NOTICE OF Administratively Corrected PERMIT (including the corrected page(s)) was sent by certified mail (*) and copies were mailed by U.S. Mail before the close of business on _______________________________ to the person(s) listed or as otherwise noted:

Mr. C.M. Farris, Farmland Hydro, L.P.*

Mr. Gregg Worley, USEPA, Region 4 (INTERNET E-mail Memorandum)

Ms. Gracy R. Danois, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)

Ms. Barbara Boutwell, Bureau of Air Regulation (e-mailed by permit engineer)
Mr. Scott Sheplak, Bureau of Air Regulation (e-mailed by permit engineer)

Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to §120.52(7), Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.

(Clerk)

(Date)

The underlined portions represent additions and strikethroughs deletions as compared to the Section III, Subsection J. language prior to this Administrative Correction Project no. 028.

Section III.  Emissions Unit(s) and Conditions (continued).

Subsection J.        This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-020
Storage and Shipping Buildings for MAP, DAP

The Storage and Shipping Buildings are used for processing granulated fertilizer products.  Process operations in the shipping building include: product screening, product transfer by conveyor belts, and a product shipping bin.  The maximum process rate for the storage and shipping building is 180.0 tons per hour  (as 100% P2O5), and the maximum process rate for the shipping building is 98.0 tons per hour (as 100% P2O5).

Particulate matter emissions from both the storage and shipping buildings and all operations in the buildings are controlled by an ARCO Cyclonic wet scrubber utilizing pond water.

{Permitting note(s):   This emissions unit is regulated under Rule 62-296.403, F.A.C., Phosphate Processing (fluoride emissions); Rule 62-296.320(4), F.A.C., General Particulate Emission Limiting Standards;  and Rule 62-296.320(2),  F.A.C.,  General Pollutant Emission Limiting Standards (objectionable odors).}
The following conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
J. 1.  Capacity.  The maximum permitted process rate for loading the storage and shipping building is 180.0 tons of product (as 100% P2O5) per hour (as P2O5).  The maximum permitted railcar/truck loading is 98.0 tons product (as 100% P2O5) per hour based upon a rolling 30-day average. 

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Air Construction Permit 1050053-020-AC/ PSD-FL-246]

Emission Limitations and Standards
J. 2.  Reserved.

J. 3.  The maximum allowable particulate matter emissions rate from the ARCO scrubber stack, for both buildings and all operations, shall not exceed 4.1 pounds per hour, and 18 tons per year.

[Air Construction Permit 1050053-020-AC/PSD-FL-246; Rule 62-210.200(PTE), F.A.C.]

J. 4.  Visible emissions from any emission point associated with the storage and shipping buildings shall not be equal to or greater than 20% opacity.

[Rule 62-296.320(4)(b), F.A.C.; Air Construction Permit 1050053-020-AC/ PSD-FL-246]

Test Methods and Procedures

J. 5.  Test the emissions, using the appropriate EPA or DEP methods specified below, for the following pollutant(s) semiannually, on or within 60 days prior to January 31st. (visible emissions) and July 31st. (complete test series),  and submit a copy of test data to the Air Section of the Southwest District Office of the Department of Environmental Protection within 45 days of such testing. 


( X)   Particulate Matter            (X)   Visible Emissions
Method 1  Sample and velocity traverses for stationary sources

Method 2 Determination of stack gas velocity and volumetric flow rate 




(Type 
S pitot tube)

Method 4 Determination of moisture content in stack gases

Method 5Determination of particulate emissions from stationary 




sources

DEP Method 9  Visual determination of the opacity of emissions from stationary sources.

The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rules 62-297.310(2) and 62-297.310(7). F.A.C. ]

{Permitting note: The emissions unit compliance test baseline date is for planning purposes only (see the permitting note after condition 14 of Section II. Facility-wide Conditions of this Title V Permit).}
J. 6.  The visible emissions test shall be conducted by a certified observer and be a minimum of sixty (60) minutes in duration.  The visible emissions test period shall be concurrent with one of the particulate matter stack test runs and include the period during which the highest opacity reading can reasonably be expected to occur.   

[Rule 62-297.310(4), F.A.C.]

J. 7.  The following process and scrubber operating parameters shall be monitored during each run of any compliance test and included in any test report:

A. The process material input rate (tons per hour expressed as 100% P2O5);

B. Scrubbers



(1)  Scrubber liquid flow rate in gallons per minute.   



(2)  Induced and/or forced draft fan amperage.

Accuracy of the monitoring devices shall be + 5% over the operating range. Failure to submit this information, or operating at conditions which do not reflect normal operating conditions may invalidate the test and fail to provide reasonable assurance of compliance.

[Rule 62-213.440(1)(b), F.A.C.; Air Construction Permit 1050053-020-AC/PSD-FL-246]

Monitoring of Operations
J. 8.  After completion of each compliance test, a minimum of 90% of the rate/value of the control device operating parameters determined during the compliance test must be maintained.  (Note three runs are required for each particulate emissions test. Determine the minimum allowable scrubber parameter by calculating 90% of the lowest average scrubber operating rate from the three-run compliance test.)

In addition, the permittee shall install, calibrate, maintain, and operate  monitoring devices which can be used to determine the mass flow of phosphorus-bearing feed material to the process.   Records of scrubber parameters, calibration and maintenance of the monitoring devices, shall be retained for inspection a minimum of five years.  The minimum operating parameters for the scrubbers shall be limited to 90% of the higher of the average values recorded during the most recent particulate emissions test that demonstrated compliance. 

[Rules 62-4.070(3) and 62-213.440(1)(b), F.A.C.]

Recordkeeping and Reporting Requirements
J. 9.  To provide reasonable assurance of continuous compliance with the limitations of Conditions J.1., and  J.7.,  Farmland Hydro, L.P., shall keep a log of the P2O5 inthroughput to the plant, and operating parameters of the scrubbers listed in  Condition J.7., the date and time of the measurements, and the signature of the person responsible for performing the measurements. A log entry shall be made at least daily for the Sstorage and Sshipping building throughput, and at a minimum, scrubber parameters once every shift that the Phosphoric Acid Plant operates. 

[Rules 62-4.070(3) and 62-213.440(1)(b). F.A.C.]
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