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Section I.  Facility Information.

Subsection A.  Facility Description.

This facility consists of one boiler firing wood, yard waste, landfill gas, and tires, and one lime silo; one ash handling system; and one fuel building.

Also included in this permit are miscellaneous insignificant emissions units and/or activities.

Based on the initial Title V permit application received June 17, 1996, this facility is a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.  ID No.
Brief Description

-001
Boiler

-002  003
Lime Silo

-003
Ash Handling System

-004
Fuel Building

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

 Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Transfers

These documents are on file with permitting authority:
Initial Title V Permit Application received June 17, 1996

Revised Title V Permit Application received December 3, 1998

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:

1.  APPENDIX TV-1, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. &4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a risk management plan (RMP) when, and if, such requirement becomes applicable;      
and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]
5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.440(6), and 62-4.040(1)(b), F.A.C.]

6.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  vehicular traffic areas such as roads and parking areas are paved, areas that have been disturbed are revegetated, all conveyor systems are covered and maintained 

to minimize leaks, facility roads are swept, water is applied to the truck dumps and the stacker discharge, as needed, and ash trucks are covered during transport.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 17, 1996; Air Construction Permit AC53-253092]

7.  Excess emissions resulting from startup, shutdown or malfunction of any source shall be permitted providing (1) best operational practices to minimize emissions are adhered to (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

{Permitting Note:  This rule is not applicable to sources subject to PSD, NSPS, NESHAP regulations.}

8.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

9.  A statement that a situation arising from sudden and unforeseeable events beyond the control of the source which causes an exceedance of a technology-based emissions limitation because of unavoidable increases in emissions attributable to the situation and which requires immediate corrective action to restore normal operation, shall be an affirmative defense to an enforcement action in accordance with the provisions and requirements of 40 CFR 70.6(g)(2) and (3).

[Rule 62-213.440(1)(d)5, F.A.C.]

Test Methods and Procedures

10.  Compliance with the monitoring requirements of this permit for monitoring equipment not previously installed prior to issuance of this permit shall commence on the date of the next required compliance test after issuance of this permit.
[Rule 62-213.440(1)(b), F.A.C.]
11.  The requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C., Stationary Sources - Emission Monitoring and 40 CFR 60, Appendix A.

[Rule 62-297.401, F.A.C.]

12.  The visible emissions test shall be conducted by a certified observer and be a minimum of thirty minutes in duration, unless otherwise specified within.  The test observation period shall include the period during which the highest opacity can reasonably be expected to occur.

[Rule 62-297.310(4)(a)2, F.A.C.]

13.  Testing of emissions shall be conducted with the source operating at permitted capacity.  Permitted capacity is defined as 90-100 percent of the maximum operating rate allowed by the permit.  If it is impracticable to test at permitted capacity, then sources may be tested at less than capacity;  in this case subsequent source operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than 30 consecutive days for the purposes of additional compliance testing to regain the permitted capacity in the permit.  In no case shall the process or production rate exceed the maximum permitted process or production rate.  The actual process or production rate during the test shall be included in each test report.  Failure to include the actual process or production rate in the results may invalidate the test.  In addition, the test results shall include any operating parameters limited or specified to be recorded in this permit, e.g., scrubber flow rate.

[Rule 62-4.070(3), F.A.C.]

{Permitting Note:  Compliance Test Dates.  Compliance test dates for emissions units in this permit are for planning purposes only.  Rule 62-297.310(7)(a)4, F.A.C., allows the permittee to conduct a formal compliance test any time during the federal fiscal year (October 1 -- September 30).}

14.  If the Department of Environmental Protection has reason to believe that any applicable emission standard is being violated, then the Department of Environmental Protection may require the permittee to conduct compliance tests which identify the nature and quantity of pollutant emissions and to provide a report on the results of the tests.

[Rule 62-297.310(7)(b), F.A.C.]

Recordkeeping and Reporting Requirements

15.  The permittee shall notify the Air Compliance Section of the  Southwest District Office of the Department at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9, F.A.C]

16.  The permittee shall submit to the Air Compliance Section of Southwest District Office of the Department each calendar year, on or before March 1, a completed DEP Form 62-213.900 (5), an “Annual Operating Report for Air Pollutant Emitting Facility”, for the preceding calendar year containing the following information pursuant to Subsection 403.061(13), F.S.:

a.
Annual amount of materials and/or fuels utilized;

b.
Annual emissions (note calculation basis);

c.
Hours of operation;

d.
Any changes in the information contained in the permit.

The annual “Statement of Compliance: (ref. Appendix TV-1, item 52) shall be submitted with the AOR.

[Rule 62-210.370(3), F.A.C., ref. Appendix TV-1, item 23]

17.  Test Reports


 a.  The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Air Compliance Section of Southwest District Office of the Department, and the applicable local program(s) on the results of each such test.


 b.  The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed or with the operating permit application, whichever is earlier.


 c.  The report shall provide sufficient detail on the emissions unit tested (at a minimum , the "Project", "Facility ID" and "Point ID"), the test procedures used to allow the Department to determine if the test report was properly conducted and the test results properly computed.  Testing procedures shall be consistent with the requirements of Rule 62-297.310(7), F.A.C.

 
d.  The test report, other than for an EPA or DEP Method 9 test, as a minimum, shall provide the following information:



1.  The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.



2.  The normal operating parameters of air pollution control devices installed on each emission unit (e.g., pressure drop, scrubber liquid flow rate, scrubber liquid pressure, total current, etc.), and the operating parameters of air pollution control devices during each test run.



Failure to submit the rates and actual operating conditions in the test report may invalidate the test and fail to provide reasonable assurance of compliance.

[Rules 62-297.310(8), F.A.C., and 62-4.070(3), F.A.C.]

18.  Hours of Operation - Unless otherwise noted, all emission units are allowed to operate continuously, i.e., 8760 hours per year.

[Rule 62-4.070(3), F.A.C.]

19.  At a minimum, all records and logs required by this permit shall be updated monthly.  (Also reference appendix TV-1, items 12.(14)(b) and (c) and 43.)

[Rule 62-4.070(3), F.A.C.]

20. When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

21.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Southwest District office:

Department of Environmental Protection

Southwest District Office

3804 Coconut Palm Drive

Tampa, Florida 33619-8218

Telephone:  813/744-6100

Fax:  813/744-6458

22.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air & EPCRA Enforcement Branch

61 Forsyth Street

Atlanta, Georgia 30303

Telephone:  404/562-9155

Fax:  404/562-9163

23.  This facility is subject to the provisions of 40 CFR 60 Subpart A - General Provisions.  A copy of 40 CFR 60 Subpart A - General Provisions is available from the Department upon request.

NOTES to PERMITTEE:

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.
Permit Renewal - Reference Appendix TV-1, item 5

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).
E.U.  ID No.
Brief Description

-001
Boiler

The Ridge Generating Station consists of a 50-MW multi-fuel, steam-driven electric power plant, with one boiler providing the total steam production.  The boiler burns a mixture of wood, tires, and landfill gas.  Sulfur dioxide emissions from the boiler are controlled by a spray dryer absorber.  Particulate matter emissions are controlled by a fabric filter.

{Permitting note(s):  This emissions unit is regulated under NSPS - 40 CFR 60, Subpart Db, Standards of Performance for Industrial-Commercial-Institutional Steam Generating Units, adopted and incorporated by reference in Rule 62-204.800(7)(b)3., F.A.C.; NSPS - 40 CFR 60, Subpart Ea, Standards of Performance for Municipal Waste Combustors for which Construction is Commenced after December 20, 1989 and on or before September 20, 1994, adopted and incorporated by reference in Rule 62-204.800(7)(b)6., F.A.C.; Rule 62-212.300, F.A.C., General Preconstruction Review Requirements; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); and Rule 62-296.416, F.A.C., Waste-to-Energy Facilities.}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

A.1.  Capacity.  The maximum capacity of the boiler is limited to 50 Megawatts (approximately equivalent to 630 MMBtu per hour).

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]

A.2.  Methods of Operation - (i.e., Fuels).

Fuel for firing the boiler shall consist only of wood (as defined in 40 CFR 60, Subpart Db) yard waste, landfill gas, and tires.  The tire firing rate shall be limited to 18,505 pounds of tires per hour, based on a 24-hour block average.  Propane may be used as a startup, shutdown, and combustion stabilization fuel and shall not exceed an annual capacity factor of 10 percent of total heat input.

[Rules 62-210.200(228), F.A.C., 62-4.160(2), F.A.C. and 62-213.440(1), F.A.C., AC53-206244/PSD-FL-183A]

{Permitting Note:  Wood definition from 40 CFR 60 Subpart Db -- Wood means wood, wood residue, bark, or any derivative fuel or residue thereof, in any form, including, but not limited to, sawdust, sanderdust, wood chips, scraps, slabs, millings, shavings, and processed pellets made from wood or other forest residues.}

A.3.  No municipal type solid waste, as defined in 40 CFR 60, Subpart Ea (except tires, yard waste and waste wood) or hazardous waste, as defined in 40 CFR 261 and Rule 62-730.020, F.A.C., or medical/infectious waste as defined in 40 CFR 60.51c, or biomedical waste as defined in Rule 62-712.200, F.A.C., shall be burned at any time in the boiler.  The combined total of tires, yard waste, and any waste wood that is defined as municipal solid waste in 40 CFR 60, Subpart Ea, shall not exceed 30 percent (by weight) of the facility fuel feed stream, as measured on a calendar quarterly basis.

[Rule 62-210.200(228), F.A.C., AC53-206244/PSD-FL-183]

Emission Limitations and Standards

A.4.   The boiler exhaust gases shall not exceed the following limits.

POLLUTANT
POUNDS PER HOUR
TONS PER YEAR
BASIS FOR COMPLIANCE

SO2
65.0
284.7
30-day rolling average CEMS*

NOx
90.0
394.2
30-day rolling average CEMS*

CO
200.0
876.0
30-day rolling average CEMS*

VOC
22.1
96.8
EPA Method 25A if test required

HCl
5.0
21.9
EPA Method 26 or 26A if test required

Hg
0.022
0.096
EPA Method 29 or 101A if test required

Pb
0.25
1.1
EPA Method 12 or 29 if test required

Be
0.0063
0.028
EPA Method 29 or 104 if test required

VE
10% opacity
EPA Method 9 – annual

PM/PM10
0.0080 gr/DSCF (corrected to 7% O2)
EPA Method 5 if test required

[Rule 62-212.400, F.A.C., AC53-206244/PSD-FL-183A]

*Reference Conditions A.7, A.8, A.11, and A.12

{Permitting Note:  The particulate matter and opacity standards apply at all times, except during periods of startup, shutdown, or malfunction. [40 CFR 60.43b(g)]}

Test Methods and Procedures

A.5.  Test the boiler exhaust gases for VOC, HCl, Hg, Pb, Be, particulates, and visible emissions annually, on or during the 60 day period prior to February 14. Testing of emissions must be conducted when the emission unit being tested is in operation and the test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The fuel mixture for each compliance test shall be submitted with the test notification to the Department  prior to testing (see Condition No. 15).  The permittee may request, at the time of notification, that the annual stack tests for , HCl, Hg, Pb, and Be be waived based on prior year(s) test results, except that stack tests for HCl, Hg, Pb, and Be shall be conducted during the 180 day period prior to expiration of this air permit 8 - 12 month period prior to the expiration date of this permit.  Since the renewal application is required to be submitted at least 180 days prior to the expiration date of this permit, testing during the 8 - 12 month time period will be used to demonstrate compliance with the emission limitations and Rule 62-297.310(7)(a)3., F.A.C.
[Rules 62-297.310(7)(a)4, F.A.C. and 62-4.070(4), F.A.C.]

A.6.  Compliance with the emission limitations of Condition A.4 shall be determined using EPA Methods 1, 2, 3, 4, 5, 6C*, 7E*, 9, 10*, 12, 25A, 26, 26A, 29, 101A, and 104 contained in 40 CFR 60, Appendix A, and 40 CFR 61, Appendix B, and adopted by reference in Rule 62-297, F.A.C.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C., 40 CFR 60, Appendix A, and 40 CFR 61, Appendix B.  * If required by the Department in accordance with Rule 62-297.310(7)(b), F.A.C. - Special Compliance Tests.

[Rule 62-297, F.A.C.]

Continuous Monitoring Requirements
A.7.  Continuous monitoring equipment shall be installed and operated to measure and record generator output, furnace temperature, stack opacity, and SO2, NOx and CO emissions.  The tire feed rate in pounds per hour shall be monitored continuously by a commercially available weight detecting system with recording capability.  The tire feed rate data shall be maintained and provided to the Department upon request.

[Rule 62-297.310, F.A.C., AC53-206244/PSD-FL-183]

A.8.  The continuous monitoring systems required in specific condition A.7 shall be operated and record data during all periods of operation of the boiler including periods of startup, shutdown, malfunction or emergency conditions, except for continuous monitoring system breakdowns, repairs, calibration checks, and zero and span adjustments.  Continuous monitoring systems are subject to the applicable requirements of 40 CFR 60, Subpart A - General Provisions, 40 CFR 60, Subpart Db - Standards of Performance for Industrial-Commercial-Institutional Steam Generating Units, and 40 CFR 60, Subpart Ea - Standards of Performance for Municipal Waste, including but not limited to 40 CFR 60 Appendices B and F.

[Rule 62-213.440(1), F.A.C., 40 CFR 60.13(a)]

Operating Practices

A.9.  In the event of any malfunction resulting in failure of emission control equipment or emission-related process equipment to perform as required by this permit, the operator shall immediately stop the feeding of tires into the boiler and shall use propane firing to maintain a minimum of 1800 degrees F in the combustion zone until all tires in the system have been combusted.  No tires may be refed into the boiler following the malfunction until the emission control equipment has been put into proper working order.

[Rule 62-210.700, F.A.C., AC53-206244/PSD-FL-183]
A.10.  Whenever the baghouse bypass is activated during an on-line operating situation for any reason, the permittee shall within 24 hours provide the Department’s Southwest District office with a complete report of the circumstances and reasons for the occurrence and indicating the amounts of pollutants estimated to have been discharged during the bypass period.

[Rule 62-4.130, F.A.C., AC53-206244/PSD-FL-183]

Monitoring of Operations

A.11.  The permittee shall use a continuous opacity monitor system (COMS) to demonstrate continuous compliance with opacity standards in Condition A.4.

[Rule 62-213.440(1), F.A.C.]

{Permitting Note:  The averaging time for compliance using the COMS is a 6-minute average.}

A.12.  Compliance with nitrogen oxides, sulfur dioxide, and carbon monoxide emissions limits for the boiler shall be demonstrated continuously based upon a 30-day rolling average.  The 30-day rolling average shall be determined by calculating the arithmetic average of all hourly emission rates for the 30 successive boiler operating days, except for data obtained during startup, shutdown, and malfunction.

[Rule 62-213.440(1), F.A.C.]

Recordkeeping and Reporting Requirements

A.13.  The permittee shall submit a written report of emissions in excess of the emission limiting standards as set forth in Condition A.4, for each calendar quarter.  The nature and cause of the excessive emissions shall be explained.  The report shall be submitted within 30 days following each calendar quarter.  If there are no excess emissions during the calendar quarter, the facility shall submit a report semiannually stating that no excess opacity emissions occurred during the semiannual reporting period.  The semiannual report shall be submitted within 30 days following the semiannual reporting period.
[40 CFR 60.49b(h), 40 CFR 60.7(c), Rule 62-4.070(3), F.A.C.]

A.14.  The permittee shall submit a quarterly report to the Department within 30 days following each calendar quarter.  This report shall contain the 30-day rolling average for SO2, CO, and NOx , all time periods of boiler operation as well as a statement of CEM and/or boiler malfunction, start-up or shutdown.

[Rules 62-4.070(3), F.A.C. and 62-213.440(1), F.A.C.]

A.15.  The permittee shall maintain an hourly record of the generator output, and furnace temperature.  The permittee shall maintain a daily record of the amount of wood, yard waste, tires (including the weight equivalent  based on 24-hour block average) , and landfill gas fired in the boiler.  All of the above records shall be retained and be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C.]

A.16.  The permittee shall record and maintain records of the amounts of each fuel combusted during each day and calculate the annual capacity factor individually for propane, landfill gas, wood, and municipal-type solid waste for each calendar quarter.  The annual capacity factor is determined on a 12-month rolling average basis with a new annual capacity factor calculated at the end of each calendar month.

[40 CFR 60.49b(d) and (o), Rule 62-4.070(3), F.A.C.]

A.17.  The permittee shall keep a record on a calendar quarter basis of the weight of municipal solid waste combusted and the weight of all other fuels combusted.  Be sure the record contains a "percent value" that demonstrates that the combined total of tires, yard waste, and any waste wood does not exceed 30% (by weight) of the facility fuel feed stream as required by Condition No. A.3.
[40 CFR 60.49b(d), Rule 62-4.070(3), F.A.C.]

A.18.  All test reports submitted to the Department shall include, at a minimum, the following information for the test period: 

a.
Type of fuel being fired.

b
Heat input rate (MMBtu per hour) and firing rate 

c.
Generator output (Megawatts).

d.
Temperature in the combustion zone.

e.
Pressure drop across the baghouse (inches of H2O).

f.
Stack flow rate (standard cubic feet per minute).

Failure to submit the above information, or operating at conditions which do not reflect normal operating conditions may invalidate the test and fail to provide reasonable assurance of compliance.  

[Rule 62-4.070(3), F.A.C.]

A.19.  All applicable recordkeeping and reporting requirements of  40 CFR 60, Subpart A - General Provisions, 40 CFR 60, Subpart Db - Standards of Performance for Industrial-Commercial-Institutional Steam Generating Units, and 40 CFR 60, Subpart Ea - Standards of Performance for Municipal Waste Combustors should be met.

[ 40 CFR 60, Subparts A, Db, and Ea]

Subsection B.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-002  003
Lime Silo

-003
Ash Handling System

-004
Fuel Building

Lime Silo
Lime is fed from the lime silo into a slaker to form a high solids slurry.  After being screened for grit removal, the solids slurry is stored in an agitated tank.  The slurry is then pumped to the spray dryer absorber (SDA) where it is diluted before being introduced into an atomizer located at the inlet of the spray dryer absorber.

Ash Handling SystemPRIVATE 

Bottom ash is removed using wet drag conveyors.  The wetting of the bottom ash minimizes fugitive dust emissions.  Solid waste from the sifting hoppers, economizers hoppers, SDA hoppers, and fabric filter hoppers are removed by a combination of screw conveyors and/or drag conveyors.  

Fuel Building
Processed wood passing through the trommel (or screen) and discharging from the secondary hogger is conveyed to the boiler fuel storage bin or stacked-out in the processed wood storage area. Fines from the on-site processing of wood are collected and disposed of off site.
{Permitting note(s):  These emissions units are regulated under Rule 62-296.320, F.A.C., General Pollutant Emission Limiting Standards.}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

B.1.  Capacity.  


a.
The maximum lime silo loading rate shall not exceed 25 tons per hour.


b.
The maximum operating/process rate for the ash handling system shall not exceed 12.5 tons per hour.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]

Emission Limitations and Standards

B.2.  Visible emissions from the lime silo vent filter shall not exceed 10% opacity.

[Rule 62-212.400, F.A.C., AC53-206244/PSD-FL-183A]

Test Methods and Procedures

B.3.  Test the lime silo vent filter exhaust for visible emissions annually, on or during the 60 day period prior to February 14.

[Rules 62-297.310(7)(a)4, F.A.C. and 62-4.070(4), F.A.C.]

B.4.  Compliance with the emission limitations of Condition B.2 shall be determined using EPA Method  9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.

[Rule 62-297, F.A.C.]

Monitoring of Operations

B.5.  The pressure drop across the lime silo baghouse shall be monitored during each compliance test, and a summary of this data shall be included in each emissions test report along with the process/operating data (quantity and type of material transferred).

[Rule 62-297.310(8), F.A.C.]

Recordkeeping and Reporting Requirements

B.6.  In order to document compliance with Condition B.1, the permittee shall maintain the following records:

For Lime Silo loading only;
a.
daily record the hours of operation, loading the silo for each shipment,

b.
daily record the quantity of lime transferred to the silo for each shipment,

c.
daily record the lime transfer (loading) rate to the silo in tons/hr. for each shipment,

c.
the total hours of operation  for the year.

For the Ash Handling System only;
a.
the hours of operation,

b.
the quantity of ash transferred,

c.
the total hours of operation for the year.

The daily records shall be completed within 5 business days.  The records shall be made available for inspection by the Department upon request.

 [Rule 62-4.070(3), F.A.C.]
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