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SECTION I. FACILITY INFORMATION.

Subsection A. Facility Description.

Orange Cogeneration Facility is an electric power plant consisting of two primary electrical generating units, an
auxiliary boiler, an emergency fire pump, and a gasoline dispensing facility (GDF) that fuels facility equipment.
Unit 1 and Unit 2 are combined cycle combustion turbines (CCCT)-electrical generator sets with unfired heat
recovery steam generators (HRSGs). Each unit has a generator nameplate rating of 41.4 megawatts (MW). The
HRSGs service a 37 MW steam generator and steam is also routed to an adjacent juice processing plant and an
ethanol plant. Both units are authorized to fire natural gas and biogas. The auxiliary boiler has a maximum heat
input rate of 100 million British thermal units per hour (MMBtu/hour) and fires natural gas and biogas. The
boiler is used to supply auxiliary steam to the adjacent plants. The emergency diesel fired fire pump is a direct-
drive pump attached to a 165-horsepower (HP) engine.

Subsection B. Summary of Emissions Units.

EU No. | Brief Description

Regulated Emissions Units
001 CCCT with an Unfired HRSG, Unit 1
002 CCCT with an Unfired HRSG, Unit 2
003 Auxiliary Boiler
006 Fire Pump Diesel Engine (165 HP)
007 Gasoline Dispensing Facility less than 10,000 gallons per month

Unregulated Emissions Units and Activities
(see Appendix U, List of Unregulated Emissions Units and/or Activities)

004 Storage of Lube Oil, Waste Oil and Diesel Fuel
005 Lube Oil Vapor Extractor, Lube Oil Air/Qil Separator, Steam Turbine Drain Flash Tank

Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List
of Insignificant Emissions Units and/or Activities).

Subsection C. Applicable Requlations.

Based on the Title V air operation permit renewal application received May 19, 2017, this facility is not a major
source of hazardous air pollutants (HAP). The existing facility is a prevention of significant deterioration (PSD)
major source of air pollutants in accordance with Rule 62-212.400, F.A.C. A summary of applicable regulations
is shown in the following table.

Regulation EU Nos.
Federal Rule Citations

40 CFR 60, Subpart A, NSPS General Provisions 001 - 003

40 CFR 60, Subpart Dc, NSPS Standards of Performance for Small Industrial-Commercial-

Institutional Steam Generating Units 003

40 CFR 60, Subpart KKKK, NSPS Standards of Performance for Stationary Combustion Turbines 001, 002

40 CFR 63, Subpart A, NESHAP General Provisions 006, 007

40 CFR 63, Subpart ZZZZ, NESHAP for Stationary Reciprocating Internal Combustion Engines 006

40 CFR 63, Subpart CCCCCC, NESHAP for Source Category: Gasoline Dispensing Facilities 007

40 CFR 75 Acid Rain Monitoring Provisions, Phase 11 SO; 001, 002
Orange Cogeneration, L.P. Permit No. 1050231-16-AV
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SECTION I. FACILITY INFORMATION.

State Rule Citations

Rule 62-204.800, F.A.C., Federal Regulations Adopted by Reference 001 - 003, 006
Rule 62-210.300, F.A.C., Permits Required 001 - 003, 006
Rule 62-212.400, F.A.C., PSD 001 - 003
Chapter 62-213, F.A.C., Operation Permits for Major Sources of Air Pollution 001 - 003, 006
Chapter 62-214, F.A.C., Sources Subject to the Federal Acid Rain Program 001, 002
Rule 62-296.320, F.A.C., General Pollutant Emissions Limiting Standards 001 - 003, 006
Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators with Less than 250 MMBtu/Hour Heat Input 003

Rule 62-297.310, F.A.C., General Emissions Test Requirements 001 - 003, 006,

Table of Contents
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SECTION Il. FACILITY-WIDE CONDITIONS.

The following conditions apply facility-wide to all emission units and activities:

FW1. Appendices. The permittee shall comply with all documents identified in Section V, Appendices, listed
in the Table of Contents. Each document is an enforceable part of this permit unless otherwise indicated.
[Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2. Not federally Enforceable. Objectionable Odor Prohibited. No person shall cause, suffer, allow or
permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An “objectionable
odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors,
is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the
comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62-296.320(2) and 62-
210.200(Definitions), F.A.C.]

FW3. General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions. The
permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or
installation, volatile organic compounds or organic solvents without applying known and existing vapor
emission control devices or systems deemed-necessary and ordered by the Department. [Rule 62-296.320(1),
F.A.C]

{Permitting Note: Nothing is deemed necessary and ordered at this time.}

FW4. General Visible Emissions. No person shall cause, let, permit, suffer or allow to be discharged into the
atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity. This
regulation does not impose a specific testing requirement. [Rule 62-296.320(4)(b), F.A.C.]

FWS5. Unconfined Particulate Matter. No person shall cause, let, permit, suffer or allow the emissions of
unconfined particulate matter from any activity, including vehicular movement; transportation of materials;
construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading,
storing or handling; without taking reasonable precautions to prevent such emissions. Reasonable precautions
to prevent emissions of unconfined particulate matter at this facility include:

Paving and maintenance of all process and storage areas;

Paving and maintenance of the majority of material transfer routes;

Application of water or chemicals to control fugitive emissions from road traffic as necessary;

Removal of PM from roads and other paved areas to prevent re-entrainment;

Landscaping or planting vegetation

Exercise good housekeeping practices at all times, and

Confining abrasive blasting where possible.

[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in Title V air operation permit renewal

application received May 19, 2017.]

@ooooTe

Reports and Fees

See Appendix RR, Facility-wide Reporting Requirements, for additional details and requirements.

FW6. Electronic Annual Operating Report and Title VV Annual Emissions Fees. The information required by the
Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee
Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous
calendar year, to the Department of Environmental Protection’s Division of Air Resource Management. Each
Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report
(EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form
No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.
Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C. Each
Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount

Orange Cogeneration, L.P. Permit No. 1050231-16-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

determined as set forth in subsection 62-213.205(1), F.A.C. The annual fee shall only apply to those
regulated pollutants, except carbon monoxide (CO) and greenhouse gases, for which an allowable numeric
emission-limiting standard is specified in the source’s most recent construction permit or operation permit.
Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source
showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee
that is due. The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1*
of each year. A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated
total fee shall be submitted to: Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070,
Tallahassee, Florida 32315-3070. Additional information is available by accessing the Title V Annual
Emissions Fee On-line Information Center at the following Internet web site:
http://www.dep.state.fl.us/air/emission/tvfee.htm. [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.;
and, 8403.0872(11), Florida Statutes (2013)]

{Permitting Note: Resources to help you complete your AOR are available on the electronic AOR (EAOR)
website at: http://www.dep.state.fl.us/air/emission/eaor. If you have questions or need assistance after
reviewing the information posted on the EAOR website, please contact the Department by phone at (850)
717-9000 or email at eaor@dep.state.fl.us.}

{Permitting Note: The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been
repealed. A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each

year.}

FW?7. Annual Statement of Compliance. The permittee shall submit an annual statement of compliance to the
compliance authority at the address shown on the cover of this permit and to the US. EPA at the address
shown below within 60 days after the end of each calendar year during which the Title V air operation permit
was effective. (See also Appendix RR, Conditions RR1 and RR7.) [Rules 62-213.440(3)(a)2. & 3. and (b),
F.ACl]

U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia 30303
Attn: Air Enforcement Branch

FW8. Prevention of Accidental Releases (Section 112(r) of CAA). If, and when, the facility becomes subject to

112(r), the permittee shall:

a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention
Office (CEPPO) RMP Reporting Center. Any Risk Management Plans, original submittals, revisions or
updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the
following address: https://cdx.epa.gov. Information on electronically submitting risk management plans
using the Central Data Exchange system is available at: http://wwwz2.epa.gov/rmp. The RMP Reporting
Center can be contacted at: RMP Reporting Center, Post Office Box 10162, Fairfax, VA 22038,
Telephone: (703) 227-7650.

b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance
with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

FW9. Semi-Annual Monitoring Reports. The permittee shall monitor compliance with the terms and conditions
of this permit and shall submit reports of any deviations from the requirements of these conditions at least
every six (6) months. All instances of deviations from permit requirements must be clearly identified in such
reports, including reference to the specific requirement and the duration of such deviation. All reports shall
be accompanied by a certification by a responsible official, pursuant to subsection 62-213.420(4), F.A.C.
(See also Conditions RR2. — RR4. of Appendix RR, Facility-wide Reporting Requirements, for additional
reporting requirements related to deviations.) [Rule 62-213.440(1)(b)3.a., F.A.C.]

Orange Cogeneration, L.P. Permit No. 1050231-16-AV
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SECTION Il. FACILITY-WIDE CONDITIONS.

{Permitting Note: EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a
broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions
limitations, standards, and work practices specified in the permit.}

Table of Contents
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 and 002

The specific conditions in this section apply to the following emissions unit(s):

EU No. |Brief Description

001 CCCT with an Unfired HRSG, Unit 1

002 CCCT with an Unfired HRSG, Unit 2

These emissions units are identical General Electric Model LM6000 CCCTs with Sprint® technology coupled to
electrical generators, each rated at 41.4 MW, based on a compressor inlet temperature of 47 degrees Fahrenheit
(°F). Heat from the turbines are fed into unfired HRSGs via the turbine exhaust gas, which create steam that is
fed to a common, 37 MW steam turbine-electrical generator, an adjacent juice processing plant and an adjacent
ethanol plant. These units operate in a combined cycle mode and are authorized to provide continuous power.
These units are authorized to fire natural gas and biogas. To control nitrogen oxide (NOx) emission, these units
are equipped with dry-low NOx combustors. A continuous emissions monitoring system (CEMS) is used to
continuously measure NOx emissions for determining compliance with NOx standards. These units began
commercial operation on June 16, 1995.

The design heat input rating of each unit is 410 MMBtu/hour based on a compressor inlet temperature of 47°F and
the lower heating value (LHV) of the natural gas and biogas. Exhaust gas from each HRSG is ducted to a
separate stack that is 11 feet (ft) in diameter and 100 ft tall. Gas exits each stack with a volumetric flow rate of
298,651 actual cubic feet per minute (acfm) and a temperature of 230°F.

{Permitting note: These emissions units are regulated under: 40 CFR 60, Subpart A, General Provisions, and
Subpart KKKK, Standards of Performance for Stationary Combustion Turbines, adopted and incorporated by
reference in Rule 62-204.800(8)(b)83, F.A.C.; Rule 62-212.400, F.A.C., PSD, Best Available Control Technology
(BACT) for NOx, CO, particulate matter (PM) and particulate matter 10 microns in diameter or smaller (PMao),
VOC and visible emissions; and Chapter 62-214, F.A.C., the Phase Il Acid Rain Program as specified in Section
IV of this Permit.}

Essential Potential to Emit (PTE) Parameters

A.1l. Permitted Capacity. The maximum allowable heat input rate is as follows:

Unit No. MMBtu/hour Heat Input Fuel Type
001 410.0* Natural Gas and/or Biogas
002 410.0* Natural Gas and/or Biogas

!Maximum heat input at 47°F based on a 4-hour rolling average and LHV of the fuel.
[Rules 62-4.160(2), 62-210.200(PTE), F.A.C.; and, Permit No. 1050231-013-AC/PSD-FL-206E.]

A.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(3), F.A.C.]

A.3.  Methods of Operation - Fuels. Any combination of natural gas and biogas shall be fired in the
combustion turbine. [Rules 62-212.400 & 62-213.410, F.A.C.; and Permit No. AC53-233851B/PSD-FL-206B.]

A.4.  Hours of Operation. These emissions units may operate continuously (8,760 hours/year). [Rule 62-
210.200(PTE), F.A.C.; and Permit No. AC53-233851B/PSD-FL-206B]

Emission Limitations and Standards

Unless otherwise specified, the averaging times for Specific Conditions A.5 - A.10 are based on the specified
averaging time of the applicable test method.

A5.  Visible Emissions. As determined by stack test, visible emissions from each CT shall not exceed 10%
opacity based on a 6-minute average. [Rule 62-212.400 (BACT), F.A.C.; and Permit No. 1050231-007-
AC/PSD-FL-206D]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 and 002

A.6.  NOxEmissions. As determined by CEMS, NOx emissions from each CT shall not exceed the following
emissions standards:

a. Normal Operations. The hourly and annual NOx mass emission rates are based on operation at 59°F and
60% relative humidity (ISO conditions).

(1) 15 parts per million by volume, dry basis (ppmvd) at 15% oxygen (O) and 24 Ib/hour, based on a 4-
hour rolling average; and 105 tons/year. (BACT)

(2) 42 ppmvd at 15% O, or 250 nanograms per Joule (ng/J) of useful output (2.0 Ib/MW-hour), based on
a 30-unit operating day rolling average. (NSPS)

b. Low Load Operation. 96 ppmvd at 15% O, or 590 ng/J of useful output (4.7 Ib/MW-hour) when
operating at less than 75% of peak load, based upon a 30-unit operating day rolling average.

c. During Startup and Shutdown. The maximum allowable NOx emissions resulting from a startup or
shutdown of either CT shall not exceed 24.0 Ib/hour, based on a simple 4-hour moving average
commencing with the beginning of a startup or ending at the conclusion of a shutdown of the unit. The
simple 4-hour moving average shall be based on all available data excluding calibration data and periods
of emissions due to malfunction during the startup or shutdown period. A fuel switch is not considered a
startup.

{Permitting Note: The limitations of paragraphs a. and b. of this condition are more stringent than the NSPS

NOx limitation and thus ensure compliance with 40 CFR 60.4320(a) and Subpart KKKK, Table 1.}.

[Rule 62-212.400(BACT), F.A.C.; 40 CFR 60.4320(a) & 40 CFR 60, Subpart KKKK, Table 1; and Permit

Nos. AC53-233851B/PSD-FL-206B, 1050231-007-AC/PSD-FL-206D & 1050231-008-AC]

A.7.  CO Emissions. As determined by stack test, CO emissions shall not exceed 30 ppmvd, 27.8 Ib/hour and
127 tons/year. [Rule 62-212.400(BACT), F.A.C.; and, Permit Nos. 1050231-007-AC/PSD-FL-206D &
1050231-008-AC]

A.8.  Sulfur Dioxide (SO2) Emissions. As determined by fuel specifications or fuel analysis, the fuel sulfur
content of natural gas and biogas fired in each CT shall not exceed the following:

a. 1 grain of sulfur per 100 standard cubic feet (1 gr S/100 scf). (BACT)

b. 110 ng SO2/J (0.90 Ib/MW-hour) gross output; 26 ng SO/J (0.060 Ib/MMBtu) heat input; or if the turbine
is burning at least 50% biogas on a calendar month basis, 65 ng SO2/J (0.15 Ib/MMBtu) heat input.
{Permitting Note: Compliance with these emission limits will be demonstrated by complying with the
sulfur content limit of 1 gr S/100 scf.} (NSPS)

c. 20 g S/100 scf for natural gas. (NSPS)

[Rule 62-212.400(BACT), F.A.C.; 40 CFR 60.4330(a) & 60.4365(a); and, Permit No. AC53-233851B/PSD-

FL-206B]

A.9. VOC Emissions. As determined by stack test, VOC shall not exceed 10 ppmvd. {Permitting Note: For
informational purposes, the VOC limit equates to 4 Ib/hour and 17.4 tons/year.} [Rule 62-212.400(BACT),
F.A.C.; and, Permit Nos. 1050231-007-AC/PSD-FL-206D & 1050231-008-AC]

A.10. PM Emissions. As determined by fuel specifications or fuel analysis, the fuel sulfur content of natural
gas and biogas fired in each CT shall not exceed 1 gr S/100 scf. {Permitting Note: For informational
purposes, the PM limit equates to 5 Ib/hour and 21.9 tons/year.} [Rule 62-212.400(BACT), F.A.C.; and,
Permit Nos. AC53-233851B/PSD-FL-206B and 1050231-008-AC]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

A.11. Excess Emissions
a. CEMS. The CEMS for NOx shall be used to determine periods of excess emissions. Excess emissions
are defined for this emissions unit as any simple 4-hour rolling average period during which the average
emissions exceed the emission limits Specific Condition A.6 of this permit. Periods of malfunction and
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A. Emissions Units 001 and 002

other excess emission events shall be monitored, recorded and reported with excess emissions following
the format and requirements 40 CFR 60.7.

b. Combustor Tuning. Excess emissions resulting from a combustor tuning session shall be permitted
provided the tuning session is performed in accordance with the manufacturer’s specifications and in no
case, shall the excess emissions exceed 72 hours in any calendar year. A “tuning session” would occur
after a combustor change-out, a repair to a combustor, or as required to maintain compliance.

[Rules 62-210.700(1) & (5), F.A.C.; and, Permit Nos. 1050231-008-AC & 1050231-013-AC/PSD-FL-206E.]

A.12. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(1), F.A.C.]

A.13. Excess Emissions — Malfunctions. In case of excess emissions resulting from malfunctions, each owner
or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C. A full written report on the
malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(5), F.A.C.]

Monitoring of Operations

A.14. NSPS Fuel Sulfur Monitoring Exemption. The permittee may elect not to monitor the total fuel sulfur
content of the fuel combusted in the turbine for the purpose of complying with NSPS Subpart KKKK
provisions,

a. Natural Gas. if the fuel quality characteristics in a current, valid purchase contract, tariff sheet or
transportation contract for the fuel specify that the total sulfur content for natural gas use is 20 gr/100 scf
of sulfur and has potential sulfur emissions of less than less than 26 ng SO./J (0.060 Ib SO,/MMBtu) heat
input.

b. Biogas. Representative fuel sampling data which show that the sulfur content of the fuel does not exceed
26 ng SO2/J (0.060 Ib SO/MMBtu) heat input. At a minimum, the amount of fuel sampling data specified
in section 2.3.1.4 or 2.3.2.4 of appendix D to part 75 of this chapter is required.

[40 CFR 60.4365(a) & (b)]

Continuous Emissions Monitoring Requirements

A.15. Alternate Monitoring Plan: Use of NOx CEMS For Continuous Compliance. Pursuant to 40 CFR
64.2(b)(1)(vi), the applicant has elected to use the existing certified Acid Rain NOx CEMS for continuous
compliance in order to be exempted from the CAM requirements contained in 40 CFR 64. The following
alternate monitoring may be used to demonstrate compliance with the ppmvd and the Ib/hour standards for
NOx.

a. The NOx CEMS data shall be used in lieu of the monitoring system for water-to-fuel ratio and the
reporting of excess emissions in accordance with 40 CFR 60.4335(b). A NOx diluent CEMS that is
installed and certified according to appendix A of 40 CFR 75 is acceptable for use under 40 CFR 60,
Subpart KKKK.

b. With regard to NSPS Subpart KKKK, the NOx CEMS data shall be used to report excess emissions in
accordance with 40 CFR 60.4350, 40 CFR 60.4380(b) and 40 CFR 60.7(c).

[40 CFR 60.4335(b), 60.4350 & 40 CFR 60.4380(b); and, Permit No. 1050231-008-AC]

A.16. NOx CEMS Data Exclusion. Exclusion of monitoring data is allowed for specifically defined periods of
combustor tuning only if operators employ the best operational practices to minimize the amount and duration
of emissions during such episodes. NOx data (1-hour emission rate values) collected during authorized
combustor tuning may be excluded. [Permit No. 1050231-008-AC]

A.17. NOx CEMS Requirements. For each gas turbine, the permittee shall calibrate, maintain, and operate
CEMS to measure and record NOx emissions and O in a manner sufficient to demonstrate compliance with
the standards of this permit.

Orange Cogeneration, L.P. Permit No. 1050231-16-AV
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 and 002

a. Performance Specifications. Each monitor shall be installed in a location that will provide emissions
measurements representative of actual stack emissions. Each CEMS shall comply with the corresponding
performance specifications that identify location, installation, design, performance, and reporting
requirements. Each NOx monitor shall be certified pursuant to 40 CFR Part 75 and shall be operated and
maintained in accordance with the applicable requirements of 40 CFR Part 75, Subparts B and C. Record
keeping and reporting shall be conducted pursuant to 40 CFR Part 75, Subparts F and G. The RATA tests
required for the NOx monitor shall be performed using EPA Method 7E or 20 as defined in Appendix A
of 40 CFR 60.

b. Data Collection. Each CEMS shall be designed and operated to sample, analyze, and record the
emissions data evenly spaced over a 1-hour period during all periods of operation. Each 1-hour average
shall be computed using at least one data point in each fifteen-minute quadrant of the 1-hour block during
which the unit combusted fuel. If the NOx CEMS measures concentration on a wet basis, the permittee
shall use DEP approved methods for correction of measured emissions to a dry basis (0% moisture). The
O, (or CO,) CEMS shall express the 1-hour emission rate values in terms of “percent O, by volume”.

The NOx CEMS shall express the 1-hour emission averages in terms of “ppmvd corrected to 15%
oxygen” for compliance with the BACT standard and, when requested by the Department, “ppm at 15%
0O,” for compliance with the NSPS standards.

c. Compliance Averages. Compliance with the simple 4-hour moving average NOx emissions standards
shall be based on data collected by each required CEMS. For purposes of determining compliance with
the emission standards of this permit, missing data shall not be substituted. If monitoring data is
authorized for exclusion (due to startup, shutdown, malfunction, or tuning), the simple 4-hour moving
average shall be the average of the remaining valid 1-hour emission averages collected during actual
operation. A 1-hour emissions average that includes any amount of oil firing shall only be included in the
compliance average for oil firing. The CEMS used shall comply with 40 CFR 60.4345(b) which requires
a minimum of 1 data point for each quadrant of a full unit operating hour or at least 2 data points (one in
each of the two quadrants) when required quality assurance or maintenance activities are performed on
the system.

d. Data Exclusion. Except for continuous monitoring system breakdowns, repairs, calibration checks, and
zero and span adjustments, each CEMS shall record emissions data at all times including episodes of
startup, shutdown, and malfunction. Emissions data recorded during periods of startup, shutdown, or
malfunction may only be excluded from the compliance averages in accordance with the requirements
previously specified in this permit. To the extent practicable, the permittee shall minimize the duration of
data excluded for startup, shutdown and malfunctions, unless specifically authorized in writing by the
Department for longer periods. Data recorded during startup, shutdown or malfunction shall not be
excluded if the episode was caused entirely or in part by poor maintenance, poor operation, or any other
equipment or process failure, which may reasonably be prevented. Best operational practices shall be
used to minimize hourly emissions that occur during startup, shutdown and malfunction. Emissions of
any quantity or duration that occur entirely or in part from poor maintenance, poor operation, or any other
equipment or process failure, which may reasonably be prevented, shall be prohibited. Excluded
emissions data shall be summarized in the required quarterly report.

e. Monitor Availability. Monitor availability shall not be less than 95% in any calendar quarter. In the event
95% availability is not achieved, the permittee shall provide the Department with a report identifying the
problems in achieving 95% availability and a plan of corrective actions that will be taken to achieve 95%
availability. The permittee shall implement the reported corrective actions within the next calendar
quarter. Failure to take corrective actions or continued failure to achieve the minimum monitor
availability shall be violations of this permit.

[Rules 62-4.070(3), 62-4.130, 62-4.160(8), 62-204.800, 62-210.700, & 62-213.440, F.A.C.; 40 CFR 60.7;

and, Permit Nos. AC53-233851B/PSD-FL-206B, 1050231-007-AC/PSD-FL-206D, & 1050231-008-AC]

Orange Cogeneration, L.P. Permit No. 1050231-16-AV
Orange Cogeneration Facility Title VV Air Operation Permit Renewal
Page 10 of 27



SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 and 002

Test Methods and Procedures

A.18. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:

Method Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content
7E Determination of NOx Emissions from Stationary Sources

9 Visual Determination of the Opacity of Emissions from Stationary Sources

10 Determination of CO Emissions from Stationary Sources

{Note: The method shall be based on a continuous sampling train.}

18 Measurement of Gaseous Organic Compound Emissions by Gas Chromatography

18, 25A Method for Determining Gaseous Organic Concentrations (Flame lonization)

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [Rule
62-204.800, F.A.C.; and, Permit No. AC53-233851B/PSD-FL-206B]

A.19. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
permit. [Rule 62-297.310, F.A.C.]

A.20. Annual Compliance Tests Required. During each calendar year (January 1% to December 31%), each EU
shall be tested to demonstrate compliance with opacity. The CEMS certified in accordance with 40 CFR 75
and the RATA performed in accordance with 40 CFR 75 shall satisfy the annual NOx compliance
requirements. The most recent compliance tests for visible emissions may be used in lieu of compliance
testing prior to renewal, provided such test occurred within the term of the current Title V air operation
permit. [Rule 62-297.310(8), F.A.C.; and Permit No. AC53-233851B/PSD-FL-206B]

A.21. Compliance Tests Prior To Renewal. Except as provided in subparagraph 62-297.310(8)(b)3., F.A.C.
(see Condition TR7.b(3) in Appendix TR — Facility-wide Testing Requirements), each EU shall be tested for
VOC and CO prior to obtaining a renewed operation permit. [Rules 62-210.300(2)(a) & 62-297.310(8)(b),
F.A.C.; and, Permit No. AC53-233851B/PSD-FL-206B] {Permitting Note: Tests which are only required
once during the term of a permit prior to obtaining a renewed permit should be performed roughly five years
from the previous test.}

Recordkeeping and Reporting Requirements

A.22. The following reports and notifications shall be submitted to the Compliance Authority:

Report Reporting Deadline Related Condition(s)
Actual Emissions Reporting Annually for 10 years A.23
[Rule 62-213.440(1)(b), F.A.C.]

A.23.  Fuel Sulfur Content Records Required. The owner or operator shall monitor and maintain records of the
sulfur content of natural gas (and biogas fuel, whenever such fuel becomes available and is burned) pursuant to
the custom fuel monitoring schedule specified in Appendix CFMS (Custom Fuel Monitoring Schedule). The
records shall report total sulfur content in terms of grains of sulfur per hundred cubic feet (standard conditions).
The analysis may be performed by the owner or operator, a service contractor retained by the owner or operator,
the fuel vendor, or any other qualified agency; and, if applicable, the supplier of the biogas fuel (when available).
[Rules 62-4.070(3) & 62-213.440, F.A.C.; and, 40 CFR 60.4360 & 60.4365]

A.24. Combustor Tuning Notification. Prior to performing any tuning session (pursuant to Specific Condition
A.11), the permittee shall provide the Compliance Authority with an advance notice that details the activity and
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection A. Emissions Units 001 and 002

proposed tuning schedule. The notice may be made by telephone, facsimile transmittal, or electronic mail.
[Rules 62-210.700(1) & (5), F.A.C.; and, Permit Nos. 1050231-008-AC & 1050231-013-AC/PSD-FL-206E]

A.25. Additional Reports Required. The owner or operator shall report the following with the Air Operating Report
(AOR): sulfur content and LHV of the fuel being fired, fuel usage (annual fuel consumption of natural gas and
biogas), hours of operation, and air emissions. [Rule 62-210.370(3), F.A.C.; and, Permit No. AC53-
233851B/PSD-FL-206B]

A.26. Actual Emissions Reporting - Permit No. 1050231-013-AC/PSD-FL-206E, Heat Input Increase Project.
Permit No. 1050231-013-AC/PSD-FL-206E was based on an analysis that compared baseline actual emissions
with projected actual emissions and avoided the requirements of subsection 62-212.400(4) through (12), F.A.C.
for several pollutants. Therefore, pursuant to Rule 62-212.300(1)(e), F.A.C., the permittee is subject to the
following monitoring, reporting and recordkeeping provisions.

a. The permittee shall monitor the emissions of any PSD pollutant that the Department identifies could increase
as a result of the construction or modification and that is emitted by any emissions unit that could be affected;
and, using the most reliable information available, calculate and maintain a record of the annual emissions, in
tons/year on a calendar year basis, for a period of 10 years following resumption of regular operations after
the change {the change involved increasing heat input}. Emissions shall be computed in accordance with the
provisions in Rule 62-210.370, F.A.C.

b. The permittee shall report to the Department within 60 days after the end of each calendar year during the 10-
year period setting out the unit’s annual emissions during the calendar year that preceded submission of the
report. The report shall contain the following:

(1) The name, address and telephone number of the owner or operator of the major stationary source;

(2) The annual emissions calculations pursuant to the provisions of 62-210.370, F.A.C.;

(3) If the emissions differ from the preconstruction projection, an explanation as to why there is a difference;
and

(4) Any other information that the owner or operator wishes to include in the report.

c. The information required to be documented and maintained pursuant to subparagraphs 62-212.300(1)(e)1 and
2, F.A.C., shall be submitted to the Department, which shall make it available for review to the general
public.

d. For this project, the permittee estimated the following baseline actual emissions: 45.44 tons/year of CO;
73.14 tons/year of NOx; 0.87 tons/year of SO; 8.01 tons/year of VOC; 3.83 tons/year of PM/PM1o/PM;s;
0.07 tons/year of sulfuric acid mist (SAM); and 173,155 of GHG (CO¢).

e. The Department has identified NOXx as the only PSD-pollutant that could reasonably increase as a result of
this modification. For the purpose of comparisons with baseline actual emissions, the permittee shall use the
installed CEMS to determine and report the actual annual emissions of NOX.

{Permitting Note: Continuous compliance with the NOx standard will be demonstrated by CEMS. Other

required stack tests may be conducted during the next scheduled period in accordance with existing permit

conditions.}. [Rules 62-212.300(1)(e) & 62-210.370, F.A.C.; and, Permit No. 1050231-013-AC/PSD-FL-206E]

Other Requirements

A.27. NSPS Provisions. These emissions units shall comply with all applicable provisions of 40 CFR 60,
Subparts A, General Provisions, and Subpart KKKK, Standards of Performance for Stationary Combustion
Turbines, adopted and incorporated by reference in Rule 62-204.800(8)(b)82., F.A.C.

[Rule 62-204.800(8)(b)82, F.A.C.]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 003

The specific conditions in this section apply to the following emissions unit:
EU No. | Brief Description
003 | Auxiliary Boiler

This emissions unit is a Zurn Nepco auxiliary boiler. The boiler supplies auxiliary steam to the juice processing
plant and ethanol plant when the combustion turbines are down or if all of the steam is being routed through the
steam turbine generator. This unit is fired on either natural gas or biogas, and NOx emissions are controlled with
low NOx burners. This unit began commercial operation on June 16, 1995.

The maximum permitted operation rate of this boiler is 100 MMBtu/hour, based on the higher heating value
(HHV) of each fuel. Exhaust from this boiler is vented through a stack that is 3.7 ft in diameter and 65 ft tall.
Exhaust gas exits this stack with a volumetric flow rate of 29,731 acfm and a temperature of 305°F.

{Permitting Note: This emissions unit is regulated under: Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators
with Less Than 250 MMBtu/Hour Heat Input; 40 CFR 60, Subpart A, General Provisions, and Subpart Dc,
Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, adopted by
reference in Rule 62-204.800(8)(b)4, F.A.C.; and Rule 62-212.400, F.A.C., BACT limits for VE, PM, NOx, CO,
VOC and SO..}

Essential Potential to Emit (PTE) Parameters

B.1.  Permitted Capacity. The maximum allowable heat input rate is as follows:

Unit No. MMBtu/hour Heat Input Fuel Type
003 100 Natural gas or Biogas
The maximum heat input rate is based on the HHV of the fuel. [Rules 62-4.160(2) & 62-210.200(PTE),
F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

B.2.  Emissions Unit Operating Rate Limitation After Testing. See the related testing provisions in Appendix
TR, Facility-wide Testing Requirements. [Rule 62-297.310(3), F.A.C.]

B.3.  Methods of Operation - Fuels. The auxiliary boiler shall be fired with any combination of natural gas and
biogas. [Rules 62-213.410 & 62-296.406, F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

B.4.  Hours of Operation. This emissions unit may operate continuously (8,760 hours/year).
[Rule 62-210.200(PTE), F.A.C., and, Permit No. AC53-233852A/PSD-FL-206B]

Emission Limitations and Standards

Unless otherwise specified, the averaging times for Specific Conditions B.5. - B.10. are based on the specified
averaging time of the applicable test method.

B.5.  Visible Emissions.
a. As determined by stack test, visible emissions shall not exceed 15% opacity. {Permitting Note:
Compliance with this limit will demonstrate compliance with the 20% opacity limit.}
b. As determined by stack test, visible emissions shall not exceed 20% opacity except for one 6-minute
period per hour during which opacity shall not exceed 27%.
[Rules 62-212.400(BACT) & 62-296.406, F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

B.6. NOx Emissions. As determined by stack test, NOx emissions shall not exceed 0.13 Ib/MMBtu, 13
Ib/hour and 56.9 tons/year. [Rule 62-212.400(BACT), F.A.C.; and, Permit No. AC53-233852A/PSD-FL-
206B]

B.7.  CO Emissions. As determined by stack test, CO emissions shall not exceed 0.10 lo/MMBtu, 10 Ib/hour
and 43.8 tons/year. [Rule 62-212.400(BACT), F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 003

B.8. VOC Emissions. As determined by stack test, VOC emissions shall not exceed 0.04 Ib/MMBtu, 4.3
Ib/hour and 18.8 tons/year. [Rule 62-212.400(BACT), F.A.C.; and, Permit No. AC53-233852A/PSD-FL-
206B]

B.9. PM/PMio Emissions. As determined by stack test, PM emissions shall not exceed 0.01 Ib/MMBtu and 1.0
Ib/hour and 4.4 tons/year. All PM is assumed to be PM1o; the PM limitation shall be considered to be met if
visible emissions are not greater than 15% opacity. [Rules 62-212.400(BACT) & 62-296.406, F.A.C.; and,
Permit No. AC53-233852A/PSD-FL-206B]

B.10. SO, Emissions. As determined by fuel specifications or fuel analysis, SO> emissions shall not exceed the
following emissions limits:
a. 0.003 Ib/MMBtu, 0.30 Ib/hour and 1.3 tons/year.
b. Fuel sulfur limit of 1 gr S/100 scf. {Permitting Note: Compliance with these emission limits will be
demonstrated by complying with the sulfur content limit of 1 gr S/100 scf.}
[Rules 62-212.400(BACT) & 62-296.406, F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain
program provision.

B.11. Excess Emissions Allowed. Excess emissions resulting from startup, shutdown or malfunction of any
emissions unit shall be permitted provided that best operational practices to minimize emissions are adhered
to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour
period unless specifically authorized by the Department for longer duration. [Rule 62-210.700(1), F.A.C.]

B.12. Excess Emissions Prohibited. Excess emissions which are caused entirely or in part by poor maintenance,
poor operation, or any other equipment or process failure which may reasonably be prevented during startup,
shutdown or malfunction shall be prohibited. [Rule 62-210.700(1), F.A.C.]

Test Methods and Procedures

B.13. Test Methods. When required, tests shall be performed in accordance with the following reference
methods:

Method | Description of Method and Comments

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

50r 17 | Determination of PM Emissions from Stationary Sources
{Note: Stack flue gas temperature must be < 320°F for Method 17.}

7E Determination of NOx Emissions from Stationary Sources
9 Visual Determination of the Opacity of Emissions from Stationary Sources
10 Determination of CO Emissions from Stationary Sources
{Note: The method shall be based on a continuous sampling train.}
18 Measurement of Gaseous Organic Compound Emissions by Gas Chromatography,
25A Method for Determining Gaseous Organic Concentrations (Flame lonization)

The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800,
F.A.C. No other methods may be used unless prior written approval is received from the Department. [Rule
62-204.800, F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

B.14. Common Testing Requirements. Unless otherwise specified, tests shall be conducted in accordance with
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection B. Emissions Unit 003

permit. Tests shall be conducted on both natural gas and biogas fuels (provided biogas fuels become
available) unless previous test results or fuel analysis documents that emissions are independent of fuel fired,
in which case tests may be conducted on either fuel. [Rule 62-297.310, F.A.C.; and, Permit No. AC53-
233852A/PSD-FL-206B]

B.15. Annual Compliance Tests Required. During each calendar year (January 1% to December 31%), this EU
shall be tested to demonstrate compliance with the emissions standards for NOx and opacity. The most recent
compliance test for NOx and opacity may be used in lieu of compliance testing prior to renewal, provided
such a test occurred within the term of the current Title V air operation permit. [Rule 62-297.310(8), F.A.C.]

B.16. Compliance Tests Prior To Renewal. Except as provided in subparagraph 62-297.310(8)(b)3., F.A.C.
(see condition TR7.b.(3) in Appendix TR — Facility-wide Testing Requirements), in addition to the annual
compliance tests specified above, compliance tests shall also be performed for CO and VOC prior to
obtaining a renewed operation permit to demonstrate compliance with the emission limits in Specific
Conditions B.7 — B.8. An emissions unit shall not be required to start up for the sole purpose of conducting
an emissions test to meet the frequency requirements of Rule 62-297.310(8), F.A.C. Insuch a case, an
emissions test shall be completed no later than 60 days after the emissions unit next starts up. [Rules 62-
4.070(3), 62-210.300(2)(a) & 62-297.310(8)(b), F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

{Permitting Note: Tests which are only required once during the term of a permit prior to obtaining a
renewed permit should be performed roughly five years from the previous test.}

B.17. SO: Emissions Compliance Requirements. An analysis of the fuel performed in accordance with the
Custom Fuel Monitoring Schedule (see Appendix CFMS) showing the sulfur content does not exceed 1
gr/100 scf of gas will be accepted as proof of compliance with the SO, emission limits in this subsection.
[Rule 62-4.070(3), F.A.C.; and Permit No. AC53-233852A/PSD-FL-206B]

Recordkeeping and Reporting Requirements

B.18. Reporting Schedule. The following reports and notifications shall be submitted to the Compliance
Authority:

Report Reporting Deadline Related Condition(s)
Additional Reports Required Annually B.22
[Rule 62-213.440(1)(b), F.A.C.]

B.19. Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

B.20. Fuel Sulfur Content Records Required. The permittee shall monitor and maintain records of the sulfur
content of natural gas (and biogas fuel, whenever such fuel becomes available and is burned) pursuant to the
custom fuel monitoring schedule in Appendix CFMS, except that the analyses in the custom fuel monitoring
schedule shall be used to demonstrate compliance with the fuel sulfur limit in Specific Condition B.10. The
records shall report total sulfur content in terms of gr S/100 scf. The analysis may be performed by the owner or
operator, a service contractor retained by the owner or operator, the fuel vendor, or any other qualified agency;
and, if applicable, the supplier of the biogas fuel (when available). [Rules 62-4.070(3) & 62-213.440, F.A.C.]

B.21. Fuel Usage Records Required. The permittee shall record and maintain records of the amounts of each fuel
combusted during each day. The permittee shall maintain a file of all measurements, including continuous
monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system
performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments
and maintenance performed on these systems or devices; and all other information required by this part recorded
in a permanent form suitable for inspection. The file shall be retained for at least five years following the date of
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SECTION I1l. EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection B. Emissions Unit 003

such measurements, maintenance, reports, and records. [Rule 62-213.440, F.A.C.; and, 40 CFR 60.7 &
60.48¢(0)]

B.22. Additional Reports Required. The permittee shall report the following with the AOR: sulfur content and the
LHV and HHV of the fuels being fired, fuel usage (annual consumption of natural gas and biogas, hours of
operation per fuel usage), hours of operations, and air emission limits. [Rules 62-210.370(3) & 62-213.440(1)(b),
F.A.C.; and, Permit No. AC53-233852A/PSD-FL-206B]

B.23. Heat Input Limitation Compliance. The permittee shall include the HHV of the fuels being fired in all test
reports and demonstrations of compliance with heat input limitations. [Rules 62-4.070(3) & 62-297.310(10),
F.AC)]

Other Requirements

B.24. NSPS Applicability. The auxiliary boiler shall comply with all applicable requirements of 40 CFR 60,
Subpart A and Subpart Dc (see Appendix NSPS, Subpart A and Subpart Dc). [Permit No. AC53-
233852A/PSD-FL-206B
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 006

Subsection C. The specific conditions in this section apply to the following emissions units:

EU No. |Brief Description

006 | Fire Pump (Diesel) — 165 HP

This emissions unit consists of a 165 HP compression ignition (Cl) RICE-driven emergency fire water pump.
This emergency fire pump is manufactured by Detroit Diesel (Model No. DDFP-L3DT, Serial No.
030D0212719). The engine is fired by diesel fuel with a sulfur content of less than 15 ppm. This engine does not
use any emissions control or monitoring equipment. Exhaust gas from this engine exits a stack positioned 18 ft
from the ground and measuring 0.33 ft in diameter. The gas exits with a temperature of 850°F and a flow rate of
1,251 acfm. As an existing engine, it is subject only to the maintenance requirements for emergency RICE
specified in 40 CFR 63, Subpart ZZZZ — National Emissions Standards for Hazardous Air Pollutants for
Stationary Reciprocating Internal Combustion Engines (NESHAP for Stationary RICE).

The following table provides important details for this engine:

Engine Date of Commenced Displacement Engine Model No
Brake HP Manufacture Construction liters/cylinder (l/c) Manufacturer '
165 May 1994 Late 1993 0.87 Detroit Diesel DDFP-L3DT

{Permitting Note: This CI RICE is regulated under 40 CFR 63, Subpart ZZZZ, NESHAP for Stationary RICE,
adopted and incorporated by reference in Rule 62-204.800(11)(b)82., F.A.C. This is an existing stationary ClI
RICE with less than or equal to 500 HP that is located at an area source of HAP and has not been modified or
reconstructed after 6/12/2006. The permittee shall comply with the following emissions and operating limitations
in NESHAP Subpart ZZZ7.

Pursuant to 40 CFR 60, Subpart 1111, this is an “existing” emergency engine that commenced construction
(ordered) before 7/11/2005 and has not been modified or reconstructed after 7/11/2005. Therefore, it is not
subject to Subpart 1111.}

Essential Potential to Emit (PTE) Parameters

C.1.  Hours of Operation.

a. Emergency Situations. There is no time limit on the use of emergency stationary RICE in emergency
situations. [40 CFR 63.6640(f)(1)]

b. Maintenance and Testing. This unit is authorized to operate for the purpose of maintenance checks and
readiness testing, provided that the tests are recommended by federal, state or local government, the
manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and
readiness testing of such units is limited to 100 hours per calendar year. The owner or operator may
petition the Administrator for approval of additional hours to be used for maintenance checks and
readiness testing, but a petition is not required if the owner or operator maintains records indicating that
Federal, State, or local standards require maintenance and testing of emergency RICE beyond 100 hours
per year. [40 CFR 63.6640(f)(2)(i)]

c. Non-emergency Situations. This unit is authorized to operate up to 50 hours per year in non-emergency
situations, but those 50 hours are counted towards the 100 hours per year provided for maintenance and
testing. [40 CFR 63.6640(f)(4)]

Emission Limitations and Operating Requirements

C.2.  Work or Management Practice Standards.
a. Oil. Change oil and filter every 500 hours of operation or annually, whichever comes first. [40 CFR
63.6603(a) & Table 2d.4.a.]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 006

b. Air Cleaner. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes first, and
replace as necessary. [40 CFR 63.6603(a) & Table 2d.4.b.]

c. Hoses and Belts. Inspect all hoses and belts every 500 hours of operation or annually, whichever comes
first, and replace as necessary. [40 CFR 63.6603(a) & Table 2d.4.c.]

d. Operation and Maintenance. Operate and maintain the stationary RICE according to the manufacturer’s
emission-related written instructions or develop and follow your own maintenance plan which must
provide to the extent practicable for the maintenance and operation of the engine in a manner consistent
with good air pollution control practice for minimizing emissions. [40 CFR 63.6625(e) & Table 6.9]

e. Engine Startup. During periods of startup, the permittee must minimize the engine’s time spent at idle
and minimize the engine’s startup time to a period needed for appropriate and safe loading of the engine,
not to exceed 30 minutes. [40 CFR 63.6625(h) & Table 2d]

f. Oil Analysis. The permittee has the option of utilizing an oil analysis program in order to extend the
specified oil change requirement in paragraph a of this condition. The oil analysis must be performed at
the same frequency specified for changing the oil in paragraph a of this condition. The analysis program
must at a minimum analyze the following three parameters: Total Base Number, viscosity, and percent
water content. The condemning limits for these parameters are as follows: Total Base Number is less
than 30% of the Total Base Number of the oil when new; viscosity of the oil has changed by more than
20% from the viscosity of the oil when new; or percent water content (by volume) is greater than 0.5. If
all of these condemning limits are not exceeded, the engine owner or operator is not required to change
the oil. If any of the limits are exceeded, the engine owner or operator must change the oil within 2
business days of receiving the results of the analysis; if the engine is not in operation when the results of
the analysis are received, the engine owner or operator must change the oil within 2 business days or
before commencing operation, whichever is later. The owner or operator must keep records of the
parameters that are analyzed as part of the program, the results of the analysis, and the oil changes for the
engine. The analysis program must be part of the maintenance plan for the engine. [40 CFR 63.6625(i)]

Monitoring of Operations

C.3.  Hour Meter. The permittee must install and maintain a non-resettable hour meter if one is not already
installed. [40 CFR 63.6625(f)]

Compliance

C.4.  Continuous Compliance. The permittee must be in continuous compliance with the emission limitations
operating limitations, and other requirements in this section at all times. [40 CFR 63.6605(a)]

C.5.  Operation and Maintenance of Equipment. At all times the owner or operator must operate and maintain
any affected source, including associated air pollution control equipment and monitoring equipment, in a
manner consistent with safety and good air pollution control practices for minimizing emissions.
Determination of whether such operation and maintenance procedures are being used will be based on
information available to the compliance authority which may include, but is not limited to, monitoring results,
review of operation and maintenance procedures, review of operation and maintenance records, and
inspection of the source. [40 CFR 63.6605(b)]

Test Methods and Procedures

C.6. Common Testing Requirements. Unless otherwise specified, tests, if required, shall be conducted in
accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing
Requirements, of this permit. [Rule 62-297.310, F.A.C.]

Reporting Requirements

C.7.  Delay of Performing Work Practice Requirements. If an emergency engine is operating during an
emergency and it is not possible to shut down the engine in order to perform the work practice requirements
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection C. Emissions Unit 006

on the schedule required in Specific Condition C.2a, b and c of this section, or if performing the management
practice on the required schedule would otherwise pose an unacceptable risk under federal, state, or local law,
the management practice can be delayed until the emergency is over or the unacceptable risk under federal,
state, or local law has abated. The work practice should be performed as soon as practicable after the
emergency has ended or the unacceptable risk under federal, state, or local law has abated. Sources must
report any failure to perform the management practice on the schedule required and the federal, state or local
law under which the risk was deemed unacceptable. [40 CFR 63.6603(a) & Table 2d, footnote 2]

Deviation Reporting. The permittee must report each instance in which each emission limitation or
operating limitation in Specific Condition C.2a, b and ¢ was not met. These instances are deviations from the
operating limitations in NESHAP Subpart ZZZZ. These deviations as defined by NESHAP Subpart ZZZZ
(See Appendix NESHAP, 40 CFR 63.6675) must be reported in the semiannual monitoring report required by
40 CFR 70.6(a)(3)(iii)(A). All instances of deviations from permit requirements must be clearly identified in
such reports. All required reports must be certified by a responsible official consistent with 40 CFR 70.5(d).
[40 CFR 63.6650(f) & 40 CFR 70.6(a)(3)(iii)(A)]

Other Reporting Requirements. See Appendix RR, Facility-Wide Reporting Requirements, for additional
reporting requirements. [Rule 62-213.440(1)(b), F.A.C.]

Recordkeeping Requirements

C.10. Notification, Performance and Compliance Records. The permittee must keep the following records:

a. A copy of each notification and report that the owner or operator submitted to comply with this section,
including all documentation supporting any Initial Notification or Notification of Compliance Status that
the owner or operator submitted.

b. Records of the occurrence and duration of each malfunction of operation.

Records of all required maintenance performed on the hour meter.

d. Records of actions taken during periods of malfunction to minimize emissions in accordance with
Specific Condition C.5 including corrective actions to restore malfunctioning process and air pollution
control and monitoring equipment to its normal or usual manner of operation.

e. Records required in Specific Condition C.2.d to show continuous compliance with each emission
limitation or operating requirement.

f.  Records of the Work or Management Practice Standards specified in Specific Condition C.2.

Records of the maintenance conducted in order to demonstrate that the RICE was operated and
maintained according to the owner or operator’s own maintenance plan.

h. Records of the hours of operation of the engine that is recorded through the non-resettable hour meter.
The owner or operator must document how many hours are spent for emergency operation including what
classified the operation as emergency and how many hours are spent for non-emergency operation. If the
engines are used for emergency demand response operation or for periods of voltage or frequency
deviations, the owner or operator must keep records of the notification of the emergency situation, and the
time of engine operation for these purposes.

[40 CFR 63.6655]

o

C.11. Record Retention.

a. The owner or operator must keep records in a form suitable and readily available for expeditious review.

b. The owner or operator must keep each record readily accessible in hard copy or electronic form for at
least 5 years after the date of each occurrence, measurement, maintenance, corrective action, report, or
record.

[40 CFR 63.10(b)(1) & 40 CFR 63.6660]
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Subsection C. Emissions Unit 006

General Provisions

C.12. 40 CFR 63 Subpart A — General Provisions. The owner or operator shall comply with the following
applicable requirements of 40 CFR 63 Subpart A — General Provisions, which have been adopted by reference
in Rule 62-204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40
CFR 63.5(e), 40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40
CFR 63.14.

General Provisions
Citation

Subject of Citation

863.1 General applicability of the General Provisions

863.2 Definitions (Additional terms defined in §63.6675)
863.3 Units and abbreviations

863.4 Prohibited activities and circumvention

863.5 Construction and reconstruction

863.6(a) Applicability

863.9(a) Applicability and State delegation of notification requirements
863.9(b)(1)—(5) Initial notifications (Except that §63.9(b)(3) is reserved)
863.9(i) Adjustment of submittal deadlines

863.9()) Change in previous information

863.10(a) Administrative provisions for recordkeeping/reporting

§63.10(b)(1)

Record retention

§63.10(b)(2) (vi)—(xi)

Records

§63.10(b)(2)(xii)

Record when under waiver

§63.10(b)(2)(xiv)

Records of supporting documentation

§63.10(b)(3)

Records of applicability determination

§63.10(d)(1)

General reporting requirements

863.10(f) Waiver for recordkeeping/reporting
863.12 State authority and delegations
863.13 Addresses

863.14 Incorporation by reference

863.15 Availability of information

[40 CFR 63.6665 & Table 8 to Subpart ZZZZ of Part 63]
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SECTION IIl. EMISSIONS UNITS AND SPECIFIC CONDITIONS.

Subsection D. Emissions Unit 007

The specific conditions in this section apply to the following emissions unit:

ID No. Emission Unit Description

007 Gasoline Dispensing Facility (GDF)

This emissions unit is a 500-gallon gasoline fuel storage tank and associated dispensing activities. This gasoline
dispensing facility is used to fuel various pieces of equipment used at the facility.

{Permitting Note: This GDF is regulated under 40 CFR 63, Subpart CCCCCC — NESHAP for Source Category:
Gasoline Dispensing Facilities. This is an existing GDF with less than 10,000 gallons of monthly throughput that
has not been modified or reconstructed after January 10, 2008. The emission sources to which this section
applies are gasoline storage tanks and associated equipment components in vapor or liquid gasoline service at
this facility. Pressure/Vacuum vents on gasoline storage tanks and the equipment necessary to unload product
from cargo tanks into the storage tanks at a GDF are covered emission sources. Gasoline means any petroleum
distillate or petroleum distillate/alcohol blend having a Reid vapor pressure of 27.6 kilopascals (kPa) or greater,
which is used as a fuel for internal combustion engines. Distillate fuel oil transfer and storage tanks are not
subject to this subpart due to having a vapor pressure lower than 27.6 kPa. The permittee shall comply with the
following emissions and operating limitations in NESHAP Subpart CCCCCC.}

The following definitions are applicable to units subject to regulation in this section:

Gasoline means any petroleum distillate or petroleum distillate/alcohol blend having a Reid vapor pressure of
27.6 kilopascals or greater, which is used as a fuel for internal combustion engines.

Gasoline cargo tank means a delivery tank truck or railcar which is loading or unloading gasoline, or which
has loaded or unloaded gasoline on the immediately previous load.

Gasoline dispensing facility means any stationary facility which dispenses gasoline into the fuel tank of a
motor vehicle, motor vehicle engine, nonroad vehicle, or nonroad engine, including a nonroad vehicle or
nonroad engine used solely for competition. These facilities include, but are not limited to, facilities that
dispense gasoline into on- and off-road, street, or highway motor vehicles, lawn equipment, boats, test
engines, landscaping equipment, generators, pumps, and other gasoline-fueled engines and equipment.

Monthly throughput means the total volume of gasoline that is loaded into, or dispensed from, all gasoline
storage tanks at each GDF during a month. Monthly throughput is calculated by summing the volume of
gasoline loaded into, or dispensed from, all gasoline storage tanks at each GDF during the current day, plus
the total volume of gasoline loaded into, or dispensed from, all gasoline storage tanks at each GDF during the
previous 364 days, and then dividing that sum by 12.

Link to 40 CFR 63, Subpart CCCCCC - National Emission Standards for Hazardous Air Pollutants for Source
Category: Gasoline Dispensing Facilities

General Duties to Minimize Emissions

D.1.  Proper Operation. You must, at all times, operate and maintain any affected source, including associated
air pollution control equipment and monitoring equipment, in a manner consistent with safety and good air
pollution control practices for minimizing emissions. Determination of whether such operation and
maintenance procedures are being used will be based on information available to the Compliance Authority
which may include, but is not limited to, monitoring results, review of operation and maintenance procedures,
review of operation and maintenance records, and inspection of the source. [40 CFR 63.11115(a)]
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Subsection D. Emissions Unit 007

Requirements for Facilities with Monthly Throughput of Less Than 10,000 Gallons of Gasoline.

D.2.  Precautions to Prevent Extended Vapor Releases. You must not allow gasoline to be handled in a manner
that would result in vapor releases to the atmosphere for extended periods of time. Measures to be taken
include, but are not limited to, the following:

a. Minimize gasoline spills;

b. Clean up spills as expeditiously as practicable;

c. Cover all open gasoline containers and all gasoline storage tank fill-pipes with a gasketed seal when not
in use;

d. Minimize gasoline sent to open waste collection systems that collect and transport gasoline to reclamation
and recycling devices, such as oil/water separators.

e. Portable gasoline containers that meet the requirements of 40 CFR part 59, subpart F, are considered
acceptable for compliance with paragraph c. Link to 40 CFR 59, Subpart F

[40 CFR 63.11116(a) & (d)]

D.3.  Throughput Exceedance. If monthly throughput ever exceeds 10,000 gallons of gasoline, these units
become subject to the requirements of 40 CFR 63.11117 and will remain subject to those requirements, even
if the monthly throughput later falls below 10,000 gallons of gasoline. Upon exceedance of a monthly
throughput of 10,000 gallons of gasoline, the permittee must comply with the notification requirements in 40
CFR 63.11124(a) and the recordkeeping requirements in 40 CFR 63.11125(d) and 63.11126(b). [40 CFR
63.11111(i), 63.11124(a), 63.11125(d), & 63.11126(b)]

Link to 40 CFR 63.11117
Link to 40 CFR 63.11124
Link to 40 CFR 63.11125
Link to 40 CFR 63.11126

D.4.  Portable Gasoline Tanks. The dispensing of gasoline from a fixed gasoline storage tank at a GDF into a
portable gasoline tank for the on-site delivery and subsequent dispensing of the gasoline into the fuel tank of a
motor vehicle or other gasoline-fueled engine or equipment used within the area source is only subject to the
requirements of Specific Condition D.2., even if the requirements of Specific Condition D.3. are triggered.
[40 CFR 63.1111(j)]

Records and Reports

D.5.  Auvailability of Records. Unless the monthly throughput of this GDF exceeds 10,000 gallons of gasoline,
the permittee is not required to submit notifications or reports as specified in Subsections 63.11125, 63.11126,
or Subpart A of 40 CFR 63, but you must have records available within 24 hours of a request by the
Compliance Authority to document your gasoline throughput. [40 CFR 63.11116(b)]

D.6. 40 CFR 63 Subpart A, General Provisions. This engine shall comply with the following applicable
requirements of 40 CFR 63 Subpart A, General Provisions, which have been adopted by reference in Rule 62-
204.800(11)(d)1., F.A.C., except that the Secretary is not the Administrator for purposes of 40 CFR 63.5(e),
40 CFR 63.5(f), 40 CFR 63.6(g), 40 CFR 63.6(h)(9), 40 CFR 63.6(j), 40 CFR 63.13, and 40 CFR 63.14.

Citation Subject Brief description

863.1 Applicability Initial applicability determination; applicability
after standard established; permit requirements;
extensions, notifications. Specific requirements
given in §63.11111.

863.2 Definitions Definitions for part 63 standards. Additional
definitions in 863.11132
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Citation Subject Brief description
863.3 Units and Abbreviations Units and abbreviations for part 63 standards
863.4 Prohibited Activities and Prohibited activities; Circumvention,
Circumvention severability
863.6(a) Compliance with General Provisions apply unless compliance
Standards/Operation & extension; General Provisions apply to area
Maintenance—Applicability sources that become major
863.6(b)(5) Notification Must notify if commenced construction or

reconstruction after proposal

§63.6(N)(2)-(3)

Methods for Determining
Compliance

Compliance based on performance test,
operation and maintenance plans, records,
inspection

§63.6(9)(1)-(3)

Alternative Standard

Procedures for getting an alternative standard

863.7(a)(3) CAA Section 114 Authority L Administrator may require a performance test
under CAA section 114 at any time
863.8(a)(1) Applicability of Monitoring Subject to all monitoring requirements in
Requirements standard
863.8(b)(1) Monitoring Must conduct monitoring according to standard
unless Administrator approves alternative
863.9(a) Notification Requirements Applicability and State delegation

§63.9(b)(1)-(2), (4)-(5)

Initial Notifications

Submit notification within 120 days after
effective date; notification of intent to
construct/reconstruct, notification of
commencement of construction/reconstruction,
notification of startup; contents of each

863.9(i) Adjustment of Submittal Procedures for Administrator to approve change
Deadlines when notifications must be submitted
863.9(j) Change in Previous Information [Must submit within 15 days after the change
863.10(a) Recordkeeping/Reporting Applies to all, unless compliance extension;
when to submit to Federal vs. State authority;
procedures for owners of more than one source
863.10(b)(1) Recordkeeping/Reporting General requirements; keep all records readily

available; keep for 5 years

§63.10(b)(2)(iii)

Maintenance records

Recordkeeping of maintenance on air pollution
control and monitoring equipment

863.10(b)(2)(xiv) Records All documentation supporting Initial
Notification and Notification of Compliance
Status
863.10(b)(3) Records Applicability determinations
863.10(d)(1) General Reporting Requirements|Requirement to report
863.10(f) \Waiver for Procedures for Administrator to waive
Recordkeeping/Reporting
863.12 Delegation State authority to enforce standards
863.13 Addresses Addresses where reports, notifications, and

requests are sent
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Citation Subject Brief description
863.14 Incorporations by Reference Test methods incorporated by reference
863.15 Availability of Information Public and confidential information

[40 CFR 63.11130 and Table 3]
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SECTION VI. ACID RAIN PART.
Federal Acid Rain Provisions:

Operated by: Orange Cogeneration, L.P.
ORIS Code: 54365

The emissions units listed below are regulated under Acid Rain, Phase I1.

E.U.

ID No. Brief Description

001 Combined Cycle Combustion Turbine with an Unfired HRSG, Unit 1
002 Combined Cycle Combustion Turbine with an Unfired HRSG, Unit 2

A.l.  ThePhase Il Acid Rain Part application submitted for this facility, as approved by the Department, is a part
of this permit. The owners and operators of these Phase Il acid rain units must comply with the standard
requirements and special provisions set forth in the application listed below:

a. DEP Form No. 62-210.900(1)(a), dated 04/25/17, received 05/19/17.
[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A.2.  Sulfur Dioxide (SO,) Emission Allowances. SO, emissions from sources subject to the Federal Acid Rain
Program (Title IV) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain
Program. Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement
of the Act.

a. No permit revision shall be required for increases in emissions that are authorized by allowances acquired
pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision
pursuant to Rule 62-213.400(3), F.A.C.

b. No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain
Program.

c. Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C.]

A.4. Comments, Notes, and Justifications: None.
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Federal Acid Rain Provisions:

Acid Rain Part Application
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Federal Acid Rain Provisions:
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time prrior o the gnd al 5 years, in writing by the EPA or the DEF;
I} The panficaie of mpresanadon for e dasignaled rpesanative for e eouess and asch Acid @sn unit al the scurce and all documents
This] dermongtoila tha truth of the stalamans in the cericats of represantston, in accordancs with Aule B2-214.350, F.AC.; peovided tal
the certificals arvd doeouments shall be retaned on site ot @ soums baypond such S-pear padiod untl Such SScumavt /MR mpsrasded
mﬂmmmm'mmﬂwﬂmﬂmnﬂﬂmlﬂlﬂmm&
[ Al givaegiors fi L, in d with 40 CFH Par TS, provided thal jo e estent that #0 CFA Par 75 prowides for a
Emrpurudlurmnrdhwdnq the: 3-year paiod shall 2pply;
Il:ﬁdﬂnﬂhﬂfﬂrﬂl‘h s complance cerfizations, and ather submisiiong and all redonds mads or required undes the Acid Pain Paogam;
and,
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SECTION VI. ACID RAIN PART.

Federal Acid Rain Provisions:

Orange Cogeneratian Faclity

Plant Hame {from STEP 1]

sTEPa' - b ] '.:._'.. c i :E:Jl.'

Continusd. IIv) Copies of all documents usad 10 complate an A Ak Par apphestn Bnd sey ot submeiion wds: ihe A M Program o 1

iarratven lFalia pli with lhe g s ol B Acd Fain Progeam,
(2) The designased reprasentatie of an Acid Rain Sounce and sach Acid Rain w8l the source shal sdbemil P spaits and ompliacce
cenioatons Mg il under the Ak Ren Progam, Fekadlng Boes under 40 CFA Pad 72, Subpar |, and 40 CEM Part 75,
bl

(1) Arvy porson who kowingly viokates any requirement or probiition of B Add Aals Program, a complele Ackd Rain Par applicatian, as Acd
Rain Part, or an esampiicn under 80 CFA 72.7 or T2.8, including any regps far tha ey of any panalty owed (o the Linked S1imes, shail
b sabjact b anlarceTan purguan B asction 118e) of the Act.
(2 Aevy parson who knowingly makes 2 false, malenal statemest in any record, submission, ar report under the Ackd Bain Program shall b
suect io ciminal endoroement purssant fo section 113(c] of the Acland 18 LLS.C, 1001,
Ili?l.;li H:HPHHHHHHHDHWHMHWHWIHMIMIl&qumﬁmﬁndFulnﬁmﬂfﬂmmpﬂwhlﬂﬂhumtum’ulnﬂ
[ELLER L]
(4] Each Acid Rain source and aach Acid Aals uni shal maal ths mgquinemssels of B Ad Aais Program
(5) Ay provigion ol the Ackd Pain Peogram (hat applas 0 &0 Add Rain source finckading & provision applicatile 1o the desigrated representative
ol an Adkl R seesa) shall also apoly o the owners and opamlors of such souros and of the Acid Rain ushs at the scuee.
(5] Ay provision of the Anid Fain Program that applias 1o an Asd Aain il [isluding & provis Bz bhy b3 thi dis 4 o
an Axd Rai it shall sles apply 1o Tha ownen and opembons ol such vl quim pmdndu'l:i:fd-ﬂlﬂ‘l—'ﬂ ?Zn!d-l:l)hﬂ.lul mpcmﬂnu
exignaion plans) ard 40 CFRA 7811 MOy sveraging plans), and excapl with regard o the requiremanis. appilcabln to units wilth & comman SR
under 40 CFR Part 78 (Including 40 CFR TE16, 75.17, and 75,15, tha Swnses And apemmiormn and ths designalad raprasantatve of cne Azd Rain
unit shal not bis liabia lor any vislalien by any elthar Acid Flain uni af wiich tey are rct cenen or opeesiors or e designaled repressnintye and
thal is lacaled 8 & source of which they are nol ownars or operators o the desgnaled mpresentativa,
(N Each violation of a provision of 40 CFF Pans 72, 73, 74, 75, 76, 77, and 75 by an Acid Rain source of Acid Rain uni, or by &m cenar or
oparaind or designamd represemiaive of Such souess of unil, shal e & separabs vislsion of s Ao
Etf . A .
My prcvaisian of Ihe Acid Rain Program, an Acid Rain Part application, an Acid Bain Par, or an exemption under 40 OFRA 72,70 T2.8 shall be
consireed as:
(1] Excam as asprasely proridad in Stla W ol tha Acl, sxsmpling or exchuding the ownses and apessiors and, 1o The sxlent applicable, the
daaignaled mpresestative of an Acid Flain souece or Adid Aain unit from compliance with any ather prosisicn of the Acl, inchuding the provisions
of title | ol the Act miasing %o applicabls Mational Aminiant A Quaity Siandsrds or Stale Implamaniaion Plans:
(2] Limiting tha numbar ol alosancas & @ san hold, peovdad] (hal he furmber of aliGwandss hald by the uml shall a0t affect e soure's
eiligation o comply with any olher provesions of the Act
(3] Aequiring a crarge ol any kind i~ any state s regulating elacins uliity ralas e oh Nasting &y slala kaw ragasdng suach #als
reguialion, or limiting such siale mguiatien. induding ary prudanss revies Iﬂummmmlﬂf
4] Moddiling tha Fadarl Power A2 o slscling the sutonity of the Federal Erergy Regulatony Commission under the Federal Power Aol or,
(8] Imerering with or impaseng any program lor compsetiize Diciding for powser SUpply inoa s1ane in which such program is s aoisked,

STEP 4

For 50; Opl-in T a R (et required for

units only. ranawal apphication)

g

In column “f" enter Humber of hours uril

thia unit ID# for aperated in the six

evary 50z Opi-in Uit 10W Descrption of the combustion uri manths precading initial

unit identified in applicasion

column “a” of

STEF 2.

For column “g”

describe the

combustion unit

and attach

Information and

diagrams on the

combustion unit's

configuration.

In column “h"

enter the hours.
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SECTION VI. ACID RAIN PART.

Federal Acid Rain Provisions:

Orange Cogeneration Faclity
Plant Hema (from STEP 1)
STEP S
i i K [ m n

Far 505 Opt-in
units n!i?f' T
Lﬂul required for Curent Current

pt-in renawal ! Actual 50; Alipwable 1965 | Allowsble S04 Pramulgated
applications.) Baseling or Altematve | Emissions Aale | S0; Ermissions | Emissions Rate | 50 Emissions

Urit 104 Basedng under undar Aats undar under Fatter Lincler

In column "i” enter 40 CFRA 74.20 a0 CFR 74.22 40 CFF 7423 40 CFR 74.24 40 GFA 74.25
the unit ID# for
avery 50, Opt-in {mmEnu) lbs/mmtu} faimmitu) {besimmiBiu) {lbs/mmBau)
unit identified in
column “a” {and in
column “f").

For eolumns "j™
threugh “n,” enter
the information
required under 40
CFR 74.20-74.25
and attach all
supporting
documentation
required by 40 CFR
T4.20-74.25.

STEP & A, I iha combussion source seaks 1o quallfy for a transler of allowances from the replecemant of thermal erengy, a
thesmel energy plan as provided in 40 CFA T4.47 for combus$ion sources musst be attached,

B, A sttemant whathar ha combustion unit was previously an affected unit undar 40 GFR 74.
For 50, Opt-in . & statament that tha cambustion urd is nod &n alfectsd unit under 40 CFR 72,6 and does nat hava an
units only. exampsian under 40 CFA 72.7, 728, ar 72,14,

0. Attach a complete compllance plan for SOy under 40 CFR 72.40.
Attach additional E. The designaled rapreseriative of the combustion unit shall submit a monhoeing plan in accordanca with 40
requirements, CFR 74,861, For renawsl application, submit an updated monilomng plan it applicable under 40 CFR 75.53b).
certify and aign. F. The lolowing stalement must ba signed by the designated reprasentative or atlemate designated represantativa of

the combystion source; 1 carity fat the data submitted undar 40 CFA Pert 74, Subpan C, rallects achual
gfi='pl the mmhuﬁﬂ_ﬂr:mmeam has ot been adjusled in ary wiy.”
v

STEPT tative or alternate designated represantative anly)
Read the e h:n-rnuruandnp-ummmmmun.:dmnmurcuukldﬂnnuri:hnﬂmhﬁsnmmsum
I.‘.;:Hl et i mid. | cartthe underpanaity of i hat | hav Fansonally axaminga, and am ismilias wah, ha and § i this:

c mﬂlﬁ ide documant and &l s anachmants. Bassd on H'rrlmmHllmmdnﬂ.alswnlhprrrmmuhlwfurubl.ulrlngmulnlumurux | periby that the
statement; prov stabemanis and inlormation are Lo the best ol my knowiedgs and belief tnie, accumle, and complete. | am awas Tat thane ane ngnl‘in.'m: panakias
name, tithe, owner for submitling false statesments and imformation or omiting reguined stab and i including thw possiiny of line or imp anl.
COMPAENY Name,
phone, and e-mail
address; sign, and
date. Mame _Allen Czerkienicz Tille _ Plani Manages

Cramar Company Mama Orange Cogenaraton, L.P

E-mail addrass  allen.cz icz @ northa msiargan.com

nuaﬂ-gﬁ-l?
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