STATEMENT OF BASIS
Tampa Electric Company

Polk Power Station

Facility ID No.:  1050233

Polk County

Title V Air Operation Permit Revision

PROPOSED Permit Project No.:  1050233-012-AV

Revision to Title V Air Operation Permit No.:  1050233-001-AV

The initial Title V Air Operation Permit, No. 1050233-001-AV, was effective on January 1, 2000.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213 and 62-214.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The first subject of this permit revision is to incorporate the terms and conditions of air construction permit, PSD-FL-263, for two newly constructed simple cycle combustion turbines.  The emissions units have been built and the initial performance test has been conducted and compliance demonstrated.

The emissions units are two dual-fuel, nominal 165 megawatts General Electric Model PG7241 FA simple cycle combustion turbines.  The units are equipped with dry low-NOX combustors and wet injection capability.  Pipeline quality natural gas is the primary fuel and No. 2 fuel oil serves as the backup fuel.  

The second subject of this permit revision is to establish EPA Method 8 as the acid mist test method and EPA Method 6C as the sulfur dioxide test method for the Sulfuric Acid Plant (E. U. ID No. –004).  The following Specific Condition, established in the initial Title V Air Operation Permit, No. 1050233-001-AV, is changed as follows:

FROM:  C.14.  Acid Mist/Sulfur Dioxide.  The test method for acid mist/sulfur dioxide shall be EPA Method 8, incorporated and adopted by reference in Chapter 62-297, F.A.C.  The minimum sample volume shall be 40 dry standard cubic feet.

[Rule 62-296.402(3)(b), F.A.C.]
TO:  C.14.  Acid Mist/Sulfur Dioxide.  The test method for acid mist shall be EPA Method 8, incorporated and adopted by reference in Chapter 62-297, F.A.C., or an alternative method approved by the Department.  The minimum sample volume for the EPA Method 8 test shall be 40 dry standard cubic feet.  The test method for sulfur dioxide shall be EPA Method 6C, incorporated and adopted by reference in Chapter 62-297, F.A.C., or an alternative method approved by the Department.

[Rule 62-296.402(3)(b), F.A.C.; and, applicant request received November 25, 2002]
CAM does not apply.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the initial Title V permit application received October 4, 1996, this facility is not a major source of hazardous air pollutants (HAPs).
