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Florida Power Corporation


Hines Energy Complex


Facility ID No.:  1050234


Polk County





Initial Title V Air Operation Permit


FINAL Permit No.:  1050234-001-AV





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





This facility consists of two combined cycle combustion turbines with heat recovery steam generators (HRSGs) (Units 1 and 2),  for a nominal total of 500 MWs, a 99 MMBtu/hr auxiliary boiler, a 1,300 kW diesel generator, a 97,570 barrel fuel oil storage tank, and a relocatable diesel generators that can be located at various Florida Power Corporation power plants, as needed.  Emissions from each CT and HRSG combination are vented through a single stack for each.  The combustion turbines may fire fuel oil or natural gas.   





Emission units 001 and 002 each consist of  a combined cycle Westinghouse 501F Combustion Turbine, each with a nominal generator rating of 170 MW and each with a maximum heat input rating of 1,915 mmBtu/hr (LHV) while firing natural gas and 2,020 MMBtu/hr (LHV) while firing fuel oil.  NOx emissions are controlled with dry low NOx burners (DLN) and/or Selective Catalytic Reduction (SCR) for natural gas firing and wet injection for fuel oil firing.  Each combustion turbine incorporates an unfired heat recovery steam generator.  





{Permitting notes: This emissions unit is regulated under Acid Rain, Phase II; NSPS - 40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines, adopted and incorporated by reference in Rule 62-204.800(7), F.A.C.; Rule 212.400(5), F.A.C., Prevention of Significant Deterioration (PSD); PSD-FL-195B; Rule 62-212.400(6), F.A.C.}





Emission unit 003 is a Steam boiler rated at 99 MMBtu at 1,050 Btu/cf natural gas (HHV).


The boiler provides steam for periods of Combustion Turbine startup or quick startup out of a short-term shutdown.  The boiler has no add-on pollution control equipment.  Air pollution emissions are controlled by efficient combustion and firing natural gas.





{Permitting note: The emissions unit is regulated under NSPS - 40 CFR 60, Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, adopted and incorporated by reference in Rule 62-204.800(7), F.A.C.}





Unit 4 is an emergency Diesel Generator rated at 1,300 kW to be used for site emergency power and periodic testing.  Only low sulfur fuel oil with a maximum sulfur content of 0.05%, by weight, shall be fired in the diesel generator.  The hours of operation for this emissions unit shall not exceed 100 hours/year.





{Permitting note: The emissions unit is regulated under Rule 62-296.406, F.A.C.}





Unit 5 is a relocatable diesel generator(s) with a maximum (combined) heat input of 25.74 MMBtu/hour while being fueled by 186.3 gallons of new No. 2 fuel oil per hour with a maximum (combined) rating of 2460 kilowatts.  Emissions from the generator(s) are uncontrolled.  This generator may be used at a variety of FPC installations and this unit's conditions are only applicable when the generator is located at the Hines Energy Complex.





{Permitting notes:  These emissions units are regulated under Rule 62-210.300, F.A.C., Permits Required.  Each generator has its own stack.}





Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.  





Based on the initial Title V permit application received July 1, 1995, this facility is a major source of hazardous air pollutants (HAPs).


