STATEMENT OF BASIS
Georgia Pacific Corporation

Facility ID No.:  1070005

Putnam County

Title V Air Operation Permit Revision

FINAL Title V Air Operation Permit Revision No.:  1070005-011-AV

The initial Title V Air Operation Permit, No. 1070005-002-AV, was issued/effective on October 30, 2000.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is to 1) include the conditions of construction permit Number 1070005-005-AC for the Chlorine Dioxide Plant and Methanol Tank, and 2) include the conditions of construction permit Number 1070005-009-AC for the modification of the Tall Oil Plant. 
Several Specific Condition(s) established in Title V Air Operation Permit, No. 1070005-002-AV, and based on an AC permitting action, No. 1070005-005-AC are added as follows:

Section III, Subsection J. Summary of Emissions Unit ID No(s) and Brief Description(s)
ADDED:

	E.U.  ID No.
	Brief Description

	035
	Chlorine Dioxide Plant with Methanol Storage Tank


Emissions Unit 035 consists of a 54 tons per day (based on a monthly average) chlorine dioxide plant and a vertical fixed roof 15,200 gallon (approximate) methanol storage tank identified as Emissions Point 01.

Emissions from the chlorine dioxide recovery system, the gases from the chlorine dioxide storage tanks and process vessels will be vented to the existing bleach plant alkaline scrubber.  Emissions from the methanol storage tank will be vented to the atmosphere.

The following specific conditions apply to the emissions unit(s) listed above:

Operational Parameters

J.1.  Permitted Capacity.  The maximum production rate of the chlorine dioxide plant shall not exceed 54 tons per day on a monthly average.

[Rule 62-4.160(2), 62-210.200(PTE), F.A.C., and Construction Permit No. 1070005-005-AC]

J.2.  Hours of Operation.  The hours of operation are not limited.

[Rules 62-4.1610(2) and 62-210.200(PTE), F.A.C.]

Recordkeeping Requirements

J.3. The Permittee shall maintain and keep readily accessible records indicating the dimensions of the Methanol storage tank and an analysis showing the capacity of the tank.   This information shall be kept for the life of the tank. 

[40 CFR 60.116(a) and (b), Subpart Kb - Volatile Organic Liquid Storage Tanks, Construction Permit No. 1070005-005-AC.]

Several Specific Condition(s) established in Title V Air Operation Permit, No. 1070005-002-AV, and based on an AC permitting action, No. 1070005-009-AC are revised as follows:

From:

G.1.  Permitted Capacity.  The Tall Oil operating rate shall not exceed one cook of 55 tons of crude tall oil per 12-hr period with a yearly maximum of 20,020 tons of crude tall oil.

{Permitting note: The heat input limitations have been placed in each permit to identify the capacity of each unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish appropriate emission limits and to aid in determining future rule applicability.}

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Permit #AC54-108945]

To:

G.1.  Permitted Capacity.  The Tall Oil operating rate shall not exceed 110 tons of crude tall oil per 24-hr period with a yearly maximum of 32,000 tons of crude tall oil.

{Permitting note: The heat input limitations have been placed in each permit to identify the capacity of each unit for the purposes of confirming that emissions testing is conducted within 90 to 100 percent of the unit’s rated capacity (or to limit future operation to 110 percent of the test load), to establish appropriate emission limits and to aid in determining future rule applicability.}

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Permit No. 1070005-009-AC]

From:

G.3.  Total Reduced Sulfur (TRS) shall not exceed 0.05 lb TRS/ton of Tall Oil as 12-hr avg; 0.23 lb/hr and 0.5 TPY.
[Rule 62-296.404(3)(b)1., F.A.C.; revised Permit #AC54-108945]

To:

G.3.  Total Reduced Sulfur (TRS) shall not exceed 0.031 lb TRS/ton of Tall Oil as 12-hr avg; 0.14 lb/hr and 0.5 TPY.
[Rule 62-296.404(3)(b)1., F.A.C.; Permit No. 1070005-009-AC]

From:

G.4.  Total Reduced Sulfur (TRS) testing shall comply with the applicable requirements of Rule 62-296.404(4)(d), F.A.C., Rule 62-297.401(16), F.A.C. (EPA Method 16 or 16A, incorporated and adopted by reference in Chapter 62-297, F.A.C.) and performed every 5 years with a frequency base date of 04/30/1999.

[Permit #AC54-108945]

To:

G.4.  Total Reduced Sulfur (TRS) testing shall comply with the applicable requirements of Rule 62-296.404(4)(d), F.A.C., Rule 62-297.401(16), F.A.C. (EPA Method 16 or 16A, incorporated and adopted by reference in Chapter 62-297, F.A.C.) and performed every 5 years with a frequency base date of 04/30/1999.

[Permit No. 1070005-009-AC]

G.5.  Total Reduced Sulfur (TRS).  The testing shall be comprised of two runs with one run covering the entire acidulation portion of the cook and the other run covering the entire neutralization portion of the cook.

[Permit No. 1070005-009-AC]

From:

G.5.  Total Reduced Sulfur (TRS) continuous monitoring device shall measure the surrogate, the scrubber liquor outlet flow rate shall be monitored and maintained at 149 gpm or greater during the entire acidulation and neutralization process of each cook.  The scrubber medium is white liquor and must be at least digester quality type of white liquor. 

[Revised Permit #AC54-108945]

To:

G.6.  Total Reduced Sulfur (TRS) continuous monitoring device shall measure the surrogate minimum flow rates (scrubber ringheader inlet flow rate of 29 gpm and scrubber makeup flow rate of 98 gpm) during the entire cook.  The scrubber medium is white liquor and must be at least digester quality type of white liquor. 

[Permit No. 1070005-009-AC]

Also included in this permit are miscellaneous unregulated emissions units and/or activities.
Based on the initial Title V permit application received 06-17-96, this facility is a major source of hazardous air pollutants (HAPs).
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