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Title V Air Operation Permit Revision

DRAFT Title V Air Operation Permit Revision No.:  1070005-020-AV

The initial Title V Air Operation Permit, No. 1070005-002-AV, was issued/effective on October 30, 2000.  A Title V Permit Revision, No. 1070005-011-AV, was issued/effective on January 20, 2002. A second Title V Permit Revision, No. 1070005-014-AV, was issued/effective on May 27, 2003.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is to The subject of this permit revision is to 1) incorporate the provisions of 40 CFR 63 Subpart S - National Emission Standards for Hazardous Air Pollutants for Pulp Mills based on AC permitting action, Nos. 1070005-007-AC and 1070005-017-AC, and 2) incorporate the terms and conditions of AC permit action No. 1070005-018-AC for the No. 7 Package Boiler.

The changes are as follows:

1. The  Emissions Unit Description for the No. 4 Combination Boiler (EU 016) has been changed from:

	E.U.  ID No.
	Brief Description

	016
	#4 Combination Boiler with a centrifugal collector and an electrostatic precipitator in series to control particulate matter emissions.


To:

	E.U.  ID No.
	Brief Description

	016
	#4 Combination Boiler with a centrifugal collector and an electrostatic precipitator in series to control particulate matter emissions

This boiler serves as a backup destruction device for noncondensable gases (NCGs) and condensate stripper off-gases (EU 046) from the sources required to be controlled by 40 CFR Part 63, Subpart S (MACT I) and State TRS regulations.  The primary destruction device is the Thermal Oxidizer (EU 037).  When utilized in this mode, a spray tower pre-scrubber is used to remove sulfur from the batch (Batch Digesting system) and a separate, spray tower pre-scrubber is used to remove sulfur from the continuous (MEE System) streams prior to destruction in the boiler. NCGs from the Turpentine Condensing system and the Condensate Stripper System are vented directly to the boiler for destruction.  The boiler is permitted to operate as the backup destruction device for a maximum uptime of 20 percent.


2. Subsection C, for the No. 4 Combination Boiler, has been updated to reflect the terms and conditions of AC Permit No. 1070005-017-AC.

3. The  Emissions Unit Description for the Noncondensible Gas System and TRS Incinerator (EU 032) has been changed from:

	E.U.  ID No.
	Brief Description

	032
	Noncondensible Gas (NCG) System TRS emissions are controlled by as follows:

1.  By scrubbing TRS gases before the incinerator from:

     1.  Evaporator hotwells

     2.  Pre- Evaporator hotwells

     3.  Accumulator (a part of Digester System)

     4.  Stripper Feed Tank

2.  By incinerating gases from:

     1.  TRS Scrubber

     2.  Stripper column (a part of Turpentine Condenser System)


To:

	E.U.  ID No.
	Brief Description

	032
	Noncondensible Gas (NCG) System TRS were controlled by the TRS Incinerator.  


The TRS Incinerator has been removed from service.  The NCG gases are now routed to the Thermal Oxidizer (EU 037) or the No. 4 Combination Boiler (EU 016) for control of TRS Emissions.

4. Condition K.14. has been corrected.  From:

K.14.  Total Chlorinated HAPs.  The test method for total chlorinated HAPs shall be EPA Method 26A as incorporated in 40 CFR 60, Appendix A.  The compliance testing shall be conducted annually with a frequency base date of 05/25.

[Construction Permit No. 1070005-006-AC/PSD-FL-264; Rule 62-297.310(7)(a)4.c., F.A.C.]

To:

K.14.  Total Chlorinated HAPs.  The test method for total chlorinated HAPs shall be EPA Method 26A as incorporated in 40 CFR 60, Appendix A except as modified by 40 CFR Part 63.457(b)(5)(ii).    The compliance testing shall be conducted annually with a frequency base date of 05/25.

[Construction Permit No. 1070005-006-AC/PSD-FL-264; Rule 62-297.310(7)(a)4.c., F.A.C.; 40 CFR 63.457(b)]

5. The following footnote was added to  Condition K.16. pursuant to the EPA Region IV Alternative Titration procedure Approval dated May 6, 2003.

1 As an alternative to the requirement in 40 CFR 63.457(b)(5)(ii)(F)(4), for additional testing over longer sapling times if the neutral titer isles than 0.5 milliliter (mL), the facility’s sample will be acidified and titrated to the acid endpoint.  If the acid titer is greater than 0.1 mL, the neutral titer will be assumed to be 0.1 mL, and the chlorine concentration will be reported as less than the calculated value.  If the acid titer isles than 0.1 mL, the results will be calculated using 0.1 mL for both the neutral and acid titer.

6.
Condition K.23. was added pursuant to 40 CFR Part 63.453(o).

K.23.    Wet Scrubber Operating Parameters.  The wet scrubber shall be operated in a manner consistent with the minimum pH of the scrubbing medium effluent at 9.1 s.u., the minimum fan amperage of 15.3 amps (or backup monitoring of fan differential pressure), and the minimum scrubber recirculation flow rate of 1,229 gpm.  Operation of the wet scrubber below these minimum operating parameter values (unless reestablished pursuant to the procedures of Condition K.24.) or failure to perform procedures required by 40 CFR 63 Subpart S shall constitute a violation of Condition K.7. and be reported as a period of excess emissions.

{Permitting Note:  Unless otherwise specified, the averaging time for this condition is based on the specified averaging time of the applicable test method.}

[63.453(o), Applicant Request dated 12/20/02, EPA Region IV Letters dated 12/22/00 and 03/03/03]

7.
Subsection L was added to incorporate the terms and conditions of AC Permit No. 1070005-018-AC for the No. 7 Package Boiler (EU 044)

8. Subsection M was added to address the recordkeeping requirements of 40 CFR Part 63, Subpart KK for the Wide-web flexographic printers.

9. Subsection N was added to incorporate the terms and conditions of AC Permit No. 1070005-017-AC, and the applicable requirements of 40 CFR Part 63 Subpart S for the Thermal Oxidizer.

10. Subsection O was added to incorporate the terms and conditions of AC Permit No. 1070005-017-AC, and the applicable requirements of 40 CFR Part 63 Subpart S for the Condensate Steam Stripper.

11. Subsection S was added to address the 40 CFR Part 63 Subpart S requirements applicable to the facility.

12. Subsection Q was added to address the applicable 40 CFR Part 63 Subpart RR requirements to the facility.

13. Subsection R was added to address the applicable 40 CFR Part 63 Subpart MM requirements to the No. 4 Lime Kiln (EU 017), the No. 4 Recovery Boiler (UE 018) and the No. 4 Smelt Dissolving Tanks (EU 019).

