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Florida Power and Light Company
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____________________________________________
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JK/tlv/jkh/tbc
Subsection A.  Facility Description.
The facility consists of four combustion turbines, each with an associated inlet fogger and heat recovery steam generator (HRSG) equipped with duct burners, an auxiliary boiler, and unregulated emissions units.  Each combustion turbine is a Westinghouse unit rated at 70 megawatt (MW) generating capacity (at 85 degrees Fahrenheit (F) ambient temperature), with a maximum heat input for natural gas and fuel oil of 968.3 million British thermal units per hour (MMBtu/hr) and 910.6 MMBtu/hr, respectively.  The duct burners for each HRSG are rated at a maximum heat input of 250 MMBtu/hr, and are fired with natural gas and number 2 fuel oil.  The auxiliary boiler is manufactured by VA-Power and has a maximum heat input for natural gas and number 2 fuel oil of 16.275 MMBtu/hr and 14.28 MMBtu/hr, respectively.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.

Subsection B.  Summary of Emissions Units.
	EU No.
	Brief Description

	Regulated Emissions Units(EU)

	003
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG11.

	004
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG12.

	005
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG21.

	006
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG22.

	007
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG11.

	008
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG12.

	009
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG21.

	010
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG22.

	011
	Auxiliary Boiler.

	Unregulated Emissions Units and Activities

	012
	Emergency Diesel Generator, Miscellaneous Mobile Equipment and Internal Combustion Engines.

	013
	Painting of Plant Equipment and Non-halogenated Solvent Cleaning Operations.


Subsection C.  Applicable Regulations.

Based on the Title V Air Operation Renewal application received June 25, 2008, this facility is a major source of hazardous air pollutants (HAP).  This facility is classified as a Prevention of Significant Deterioration (PSD) major facility.  A summary of applicable regulations is shown in the following table.  

	Regulation
	EU No(s).

	40 Code of Federal Regulations (CFR) 60, Subpart A, New Source Performance Standards (NSPS) General Provisions
	007, 008, 009, 010, 011

	40 CFR 60, Subpart Db, Standards of Performance for Industrial-Commercial-Institutional Steam Generating Units  
	007, 008, 009, 010

	40 CFR 60, Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units
	011


	40 CFR 75 Acid Rain Monitoring Provisions
	003, 004, 005, 006, 007, 008, 009, 010

	State Rule Citations
	

	Rule 62-4, Florida Administrative Code (F.A.C.) (Permitting Requirements)
	003, 004, 005, 006, 007, 008, 009, 010, 011

	Rule 62-204, F.A.C. (Ambient Air Quality Requirements, PSD Increments, and Federal Regulations Adopted by Reference)
	

	Rule 62-210, F.A.C. (Permits Required, Public Notice, Reports, Stack Height Policy, Circumvention, Excess Emissions, and Forms)
	

	Rule 62-212, F.A.C. (Preconstruction Review, PSD Review and Best Available Control Technology (BACT))
	

	Rule 62-213, F.A.C. (Title V Air Operation Permits for Major Sources of Air Pollution)
	

	Rule 62-214, F.A.C. (Requirements For Sources Subject To The Federal Acid Rain Program)
	003, 004, 005, 006, 007, 008, 009, 010

	Rule 62-296, F.A.C. (Emission Limiting Standards)
	003, 004, 005, 006, 007, 008, 009, 010, 011

	Rule 62-297, F.A.C. (Test Methods and Procedures, Continuous Monitoring Specifications, and Alternate Sampling Procedures)
	


The following conditions apply facility-wide to all emission units and activities:

FW1.   Appendices.  The permittee shall comply with all documents identified in Section V, Appendices, listed in the Table of Contents.  Each document is an enforceable part of this permit unless otherwise indicated.  [Rule 62-213.440, F.A.C.]

Emissions and Controls

FW2.   Objectionable Odor Prohibited.  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rule 62-296.320(2) and 62-210.200(Definitions), F.A.C.]

FW3.   General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed unnecessary and ordered by the Department.  Nothing is deemed necessary and ordered at this time.  [Rule 62-296.320(1)(a), F.A.C.]

FW4.   General Visible Emissions.  No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.  This regulation does not impose a specific testing requirement.  [Rule 62-296.320(4)(b)1, F.A.C.]

FW5.   Unconfined Particulate Matter.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a.
The facility constructs temporary sandblasting enclosures when necessary, in order to perform sandblasting on fixed plant equipment.

b.
Maintenance of paved areas as needed.

c.
Regular mowing of grass and care of vegetation.

d.
Limiting access to plant property by unnecessary vehicles.

e.
Bagged chemical products are stored in weather-tight buildings until they are used.

f.
Spills of powdered chemical products are cleaned up as soon as practicable.


g.
Vehicles are restricted to slow speeds on the plant site.


[Rule 62-296.320(4)(c)2., F.A.C.; and proposed by applicant in the Title V air operation permit renewal application received on June 25, 2008.]

Annual Reports and Fees 

See Appendix RR, Facility-wide Reporting Requirements for additional details.
FW6.   Annual Operating Report.  The permittee shall submit an annual report that summarizes the actual operating rates and emissions from this facility.  Annual operating reports shall be submitted to the Compliance Authority by March 1st of each year.  [Rule 62-210.370(3), F.A.C.]

FW7.   Annual Emissions Fee Form and Fee.  The annual Title V emissions fees are due by March 1st of each year.  The completed form and calculated fee shall be submitted to:  Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070, Tallahassee, Florida  32315-3070.  The forms are available for download by accessing the Title V Annual Emissions Fee On-line Information Center at the following Internet web site:  http://www.dep.state.fl.us/Air/permitting/tvfee.htm.  [Rule 62-213.205, F.A.C.]
FW8.   Annual Statement of Compliance.  The permittee shall submit an annual statement of compliance to the compliance authority at the address shown on the cover of this permit within 60 days after the end of each calendar year during which the Title V permit was effective.  [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]
FW9.
Prevention of Accidental Releases (Section 112(r) of CAA).

a.
The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:  RMP Reporting Center, Post Office Box 1515, Lanham-Seabrook, MD  20703-1515, Telephone:  301/429-5018.


b.
The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

FW10.
Clean Air Interstate Rule (CAIR) Applicable Units.  This facility contains emissions units that are subject 
to CAIR.  On July 11, 2008, the U.S. Court of Appeals for the District of Columbia recommended 
vacature of the Clean Air Interstate Rule.  Because of this decision, the applicable CAIR requirements 
that were identified in the renewal application are not being included in the permit at this time.  If, and at 
such time that, CAIR is ultimately upheld, you must begin complying with the CAIR program 
requirements contained in the renewal application and the Title V permit must be revised accordingly.  
[Rules 62-213.440 and 62-296.470, F.A.C.]

The specific conditions in this section apply to the following emissions unit(s):
	EU No.
	Brief Description

	003
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG11.  This emissions unit consists of a Westinghouse combustion turbine, rated at 70 MW generating capacity (at 85 degrees F ambient temperature).  Heat input for this unit may vary at different ambient temperatures in accordance with the curves attached in Appendix T of this permit.  (As an example, maximum heat input for natural gas or fuel oil at 85 degrees F ambient temperature is 968.3 MMBtu/hr and 910.6 MMBtu/hr, respectively.)

	004
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG12.  This emissions unit consists of a Westinghouse combustion turbine, rated at 70 MW generating capacity (at 85 degrees F ambient temperature).  Heat input for this unit may vary at different ambient temperatures in accordance with the curves attached in Appendix T of this permit.  (As an example, maximum heat input for natural gas or fuel oil at 85 degrees F ambient temperature is 968.3 MMBtu/hr and 910.6 MMBtu/hr, respectively.)

	005
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG21.  This emissions unit consists of a Westinghouse combustion turbine, rated at 70 MW generating capacity (at 85 degrees F ambient temperature).  Heat input for this unit may vary at different ambient temperatures in accordance with the curves attached in Appendix T of this permit.  (As an example, maximum heat input for natural gas or fuel oil at 85 degrees F ambient temperature is 968.3 MMBtu/hr and 910.6 MMBtu/hr, respectively.)

	006
	Combustion Turbine for Combined Cycle Heat Recovery Steam Generator, HRSG22.  This emissions unit consists of a Westinghouse combustion turbine, rated at 70 MW generating capacity (at 85 degrees F ambient temperature).  Heat input for this unit may vary at different ambient temperatures in accordance with the curves attached in Appendix T of this permit.  (As an example, maximum heat input for natural gas or fuel oil at 85 degrees F ambient temperature is 968.3 MMBtu/hr and 910.6 MMBtu/hr, respectively.)


Essential Potential to Emit (PTE) Parameters

A.1. Permitted Capacity.  The maximum operation heat input rate is as follows:
	Unit No.
	MMBtu/hr Heat Input
	Fuel Type

	003

004

005

006
	Heat input is limited at any given ambient temperature in accordance with the curves attached in Appendix T of this permit.
	Natural Gas and Fuel Oil



[Rules 62-4.160(2), 62-204.800, and 62-210.200(PTE), F.A.C.]
A.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C.]
A.3. Methods of Operation.


a. 
Fuels.  The combustion turbines shall only be fired with No. 2 fuel oil or with natural gas.


b.
Inlet Foggers.  The four inlet foggers installed at the compressor inlet to each of the four combined cycle 
combustion turbines may operate up to 40,960 degree F-hours per year in aggregate (average 10,240 degree 
F-hours per unit per year).


The permittee shall monitor both the hours of operation for the inlet foggers and the degrees of cooling 
afforded by the inlet foggers.  Computation of the degree-hour will be performed as follows:


Degree-hours = # hours inlet fogger operating time X degrees F of cooling


Degrees of Cooling shall be calculated by subtracting the fogged compressor inlet air temperature from 
the unfogged compressor inlet temperature (upstream of the fogger).  The above calculation shall be 
performed for each hour of fogger operation.  Calculation records shall be maintained on the plant site 
and made available for inspection upon request.


For each hour of oil operation on any combustion turbine during a calendar year, the allowable aggregate 
total inlet fogger operating degree-hour shall be reduced by 1.27 degree F-hours.

[Rule 62-213.410, F.A.C.; Applicant’s request in Title V permit renewal application received June 25, 2008; PPSC PA 74-01, condition 1.B.(i); and Permit No. 1070014-003-AC.]

A.4. Hours of Operation.  These emissions units may operate continuously (8760 hours/year).



[Rule 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards

A.5. Visible Emissions (VE).  Visible emissions shall not exceed 20% opacity, except for one 6-minute period 
per 
hour during which opacity shall not exceed 27%.


[Rules 62-4.070(3) and 62-213.440, F.A.C.; and PPSC PA 74-01, condition 1.B.(ii)]

A.6. Sulfur Dioxide - Sulfur Content.  The fuel oil sulfur content shall not exceed 0.7 percent, by weight.


[Rules 62-4.070(3) and 62-213.440, F.A.C.; and PPSC PA 74-01, condition 1.B.(i)]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C., cannot vary any requirement of an NSPS, National Emissions Standards for Hazardous Air Pollutants (NESHAP) or Acid Rain program provision.
A.7. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any 
emissions unit shall be permitted provided:
a.
Best operational practices to minimize emissions are adhered to, and;

b.
The duration of excess emissions shall be minimized but in no case exceed two hours in any 24-hour period except for the following specific cases:

(1)
For cold startups, excess emissions from any unit shall not exceed six hours in any 24-hour period.  “Cold startup” is defined as a startup following a shutdown of 48 hours or more.

(2)
For hot and warm startups, excess emissions from any unit shall not exceed two hours per startup event and no more than three startup events in any 24-hour period.  “Hot and warm startup” is defined as a startup following a shutdown of less than 48 hours.

(3)
For shutdowns, excess emissions from any unit shall not exceed two hours per shutdown event and no more than three shutdown events in any 24-hour period.

(4)
Excess emissions from fuel switching shall not exceed 15 minutes per event.

For purposes of the reports required under this permit, excess emissions for this condition are defined as any calculated average emission rate which exceeds the applicable emission limitation in specific condition no. A.5. 

[Rules 62-210.700(1) & (5)]

A.8. Excess emissions resulting from startup or shutdown shall be permitted provided that best operational 
practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized.


[Rule 62-210.700(2), F.A.C.]

A.9. Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other 
equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction 
shall be prohibited.


[Rule 62-210.700(4), F.A.C.]

Monitoring of Operations

A.10. Wind Restriction and Monitoring.  The owner or operator shall burn fuel oil containing no more than 
0.50% sulfur content, by weight, when sustained winds exceed 20 miles per hour for any continuous 
period of three hours or longer.  The owner or operator shall measure wind velocity and direction, using 
recognized methods and procedures, at hourly intervals in the plant vicinity, only for those hours during 
which any combustion turbine at the plant burns fuel oil containing more than 0.50% sulfur content, by 
weight.  The owner or operator shall quarterly report wind data, or shall report that no fuel oil containing 
more than 0.50% sulfur content, by weight, was burned, no later than the thirtieth day following the end 
of each calendar quarter.


[PPSC PA 74-01, condition 2]

Test Methods and Procedures

A.11. Test Methods.  Required tests shall be performed in accordance with the following reference method.

	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources



The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other method may be used unless prior written approval is received from the Department.  Also see Specific Condition D.3.  [Rules 62-4.070(3) and 62-213.440, F.A.C.]
A.12. Sulfur Dioxide - Sulfur Content.  The permittee shall demonstrate compliance with the liquid fuel sulfur 
limit by means of a fuel analysis provided by the vendor upon each fuel delivery.


[Rules 62-213.440 and 62-296.406(3), F.A.C.]

A.13. Fuel Sampling and Analysis - Sulfur.  The fuel sulfur content, percent by weight, for liquid fuels shall be 
evaluated using either ASTM D2622-94, ASTM D4294-90(95), ASTM D1552-95, ASTM D1266-91, or 
both ASTM D4057-88 and ASTM D129-95 (or latest editions).


[Rules 62-4.070(3), 62-213.440 and 62-297.440, F.A.C.]

A.14. Frequency of Compliance Tests.  See Specific Condition D.1.

A.15. Annual Compliance Tests.  During each federal fiscal year (October 1st to September 30th), each EU shall 


be tested to demonstrate compliance with the emissions standards for VE.  Annual compliance tests for 


these pollutants shall be performed on each unit for each fuel fired for 400 hours or more during the 


federal 
fiscal year.  Unless specifically requested by the Compliance Authority pursuant to Rule 62-


297.310(7)(b), F.A.C., periodic opacity tests are not required when firing natural gas.



[Rule 62-297.310(7), F.A.C.]

A.16. When VE Tests Not Required.  See Specific Condition D.2.

A.17. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with 
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this 
permit.  [Rule 62-297.310(7), F.A.C.]

Recordkeeping and Reporting Requirements

A.18. Reporting Schedule.  See Appendix RR, Facility-wide Reporting Requirements.
A.19. Malfunctions – Notification.  See Specific Condition D.4.
The specific conditions in this section apply to the following emissions unit(s):
	EU No.
	Brief Description

	007
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG11.  This emissions unit consists of duct burners for one heat recovery steam generator.  Each HRSG is associated with one combustion turbine.  Each HRSG's duct burners have a maximum heat input for natural gas or No. 2 fuel oil of 250 MMBtu/hr.

	008
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG12.  This emissions unit consists of duct burners for one heat recovery steam generator.  Each HRSG is associated with one combustion turbine.  Each HRSG's duct burners have a maximum heat input for natural gas or No. 2 fuel oil of 250 MMBtu/hr.

	009
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG21.  This emissions unit consists of duct burners for one heat recovery steam generator.  Each HRSG is associated with one combustion turbine.  Each HRSG's duct burners have a maximum heat input for natural gas or No. 2 fuel oil of 250 MMBtu/hr.

	010
	Duct Burners for Combined Cycle Heat Recovery Steam Generator, HRSG22.  This emissions unit consists of duct burners for one heat recovery steam generator.  Each HRSG is associated with one combustion turbine.  Each HRSG's duct burners have a maximum heat input for natural gas or No. 2 fuel oil of 250 MMBtu/hr.


Essential Potential to Emit (PTE) Parameters

B.1. Permitted Capacity.  The maximum operation heat input rate is as follows:
	Unit No.
	MMBtu/hr Heat Input
	Fuel Type

	007, 008, 009 and 010
	250
	Natural Gas

	
	250
	Fuel Oil



See Appendix T.


[Rules 62-4.160(2), 62-204.800, and 62-210.200(PTE), F.A.C.]
B.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C.]
B.3.
Methods of Operation.


Fuels.  The duct burners shall only be fired with No. 2 fuel oil or with natural gas.


[Rule 62-213.410, F.A.C.; and PPSC PA 74-01, condition 1.C.(i)]

B.4. Hours of Operation.  These emissions units may operate continuously (8760 hours/year).  [Rule 62-210.200(PTE)]

Emission Limitations and Standards

B.5. Sulfur Dioxide - Sulfur Content.  The fuel oil sulfur content shall not exceed 0.5 percent, by weight.


[Rules 62-4.070(3) and 62-213.440, F.A.C.; PPSC PA 74-01 condition 1.C.(i); and 40 CFR 60.42b]

B.6. Visible Emissions.  Visible emissions shall not exceed 20% opacity (6-minute average), except for one 6-minute period per hour during which opacity shall not exceed 27%.  The opacity standards apply at all times, except during periods of startup, shutdown or malfunction.


[Rules 62-4.070(3) and 62-213.440, F.A.C.; PPSC PA 74-01 condition 1.C.(ii)(a); and 40 CFR 60.43b 
and 60.46b]

B.7. Nitrogen Oxides.  Nitrogen oxide emissions (expressed as NO2) shall not exceed 0.20 lb/MMBtu while burning natural gas and distillate oil.  The nitrogen oxide standards apply at all times including periods of startup, shutdown, or malfunction.


[40 CFR 60.44b; and, PPSC PA 74-01 (modification of 5/28/92)]

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain program provision.
B.8. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided:
a.
Best operational practices to minimize emissions are adhered to, and

b.
The duration of excess emissions shall be minimized but in no case exceed two hours in any 24-hour period except for the following specific cases:

(1)
For cold startups, excess emissions from any unit shall not exceed six hours in any 24-hour period.  “Cold startup” is defined as a startup following a shutdown of 48 hours or more.

(2)
For hot and warm startups, excess emissions from any unit shall not exceed two hours per startup event and no more than three startup events in any 24-hour period.  “Hot and warm startup” is defined as a startup following a shutdown of less than 48 hours.

(3)
For shutdowns, excess emissions from any unit shall not exceed two hours per shutdown event and no more than three shutdown events in any 24-hour period.

(4)
Excess emissions from fuel switching shall not exceed 15 minutes per event.

For purposes of the reports required under this permit, excess emissions for this condition are defined as any calculated average emission rate which exceeds the applicable emission limitation in specific conditions no. B.6 and B.7.  [Rules 62-210.700(1) & (5)]

B.9. Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other 
equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction 
shall be prohibited.


[Rule 62-210.700(4), F.A.C.]

Continuous Monitoring Requirements

B.10. Emission Monitoring For VE.  The owner or operator shall keep calibrated, maintain, and operate a continuous monitoring system for measuring the opacity of emissions discharged to the atmosphere and record the output of the system.  This system shall be operated whenever fuel oil is burned in these emissions units.


[40 CFR 60.48b]

B.11. CEMS Required by Power Plant Siting (PPSC).  The owner or operator shall maintain a continuous 
emission monitoring system (CEMS) for opacity and nitrogen oxides on one of the paired stacks for each 
combined cycle unit.


{The PPSC requires monitors on one stack each of combustion turbine (CT)/HRSG 1x and 2x, for a total 
of two stacks that must be monitored.  The owner currently operates opacity monitors to satisfy the PPSC 
requirement to operate the CEMS for opacity.  The nitrogen oxides (NOx) monitors installed and 
maintained pursuant to 40 CFR 75 satisfy the PPSC requirement to operate the CEMS for NOx.}


[Rule 62-213.440, F.A.C.; and PPSC PA 74-01, condition 4]

Test Methods and Procedures

B.11. Test Methods.  Required tests shall be performed in accordance with the following reference methods.

	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	7E
	Determination of Nitrogen Oxide Emissions from Stationary Sources

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources

	18
	Measurement of Gaseous Organic Compound Emissions by Gas Chromatography

	19
	Determination of Sulfur Dioxide Removal Efficiency and Particulate Matter, Sulfur Dioxide, and Nitrogen Oxides Emission Rates (Optional F-factor method may be used to determine flow rate and gas analysis to calculate mass emissions in lieu of Methods 1-4.)

	20
	Determination of Nitrogen Oxides, Sulfur Dioxide and Diluent Emissions from Stationary Gas Turbines

	25A
	Method for Determining Gaseous Organic Concentrations (Flame Ionization)



The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  Also see Specific Condition D.3.  [40 CFR 60.46b; and PPSC PA 74-01 (modification of 5/28/92)]
B.12. Frequency of Compliance Tests.  See Specific Condition D.1.
B.13. When VE Tests Not Required.  See Specific Condition D.2.

B.14. Annual Compliance Tests.  During each federal fiscal year (October 1st to September 30th), each EU shall be tested to demonstrate compliance with the emissions standards for VE and NOx.  Annual compliance tests for these pollutants shall be performed on each unit for each fuel fired for 400 hours or more during the federal fiscal year.  Unless specifically requested by the Compliance Authority pursuant to Rule 62-297.310(7)(b), F.A.C., periodic opacity tests are not required when firing natural gas.



[Rule 62-297.310(7), F.A.C.]

B.15. Sulfur Dioxide - Sulfur Content.  The permittee shall demonstrate compliance with the liquid fuel sulfur limit by maintaining fuel receipts as described in 40 CFR 60.49b.


[Rules 62-213.440 and 62-296.406(3), F.A.C.; and 40 CFR 60.42b]

B.16. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310(7), F.A.C.]

Recordkeeping and Reporting Requirements

B.17. Reporting and Recordkeeping Requirements.  See Section 40 CFR 60.49b in Appendix NSPS Subpart Db.

B.18. Fuel Receipts Required.  See Sections 40 CFR 60.41b, 60.45b, 60.47b, and 60.49b in Appendix NSPS Subpart Db.

B.19. Malfunctions – Notification.  See Specific Condition D.4.

The specific conditions in this section apply to the following emissions unit:
	EU No.
	Brief Description

	011
	This emissions unit consists of an auxiliary boiler, manufactured by VA-Power, with a maximum heat input for natural gas and No. 2 fuel oil of 16.275 MMBtu/hr and 14.28 MMBtu/hr, respectively.


Essential Potential to Emit (PTE) Parameters

C.1. Permitted Capacity.  The maximum operation heat input rate is as follows:
	Unit No.
	MMBtu/hr Heat Input
	Fuel Type

	011
	16.275
	Natural Gas

	
	14.280
	No. 2 Fuel Oil



[Rules 62-4.160(2), 62-204.800, and 62-210.200(PTE), F.A.C.]
C.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix 
TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C.]
C.3. Methods of Operation.


a.
Fuels.  Methods of Operation - Fuels.  The auxiliary boiler shall only be fired with No. 2 fuel oil or with 
natural gas.


[Rule 62-213.410, F.A.C.]

C.4. Hours of Operation.  This emissions unit may operate continuously (8760 hours/year).  [Rule 62-
210.200(PTE), F.A.C.]

Emission Limitations and Standards

C.5. Standard for Visible Emissions.  The owner or operator shall not cause to be discharged into the 
atmosphere from the affected emissions unit any gases that exhibit greater than 20 percent opacity (6-
minute average), except for one 6-minute period per hour of not more than 27 percent opacity.  See 
Section 40 CFR 60.43c in Appendix NSPS Subpart Dc. 

C.6. Standard for Sulfur Dioxide.  The owner or operator shall not combust fuel oil in the affected emissions 
unit that contains greater than 0.5 weight percent sulfur.  See Section 40 CFR 60.42c in Appendix NSPS 
Subpart Dc. 

Excess Emissions

Rule 62-210.700 (Excess Emissions), F.A.C. cannot vary any requirement of an NSPS, NESHAP or Acid Rain program provision.
C.7. Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other 
equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction 
shall be prohibited.


[Rule 62-210.700(4), F.A.C.]

Monitoring of Operations

C.8. Emission Monitoring for Sulfur Dioxide (SO2).


As an alternative to operating a CEMS at the outlet of the steam generating unit, the owner or operator 
shall determine the average SO2 emission rate by sampling the fuel prior to combustion.  See Section 40 
CFR 60.46c in Appendix NSPS Subpart Dc. 

Test Methods and Procedures

C.9. Test Methods.  Required tests shall be performed in accordance with the following reference method.

	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources



The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other method may be used unless prior written approval is received from the Department.  Also see Specific Condition D.3.  [Rules 62-4.070(3) and 62-213.440, F.A.C.]
C.10. Frequency of Compliance Tests - Annual Tests Required - VE.  Except as provided in Specific 
Conditions D.1 and D.2, emission testing for visible emissions shall be performed annually, no later 
than September 
30th of each year, except for units that are not operating because of scheduled 
maintenance outages and emergency repairs, which will be tested within thirty days of returning to 
service.


[Rules 62-4.070(3) and 62-213.440, F.A.C.]

C.11. When VE Tests Not Required.  See Specific Condition D.2.

C.12. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with 
the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this 
permit.  [Rule 62-297.310(7), F.A.C.]

Reporting and Recordkeeping Requirements

C.13. Reporting and Recordkeeping Requirements.  For any period in which fuel oil is combusted, the owner or 
operator shall submit quarterly reports to the Department.  See Section 40 CFR 60.48c in Appendix NSPS 
Subpart Dc.

C.14. Fuel Supplier Certification and Fuel Records.  The owner or operator shall maintain records of fuel 
supplier certification. See Section 40 CFR 60.48c in Appendix NSPS Subpart Dc.

C.15. Malfunctions - Notification.  See Specific Condition D.4.  

The specific conditions in this section apply to the following emissions units:
	EU No.
	Brief Description

	003, 004, 005, 006
	Combustion turbines for combined cycle heat recovery steam generators, HRSG11 through HRSG22.

	007, 008, 009, 010
	Duct burners for combined cycle heat recovery steam generators, HRSG11 through HRSG22.

	011
	Auxiliary boiler manufactured by VA-Power.


Test Methods and Procedures

{Permitting Note:  The attached Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

D.1. Frequency of Compliance Tests.  The following provisions apply only to those emissions units that are subject to an emissions limiting standard for which compliance testing is required.



{Note:  The provisions of this condition are numbered according to the rule.  Provisions of the rule which 


are 
not applicable to this facility have been omitted, but the numbering of the rule has been preserved.}



(a) 
General Compliance Testing.



3.
The owner or operator of an emissions unit that is subject to any emission limiting standard shall 
conduct a compliance test that demonstrates compliance with the applicable emission limiting 
standard prior to obtaining a renewed operation permit.  Emissions units that are required to conduct 
an annual compliance test may submit the most recent annual compliance test to satisfy the 
requirements of this provision.  In renewing an air operation permit pursuant to Rule 62-
210.300(2)(a)3.b., c., or d., F.A.C., 
the Department shall not require submission of emission 
compliance test results for any emissions unit that, during the year prior to renewal:




a. Did not operate; or




b. In the case of a fuel burning emissions unit, burned liquid fuel for a total of no more than 400 


hours.



4.
During each federal fiscal year (October 1 -- September 30), unless otherwise specified by rule, 
order, or permit, the owner or operator of each emissions unit shall have a formal compliance test 
conducted for:



a. Visible emissions, if there is an applicable standard;




b. Each of the following pollutants, if there is an applicable standard, and if the emissions 


unit emits or has the potential to emit:  5 tons per year or more of lead or lead compounds 


measured as elemental lead; 30 tons per year or more of acrylonitrile; or 100 tons per year or 


more of any other regulated air pollutant; and



8.
Any combustion turbine that does not operate for more than 400 hours per year shall conduct a 
visible emissions compliance test once per each five-year period, coinciding with the term of its air 
operation permit.



9.
The owner or operator shall notify the Department, at least 15 days prior to the date on which 
each formal compliance test is to begin, of the date, time, and place of each such test, and the test 
contact person who will be responsible for coordinating and having such test conducted for the 
owner or operator.



(b)
Special Compliance Tests.  When the Department, after investigation, has good reason (such as 


complaints, increased visible emissions or questionable maintenance of control equipment) to believe that 

any applicable emission standard contained in a Department rule or in a permit issued pursuant to 



those rules is being violated, it may require the owner or operator of the emissions unit to conduct 


compliance tests which 
identify the nature and quantity of pollutant emissions from the emissions unit 


and to provide a report on the results of said tests to the Department.



(c)
Waiver of Compliance Test Requirements.  If the owner or operator of an emissions unit that is 


subject to a compliance test requirement demonstrates to the Department, pursuant to the procedure 


established in Rule 62‑297.620, F.A.C., that the compliance of the emissions unit with an applicable 


weight 
emission limiting standard can be adequately determined by means other than the 



designated test procedure, such as specifying a surrogate standard of no visible emissions for 



particulate matter sources equipped with a bag house or specifying a fuel analysis for sulfur dioxide 


emissions, the Department shall waive the compliance test requirements for such emissions units 



and order that the alternate means of determining compliance be used, provided, however, the 



provisions of Rule 62-297.310(7)(b), F.A.C., shall apply.



[Rule 62-297.310(7), F.A.C.; and SIP Approved]

D.2. When VE Tests Not Required.  By this permit, annual emissions compliance testing for visible emissions is not required for these emissions units while burning:



a.
only gaseous fuel(s); or



b.
gaseous fuel(s) in combination with any amount of liquid fuel(s) for less than 400 hours per 



year; or



c.
only liquid fuel(s) for less than 400 hours per year.



[Rule 62-4.070(3), F.A.C.]

D.3. Test Method DEP Method 9.  See Specific Conditions A.11 and B.11.  The provisions of EPA Method 9 (40 CFR 60, Appendix A) are adopted by reference with the following exceptions:



1.  EPA Method 9, Section 2.4, Recording Observations.  Opacity observations shall be made and 
recorded by a certified observer at sequential fifteen second intervals during the required period of 
observation.



2.  EPA Method 9, Section 2.5, Data Reduction.  For a set of observations to be acceptable, the observer 
shall have made and recorded, or verified the recording of, at least 90 percent of the possible individual 
observations during the required observation period.  For single-valued opacity standards (e.g., 20 percent 
opacity), the test result shall be the highest valid six-minute average for the set of observations taken.  For 
multiple-valued opacity standards (e.g., 20 percent opacity, except that an opacity of 40 percent is 
permissible for not more than two minutes per hour) opacity shall be computed as follows:


a.  For the basic part of the standard (i.e., 20 percent opacity) the opacity shall be determined as specified above for a single-valued opacity standard.


b.  For the short-term average part of the standard, opacity shall be the highest valid short-term average (i.e., two-minute, three-minute average) for the set of observations taken.



In order to be valid, any required average (i.e., a six-minute or two-minute average) shall be based on all 


of the valid observations in the sequential subset of observations selected, and the selected subset 



shall contain at 
least 90 percent of the observations possible for the required averaging time.  Each 


required average shall be calculated by summing the opacity value of each of the valid observations in the 

appropriate subset, dividing this sum by the number of valid observations in the subset, and rounding 


the result to the nearest whole number.  The number of missing observations in the subset shall 



be indicated in
parenthesis after the subset average value.



[Rule 62-297.401, F.A.C.]

Reporting and Recordkeeping Requirements

D.4. Malfunctions - Notification.  In the case of excess emissions resulting from malfunctions, each owner or operator shall notify the DEP Northeast District's Air Section in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the DEP Northeast District's Air Section.


[Rule 62-210.700(6), F.A.C.]

Operated by:  Florida Power and Light Company

ORIS Code:  6246
The emissions units listed below are regulated under Acid Rain, Phase II.

	E.U.  ID No.
	Brief Description

	003 and 007
	Combined Cycle Heat Recovery Steam Generator, HRSG11

	004 and 008
	Combined Cycle Heat Recovery Steam Generator, HRSG12

	005 and 009
	Combined Cycle Heat Recovery Steam Generator, HRSG21

	006 and 010
	Combined Cycle Heat Recovery Steam Generator, HRSG22


A.1.  The Phase II Acid Rain Part application submitted for this facility, as approved by the Department, is a part of this permit.  The owners and operators of these Phase II acid rain units must comply with the standard requirements and special provisions set forth in the application listed below:


a.  DEP Form No. 62-210.900(1)(a), dated 06/10/08, received 06/25/08.

[Chapter 62-213, F.A.C. and Rule 62-214.320, F.A.C.]

A.2.  Sulfur dioxide (SO2) allowance allocations and nitrogen oxide (NOX) requirements for each Acid Rain unit are as follows: 


	EPA ID
	Year
	2009
	2010
	2011
	2012
	2013
	

	003 and 007
	HRSG11
	SO2 allowances, under Table 2 of 40 CFR Part 73
	1643*
	1647*
	1647*
	1647*
	1647*

	004 and 008
	HRSG12
	SO2 allowances, under Table 2 of 40 CFR Part 73
	1643*
	1647*
	1647*
	1647*
	1647*

	005 and 009
	HRSG21
	SO2 allowances, under Table 2 of 40 CFR Part 73
	1568*
	1570*
	1570*
	1570*
	1570*

	006 and 010
	HRSG22
	SO2 allowances, under Table 2 of 40 CFR Part 73
	1568*
	1570*
	1570*
	1570*
	1570*


* The number of allowances held by an Acid Rain source in a unit account may differ from the number allocated by the USEPA under Table 2 of 40 CFR 73.

A.3.
Emission Allowances.  Emissions from sources subject to the Federal Acid Rain Program (Title IV) shall not exceed any allowances that the source lawfully holds under the Federal Acid Rain Program.  Allowances shall not be used to demonstrate compliance with a non-Title IV applicable requirement of the Act.


1.
No permit revision shall be required for increases in emissions that are authorized by allowances acquired pursuant to the Federal Acid Rain Program, provided that such increases do not require a permit revision pursuant to Rule 62-213.400(3), F.A.C.


2.
No limit shall be placed on the number of allowances held by the source under the Federal Acid Rain Program.


3.
Allowances shall be accounted for under the Federal Acid Rain Program.

[Rule 62-213.440(1)(c)1., 2. & 3., F.A.C.]

A.4.
Comments, notes, and justifications:  None.
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Acid Rain Part Requirements.

(1) The designated represantative of each Acd Rain source and each AcK! Rain unitat the source shall
(® Submita compiste Acid Rain Part application (inciuding & compliance plan) under 40 CFR Part 72 and Rules 62.214 320 and 330
FAC. in accordance with the deadines specified in Rule 62-214.320, FA.C.. end
i) Submitin a imely mannef any supplemental information that the DEP determines is necessary in crderto review an Ack! Rain Part
applcation and jssue o deny an Acid Rain Part

(2) The owners and operators of each Acid Rain source and each Ackd Rain unit at the source shalt
() Operale the unit In compliance with a camplete Acid Rain Part application or a supersecing Acd Rain Patissusd by the DEP; and
(i) Have an Acid Rain Part

Monitoring Requirements.

(1) The owners and operators and. 1 the extent applicabls, desionated representative of each Acid Rain source and each Acid Rein unit at the
source shall comply with the moniating requiremens as providec in 40 CFR Part 75, and Rue 62214 420, FAG

(2) “The emissions measurements recorded and reporied in accordance with 40 CFR Part 75 shal be used ko dtermine compiance by the unit
with the Adid Rain emissions imitations and emissions reducion requirements for sullr dioxide and nitrogen Cxides under the Acid Rain
Program

(3) “The requiremants o 40 CFR Part 75 shall not affect the responsibiity of the owners and operators to monitor emissions of ather pallutants of
‘other emissions characterstics al the unit undier other applicable requirements of the Act and other provisions of the operating pes for the.
saurca.

) For applications inciuding a SCs Optin unit 2 monitoring plan for each 50, Optn it must be submited with this application pursuant o 40
CFR 74 1a(a) For reneval applications for 80z Opkin units include an updated monitoring pian If appliceble uncer 40 CFR 75 53(0)

Sulfur Dioxide Requirements.

(1) The owners and operators of each source and each ACid Rain unit at tha source shalt:
() Hold allowances as of e allawance transfer Geacline in the unils compiance sutaccount (ater deductions under 40 CFR 73 34(c)), or
n the compliance subaccount of anather Acid Rain ust at the same source to the xtent provided in 40 CFR 73 36(0)(3) not less than the
fotz) annual emisslors of sulfur diaxide for the previous calendar year from the it and
(5) Comply with the applicable Acid Rain emissions limitations for sufur dicdde.
() Each ton of sufur diowide emitied In of the Acid Rain emissions limtafions for suffr foxide shall constile a separate viokation of
the Act
{3) An Acid Rain unit shall be subject to the requirements under paragraph (1) of the subfur dioxide requirements as foliows:
(i) Starting January 1, 2000, an Acid Rain unit under 40 CFR 72 6(a)(2); or
(1) Stariing on the kater of January 1 2000 or the deadine for montor certiication under 40 CFR Part 75 an Acid Raln unit under 40 CFR
728(a)(3).
{4) Allowances shall be helc in decuctad from or transfemed among Allowance Tracking System accounts In 2000rdance with the Aci Rain
Program.
(%) An allowance shafl not be deducied in order t comply with e requiremants undor paragraph (1) o the sulfur dioxide requirements pror o
the calendar year for which the allowance was allocated.
(8) An allowance allocated by the Administrator under the Acid Rain Program s 2 limited authorizalion to emft sulfur dicxide in accordarice vith
the Acid Rain Program. No prowision of the Acid Rain Program the ACkd Rain Part zpplication the Acid Rain Part or an exemplion under 40
GFR 727 or 72,8 and no provision of [aw shall be construed 10 imit the authorly of the United States to terminte or limit such authorization
(7) An aliowance allocated by he Administrator under the Acid Rain Program does nol constitute a property right.

lirements. The owners and operators of the source and each Acid Rain unil at the source shall comply with the
‘2ppiicable Acid Rain emissions imitation for nitregan oxides

‘Excess Emissions Requi

(1) Te designaled reprasentative of an Acid Rain unit that has excess emissions in any calendar year shall submit a proposed offset plan as
required under 40 CFR Part 77
(2} The owners and operaors of an Acid Rain unit that has excess emissions in any calendar year sha:

(3 Pay without demand the penalty required, and pay upon demand the interest on that penalty 25 required by 40 CFR Part 77; and

(i) Comply with the tems of an approved offset plan 95 required by 40 CFR Part 77

(1) Unless otherwise provided, e owners and operalors of [he source and ezch Acd Rein unit &t he source shall kesp o site at the saurce
ach of the following documants for a period of § years from the date the documant is created. This period mey ba extended for cause atany
ime prior 10 the end of 5 years, In witng by the EPA of the DEP:
(@) The certiicata of ropresentaticn for the designated reprasentative for the saurca and sach Acd Rain unit at the source and all documents.
that dermonstrate the Lruth of he Siatemens in the certficai of representation in accordance with Rule 62:214.350, F.A.C : provided tat
the cerlificate and documents shal be refained on sife at he SourCE beyond such S-year period unt such documents are superseded
because of the submission of a new cericate cf reprasentation changing the designated representative;
) AN emissions monitoring information, in accardance with 40 CFR Part 75 provided that 1o the @xdent that 40 GFR Parl 75 provides for &
3.year period for recordkeeping, the 3-year period shall 2py;
) Copies of all reports compliance certiications and other subimissions and all 12cords made of required under the Acid Rain Program;
and
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Recordkeeping and Reporting Requirements (cont}
(v} Copies of all documents used to complete an Acld Rain Part application and any other submission under the Acid Rain Program o to
demonsirate compiiance with the requirements of the Acid Rain Program

(@ The desianated representative of an Acid Rein source and each Acid Rain unit at the 3ource shall submil the reports and compliance
‘cartifications required under the Acid Rain Program Inclucing those under 40 CFR Part 72 Subpart | and 40 CFR Pat 75

iabil

(1) Any persan who kowingly vciates ay requirement or prohibiicn of the Acid Rain Program, a complets Acid Rain Part appication, an Aid
Rain Part, of an exemption under 40 CFR 727 or 72 8, Including any roquirement for the payment of any panaty owed to e Unied States shall
be subject to enforcement pursuant to seclion 113(c) of the Act.

(2) Any person who knowingly makes a false, mateial statorment in any record, submission of report under the Acid Rain Prograr shall be:
‘subject 1o eriminal enforcement pursuant to secion 113(c) of the Act and 18 US.C 1001,

(3} No permit revision shall excuse any violation of ihe requirements of the Acid Rain Program that occurs prior 10 the date that the revision.
takes effect

(&) Each Acid Rain source and each Ack! Rain unit shall meet tne requirererts of the Acid Rain program. .

(5) Any prowision of the Acid Rain Program that appfies 10 an Acid Rain source (including a provision applicable o the designated representative
‘of an Acks Rain source) shalt alsd apply 10 the owners and operators af such source and of the Acid Rain unis at the source:

(6 Any provision of the Acid Rain Program that applies t an Acid Raln unil (ncluding @ provision appicable 0 the designaled represertative of
‘an Acid Rain L shall also apply 10 the owners and operetors of such uni. Except as provided under 40 CFR 7244 (Phase Il epowering
‘extension plans) and 40 CFR 76 11 [NOx averaging plans). and except with regard to the requirements applicable to units with a commen stack
under 40 CFR Part 75 (inclucing 40 CFR 75,16, 75 17, and 75 18), he owners and operators and the designaled representalive of ane Acid Rain.
unit shali not be liable for any victation by any ofher Acid Rain unit of which they are not owners or operators of the desigrated represeniative and
thatis localed ataa source of which they are not owners or 0peralors o the designatec representative.

{7) Each viciation of a provision of 40 CFR Pars 72 73 74 75,76, 77, and 78 by an Acid Rain source or AGd Rain unit or by an owner of
operator o designated feprasentative of such souroe of ut €hall b8 a Separate violation of he Act

Effect on Other Authorfiies

‘o provision of the Acid Ral Program, an Acid Rain Part applicaion: an Acid Rain Part or an exemplion under 40 CFR 72 707 72 8 shall be:
construed as:

(1) Except as expressly provided in titie IV of the Act, exempting or exchuding the owners and operators and o the extent applicable, the
designated reprsentative of an Acé Rain source or Add Raln unlfrom compliance with any otver provision of the Act inciucing the provisions:
of e ! of the Act relating to appiicable National Ambient Alr Qualy Standaras or State Implementation Plars;

(2) Umiting the umber of allowances  unit can holc; provided. that the number of aliowances heid by the uni shall not aflect the source's.
‘cbligation to comply with any other provisions of the Act.

3) Requiring a change of any kind in any state faw regulating elecirc ulty rates and cherges. affecting any state law regarding such state
reguiation, o imiting such stala regulation, including any prudence review reguirements under such state [aw,

) Modilying the Fedoral Pawer Act o affecting the authorhy of the Fderal Energy Regulatory Commission undsr the Federal Power At or
(5) Interfering with of impaliing any program for competitive bidding for power supply in a state in which such program is established

f 9 h (ot required for
renewal application)

Number of hours unk
operated in the six

Unit ID# Description of the combustion unit months preceding initisl
appiication

DEP Form No. 62-210 300(1)(a) - Form

Effective: 3/16/08




 

[image: image4.png]STEP &

For $O; Opt-in
units only:

glant uired for
)2 Opt-in renewal
applications.)

In column "i” enter
the unit ID# for
svery SO; Opt-in
unit identified in
column “a” {and in
column 7).

For columns “j*
through “n,” enter
the information
required under 40
CFR 74.20-74.25
and attach all
supporting
documentation
required by 40 CFR
74.20-74.25.

STEP§

For SO, Optin
units zmgp

Attach additional
requirements,
certify and sign.

STEP7

Read the
certification
statement; provide
name, title, owner
company name,
phone, and e-mail
address; sign, and
date.

Plant Nams (from STEP 1) Putnam

Curent Currant
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A ¥ the combustion sourca seeks to qualify for a transfer of allowances from the replacement of thermal energy a
thermel energy pian as provided in 40 CFR 74 47 for combustion sources must be attached

A statement whether the combustion unit ws previously an affacted unit under 40 CFR 74

A statement that the combustion unit is not an affected unit under 40 CFR 72.6 and does not have an
exemption under 40 CFR 72 7. 728, or 72.14

Attach a complete compliance plan for SOz under 40 CFR 72 40

The designated representative of the combustion unit shall submit a moniioring plan in accordance with 40
CFR746% For renewal application, submit an updated manitoriag plan if applicable under 40 GFR 75 53(b).
The following statement must be signed by tha designated representative or altemate designated representative of
the combustion source: *| certiy that the data submitted under 40 CFR Part 74, Subpart G reflects actual
operations ofthe combustion source and has not been adjusted in any way."

m mo ow

= v [, lofot

Certiicatiqie{for designatd Voprosentative or atarnato designatod foprosontative only)

1 am authorizedio make this submission on bshalf of the owners and operstors of the Acid Rain source or Acid Rain units for which the submission
i made. ] cerify under penaly of law that  have pessonally examined, and am famikar ith, the statements and information subitied n 1his
documant.and all s attachmenta._Basad on my inquiny of fose indiiduais with prifary Tesponeibilty for obtaining the infortnatin, | certty hat the.
statements and information are {0 Ure best of my lovowiecge and belef true, sccurate, and complete. | am aware {hal there are signifcant penalies
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