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Permittee:
 



PROPOSED Permit No.:  1070026-004-AV

Florida Furniture Industries, Inc.
Facility ID No.:  1070026


SIC Nos.:  2511


Project: Initial Title V Air Operation Permit

This permit is for the operation of the consolidated existing operations at wood furniture manufacturing Plant Nos. 1 and 3 located at 722 River Street (Plant No. 1) and 160 Comfort Road (Plant No. 3).    UTM Coordinates:  Zone 17, 438.3 km East (Plant No. 1), 436.4 km E (Plant No. 3); 3278.9 km N (Plant No. 1), 3283.4 km N (Plant No. 3
Statement of Basis:  This Title V Air Operation Permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02

40 CFR Part 63, Subpart A, General Provisions

40 CFR Part 63, Subpart JJ, National Emissions Standards for Wood Furniture Manufacturing Operations





Effective Date:  










Renewal Application Due Date: 





Expiration Date:  






___________________________


Christopher L. Kirts, P.E.


District Air Program Administrator

CLK:RFS
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Section I.  Facility Information.
Subsection A.  Facility Description.
The applicant’s wood furniture operations consist of two manufacturing plants located approximately 2.75 miles apart in Palatka, Putnam County. The plants are located next to the St. John’s River and are separated for the most part by undeveloped riverfront acreage.

Plant 1 (former Facility ID No. 1070002) began operation in 1934 and consists of a wood waste boiler, three dry kilns, and woodworking operations.

Plant 3 (Facility ID No. 1070026) began operation in 1985 and consists of finish coating operations, a wood waste boiler and woodworking operations.  Emission control equipment consists of bag filters for woodworking dust emissions and polyethylene-paper filters for reducing spraying emissions. 

Based on air construction permit No. 10026-003-AC, this Title V permit will consolidate operations into a single facility.

Based on the Title V permit application received September 20, 2001, this facility is a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

Plant No. 3:

	Emission

Unit No.
	System
	Emission Unit Description

	001
	Plant #3 Wood-waste Boiler
	Wood-burning boiler fed by wood chips and sawdust.  Boiler provides steam for drying ovens in the finish coating operations and for space heating.

	002
	Plant # 3 Wood Working Area 
	Dust collection unit (Bag filters A, B, C and D).  Chip Cyclone separates wood chips from the wood hog chipping operation.

	003
	Plant #3 Finish Coating Operations 
	Wood parts produced at Plants # 1 and #3 are coated in spray booths using air, airless, air assisted or HVLP spray where possible.  Also includes print coating, dip coating and hand staining.  Finished product is dried in steam-heated ovens in the Finishing Room.
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Plant No. 1:

	Emission

Unit No.
	System
	Emission Unit Description

	004
	Plant #1 Wood-waste Boiler 
	Wood-burning boiler fed by wood chips and sawdust.  Boiler provides steam for kilns and for space heating.

	005
	Plant #1 Dry Kilns (#1,2,3)
	Steam-heated kilns used for wood processing.



	006
	Plant # 1 Wood Working Area 
	Dust collection unit (Bag filters A and B).  Chip Cyclone separates wood chips from the wood hog chipping operation.


Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.
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Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Table 1-1, Summary of Air Pollutant Standards and Terms 

Table 2-1, Summary of Compliance Requirements 
Appendix A-1: Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1: Permit History/ID Number Changes

Statement of Basis

These documents are on file with permitting authority:
Initial Title V Permit Application received September 20, 2001

Additional Information Request dated November 14, 2001

Additional Information Response received February 7, 2002

Subsection D.  Miscellaneous.

The use of ‘Permitting Notes’ throughout this permit are for informational purposes only and are not permit conditions.
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Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-4, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  [Not federally enforceable.]  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   No person shall cause, suffer, allow, or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

Florida Furniture Industries, Inc.

PROPOSED Permit No.:  1070026-004-AV
Consolidation of Plant Nos. 1 & 3
Page 6

5. General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.   The permittee shall, at a minimum, apply the following procedures:

· Maintain tightly fitting covers, lids, etc., on all containers of VOC when they are not being handled, tapped, etc.

· Prevent excessive air turbulence across exposed VOC.

· Where possible and practical, procure/fabricate a tightly fitting cover for any open trough basin, bath, etc., of VOC so that it can be covered when not in use.

· Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating condition.

· Confine rags used with VOCs to tightly closed, fireproof containers when not in use.

· Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.

[Rule 62-296.320(1)(a), F.A.C., Air Construction Permit No. 1070026-003-AC]

6.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

7.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS.}”

8.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northeast District Office.

Department of Environmental Protection
Northeast District Office

7825 Baymeadows Way, Suite B-200

Jacksonville, Florida 32256

Telephone:  904/807-3300

Fax:  904/448-4363
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9.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax:  404/562-9164

10.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]
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Subsection A.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	001
	Plant No. 3 Wood Waste Fired Boiler with a multi-cyclone flyash arrestor system to control particulate matter emissions.


Emission Unit 001 consists of a Wood-burning boiler fed by wood chips and sawdust.  Boiler provides steam for drying ovens in the finish coating operations and for space heating.

The emissions unit is subject to the requirements of 62-296.410, F.A.C. for Carbonaceous Fuel Burning Equipment and the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Permitted Capacity.  The heat input shall not exceed 8.74 MMBTU/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., FINAL Title V Permit No. 1070026-001-AV]

A.2.  Methods of Operation - This boiler is fired with wood chips and sawdust.

[Rule 62-213.410, F.A.C., FINAL Title V Permit No. 1070026-001-AV]

A.3.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

A.4.  Visible Emissions shall not exceed 20% opacity.

[Applicant agreed to more stringent requirement of 62-296.310, F.A.C. to be consistent with previous Air Construction Permit No. 1070026-003-AC]
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Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A. 5. Visible Emissions testing shall comply with Rule 62-296.410(3), F.A.C. and shall be performed annually with a frequency base date of 03/15.
[FINAL Title V Permit No. 1070026-001-AV]

A.6.  This emissions unit is also subject to Conditions G.1. through G.5.
Florida Furniture Industries, Inc.
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Subsection B.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	002
	Plant No. 3 Woodworking Area Dust Collection System collects dust from several units with the emissions being exhausted from bag filters A, B, C, and D.  Chip Cyclone separates wood chips from the wood hog chipping operation.


Emissions Unit 002 is subject to the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
B.1.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

B.2.  Visible Emissions (Bag Filters A, B, C, and D).   Visible Emissions shall not exceed 5% opacity in lieu of particulate matter sampling.

[Rule 62-297.620(4), F.A.C., Air Construction Permit No. 1070026-003-AC]

Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
B.3.  Visible Emissions ( Bag Filters A, B, C, and D).  The test method for visible emissions shall be DEP Method 9, incorporated in Chapter 62-297, F.A.C. A compliance test shall be performed annually with a frequency base date of 03/15.

[Air Construction Permit No. 1070026-003-AC; FINAL Title V Permit No. 1070026-001-AV]

B.4.  This emissions unit is also subject to Conditions G.1. through G.5.
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Subsection C.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	003
	Plant No. 3 Finish Coating Operations.   Wood parts produced at Plants # 1 and #3 are coated in spray booths using air, airless, air assisted or HVLP spray where possible.  Also includes print coating, dip coating and hand staining.  Finished product is dried in steam-heated ovens in the Finishing Room.


Emissions Unit 003 is subject to the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
C.1.  Hours of Operation. This emissions unit is allowed to operate 2450 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Permit 1070026-003-AC]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

C.2
Volatile Hazardous Air Pollutants (VHAP).  VHAPs shall be controlled by using coatings that contain no mare than the specified pounds of VHAP per pound of solids (as applied) specified below:
a. Finishing Operation

For all coatings (stains, washcoats, sealers, topcoat, basecoats, enamels and thinners), the weighted maximum average VHAP content shall not exceed 1.0 lb VHAP/lb solids, as applied.
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	FINISH COATING OPERATIONS

	Coating Type
	Number of Coatings
	Max. VHAP Content (lb VHAP/lb Solids)

	Stains
	23
	1.0

	Washcoats
	10
	1.0

	Sealers
	 1
	1.0

	Topcoats
	 4
	1.0

	Basecoats
	35
	1.0

	Enamels
	 0
	1.0

	Thinners
	 7
	---a


aThinners have zero solids, therefore the lb VHAP/lb solids number is meaningless. 

b. Strippable Spray Booth Cleaning Operations

For all strippable spray booth materials, the VOC content of the coatings shall not exceed 0.8 lb VOC/lb of solids, as applied. 

c. Contact Adhesives

1. For foam adhesives used in products that meet flammability requirements, the VHAP content shall not exceed 1.8 lb/lb solids, as applied.

2. For all other contact adhesives, the VHAP content shall not exceed 1.0 lb/lb solids, as applied.

[Rule 62-204.800(10)20., F.A.C.; 40 CFR 63.802(a); 40 CFR 63.804(b); 40 CFR 63.804(c)(1); Air Construction Permit No. 1070026-003-AC]

C.3.    VOC and VHAP Work Practice Standards.  The permittee shall, at a minimum, apply the following procedures to minimize emissions of VOC/VHAP emissions:

· Maintain tightly fitting covers, lids, etc., on all containers of VOC when they are not being handled, tapped, etc.

· Prevent excessive air turbulence across exposed VOC.

· Where possible and practical, procure/fabricate a tightly fitting cover for any open trough basin, bath, etc., of VOC so that it can be covered when not in use.

· Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating   condition.
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· Confine rags used with VOCs to tightly closed, fire-proof containers when not in use.

· Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.


Procedures already in place, including employee training to cover all containers when not 
in use; immediate spill clean up; minimization of overspray; and reporting all observed 
leaks, shall be continued in addition to the implementation by November 21, 1997 of the 
work procedures standards outlined in 40 CFR 63.803 Work Practice Standards.


[Rule 62-296.320(1)(a), F.A.C.; Air Construction Permit No. 1070026-003-AC]

C.4.  Operator training course.  The permittee shall train all new and existing personnel, including contract personnel, who are involved in finishing, gluing, cleaning, and washoff operations, use of manufacturing equipment, or implementation of the requirements 40 CFR Part 63, Subpart JJ.  All new personnel, those hired after 12/7/98, shall be trained upon hiring.  All existing personnel, those hired before 12/7/98, shall be trained no later than June 1999.  All personnel shall be given refresher training annually.  The affected source shall maintain a copy of the training program with the work practice implementation plan.  The training program shall include, at a minimum, the following:


(1)  A list of all current personnel by name and job description that are required to be trained;


(2)  An outline of the subjects to be covered in the initial and refresher training for each position or group of personnel;


(3)  Lesson plans for courses to be given at the initial and the annual refresher training that include, at a minimum, appropriate application techniques, appropriate cleaning and washoff procedures, appropriate equipment setup and adjustment to minimize finishing material usage and overspray, and appropriate management of cleanup wastes; and


(4)  A description of the methods to be used at the completion of initial or refresher training to demonstrate and document successful completion.

[40 CFR 63.803(b)]

C.5.  Chemical composition of cleaning and washoff solvents.  The permittee shall not use cleaning or washoff solvents that contain any of the pollutants listed in Table 4, in concentrations subject to MSDS reporting as required by OSHA.

[40 CFR 63.803(e)] 
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C.6.  Spray booth cleaning.  The permittee shall not use compounds containing more than 8.0 percent by weight of VOC for cleaning spray booth components other than conveyors, continuous coaters and their enclosures, or metal filters, or plastic filters unless the spray booth is being refurbished.  If the spray booth is being refurbished, that is the spray booth coating or other protective material used to cover the booth is being replaced, the affected source shall use no more than 1.0 gallon of organic HAP solvent per booth to prepare the surface of the booth prior to applying the booth coating.

[40 CFR 63.803(f)]

C.7.  Storage requirements.  The permittee shall use normally closed containers for storing finishing, gluing, cleaning, and washoff materials.

[40 CFR 63.803(g)]

C.8.  Application equipment requirements.  The permittee shall use conventional air spray guns to apply finishing materials only under any of the following circumstances:


(1)  To apply finishing materials that have a VOC content no greater than 1.0 lb VOC/lb solids, as applied;


(2)  For touchup and repair under the following conditions:



(i)  The touchup and repair occurs after completion of the finishing operation; or



(ii)  The touchup and repair occurs after the application of stain and before the application of any other type of finishing material, and the materials used for touchup and repair are applied from a container that has a volume of no more than 2.0 gallons.


(3)  When spray is automated, that is, the spray gun is aimed and triggered automatically, not manually;


(4)  When emissions from the finishing application station are directed to a control device;


(5)  The conventional air gun is used to apply finishing materials and the cumulative total usage of that finishing material is no more than 5.0 percent of the total gallons of finishing material used during that semiannual period; or


(6)  The conventional air gun is used to apply stain on a part for which it is technically or economically infeasible to use any other spray application technology.  The affected source shall demonstrate technical or economic infeasibility by submitting to the Permitting authority a videotape, a technical report, or other documentation that supports the affected source's claim of technical or economic infeasibility.  The following criteria shall be used, either independently or in combination, to support the affected source's claim of technical or economic infeasibility:



(i)  The production speed is too high or the part shape is too complex for one operator to coat the part and the application station is not large enough to accommodate an additional operator; or



(ii) The excessively large vertical spray area of the part makes it difficult to avoid sagging or runs in the stain.

[40 CFR 63.803(h)]

C.9.  Line cleaning.  The owner or operator shall pump or drain all organic HAP solvent used for line cleaning into a normally closed container.

[40 CFR 63.803(i)]
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C.10.  Gun cleaning.  The owner or operator shall collect all organic HAP solvent used to clean spray guns into a normally closed container.

[40 CFR 63.803(j)]

C.11.  Washoff operations.  The owner or operator shall control emissions from washoff operations by:


(1)  Using normally closed tanks for washoff; and


(2)  Minimizing dripping by tilting or rotating the part to drain as much solvent as possible.

[40 CFR 63.803(k)]

Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
C.12.
Volatile Hazardous Air Pollutants (VHAP).  The permittee shall demonstrate that each coating (whether purchased pre-made or formulated onsite), used at this facility shall not exceed the pounds of VOC/VHAP per pound solids (as applied) stated in Condition C.2. by maintaining certified product data sheets for each coating and thinner.

[Rule 62-210.700, F.A.C.; Air Construction Permit No. 1070026-003-AC, 40 CFR 63.804(a)(2)]

C. 13.   Volatile Hazardous Air Pollutants (VHAP) for Finishing Materials -Formaldehyde or Styrene.   To determine VHAP emissions from a finishing material containing formaldehyde or styrene, the permittee shall use the methods stated in Condition No. C.19.(2) for determining styrene and formaldehyde usage

[40 CFR 63.802(a)(1)]

C.14.
Volatile Matter Content.  The permittee shall use EPA Method 24 (40 CFR part 60, Appendix A) to determine the solids content by weight and the density of the surface coatings.

[Air Construction Permit No. 1070026-003-AC; 40 CFR 63.805(a)]
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C.15.
Volatile Hazardous Air Pollutants (VHAP).  The permittee shall use EPA Method 311 of Appendix A of part 63 in conjunction with formulation data to determine the VHAP content of the liquid coating.  Formulation data shall be used to identify VHAP present in the coating.  The EPA Method 311 shall then be used to quantify those VHAP identified through formulation data. The EPA Method 311 shall not be used to quantify HAP such as styrene and formaldehyde that are emitted during the cure.  If it is demonstrated to the satisfaction of the Permitting authority that a coating does not release VOC or HAP byproducts during the cure, for example, all VOC and HAP present in the coating is solvent, then batch formulation information shall be accepted.  The permittee of an affected source may request approval from the Permitting authority to use an alternative method for determining the VHAP content of the coating.  In the event of any inconsistency between the EPA Method 24 or Method 311 test data and a facility's formulation data, that is, if the EPA Method 24/311 value is higher, the EPA Method 24/311 test shall govern unless after consultation, a regulated source could demonstrate to the satisfaction of the enforcement agency that the formulation data were correct.  Sampling procedures shall follow the guidelines presented in "Standard Procedures for Collection of Coating and Ink Samples for VOC Content Analysis by Reference Method 24 and Reference Method 24A," EPA‑340/1‑91‑010.  (Docket No. A‑93‑10, Item No. IV-A-1).

[Air Construction Permit No. 1070026-003-AC; 40 CFR 63.805(a)]

RECORDKEEPING AND REPORTING REQUIREMENTS

C.16.   Work practice implementation plan.  The permittee shall utilize the Work Practice Plan dated 01-15-98. The written work practice implementation plan shall be available for inspection by the Permitting authority upon request.  If the Permitting authority determines that the work practice implementation plan does not adequately address each of the topics specified in Conditions C.4., through C.11, and C. 17. through C.19. of this section or that the plan does not include sufficient mechanisms for ensuring that the work practice standards are being implemented, the Permitting authority may require the affected source to modify the plan.  Revisions or modifications to the plan do not require a revision of the source's Title V permit.

[FINAL Title V Permit No. 1070026-001-AV; 40 CFR 63.803(a)]

C.17.  Inspection and maintenance plan.  The permittee shall prepare and maintain with the work practice implementation plan a written leak inspection and maintenance plan that specifies:


(1)  A minimum visual inspection frequency of once per month for all equipment used to transfer or apply coatings, adhesives, or organic HAP solvents;


(2)  An inspection schedule;


(3)  Methods for documenting the date and results of each inspection and any repairs that were made;


(4)  The timeframe between identifying the leak and making the repair, which adheres, at a minimum, to the following schedule:



(i)  A first attempt at repair (e.g., tightening of packing glands) shall be made no later than five calendar days after the leak is detected; and
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(ii)  Final repairs shall be made within 15 calendar days after the leak is detected, unless the leaking equipment is to be replaced by a new purchase, in which case repairs shall be completed within three months.

[40 CFR 63.803(c)]

C.18.  Cleaning and washoff solvent accounting system.  The permittee shall develop an organic HAP solvent accounting form to record:

(1) The quantity and type of organic HAP solvent used each month for washoff and cleaning, as defined below;

(2) The number of pieces washed off, and the reason for the washoff; and


(3)  The quantity of spent organic HAP solvent generated from each washoff and cleaning operation each month, and whether it is recycled onsite or disposed offsite.

Cleaning operations means operations in which organic HAP solvent is used to remove coating materials or adhesives from equipment used in wood furniture manufacturing operations.

Washoff operations  means those operations in which organic HAP solvent is used to remove coating from wood furniture or a wood furniture component.  

[40 CFR 63.801; 40 CFR 63.803(d)]

C.19.  Formulation assessment plan for finishing operations.  The permittee shall prepare and maintain with the work practice implementation plan a formulation assessment plan that:


(1)  Identifies VHAP from the list presented in Table 5 that are being used in finishing operations by the affected source;   


(2)  Establishes a baseline level of usage by the affected source, for each VHAP identified in C.19.(1).  The baseline usage level shall be the highest annual usage from 1994, 1995, or 1996, for each VHAP identified in C.19.(1).  For formaldehyde, the baseline level of usage shall be based on the amount of free formaldehyde present in the finishing material when it is applied.  For styrene, the baseline level of usage shall be an estimate of unreacted styrene, which shall be calculated by multiplying the amount of styrene monomer in the finishing material, when it is applied, by a factor of 0.16.  


(3)  Tracks the annual usage of each VHAP identified in C.19.(1) by the affected source that is present in amounts subject to MSDS reporting as required by OSHA. 


(4)  If, after November 1998, the annual usage of the VHAP identified in C.19.(1) exceeds its baseline level, then the permittee of the affected source shall provide a written notification to the permitting authority that describes the amount of the increase and explains the reasons for exceedance of the baseline level.  The following explanations would relieve the permittee from further action, unless the affected source is not in compliance with any State regulations or requirements for that VHAP:



(i)  The exceedance is no more than 15.0 percent above the baseline level; 



(ii)  Usage of the VHAP is below the de minimis level presented in Table 5 for that VHAP; 



(iii)  The affected source is in compliance with its State's air toxic regulations or guidelines for the VHAP; or
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(iv)  The source of the pollutant is a finishing material with a VOC content of no more than 1.0 kg VOC/kg solids (1.0 lb VOC/lb solids), as applied.


(5)  If none of the above explanations are the reason for the increase, the permittee shall confer with the permitting authority to discuss the reason for the increase and whether there are practical and reasonable technology-based solutions for reducing the usage.  The evaluation of 

whether a technology is reasonable and practical shall be based on cost, quality, and marketability of the product, whether the technology is being used successfully by other wood furniture manufacturing operations, or other criteria mutually agreed upon by the permitting authority and permittee.  If there are no practical and reasonable solutions, the facility need take no further

action.  If there are solutions, the permittee shall develop a plan to reduce usage of the pollutant to the extent feasible.  The plan shall address the approach to be used to reduce emissions, a timetable for implementing the plan, and a schedule for submitting notification of progress.


(6)  If, after November 1998, the facility uses a VHAP of potential concern listed in Table 6 for which a baseline level has not been previously established, then the baseline level shall be established as the de minimis level provided in that same table for that chemical. The affected source shall track the annual usage of each VHAP of potential concern identified in this paragraph that is present in amounts subject to MSDS reporting as required by OSHA.  If usage of the VHAP of potential concern exceeds the de minimis level listed in Table 6 for that chemical, then the affected source shall provide an explanation to the permitting authority that documents the reason for exceedance of the de minimis level.  If the explanation is not one of those listed in paragraphs C.19.(4)(i) through C.19.(4)(iv) above, the affected source shall follow the procedures established in C.19.(5). 
[40 CFR 63.803(l)]

C.20.  Compliance Certification – Finish Operation.  The permittee shall submit a compliance certification with the semiannual report required by Condition No. C.31.  

(1) The compliance certification shall state that compliant stains, washcoats, sealers, topcoats, basecoats, enamels, and thinners, as applicable, have been used each day in the semiannual reporting period or should otherwise identify the periods of noncompliance and the reasons for noncompliance.  An affected source is in violation of the standard whenever a noncompliant coating, as demonstrated by records or by a sample of the coating, is used.  


(2)  The compliance certification shall be signed by the responsible official.

[40 CFR 63.804(g)(2)]

C.21. Continuous Coaters – Finish Operation.  
Continuous compliance with the procedures established in Condition No. C.12. when applying coatings using continuous coaters shall be demonstrated by following the procedures:



(i)  Using compliant coatings, as determined by the VHAP content of the coating in the reservoir and the VHAP content as calculated from records, using compliant thinners, and submitting a compliance certification with the semiannual report required by Condition No. C.31.
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(A)  The compliance certification shall state that compliant coatings have been used each day in the semiannual reporting period, or should otherwise identify the days of noncompliance and the reasons for noncompliance.  An affected source is in violation of the standard whenever a noncompliant coating, as determined by records or by a sample of the coating, is used.  Use of a noncompliant coating is a separate violation for each day the noncompliant coating is used.



(B)  The compliance certification shall be signed by a responsible official of the company that owns or operates the affected source.



(ii)  Using compliant coatings, as determined by the VHAP content of the coating in the reservoir, using compliant thinners, maintaining a viscosity of the coating in the reservoir that is no less than the viscosity of the initial coating by monitoring the viscosity with a viscosity meter or by testing the viscosity of the initial coating and retesting the coating in the reservoir each 

time solvent is added, maintaining records of solvent additions, and submitting a compliance certification with the semiannual report required by Condition No. C.31.




(A)  The compliance certification shall state that compliant coatings, as determined by the VHAP content of the coating in the reservoir, have been used each day in the semiannual reporting period.  Additionally, the certification shall state that the viscosity of the coating in the reservoir has not been less than the viscosity of the initial coating, that is, the coating that is initially mixed and placed in the reservoir, for any day in the semiannual reporting period.




(B)  The compliance certification shall be signed by a responsible official of the company that owns or operates the affected source.




(C)  An affected source is in violation of the standard when a sample of the as-applied coating exceeds the applicable limit established in Condition No. C.12., as determined using EPA Method 311, or the viscosity of the coating in the reservoir is less than the viscosity of the initial coating.

[40 CFR 63.804(g)(3)]

C.22. Compliance Certification – Contact Adhesives.  
The permittee shall submit a compliance certification with the semiannual report required by Condition No. C.31.  

(1) The compliance certification shall state that compliant contact and/or foam adhesives have been used each day in the semiannual reporting period, or should otherwise identify each day noncompliant contact and/or foam adhesives were used.  Each day a noncompliant contact or foam adhesive is used is a single violation of the standard.

(2)
The compliance certification shall be signed by the responsible official.

[40 CFR 63.804(g)(5)]
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C.23. Compliance Certification – Strippable Spray Booth Materials.  The permittee shall submit a compliance certification with the semiannual report required by Condition No. C.31.


(1)  The compliance certification shall state that compliant strippable spray booth coatings have been used each day in the semiannual reporting period, or should otherwise identify each day noncompliant materials were used.  Each day a noncompliant strippable booth coating is used is a single violation of the standard.


(2)  The compliance certification shall be signed by the responsible .

[40 CFR 60.804(g)(7)]

C.24. Compliance Certification – Work Implementation Plan.    The permittee shall submit a compliance certification with the semiannual report required by Condition No. C.31.

(1) The compliance certification shall state that the work practice implementation plan is being followed, or should otherwise identify the provisions of the plan that have not been implemented and each day the provisions were not implemented.  During any period of time that an permittee is required to implement the provisions of the plan, each failure to implement an obligation under the plan during any particular day is a violation.


(2) The compliance certification shall be signed by the responsible official.

[40 CFR 60.804(g)(8)]

C.25.  Recordkeeping – General Provisions.  The permittee shall fulfill all recordkeeping requirements of 40 CFR63.10 of Subpart A, according to the applicability criteria as identified in Table 1.

[40 CFR 63.806(a)]

C.26.  Records.  The permittee shall maintain record of the following:

· Certified product data sheet for each finishing material, thinner, contact adhesive.

· The VOC/VHAP content in pound (VOC/VHAP) per pound solids, as applied, of each material used.

· The material utilization rates on a daily basis, for all materials containing or emitting VOC/VHAP used.

· The total and individual daily VOC/VHAP material utilization rates and the VOC/VHAP content of each material.

· A total and individual rolling consecutive 365-day total VOC/VHAP emission rate calculated from the daily total s for the previous 365 day period.

· Quantity of hazardous waste disposed off site on  a quarterly basis.

· Quantity of cleanup solvents used and the waste solvents hauled off site on a  quarterly basis.

[Air Construction permit No. 1070026-003-AC; 40 CFR 63.806(b)]
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C.27. Records – Work Practice Implementation Plan.  The permittee shall maintain onsite the work practice implementation plan and all records associated with fulfilling the requirements of that plan, including, but not limited to:


(1)  Records demonstrating that the operator training program required by Condition No. C.4. is in place;


(2)  Records collected in accordance with the inspection and maintenance plan required by Condition No. C.17.


(3)  Records associated with the cleaning solvent accounting system required by Condition No. C.18.


(4)  Records associated with the limitation on the use of conventional air spray guns showing total finishing material usage and the percentage of finishing materials applied with conventional air spray guns for each semiannual period as required by Condition No. C.8.(5)


(5)  Records associated with the formulation assessment plan required by Condition No. C.19.; and


(6)  Copies of documentation such as logs developed to demonstrate that the other provisions of the work practice implementation plan are followed.

[40 CFR 63.806(e)]

C.28. Records – Compliance Certification.  The Permittee shall maintain records of the compliance certifications submitted in accordance with Specific Condition No. C.31. for each semiannual period following the compliance date.

[40 CFR 63.806(h)]

C.29.
Records.  All measurements, records, and other data required to be maintained by this facility shall be retained for at least five (5) years following the date on which such measurements, records, or data are recorded.  These data shall be made available to the Department’s permitting authority upon request.  

[Rule 62-4.070(3), F.A.C.; Air Construction Permit No. 1070026-003-AC]

C.30.  Reporting.  The permittee shall fulfill all reporting requirements of 40 CFR63.7 through 40 CFR 63.10 of subpart A (General Provisions) according to the applicability criteria as identified in Table 1.

[40 CFR 63.807(a)]

C.31.  Reporting.  The permittee shall submit a report covering the previous 6 months of wood furniture manufacturing operations:


(1)  The first report shall be submitted 30 calendar days after the end of the first 6-month period following the compliance date.


(2)  Subsequent reports shall be submitted 30 calendar days after the end of each 6-month period following the first report.


(3)  The semiannual reports shall include the information required by Condition No. C.20 through C.24. a statement of whether the affected source was in compliance or noncompliance, and, if the affected source was in noncompliance, the measures taken to bring the affected source into compliance.
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(4)  The frequency of these reports shall not be reduced from semiannually regardless of the history of the owner's or operator's compliance status.

[40 CFR 63.807(c)]

C.32.  Reporting.  The permittee of an affected source required to provide a written notification under Condition C.19.(4) shall include in the notification one or more statements that explains the reasons for the usage increase.  The notification shall be submitted no later than 30 calendar days after the end of the annual period in which the usage increase occurred.

[40 CFR 63.807(e)]

C.33.  This emissions unit is also subject to Conditions G.1. through G.5.
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Subsection D.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	004
	Plant No. 1 Wood Waste Fired Boiler with a multi-cyclone with flyash arrestor and reinjection system to control particulate matter emissions.


Emissions Unit 004 consists of a wood-burning boiler fed by wood chips and sawdust.  The boiler provides steam for the kilns and for space heating.  The emissions unit is subject to the requirements of 62-296.410, F.A.C. for Carbonaceous Fuel Burning Equipment and the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1.  Permitted Capacity.  The heat input rate shall not exceed 18.24 MMBTU/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; FINAL Title V Permit No. 1070002-001-AV]

D2.  Methods of Operation - This boiler is fired with wood chips and sawdust.

[Rule 62-213.410, F.A.C., FINAL Title V Permit No. 1070002-001-AV]

D.3.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Air Construction Permit No. 1070026-003-AC]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

D.4.  Visible Emissions shall not exceed 20% opacity.

[Applicant agreed to more stringent requirement of 62-296.310, F.A.C. to be consistent with previous Air Construction Permit No. 1070026-003-AC]
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Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
D. 5. Visible Emissions testing shall comply with Rule 62-296.410(3), F.A.C. and shall be performed annually.

[FINAL Title V Permit No. 1070002-001-AV; Air Construction Permit No. 1070026-003-AC]

D.6.  This emissions unit is also subject to Conditions G.1. through G.5.
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Subsection E.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	005
	Plant No. 1 #1,2,3 Dry Kilns heated with steam from the boiler and Volatile Organic Compounds (VOC) are emitted.


Emissions Unit 005 consists of the Nos. 1, 2, and 3 Dry Kilns located at Plant No. 1.  The kilns are used for wood processing. The emissions unit is subject to the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
E.1.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., FINAL Title V Permit No. 1070002-001-AV, Air Construction Permit No. 1070026-003-AC]

Recordkeeping and Reporting Requirements

E.2.  Volatile Organic Compounds.  VOC emissions in tons shall be recorded monthly and reported annually.

[Rule 62-210.370(3), F.A.C.; FINAL Title V Permit No. 107002-001-AV]

E.3.  This emissions unit is also subject to Conditions G.1. through G.5.
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Subsection F.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	006
	Plant No. 1 Woodworking Dust Collection System collects dust from several units with the emissions being exhausted from bag filters A & B.


Emissions Unit 006 consists of the dust collection unit (Bag Filters A and B) located at Plant No. 1.  A chip cyclone separates wood chips from the wood hog chipping operation.

The emissions unit is subject to the applicable provisions of 40 CFR 63, National Emission Standards for Hazardous Air Pollutants, Subpart JJ, for Wood Furniture Manufacturing Operations.

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
F.1.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

F.2.  Visible Emissions (Bag Filters A and B).  In lieu of Particulate Matter testing, the Visible Emissions at each bag filter shall not exceed 5% opacity.

[Rule 62-297.620(4), F.A.C.; FINAL Title V Permit No. 107002-001-AV, Air Construction Permit No. 1070026-003-AC]

Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
F.3.  Visible Emissions (Bag Filters A and B).  The Visible Emissions test method shall be EPA Method 9 and shall be performed annually.

[FINAL Title V Permit No. 107002-001-AV; Air Construction Permit No. 1070026-003-AC]

F.4.  This emissions unit is also subject to Conditions G.1. through G.5.
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Subsection G.  Common Conditions

	Emission

Unit No.
	System
	Emission Unit Description

	003
	Plant #3 Finish Coating Operations 
	Wood parts produced at Plants # 1 and #3 are coated in spray booths using air, airless, air assisted or HVLP spray where possible.  Also includes print coating, dip coating and hand staining.  Finished product is dried in steam-heated ovens in the Finishing Room.

	001
	Plant #3 Wood-waste Boiler
	Wood-burning boiler fed by wood chips and sawdust.  Boiler provides steam for drying ovens in the finish coating operations and for space heating.

	002
	Plant # 3 Wood Working Area 
	Dust collection unit (Bag filters A, B, C and D).  Chip Cyclone separates wood chips from the wood hog chipping operation.

	004
	Plant #1 Wood-waste Boiler 
	Wood-burning boiler fed by wood chips and sawdust.  Boiler provides steam for kilns and for space heating.

	005
	Plant #1 Dry Kilns (#1,2,3)
	Steam-heated kilns used for wood processing.



	006
	Plant # 1 Wood Working Area 
	Dust collection unit (Bag filters A and B).  Chip Cyclone separates wood chips from the wood hog chipping operation.


The following specific conditions apply to the emissions units listed above:
Emission Limitations and Standards
{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}

{Permitting note: The averaging time for each emission standard condition is based on the run time of the specified test method.}

G.1.  VOC.  Total VOC and organic solvents emissions, including 71.8 tons per year of VHAPs, from the entire facility shall not exceed 2.24 tons per day and 371.55 tons VOC/VHAP per year.

[Rule 62-210.200, F.A.C.; Air Construction permit No. 1070026-003-AC]

G.2.  PSD Applicability.  This facility is presently exempt from PSD review due to facility-applied restriction on VOC emissions and hours of operation.  Any net increase in VOC/VHAP emissions of 1.0 tons of VOC per year above the allowable limitations established herein will initiate preconstruction review requirements pursuant to Rule 62-212.400(5), F.A.C., as though construction of these emissions units had not yet commenced.

[Rule 62-212.400(2)(g); Air Construction Permit No. 1070026-003-AC]
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G.3.  BACT Determination.  In conjunction with any increase in potential to emit (PTE), hours of operation, or annual emissions, the permittee may be required to submit an application for determination of best available control technology for the source.  

[Rules 62-212.400(2)(g) and 62-212.400(5), F.A.C.; Air Construction Permit No. 1070026-003-AC]

G.4.  40 CFR 63 Subpart JJ.  These emissions unit are subject to the applicable requirements of 40 CFR Part 63, Subpart JJ – National Emission Standards for Wood Furniture Manufacturing  Operations.

[40 CFR 63.800(a)]

G.5.  40 CFR 63 Subpart A.  These emissions units are subject to the applicable requirements of 40 CFR Part 63 Subpart A – General Provisions according to the applicability of Subpart A to such sources, as identified in Table 1 of  Subpart JJ.

[40 CFR 63.800(d)]   
