
 
 
 
 

 
August 25, 2003 

 
 

NOTICE OF ADMINISTRATIVE PERMIT CORRECTIONS 
 
 
 
Margarete M. Vest FINAL Air Permit No.: 1070030-004-AV 
Regional Environmental Engineer Palatka Chip N Saw Plant  
Georgia-Pacific Corporation Putnam Co. - AP 
P.O. Box 919     
Palatka, Florida 32178  
__________________________________/ 
 
 The request, Project No. 005, for ADMINISTRATIVE PERMIT CORRECTIONS to FINAL Permit No. 
1070030-004-AV was received August 8, 2003.  The request item response is in accordance with Rule 62-210.360, 
F.A.C. as follows: 

 
1. Specific Condition to be corrected: 
 
Section III.  Emissions Unit(s) and Conditions. 
 
Subsection A.  This section addresses the following emissions units.{ TC "Common Conditions" \f C \l "1" } 
 
E.U.  ID 
No.

 
Brief Description

-001 Two Direct-Fired Lumber Kilns 
 
The kilns use the heat from the carbonaceous (wood waste) burners to dry green lumber.  The maximum design heat 
input of each burner is 26 MMBtu per hour.  The primary fuel for the kilns is green sawdust.  The sawdust is fed to 
each kiln through an auger feed system.  The East kiln’s fuel auger feeds approximately 12 lbs per revolution.  The 
West kiln’s fuel auger feeds approximately 17 lbs per revolution.  On-spec used oil may be fired during kiln startup. 
 

Correction: 
Section III.  Emissions Unit(s) and Conditions. 
 
Subsection A.  This section addresses the following emissions units.{ TC "Common Conditions" \f C \l "1" } 
 
E.U.  ID 
No.

 
Brief Description

-001 Two Direct-Fired Lumber Kilns 
 
The kilns use the heat from the carbonaceous (wood waste) burners to dry green lumber.  The maximum design heat 
input of each burner is 26 MMBtu per hour.  The primary fuel for the kilns is green sawdust.  The sawdust is fed to 
each kiln through an auger feed system.  The East kiln’s fuel auger feeds approximately 12 lbs per revolution.  The 
West kiln’s fuel auger feeds approximately 17 lbs per revolution.  On-spec used oil may be fired in the kiln. 
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2. Specific Condition to be corrected: 
 
Essential Potential to Emit (PTE) Parameters 
 
A.2.  Methods of Operation.  Fuels. Green sawdust shall be the primary fuel fired in the kilns.  On-Specification 
Used Oil that meets the requirements of Specific Condition A.14 may be fired during kiln startup.  The on-spec fuel 
usage shall not exceed approximately 10 gallons per week and the amount fired shall be recorded. 
[1070030-002-AC] 

  
          Correction:    
 
Essential Potential to Emit (PTE) Parameters 
 
A.2.  Methods of Operation.  Fuels. Green sawdust shall be the primary fuel fired in the kilns.  On-Specification 
Used Oil that meets the requirements of Specific Condition A.14 may be fired in the kiln at any time.  The on-
spec fuel usage shall not exceed approximately 10 gallons per week and the amount fired shall be recorded. 
[1070030-002-AC] 
 
3. Specific Condition to be corrected: 
 
STATEMENT OF BASIS 
 
The kilns use the heat from the carbonaceous (wood waste) burners to dry green lumber.  The maximum design heat 
input of each burner is 26 MMBtu per hour.  The primary fuel for the kilns is green sawdust.  The sawdust is fed to 
each kiln through an auger feed system.  The East kiln’s fuel auger feeds approximately 12 lbs per revolution.  The 
West kiln’s fuel auger feeds approximately 17 lbs per revolution.  On-spec used oil may be fired during kiln startup. 
The emissions from each dry kiln are released through 12 vents. 
 
 Correction:    
 
STATEMENT OF BASIS 
 
The kilns use the heat from the carbonaceous (wood waste) burners to dry green lumber.  The maximum design heat 
input of each burner is 26 MMBtu per hour.  The primary fuel for the kilns is green sawdust.  The sawdust is fed to 
each kiln through an auger feed system.  The East kiln’s fuel auger feeds approximately 12 lbs per revolution.  The 
West kiln’s fuel auger feeds approximately 17 lbs per revolution.  On-spec used oil may be fired in the kiln. The 
emissions from each dry kiln are released through 12 vents. 
 
 This ADMINISTRATIVE PERMIT CORRECTION is a part of FINAL Permit Number 1070030-004-AV, 
which was issued pursuant to Chapter 403, Florida Statutes (F.S.) 
 
 Any party to this order (permit) has the right to seek judicial review of it under Section 120.68 of the 
Florida Statutes, by the filing of a notice of appeal under rule 9.110 of the Florida Rules of Appellate Procedure, 
with the clerk of the permitting authority in the Legal Office and with the clerk of the Department of Environmental 
Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, 
Florida, 32399-3000; and by filing a copy of the Notice of Appeal accompanied by the applicable  
 
 
Georgia-Pacific Corporation Palatka Chip N Saw 
FINAL Permit No. 1070030-004-AV 
ADMINISTRATIVE PERMIT CORRECTIONS 
Page 3 



    

 
 
 
filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within thirty days 
from the date this order is filed with the clerk of the permitting authority. 
 
 
 
 
 
 Executed in Jacksonville, Florida. 
 
      Florida Department of Environmental Protection 
 
 
 
 
 ___________________________ 
 Christopher L. Kirts, P.E. 
 District Air Program Administrator 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
CLK:LM 
enclosures 
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