TECHNICAL EVALUATION

AND

PRELIMINARY DETERMINATION

I.       GENERAL INFORMATION

A. APPLICANT

        Lafarge North America, Inc.
Permit No.:  1070039-007-AC

        886 North, Highway 17


            
            County: Putnam     

        Palatka, Florida 32256


       B.      PROJECT

       On February 20, 2003, the Department received an Application For Air Permit Title V Source for Lafarge North America, Inc.  The applicant requested a construction permit to add a separate FGD Surge Bin #2 (EU022) and Cage Mill Dryer #2 (EU023) to provide a more constant supply of dried gypsum to the process. The new conveyor, FGD Surge Bin and Cage Mill Dryer will all be located inside the mill building adjacent to the existing units. Under the modified design, raw gypsum conveyed from the storage area will either feed the existing FGD Surge Bin (EU001) or will be partially diverted to a new conveyor, which will transfer some or all gypsum to the new FGD Surge Bin #2 (EU022). This project also includes:

· Correction to the testing requirements for EUs 003 Imp Mill Feed Silo A and 018 Imp Mill Feed Silo B.  These units are subject to NSPS- 40 CFR 60, Subpart OOO- Standards of Performance for Nonmetallic Mineral Processing Plants. The normal operation for this unit is to vent into EU002.  Since these units do not have a stack and would otherwise vent inside of a building, Methods 5 and 9 will be changed to EPA Method 22.  

· Cage Mill (EU002) capacity will be corrected from 58 MMBtu/hr to 55 MMBtu/hr maximum to reflect the true capacity limit.

· The conveyor systems for EUs 022 and 023 will be incorporated into the existing Belt Conveyors/Bucket Elevators at EU010.

· EU010 is subject to NSPS- 40 CFR 60, Subpart OOO- Standards of Performance for Nonmetallic Mineral Processing Plants.  Fugitive Emissions shall not exceed 10% Opacity.  Testing requirements is an annual EPA Method 22.

II. RULE APPLICABILITY AND TECHNICAL EVALUATION

      This project is subject to the provisions below:

	       Emission unit
	Applicable regulations

	EU022 FGD Surge Bin #2
	40 cfr 60 Subpart a

40 CFR 60 Subpart OOO

	EU023 Cage Mill Flash dryer system # 2
	40 cfr 60 Subpart a

40 CFR 60 Subpart UUU

	EU003 IMP MILL FEED SILO A & IMP MILL FEED SILO B
	40 cfr 60 Subpart a

40 CFR 60 Subpart OOO

	EU010 BELT CONVEYORS/BUCKET ELEVATORS
	40 cfr 60 Subpart a

40 CFR 60 Subpart OOO


The hours of operation are not restricted 24 H/D; 7 D/W; 52 W/Y (8760 H/Y).

[Rule 62-210.200(PTE), F.A.C.]
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EU022: Compliance will be determined by an annual Fugitive emissions test using EPA Method 22 – 40 CFR 60.675(d) 

EU023: Compliance will be determined by an annual Visible emissions test using EPA Method 9 - Rule 62-297.310(7)(a)4., 

F.A.C.; Compliance will be determined by an annual Particulate Matter emissions test using EPA Method 5- 40 CFR 60.736(b).  

EU003 & 018: Normal operation for each of these EPs is to vent into EU002, which requires a yearly EPA Method 5 and 9.  EPA Method 22 is required for these units when they are operated such that emissions are vented apart from EU002 (inside of the building). [40 CFR 60.675(d)]

EU010: Compliance will be determined by an annual Fugitive emissions test using EPA Method 22 – 40 CFR 60.675(d)

This project includes Compliance Plan CP-1 below:

	E.U.

	Description


	010

	Belt Conveyors and Bucket Elevators.


	022

	FGD Surge Bin (55-ton Bin)  #2

	023

	Cage Mill Dryer System #2


	
	


The following conditions clarify the scope of such activities that may continue following issuance of the Title V permit:

1. The permittee shall comply with all of the terms and conditions of the Initial Title V Air Operation Permit, No. 1070039-003-AV, issued/effective on May 22, 2002 and revision No. 1070039-004-AC issued on 03/14/2002; and Permit No. 1070039-007-AC.

2.    The AC Permit modification authorizes Lafarge to add a separate FGD Surge Bin #2 (EU022) and Cage Mill Dryer #2 (EU023) to provide a more constant supply of dried gypsum to the process. The new conveyor, FGD Surge Bin and Cage Mill Dryer will all be located inside the mill building adjacent to the existing units. Under the modified design, raw gypsum conveyed from the storage area will either feed the existing FGD Surge Bin (EU001) or will be partially diverted to a new conveyor, which will transfer some or all gypsum to the new FGD Surge Bin #2 (EU022). The conveyor systems for EUs 022 and 023 will be incorporated into the existing Belt Conveyors/Bucket Elevators at EU010.

3.   Compliance Schedule.  The following dates shall be met to satisfy measurable progress milestones for the facility to come into compliance with Conditions A.3. and B.3. 

	E.U. ID. No.
	Milestone
	Milestone Date

	022

023

010
	Initiation of on-site construction and/or installation of emission control equipment or process change authorized by air construction permit
	No later than 4 months from the date of issuance of the resulting air construction permit

	022

023

010
	Completion of on-site construction or installation of emission control equipment or process change authorized by air construction permit
	No later than 10 months from the date of issuance of the resulting air construction permit

	022

023

010
	Compliance Testing conducted and test reports submitted pursuant to requirements of air construction permit
	Pursuant to the timeframes established in the air construction permit
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III.  CONCLUSION

       Based upon the information provided by the applicant, the Department has reasonable assurance that the proposed construction permit to add a separate FGD Surge Bin #2 (EU022) and Cage Mill Dryer #2 (EU023) to provide a more constant supply of dried gypsum to the process, as described in the application and addendums and subject to the conditions proposed herein, will not cause or contribute to a violation of any technical provision of Chapter 297 F.A.C.

PERMIT PROCESSOR          LESLIE MAYBIN

