STATEMENT OF BASIS
Lafarge North America, Inc.
Facility ID No.:  1070039
Putnam County

Title V Air Operation Permit Revision

FINAL Permit Project No.:  1070039-016-AV
Revision to Title V Air Operation Permit No.:  1070039-013-AV
The initial Title V Air Operation Permit, No. 1070039-003-AV, was issued/effective on May 22, 2002.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is for the purpose of incorporating the terms and conditions of the air construction permit No. 1070039-014-AC, to relocate the existing BMA dust collector (EP014) to the Active Storage Dome & Building.  This dust collector will now be referred to as BC-9 Nuisance Dust Collector and it will reduce the dust from the Emergency Live Bottom Feeder Hoppers (EU011), which are located within the Active Storage Dome & Building.  This project also adds a new dust collector system (to replace the BMA dust collector) in the FGD active storage area at (EU014) Ball Mills.
The following emission units are subject to NSPS requirements/standards in 40 CFR 60, Subpart OOO, Standards of Performance for Nonmetallic Mineral Processing Plants and 40 CFR 60 (Subpart A, Standards of Performance for New Stationary Sources – General Provisions) adopted and incorporated by reference in Rule 62-204.800, F.A.C.: 

CAM does not apply.  The PTE Pre-Control Emissions (in TPY) is below the Title V major source threshold. (See Below):

	EU
	Description
	Pollutant
	Control Device
	PTE Pre-Control

Emissions (TPY)
	PTE Post Control

Emissions

	011
	Emergency Live Bottom Feed Hopper
	VE, PM
	BC-9 Nuisance Dust Collector
	56.6
	0.83

NOTE (1)

	014
	Ball Mills
	VE, PM
	BMA dust collector
	1.39
	0.83

NOTE (1)


NOTE (1) The Title V Revision Application stated that EU011 is exempt from the applicable PM emissions limit for stacks, as well as associated performance testing. The application also stated that the PTE Post Control Emissions for EU014 are 0.83 TPY. However, the Air Construction Application and subsequent Air Construction Permit No. 1070039-014-AC stated that both of these EUs were applicable to 40 CFR 60.672(a).  Since this revision was to incorporate Air Construction Permit No. 1070039-014-AC, no corrections were made to these EUs. 
A decrease would be expected since now the emissions from the Emergency Live Bottom Feed Hopper are now being captured.
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Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the initial Title V Air Operation Permit application received 11-01-2001, this facility is not a major source of hazardous air pollutants (HAPs).

The facility demonstrated compliance with the applicable testing requirement of Air Construction Permit No. 1070039-014-AC, Specific Condition No. A.5., Exhibit no visible emissions from the building as determined by EPA Method 22. The tests were conducted on September 23, 2009 (EU011) and January 14, 2010 (EU014).  
The following has been added for clarification as per U.S. EPA, Region 4, that these EUs are subject to all applicable parts of  40 CFR 60 Subpart A, Standards of Performance for New Stationary Sources – General Provisions) adopted and incorporated by reference in Rule 62-204.800, F.A.C.:

A.3. Maximum Allowable Emission Rate:  The permitted maximum allowable emission rate for each pollutant is as follows:

	POLL.
	E.P.
	STANDARD/LIMIT
	EQUIVALENT RATE 
	RULE

	PM
	EP-001
	0.02 gr/dscf (0.05 g/ dscm)
	0.05 lbs/hr, 0.23 TPY
	40 CFR 60.672(a)

	
	EP-0031
	0.02 gr/dscf (0.05 g/ dscm)
	0.05 lbs/hr, 0.23 TPY
	40 CFR 60.672(e)

	
	EP-004
	0.02 gr/dscf (0.05 g/ dscm)
	2.23 lbs/hr, 9.76 TPY
	40 CFR 60.672(a)

	
	EP-009
	0.02 gr/dscf (0.05 g/ dscm)
	3.6 lbs/hr, 15.77 TPY
	40 CFR 60.672(a)

	
	EP-010
	N/A
	N/A
	40 CFR 60.672(b)

	
	EP-011
	N/A
	N/A
	40 CFR 60.672(f)

	
	EP-014
	0.02 gr/dscf (0.05 g/ dscm)
	0.19 lbs/hr, 0.83 TPY
	40 CFR 60.672(a)

	
	EP-016
	0.02 gr/dscf (0.05 g/ dscm)
	4.11 lbs/hr, 18.02 TPY
	40 CFR 60.672(a)

	
	EP-0181
	0.02 gr/dscf (0.05 g/ dscm)
	0.05 lbs/hr, 0.23 TPY
	40 CFR 60.672(a)

	
	EP-019
	0.02 gr/dscf (0.05 g/ dscm)
	2.23 lbs/hr, 9.76 TPY
	40 CFR 60.672(a)

	
	EP-022
	0.02 gr/dscf (0.05 g/ dscm)
	0.05 lbs/hr, 0.23 TPY
	40 CFR 60.672(a)

	
	EP-024
	N/A
	1.08 lbs/hr, 4.73 TPY
	

	
	EP-026
	0.02 gr/dscf (0.05 g/ dscm)
	2.14 lbs/hr, 9.39 TPY
	40 CFR 60.672(a)

	VE
	EP-001
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-0031
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-004
	7% Opacity and 10% Fugitive
	40 CFR 60.672(e)

	
	EP-010
	10% Opacity
	40 CFR 60.672(b)

	
	EP-011
	7% Opacity and 10% Fugitive
	40 CFR 60.672(f)

	
	EP-019
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-009
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-0181
	7% Opacity and 10% Fugitive
	40 CFR 60.672(f)

	
	EP-014
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-016
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-022
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)

	
	EP-024
	15% Opacity
	40 CFR 60.672(b)

	
	EP-026
	7% Opacity and 10% Fugitive
	40 CFR 60.672(a)


1EU003 & 018: Normal operation for each of these EPs is to vent into EU002, which requires a yearly EPA Method 5 and 9.  Annually EPA Method 22 is required for these units when they are operated such that emissions are vented apart from EU002 (inside of the building). 

{Permitting Note: the averaging times for these conditions are based on the run time of the specified test method}

A.4. Testing: 

	POLLUTANT
	EMISSION POINT
	METHOD
	FREQUENCY
	RULE

	PM
	EP-004, EP-019, EP-026
	EPA 5
	Annual
	40 CFR 60.675(b)

	VE
	EP-004, EP-019, EP-024, EP-026
	EPA 9
	Annual
	40 CFR 60.675(b)

	
	EP-001 NOTE (1), EP-009, EP-010,EP-011 NOTE (2), EP-014 NOTE (2), EP-016 NOTE (1), EP022
	EPA 22
	Annual
	40 CFR 60.675(d)
40 CFR 60.672(e)

NOTE (2) 



	
	EP004 & EP019, EP-026
	EPA 22
	Weekly
	See Specific Condition A.5


NOTE (1) EU003 & 018: Normal operation for each of these EPs is to vent into EU002, which requires a yearly EPA Method 5 and 9.  Annually EPA Method 22 is required for these units when they are operated such that emissions are vented apart from EU002 (inside of the building). 
[40 CFR 60.675]
NOTE (2) Exhibit no visible emissions from the building as determined by EPA Method 22.
