
STATEMENT OF BASIS
Lafarge North America, Inc.
Facility ID No.:  1070039
Putnam County

Title V Air Operation Permit Revision

Permit Project No.:  1070039-017-AV
Revision to Title V Air Operation Permit No.:  1070039-016-AV
The initial Title V Air Operation Permit, No. 1070039-003-AV, was issued/effective on May 22, 2002.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit revision is for the purpose of incorporating the terms and conditions of the air construction permit, No. 1070039-015-AC, to increase the air flow rate for the existing End Trim Dust Collector (EP-016). Lower allowable PM emission limits for the Imp Mill Flash Calciner System A (EU004), Imp Mill Flash Calciner System B (EU019), the Imp Mill Cooling System B (EU020), and EU008: The existing Dunnage Machine was replaced with a new machine to improve automation of the process at the Palatka facility.   
(EP-016): To increase the air flow rate of the end trim dust collector (EP-016) from 24,000 cubic feet per minute (CFM) to 30,000 CFM. The end trim dust collector controls emissions from the Landplaster Bin (Emissions Unit 016), which receives a small side stream of dried gypsum via the air slide system to be used as an additive in the Pin Mixer. The end trim dust collector also captures dust generated by the Dunnage Machine (Emissions Unit 008), which is part of the sawing and trimming operations.
Lafarge requested a lower Particulate Matter (PM) emission limit of 0.017 grain/dry standard cubic feet for EU 004, EU 019 and EU 020.

Emissions Units affected by project 017-AV:

EU 004 and 019 were subject to PM emissions limit of 0.02 gr/dscf pursuant to New Source Performance Standard (NSPS), Subpart OOO - Standards of Performance for Nonmetallic Mineral Processing Plants. EU 020 was subject to PM emissions limit of 0.02 gr/dscf established in the past to avoid major stationary source classification in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the initial Title V Air Operation Permit application received 11-01-2001, this facility is not a major source of hazardous air pollutants (HAPs).
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The following emission units are subject to NSPS requirements/standards in 40 CFR 60, Subpart OOO, Standards of Performance for Nonmetallic Mineral Processing Plants, and 40 CFR 60 (Subpart A, Standards of Performance for New Stationary Sources – General Provisions) adopted and incorporated by reference in Rule 62-204.800, F.A.C.: 
	EU
	BRIEF DESCRIPTION
	CAPACITY

	004
	Imp Mill Flash Calciner System A 
	55 tons/hr, 40 MMBtu/hr

	014
	Ball Mills
	N/A

	016
	Landplaster Bin 
	N/A


NOTE (1) The fabric filter’s primary purpose is to recover product and return it to the process.
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

These Emission Units are subject to Rule 62-296.320(4), F.A.C.:
	EU
	Brief Description
	Emission Point

	008
	Sawing Systems/Dunnage Machines
	EP-016 – Indoor  (See EU016)

	020
	Imp Mill Air Cooling System B
	EP-020


CAM does not apply.

Clarifications:

	POLL.
	E.P.
	STANDARD/LIMIT
	EQUIVALENT RATE 
	RULE

	PM
	EP-001
	N/A
	N/A
	40 CFR 60.672(f)


EU014 (EP014) is subject to 40 CFR 60, Subpart OOO, Standards of Performance for Nonmetallic Mineral Processing Plants.  EPA Method 9 annual visible emissions testing has been added to EU014 Ball Mills (EP-014 – Indoor) to demonstrate compliance with the 7% Opacity required by 40 CFR 60.672(a).  V.E. test should meet the requirements of 40 CFR 60.675. 


