Best Available Control Technology (BACT) Determination for Boilers < 250 MMBtu/hr.





	


TITLE


Mr. Donald Dawson


Vice-President	


Sun Pure Ltd.


Indian River Foods


3798 Selvitz Road


Ft. Pierce, FL 34981-4723


														





This BACT determination is required for boilers Nos. 1, 3A and 4 as set forth in F.A.C. Rule 62-296.406, Specific Emission Limiting and Performance Standards and F.A.C. Rule 62-296.406, Fossil Fuel Steam Generators with less than 250 Million Btu per hour Heat Input, New and Existing Sources.





BACT Determination by DEP/SED District:





The amount of particulate matter and sulfur dioxide emission from the boilers shall be limited by   PICK ONE  the firing of natural gas or fuel oil with a maximum sulfur content of 0.05%.





BACT Determination Rationale:





Sulfur in fuel is a primary air pollution concern since most of fuel sulfur becomes sulfur dioxide.  Also, particulate matter emission from fuel burning are related to sulfur content.  BACT for the boilers shall be   PICK ONE the firing of natural gas or fuel oil with a maximum sulfur content of 0.05%. 





This decision is consistent with previous BACT determinations for similar units, guidance on BACT determinations from the Division of Air Resources Management, and with 40 CFR 60, Subpart Dc, Standards of Performance for Small Industrial, Commercial, Institutional Steam Generating Units.





Details of the Analysis May be Obtained by Contacting:





Isidore Goldman, P.E.


Florida Department of Environmental Protection


Southeast District Office, Air Program


P.O. Box 15425


West Palm Beach, FL  33416


561-681-6600
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