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	Permittee:

	PROPOSED Permit No.: 1110046-005-AV

	Atlantic Coast Recycling, Inc.
	Facility ID No.: 1110046

	
	SIC No. 3341

	
	Project:  Title V Air Operation Permit


This permit is for the operation of Atlantic Coast Recycling, Inc.  This facility is located at 3301 Avenue D, Fort Pierce, St Lucie County; UTM Coordinates: Zone 17, 562.72 km East and 3036.52 km North; and, Latitude: 27( 27' 08" North and Longitude: 80( 21' 32" West.

This Title V Air Operation Permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:

APPENDIX B, 40 CFR 63 Subpart RRR - "National Emission Standards for Hazardous Air Pollutants for Secondary Aluminum Production".

APPENDIX I-1, List of Insignificant Emissions Units 

APPENDIX SS-1, Stack Sampling Facilities (version dated 10/07/96)

APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02





Effective Date: 





Renewal Application Due Date: 






Expiration Date: 



PROPOSED
________________________________________________

Thomas Tittle



     Date

District Air Program Administrator

Southeast District

TT/md

enclosures

Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of two (2) secondary aluminum furnaces that reclaim aluminum from scrap, with a maximum production rate of 1,000 and 2,000 pounds per hour respectively.  

Based on the Title V permit application received May 14, 2002, this facility is not a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID Nos. and Brief Descriptions.

	E.U. ID No.
	Brief Description

	001
	A 1,000 pounds per hour secondary aluminum smelter

	002
	A 2,000 pounds per hour secondary aluminum smelter


Please reference the Permit No., Facility ID No(s). and appropriate Emissions Units ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Statement of Basis

Appendix A-1: Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1: Permit History/ID Number Changes

These documents are on file with permitting authority:
Title V Permit Application received May 14, 2002

Subsection D.  Miscellaneous.

The use of ‘Permitting Notes’ throughout this permit are for informational purposes only and are not permit conditions.

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

2.  Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  As required by Section 112(r)(7)(B)(iii) of the CAA and 40 CFR 68, the owner or operator shall submit an updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.

b.  As required under Section 252.941(1)(c), F.S., the owner or operator shall report to the appropriate representative of the Department of Community Affairs (DCA), as established by department rule, within one working day of discovery of an accidental release of a regulated substance from the stationary source, if the owner or operator is required to report the release to the United States Environmental Protection Agency under Section 112(r)(6) of the CAA.
c.  The owner or operator shall submit the required annual registration fee to the DCA on or before April 1, in accordance with Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.

Any required written reports, notifications, certifications, and data required to be sent to the DCA should be sent to:

Department of Community Affairs

Division of Emergency Management

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2100

Telephone:  850/413-9921, Fax: 850/488-1739

Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

Any required reports to be sent to the National Response Center, should be sent to:

National Response Center

EPA Office of Solid Waste and Emergency Response

USEPA (5305 W)

401 M Street, SW

Washington, D.C.  20460

Telephone:  1/800/424-8802

Send the required annual registration fee using approved forms made payable to:

Cashier

Department of Community Affairs

State Emergency Response Commission

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2149

[Part IV, Chapter 252, F.S.; and, Rule 9G-21, F.A.C.]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

6. Not federally enforceable.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 

[Rule 62-296.320(1)(a), F.A.C.]

7. Not federally enforceable.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include: 

· 
Paving and maintenance of roads, parking areas and yards.

· Application of water or chemicals to control emission from such activities as demolition of buildings, grading roads, construction, and land clearing.

· Application of asphalt, water, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.

· Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.

· 
Landscaping or planting of vegetation.

· Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.

· 
Confining abrasive blasting where possible.

· 
Enclosure or covering of conveyor systems.

 [Rule 62-296.320(4)(c)2., F.A.C.]

{Permitting Note: This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4., F.A.C. (see Condition 57. of APPENDIX TV-4, TITLE V CONDITIONS.}

8.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

9.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note: This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS.}”

10.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s southeast District Office.

Department of Environmental Protection

400 North Congress Avenue

West Palm Beach, Florida 33401

Telephone: 561/681-6600

Fax: 561/681-6790

11.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone:  404/562-9155, Fax: 404/562-9164

12.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]

13.   Annual Operating Report Required:   On or before March 1 of each calendar year, a completed DEP Form 62-210.900(5), Annual Operating Report for Air Pollution Emitting Facility, shall be submitted to the Department of Environmental Protection, Southeast District Office, Air Program. 

[Rule 62-210.370(3), F.A.C.]

Section III.  Emissions Units and Conditions.

Subsection A.  This section addresses the following emissions units.

	Emission Units
	Air Pollution Control Devices

	ID No.
	Description
	Description

	001
	A 1,000 pounds per hour secondary aluminum smelter
	Direct flame afterburner

	002
	A 2,000 pounds per hour secondary aluminum smelter
	Direct flame afterburner


Emission unit 001 is a 1,000-pounds per hour aluminum smelter, manufactured by United Corporation, model MS-1500.  Emissions are controlled with a direct flame afterburner with the burner rated at 0.85 MMBtu per hour.  The afterburner chamber has a total volume of 32.02 cubic feet and operates at a minimum temperature of 1600°F with a residence time of 0.8 seconds. 

Emission unit 002 is a 2,000-pounds per hour aluminum smelter manufactured by AL-Jon, model AS-990 with a direct flame afterburner with two burners rated at 0.85 MMBtu per hour.  The afterburner chamber has a total volume of 63.5 cubic feet and operates at a minimum temperature of 1600(F with a residence time of 1.46 seconds.  

Both units are fired with natural gas.

The following specific conditions apply to the emission units listed above:
Essential Potential to Emit (PTE) Parameters
A.1. These emission units are regulated under 40 CFR Part 63 Subpart RRR  “National Emission Standards for Hazardous Air Pollutants for Secondary Aluminum Production” adopted in Rule 62-204.800(10)(b) 51, F.A.C.

These emission units are subject to the following requirements of Title 40 CFR Subpart RRR (see attached APPENDIX B):
63.1500
Applicability.

63.1501
Dates.

63.1502
Incorporation by reference.

63.1503
Definitions.



63.1505
Emission standards for affected sources and emission units.

63.1506
Operating requirements.

63.1510
Monitoring requirements.

63.1511
Performance test/compliance demonstration general requirements.

63.1512
Performance test/compliance demonstration requirements and procedures.

63.1513
Equations for determining compliance.

63.1515
Notifications.

63.1516
Reports.

63.1517
Records.

63.1519
Delegation of authority.

A.2.  Methods of Operation - (i.e., Fuels). Fuel usage shall be limited to natural gas.

[Rule 62-213.440, F.A.C.]

A.3.  Hours of Operation. These emissions units are allowed to operate continuously.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
A.4. Since each of these units have a design residence time of less than two seconds, the owner or operator is currently required to conduct a performance test on each unit to demonstrate compliance with the emission standards, as stated in A.5. , by March 24, 2003.  

The owner or operator is not required to conduct a performance test on each unit to demonstrate compliance with the emission standards, as stated in A.5., if each afterburner is modified so that it can be operated and maintained with a design residence time of two seconds or greater and an operating temperature of 1600 (F or greater.

 [40 CFR 63.1505(f)(1) and Rule 62-204.800(10)(b)51, F.A.C.]

{Permitting Note:  EPA proposed a new design residence time limit of 0.8 seconds.  If the new limit becomes final after the final permit is issued then the new limit can be incorporated into the permit after the permit revision.}

A.5. On and after the date the performance test is conducted or required to be conducted, or if no compliance test is required, on and after March 24, 2003, whichever date is earlier, the owner or operator must not discharge or cause to be discharged to the atmosphere emissions in excess of 0.80 nanogram (ng) of Dioxin and Furan (D/F), according to the international method of expressing toxicity equivalents for dioxin and furans (TEQ) per dscm (3.5 x 10-10 gr. per dscf) at 11 percent oxygen (O2).

[40 CFR 63.1505(f)(2) and Rule 62-204.800(10)(b)51, F.A.C.]

Operation Requirements

A.6. Sweat furnace.  The owner or operator of a sweat furnace with emissions controlled by an afterburner must:


1. Maintain the 3-hour block average operating temperature of each afterburner at or above:



(a) The average temperature established during the performance test; or 



(b) 1600°F if a performance test was not conducted, and the afterburner meets the specifications of §63.1505(f)(1).


2. Operate each afterburner in accordance with the OM&M plan.

 [40 CFR 63.1506(h)]

A.7. The owner or operator of a sweat furnace that meets the specifications of 40 CFR 63.1505(f)(1) must operate the sweat furnace and control equipment according to the requirements of 40 CFR 63.1506 on and after the compliance date.

[40 CFR 63.1506(a)(3)]

Monitoring and Compliance Requirements
A.8. Operation, maintenance, and monitoring (OM&M) plan: The owner or operator must prepare and implement for each emission unit, a written operation, maintenance, and monitoring plan.  The owner or operator must submit the plan to the Department Southeast District Office no later than March 24, 2003 for review and approval.  Any subsequent changes to the OM&M plan must be submitted for review and approval.  Pending approval by the applicable permitting authority of an initial or amended plan, the owner or operator must comply with the provisions of the submitted plan.  The plan must contain the following information:

1. Process and control device parameters to be monitored to determine compliance, along with established operating levels or ranges, as applicable, for each process and control device.

2. A monitoring schedule for each affected source and emission unit.

3. Procedures for the proper operation and maintenance of each process unit and add-on control device used to meet the applicable emission limits or standards in 40CFR 63.1505.

4. Procedures for the proper operation and maintenance of monitoring devices or systems used to determine compliance, including:

(a) Calibration and certification of accuracy of each monitoring device, at least once every 6 months, according to the manufacturer's instructions; and

(b) Procedures for the quality control and quality assurance of continuous emission or opacity monitoring systems as required by the general provisions in subpart A of this part.

5. Procedures for monitoring process and control device parameters, including procedures for annual inspections of afterburners, and if applicable, the procedure to be used for determining charge/feed (or throughput) weight if a measurement device is not used.

6. Corrective actions to be taken when process or operating parameters or add-on control device parameters deviate from the value or range established in paragraph (b)(1) of this section, including: 

(a) Procedures to determine and record the cause of an deviation or excursion, and the time the deviation or excursion began and ended; and

(b) Procedures for recording the corrective action taken, the time corrective action was initiated, and the time/date corrective action was completed.

7. A maintenance schedule for each process and control device that is consistent with the manufacturer's Instructions and recommendations for routine and long-term maintenance.

8. Documentation of the work practice and pollution prevention measures used to achieve compliance with the applicable emission limits and a site-specific monitoring plan as required for each group furnace. 

[40 CFR 63.1510(b)] 

A.9. Labeling:  The owner or operator must inspect the labels for each furnace, at least once per calendar month to confirm that posted labels as required by the operational standard in 40CFR 63.1506(b) are intact and legible. 

[40 CFR 63.1510(c)] 

A.10. Afterburners: The owner or operator must install, calibrate, maintain, and operate a device to continuously monitor and record the operating temperature of the afterburners consistent with the requirements for continuous monitoring systems (CEMS).  The temperature monitoring device must meet each of these performance and equipment specifications:


a. The temperature monitoring device must be installed at the exit of the combustion zone of each afterburner.


b. The monitoring system must record the temperature in 15-minute block averages and determine and record the average temperature for each 3-hour block period.


c. The recorder response range must include zero and 1.5 times the average temperature established according to the requirements in 40CFR 63.1512(m).


d. The reference method must be a National Institute of Standards and Technology calibrated reference thermocouple-potentiometer system or alternate reference, subject to approval by the Administrator.

[40 CFR 63.1510(g)]


A.11. Inspections:  The owner or operator must conduct an inspection for each afterburner at least once a year and record the results. The inspection must include at a minimum the following:

· Inspection of all burners, pilot assemblies, and pilot sensing devices for proper operation and clean pilot sensor;

· Inspection for proper adjustment of combustion air;

· Inspection of internal structures (e.g., baffles) to ensure structural integrity;

· Inspection of dampers, fans, and blowers for proper operation;

· Inspection for proper sealing;

· Inspection of motors for proper operation;

· Inspection of combustion chamber refractory lining and clean and replace lining as necessary

· Inspection of afterburner shell for corrosion and/or hot spots

· Documentation, for the burn cycle that follows the inspection, that the afterburner is operating properly and any necessary adjustments have been made; and

· Verification that the equipment is maintained in good operating condition.

· Following an equipment inspection, all necessary repairs must be completed in accordance with the requirements of the OM&M plan.

[40 CFR 63.1510(g)(3)] 

Recordkeeping and Reporting Requirements
A.12.  The owner or operator shall maintain files of all information, including all reports and notifications.

[40 CFR 63.1517(a)] 

A.13. The owner or operator must retain each record for at least five years following the date of each occurrence, measurement, maintenance, corrective action, report, or record.  The most recent 2 years of records must be retained at the facility.  The remaining 3 years of records may be retained off site.

[40 CFR 63.1517(a)(1)] 

A.14. Records of 15-minute block average afterburner operating temperature, including any period when the average temperature in any 3-hour block period falls below the compliant operating parameter value with a brief explanation of the cause of the excursion and the corrective action taken and records of annual afterburner inspections.

[40 CFR 63.1517(b)(2)] 

A.15. Annual compliance certifications.  For the purpose of annual certifications of compliance required by 40 CFR part 70 or 71, the owner or operator must certify continuing compliance based upon, but not limited to, the following conditions:


(1) Any period of excess emissions, that occurred during the year were reported as required by Subpart RRR; and


(2) All monitoring, recordkeeping, and reporting requirements were met during the year.

[40 CFR 63.1516(c)] 

A.16. Notification of Compliance Status: The owner or operator must submit a notification of compliance status report by May 23, 2003.

[40 CFR 1515(b)]


