STATEMENT OF BASIS
Sterling Fibers, Inc.
Santa Rosa Plant
Facility ID No.:  1130003
Santa Rosa County

Title V Air Operation Permit Revision

DRAFT Title V Air Operation Permit Revision No.:  1130003-006-AV

The initial Title V Air Operation Permit, No. 1130003-001-AV, was issued/effective on December 4, 1999.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Sterling Fibers, Inc.’s Santa Rosa Plant is an acrylic fiber manufacturing facility.  The facility reacts vinyl acetate co-monomer with acrylonitrile monomer to produce an acrylic polymer.  This polymer is purified, dissolved in an aqueous inorganic solvent, and processed (wet spinning) to produce an acrylic fiber.  This facility is a major source of air pollution due to potential emissions of nitrogen oxides and hazardous air pollutants (acrylonitrile and vinyl acetate).  The facility is subject to the requirements of Rule 62-296.413, F.A.C. (Synthetic Organic Fiber Production), 40 CFR 63, Subpart YY, Acrylic/Modacrylic Fibers Manufacturing and Rule 62-296.406, F.A.C, Fossil Fuel Steam Generators less than 250 MMBtu/hr heat input.

This facility operates three boilers.  Boilers 7 and 8 each have a heat input rating of 186.6 MMBtu per hour and are fueled by natural gas.  Boiler 9 has a heat input rating of 241.1 MMBtu per hour and is fueled by natural gas.  The three boilers may use No. 2 fuel oil with a maximum sulfur content of 0.5% by weight as back up fuel in the event of natural gas curtailment.  All three boilers precede the applicability date of 40 CFR 60 Subpart Db, applicable to steam generating units with heat input greater than 100 MMBtu/hr and constructed or modified after June 19, 1984.  The boilers are subject to Rule 62-296.406, F.A.C., which includes a tiered VE limit; BACT for PM and SO2 is not required since these units were permitted prior to July 15, 1989.  Emissions are controlled by good operational practice and combustion control.

The purpose of this permit revision is to incorporate the applicable requirements of 40 CFR 60 Subpart DDDDD – (NESHAP) Industrial/Commercial/Institutional Boilers and Process Heaters to the facility’s three boilers (Boilers 7, 8, & 9).  Due to the facility’s boilers being categorized as existing gas fired boilers, they are only subject to the initial notification requirements, per 40 CFR 63.7506(b).

