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Permittee:
 


FINAL Permit Revision No.:  1130037-004-AV
Florida Gas Transmission Company
Facility ID No.: 1130037





SIC Nos.: 49, 4922

 REF sic 49, 4922
Project: Title V Air Operation Permit Revision


   [Incorporation of 1130037-002-AC]

This permit revision is for the purpose of incorporating the terms and conditions of air construction permit 1130037-002-AC for the addition of a turbine compressor at Compressor Station No. 12.  The facility is located on Highway 191, 4 ½ miles north of Munson, Santa Rosa CountyRt. 1, Box 146; UTM Coordinates:  Zone 16, 510.83

 REF utm_east  \* MERGEFORMAT 510.83 km East and 3419.03

 REF utm_north  \* MERGEFORMAT 3419.03 km North; Latitude: 30( 54’ 42” North and Longitude:  86( 53’ 12” West.

Statement of Basis:  This Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix I-1, List of Insignificant Emissions Units and/or Activities

Appendix TV-3, Title V Conditions (version dated 04/30/99)

Appendix SS-1, Stack Sampling Facilities (version dated 10/07/96)

Table 297.310-1, Calibration Schedule (version dated 10/07/96)





Effective Date:  October 3, 1997






Revision Effective Date:  November 18, 2001





Renewal Application Due Date:  April 6, 2002
Expiration Date:  October 3, 2002 





FLORIDA DEPARTMENT OF






ENVIRONMENTAL PROTECTION






___________________________                                 






Sandra F. Veazey




 
Air Program Administrator

SFV/rb

 REF initials rbc
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Section I.  Facility Information.
Subsection A.  Facility Description.
The facility is currently operating under Title V Permit 1130037-001-AV.  This Title V operating permit revision is for the incorporation of the requirements of construction permit 1130037-002-AC, issued April 21, 2000.  The construction permit was for the addition of the new turbine compressor.  This emission unit is a natural gas fired Solar Mars 90 T13002S Turbine compressor unit incorporating dry, low NOx combustion technology.  The turbine is rated at 10,350 bhp full load ISO conditions with a maximum heat input of 106.3 MMBtu per hour ISO conditions controlled by a Solar Turbotronic microprocessor system.  {Permitting Note: The heat input was increased from 88.58 to 106.3 MMBtu/hr because the heat input during compliance testing exceeded vendor’s estimate; the NOx emission limitation remains the same}  Fuel will be exclusively natural gas from the facility’s gas pipeline with a maximum of 10 grains sulfur per 100 scf.  Emissions are discharged through a vertical 58 foot stack.   
This emission unit is subject to 40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines, adopted and incorporated by reference in Rule 62-204.800(7), F.A.C.  Emissions of nitrogen oxides are controlled by the efficient operation of a dry, low NOx combustion system and are limited to 25 ppmvd in lieu of the limitations included in 40 CFR 60.332, Standard for Nitrogen Oxides, which allows approximately 178 ppmvd.  Emissions of sulfur dioxide are controlled by limiting fuel to pipeline quality natural gas in lieu of the limitations included in 40 CFR 60. 333, Standard for Sulfur Dioxide, which allows 0.015 percent by volume at 15 percent oxygen on a dry basis and fuels of up to 0.8 percent sulfur by weight.   

The construction permit also allowed the replacement of two existing emergency generators with a 637 bhp natural gas fired emergency generator which will be operated less than 500 hours per year.  Emissions from the emergency generator are considered insignificant.

The existing facility is part of a natural gas transmission pipeline system which consists of six natural gas fired compressor engines, five rated at 2,000 brake horse power (bhp) and manufactured by Cooper-Bessemer, model LS-8-SG (EU 007) and one rated at 4,100 bhp and manufactured by Dresser-Rand, model TCV-10 (EU 006).  This engine incorporates “lean burn” technology to minimize exhaust NOx emissions.  Emission unit 006 is subject to Best Available Control Technology in accordance with Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD-FL-156).

Also included in this permit are miscellaneous insignificant emissions units and/or activities.
Based on the Title V permit revision application received April 10, 2001April 15, 1996, this facility is a major source of hazardous air pollutants (HAP).  The new turbine is not a major source of HAP and therefore not subject to a case by case maximum achievable control technology determination.
Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
 






Page 3

Subsection B.  Summary of Emissions Unit ID Nos. and Brief Descriptions.

	E.U.  ID No.
	Brief Description

	006
	Internal Combustion Engine No. 1206

	007
	Internal Combustion Engine No. 1201, 1202, 1203, 1204, 1205

	008
	10,350 bhp Solar Mars Turbine Compressor Unit

	009
	Fugitive emissions

	
	


Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Statement of Basis

PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes

Permit 1130037-002-AC

These documents are on file with permitting authority:
Initial Title V Permit Application received June 17, 1996

Construction Permit Application received December 3, 1999

Title V Permit Revision Application received April 10, 2001

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.  The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  As required by rule, inspection, or change in process the owner or operator shall submit an updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.

b.  The owner or operator shall report to the Department of Community Affairs (DCA) within one working day of discovery of an accidental release of a regulated substance from the stationary source, if the owner or operator is required to report the release to the USEPA/Chemical Safety Hazard Investigation Board or the National Response Center under Section 112(r)(6).

c.  The owner or operator shall submit the required annual registration fee to the DCA on or before June 21, 1999 and on April 1 annually thereafter, in accordance with Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.
5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

7.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  Paving and maintenance of roads, parking areas and yards; application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities; landscaping or planting of vegetation; and enclosure or covering of conveyor systems. 

[Rule 62-296.320(4)(c)2., F.A.C.]

8. When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

9.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northwest District office:

Department of Environmental Protection

Northwest District Office

160 Governmental Center

Pensacola, Florida  32501-5794

Telephone:  850/595-8364, Fax:  850/595-8096

10.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax:  404/562-9164
Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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Section III.  Emissions Units and Conditions.

Subsection A.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	006
	Natural gas fired internal combustion engine No. 1206


Engine No. 1206 is rated at 4,100 bhp and manufactured by Dresser-Rand, model TCV-10.  This engine incorporates “lean burn” technology to minimize exhaust NOx emissions.  This emission unit is regulated in accordance with FAC Rule 62-212.400, Prevention of Significant Deterioration, which required a BACT determination (Construction Permit AC57-188869, PSD-FL-156).

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters

A.1.  Capacity.  The maximum allowable operating rate(rated capacity) is 4,100 bhp (full speed, full load, 100(F ambient site temperature).  Fluctuations in measured bhp, plus or minus ten percent (( 10%) may occur as a result of natural uncontrolled fluctuations in ambient temperature, ambient pressure, fuel temperature, and a pulsation phenomenon inherent to the operation of reciprocating compressor engines.

[Rules 62-4.160(2) and 62-210.200 (PTE), F.A.C.]

A.2.  Heat Input.  The maximum heat input rate shall not exceed 36.25 million Btu per hour. 

[Rules 62-4.160(2) and 62-210.200 (PTE), F.A.C.]

A.3.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours per year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

A.4.  Fuel Consumption.  The maximum natural gas consumption shall not exceed 34,525 scf per hour. 

[Rule 62-210.200, (PTE), F.A.C.] 
Emission Limitations and Standards

{Permitting note:  PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A.5.  The maximum allowable emission rate shall not exceed the emission rates as follows:




Emission Rate

Pollutant 

lb/hr    tons/year

Nitrogen Oxides
17.6
77.2


Carbon Monoxide
22.1
96.6


VOC(non methane)
8.8
38.6


PM(TSP)

0.14
0.61


PM(PM10)

0.14
0.61


Sulfur Dioxide

0.8
3.5

[Construction Permit AC57-188869, PSD-FL-156] 

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A.6.  Emissions tests are required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  Tests shall be conducted annually at twelve month intervals unless otherwise noted in specific conditions.  Results shall be submitted to the Department within 45 days after testing.  The Department shall be notified at least 15 days prior to testing to allow witnessing.

[Rule 62-297.310, F.A.C.]

Testing of emissions shall be conducted with the emissions unit operating at permitted capacity, which is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity (i.e., at less than 90 percent of the maximum operation rate allowed by the permit); in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted, provided however, operations do not exceed 100 percent of the maximum operation rate allowed by the permit.  Once the emissions unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rules 62-297.310(2) & (2)(b), F.A.C.]

A.7.  Nitrogen Oxides. The test method for nitrogen oxide shall be EPA Method 7E, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]
A.8.  Carbon Monoxide.  The test method for carbon monoxide shall be EPA Method 10, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

A.9.  Volatile Organic Compounds. The test method for volatile organic compounds shall be EPA Method 25A, incorporated and adopted by reference in Chapter 62-297, F.A.C.  VOC emissions limits will be assumed provided the CO allowable emission rate is achieved.

[Rule 62-297.401, F.A.C.]
A.10.  Particulate Matter. The test method for particulate matter shall be EPA Method 5, incorporated and adopted by reference in Chapter 62-297, F.A.C.  PM emissions limits will be assumed provided no visible emissions are detected.    

[Rule 62-297.401, F.A.C.]

A.11.  Sulfur Dioxide. The test method for SO2 shall be EPA Method 6, incorporated and adopted by reference in Chapter 62-297, F.A.C.  Compliance with the SO2 emissions limit can be determined by calculations based on fuel analysis using ASTM D1072-80, D3031-81, D4084-82, or D3246-81 for sulfur content of gaseous fuels.

[Rules 62-297.401 and 62-297.440 F.A.C.]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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A.12.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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Subsection B.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	007
	Natural Gas Fired Internal Combustion Engines No. 1201, 1202, 1203, 1204, 1205


Five engines (No. 1201, 1202, 1203, 1204, 1205) are rated at 2,000 brake horse power (bhp) and manufactured by Cooper-Bessemer, model LS-8-SG.  The engines are naturally aspirated and operate at near stoichiometric air-to-fuel ratio.  Nitrogen oxides and carbon monoxide are emitted uncontrolled through raised stacks.

The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters

B.1.  Capacity.  The maximum allowable heat input shall not exceed  15 million Btu per hour for each engine or 75 million Btu per hour for all five engines (Nos. 1201, 1202, 1203, 1204 and 1205). 

[Rules 62-4.160(2) and 62-210.200 (PTE),  F.A.C.]

B.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours per year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
Compressor Station No. 12
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Subsection C.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	008
	10,350 bhp Solar Mars Turbine Compressor Unit


This emission unit is subject to 40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines, adopted and incorporated by reference in Rule 62-204.800(7), F.A.C.  Emissions of nitrogen oxides are controlled by the efficient operation of a dry, low NOx combustion system.  Emissions of sulfur dioxide are controlled by limiting fuel to pipeline-quality natural gas.

The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
C.1.  Capacity.  The maximum heat input rate shall not exceed  106.3 MMBtu per hour. 
[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

C.2.  Methods of Operation - (i.e., Fuels).  Fuel is limited to pipeline quality natural gas.   
[Rules 62-4.160(2) and 62-213.440(1), F.A.C.]

C.3.  Hours of Operation. This emissions unit is allowed to operate continuously, i.e., 8,760 hours per year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards

{Permitting note:  PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
C.5.  Sulfur dioxide – sulfur content.  The sulfur content of the pipeline quality natural gas shall not exceed 10 grains per 100 SCF.  

[Construction Permit 1130037-002-AC]

C.6.  Nitrogen oxides.  Nitrogen oxides emissions shall not exceed 25 ppmvd at 15% O2 at the maximum allowable operating rate or 8.8 lbs/hr or 38.6 tons per year ISO conditions.  

[Construction Permit 1130037-002-AC and 40 CFR 60.332]

C.7.  Carbon monoxide.  Carbon monoxide emissions are estimated to be 50 ppmvd corrected to 15% oxygen.  The Department reserves the right to modify this permit to ensure the PSD Significant Emission Rate is not exceeded.  

[Rule 62-4.070(3), F.A.C. and Construction Permit 1130037-002-AC]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
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Test Requirements, Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
C.8.  Emissions tests are required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  Tests shall be conducted annually at twelve month intervals unless otherwise noted in specific conditions.  Results shall be submitted to the Department within 45 days after testing.  The Department shall be notified at least 15 days prior to testing to allow witnessing.

[Rule 62-297.310, F.A.C.]

C.10.  Nitrogen Oxides. The test method for nitrogen oxide shall be EPA Method 20, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]
C.11.  Carbon Monoxide.  The test method for carbon monoxide shall be EPA Method 10, incorporated and adopted by reference in Chapter 62-297, F.A.C. Testing is required only upon operating permit renewal.

[Rule 62-297.401, F.A.C.]

C.12.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

C.13.  Testing of emissions shall be conducted with the source operating at four evenly spaced points in the normal operating range of the gas turbine, including the minimum point in the range and peak load.  All loads shall be corrected to ISO conditions using the equations supplied by the manufacturer.  Capacity is defined as 95-100% of the maximum heat input allowed by this permit achievable for the average ambient temperature during the test.   If it is impractical to test at capacity, then the emissions unit may be tested at less than capacity.  In such cases, subsequent operation is limited by adjusting downward the entire heat input vs. inlet temperature curve by the increment equal to the difference between the permitted maximum heat input value and 105 percent of the value reached during the test. Once the emissions unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Data, curves and calculations necessary to demonstrate the heat input rate correction at both design and test conditions shall be submitted to the Department with the compliance test report.  The attached operating curve showing NOx emissions as a function of inlet air temperature shall be used with the test results to demonstrate compliance.  

[Rules 62-297.310(2), 62-4.070, F.A.C., 40 CFR 60.335(c)(2) and Construction Permit 1130037-002-AC]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
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Monitoring of Operations
C.14. Operation of this turbine compressor shall be monitored by a Solar Turbotronic microprocessor system or equivalent system.  As a minimum, this system shall maintain a continuous record of heat input, and hours of operation.   

[Rule 62-4.070, F.A.C., 40 CFR 60.332 and Construction Permit 1130037-002-AC] 

Recordkeeping and Reporting Requirements
C.15.  Custom Fuel Monitoring Schedule.  The sulfur content and nitrogen content of the pipeline quality natural gas shall be monitored as required by 40 CFR 60.334 or based on the following custom schedule pursuant to 40 CFR 60.334 as follows after approval of the EPA Administrator:

a.  Monitoring of fuel nitrogen content is not required since pipeline quality natural gas is the only fuel fired in the gas turbine. 

b.  Sulfur monitoring


1. Analysis for fuel sulfur content of the natural gas shall be conducted using one of the approved ASTD reference methods for the measurement of sulfur in gaseous fuels, or an 

approved alternative method l  The reference methods are:  ASTM D 1072-80; ASTM D 3031-81; ASTM D 3246-81; and ASTM D 4084-82 as referenced in 40 CFR 60.335(d).

      2.  Effective the date of this permit, sulfur monitoring shall be conducted twice monthly for six  months.  If this monitoring shows little variability in the fuel sulfur content, and indicates consistent compliance with 40 CFR 60.333, then sulfur monitoring shall be conducted once per quarter for six quarters.

      3.  If after the monitoring required in item 2(b) above, or herein, the sulfur content of the fuel shows little variability and calculated as sulfur dioxide represents consistent compliance with the sulfur dioxide emission limits specified under 40 CFR 60.333, sample analysis shall be conducted twice per annum.  This monitoring shall be conducted during the first and third quarters of each calendar year.  

c.  Should any sulfur analysis as required in items 2(b) or 2(c) above indicate noncompliance with 40 CFR 60.333, the owner or operator shall notify the Department of such excess emissions and the custom schedule shall be re-examined by the Environmental Protection Agency.  Sulfur monitoring shall be conducted weekly during the interim period when this custom schedule is being re-examined.  

d.  If there is a change in fuel supply, the owner or operator must notify the state of such change for re-examination of this custom schedule.  A substantial change in fuel quality shall be considered a change in fuel supply.  Sulfur monitoring shall be conducted weekly during the interim period when this custom schedule is being re-examined.  

e.  Records of sample analysis and fuel supply pertinent to this custom schedule shall be retained for a period of three years, and be available for inspection by personnel of federal, state, and local air pollution control agencies.  

[Rule 62-204.800, F.A.C., 40 CFR 60.334 and Construction Permit 1130037-002-AC]

Florida Gas Transmission Company
FINAL Permit Revision No.:  1130037-004-AV
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NSPS Conditions.

C.16. Applicable portions of 40 CFR 60, Subpart A - General Provisions Requirements and Subpart GG are incorporated and included by reference as conditions of this permit.  This includes but is not limited to the following:

a. 40 CFR 60.7, Notification and record keeping;

b. 40 CFR 60.8, Performance tests;

c. 40 CFR 60.11, Compliance with standards and maintenance requirements

d. 40 CFR 60.12, Circumvention

e. 40 CFR 60.13, Monitoring requirements

f. 40 CFR 60.14, Modification

g. 40 CFR 60.17, Incorporations by reference 

[Rule 62-204.800, F.A.C., 40 CFR 60 Subpart A and Construction Permit 1130037-002-AC] 
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Subsection D.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	009
	Fugitive Emissions


This emission unit consists of fugitive emissions from valves, and flanges associated with the additional equipment not subject to any source specific emission limit.  Fugitive emission from this construction is estimated to include an additional 0.2 TPY of volatile organic compounds.

