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G.6.  Visible Emissions shall not exceed 30% opacity, except 40% for 2 mins/hr is allowed.  Visible emissions limits for kraft pulp mill emissions units equipped with wet scrubbers shall be effective only if the visible emission measurement can be made without being substantially affected by moisture condensation.  

[Rule 62-296.410(2)(b)1., F.A.C.; Rule 62-296.404(2)(b), F.A.C.; Permit No. AO62-202123]
Test Methods and Procedures
{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
G.7.  Particulate Matter emissions shall be tested using EPA Method 5, incorporated and adopted by reference in Chapter 62-297, F.A.C., and shall be performed annually with a base date of 05/31.

[Rule 62-296.410(3), F.A.C.; Rules 62-297.401(5), F.A.C.; Permit No. AO62-202123]
G.8.  Sulfur Dioxide emissions (in lieu of stack testing) shall be documented by maintaining a record (retain for at least five years) of an acceptable fuel oil analysis of all fuel oil received and shall be reported annually with a frequency base date of 05/31.

When fuel oil is fired in this bark boiler, compliance with the permit limits (in lbs/hr) shall be determined by using the fuel oil usage rate [the average for each contiguous 3-hour period (i.e., 0000-0300; 0300-0600; etc.)], fuel oil sulfur content and EPA emissions factors to the calculate SO2 emissions since the SO2 are a function of fuel oil sulfur content.  The equation is:

1.  [[157 (S)]/1000] x Fuel Oil Usage [gallons per hr (3-hr avg)] = lbs SO2 per hour

     where S = weight percent sulfur (i.e., if 2.5%, insert 2.5)

{Permitting Note: The maximum allowed fuel sulfur content may be used as the value for S in the equations. The 3-hour averaging period is consistent with the manual stack test methods (when applicable) which are normally conducted as three separate 1-hour runs and averaged to determine compliance.}

[Rules 62-297.440(1)(b), F.A.C.; Permit No. AO62-202123]
G.9.  Visible Emissions (See Specific Condition No. G.6.) shall be tested using EPA Method 9 incorporated and adopted by reference in Chapter 62-297 and be performed annually with a frequency base date of 05/31. 

[Rule 62-296.410(3), F.A.C.; Rule 62-297.401(9), F.A.C.; Permit No. AO62-202123]

Common Conditions - F.A.C. Test Requirements

G.10.  This emissions unit is also subject to applicable requirements in Subsection R.

Common Conditions - Periodic Monitoring

G.11.  This emissions unit is also subject to the applicable requirements in Subsection S.

Common Conditions - Excess Emissions

G.12.  This emissions unit is also subject to the applicable requirements in Subsection T.

Common Conditions - Used oil

G.13.  This emissions unit is also subject to the applicable requirements in Subsection U.
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