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Table 2-1, Summary of Compliance Requirements
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	E.U. ID No.
	Brief Description

	001
	Fossil Fuel Steam Generator Unit 3

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date 1
	Minimum Compliance Test Duration
	CMS 2
	Permit Condition(s)

	SO2
	Oil
	CEMS along with EPA Method 19 or fuel sampling & analysis and a max. fuel sulfur limit of 2.5%, by wt., or EPA Method 6C, if required by the Department
	Fuel sampling of the delivered fuel upon each shipment; and, SC A.27 may require additional fuel sampling for PM/VE testing purposes.
	Not Applicable


	Three hour averages when using CEMS or one hour runs for EPA Method 6C stack tests
	Yes
	A.9, A.13, A.15, A.23 & A.24

	NOx
	
	
	
	
	
	Yes
	A.13

	PM
	Oil
	EPA Method 5 or Method 17
	Annual
	
	1 hour
	No
	A.22, A.26 & A.27

	VE
	Oil
	DEP Method 9
	Annual
	
	1 hour (annual test, concurrent with PM)

12 minutes (M9 at other times)
	Yes
	A.20, A.18, A.21 & A.27

	On-spec. Used Oil
	
	Recordkeeping and Analysis
	Batch testing of representative sample
	
	
	
	A.39


Notes:

 1 Frequency base date established for planning purposes only (see Rule 62-297.310, F.A.C.).

2 CMS = continuous monitoring system.
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	E.U. ID Nos.
	Brief Description

	Repowered Unit 5: 4 (four) combined cycle only combustion turbines

	009
	Combined Cycle Combustion Turbine (CCCT) Generator PSNCT5A with an unfired Heat Recovery Steam Generator (HRSG)

	010
	CCCT PSNCT5B with an unfired HRSG

	011
	CCCT PSNCT5C with an unfired HRSG

	012
	CCCT PSNCT5D with an unfired HRSG

	Pollutant or Parameter
	Fuel(s)
	Compliance

Method
	Testing Frequency
	Frequency Base Date 1
	Minimum Compliance Test Duration
	CMS 2
	Permit Condition(s)

	NOX
	PNG 3
DFO 4
	CEMS

EPA Method 20 – NSPS

EPA Method 19

40 CFR 75, Appendix D
	Initial (NSPS) & Annual

May use the RATA in lieu of a separate performance test, but requires prior notification
	TBD


	30-day rolling avg - PNG

24-hour block avg  - DFO

three 1-hour runs for EPA Method 20 stack tests
	Yes
	B.21., B.22., B.23., B.27., B.30. & B.32. 

	CO
	PNG 3
DFO 4
	EPA Method 10
	Initial only
	TBD


	three 1-hour runs for EPA Method 10 stack tests
	No
	B.25., B.30. & B.32.

	VOC
	PNG 3
DFO 4
	EPA Method 18 and/or Method 25A
	Initial only
	TBD


	three 1-hour runs for EPA Method 18 or 25A stack tests
	No
	B.26., B.30. &  B.32. 

	SO2
	PNG 3
DFO 4
	Firing PNG

Firing DFO and fuel sampling & analysis using ASTM 2880-96 (or latest version)

EPA Method 19

40 CFR 75, Appendix D
	Initial & Annual
	TBD


	three 1-hour runs for EPA Method 19 stack tests
	No
	B.21., B.24., B.28.,  B.30. & B.32.

	PM/PM10 5
	PNG 3
DFO 4
	EPA Method 9
	Initial & Annual
	TBD


	three 1-hour runs for EPA Method 9 stack tests
	No
	B.24., B.30. & B.32.

	VE
	PNG 3
DFO 4
	EPA Method 9
	Initial & Annual
	TBD


	three 1-hour runs for EPA Method 9 stack tests
	No
	B.30., B.32. & B.33.


Notes:

 1 Frequency base date established for planning purposes only (see Rule 62-297.310, F.A.C.).; and, TBD: to be determined 

2 CMS = continuous monitoring system.

3 PNG: pipeline natural gas: primary fuel; and, for the purposes of Section III. Subsection B. of this permit, “pipeline natural gas” means natural gas with a sulfur content

of less than 20 gr/scf that is provided by the natural gas pipeline transmission company. 

4 DFO: distillate fuel oil: when PNG is not available, allowed to fire max. 28,600,000 gals/yr with max. sulfur content of 0.05%, by wt.

5 No emissions limitations were established; however, a visible emissions standard was established as the surrogate for PM/PM10 and was based on the firing of PNG

or DFO.

