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Appendix CP-2, Compliance Plan for Repowered Unit 5
Compliance Plan for High-Temperature Peaking Mode
Sanford Power Plant’s combustion turbines, PSNCT5A thru PSNCT5D, are permitted to operate in the high-temperature peaking mode.  Initial compliance has not been demonstrated when firing natural gas.  The following Compliance Plan, for initial compliance for the high-temperature peaking mode, follows the requirements of air construction permit, 1270009-009-AC/PSD-FL-270(D).
· The Department’s Central District, Air Section, will be notified of the actual performance test date at least 15 days before such date.

· Compliance with the allowable emission limiting standards shall be determined within 60 days after achieving the maximum production rate at which each unit will be operated, but not later than 180 days following initial operation of the unit in the peaking mode, by using the following reference methods as described in 40 CFR 60, Appendix A, and adopted by reference in Chapter 62-204.800, F.A.C.

· Testing for the emission limiting standards for NOX and Visibility, as identified in Specific Condition III.B.7b., shall be demonstrated on only one unit, and is considered representative of the other three CTs in Repowered Unit 5.

· The initial performance tests for NOX and Visibility shall be conducted using the test methods identified in Specific Condition III.B.32.
· Performance test results shall be submitted to the Department’s Central District, Air Section, no later than 45 days after the last test run.

