STATEMENT OF BASIS





Florida Power Corporation


Turner Power Plant


Facility ID No.:  1270020


Volusia County


Initial Title V Air Operation Permit


DRAFT Permit No.:  1270020-001-AV 





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





This facility consist of three fossil fuel  fired steam generators (SG) and four simple cycle combustion turbine peaking units (CTP), all of which are pre-NSPS sources.  The SG’s are on long-term reserve shutdown.  Each CT exhausts through a separate stack.  SG 2 exhausts through one stack and both SG 3 and 4 exhaust through two stacks.





Pursuant to Rule 62-210.300(2)(a)3.d., F.A.C., SG 2, SG 3, and SG 4 are on “Long Term Reserve Shutdown”. The emissions units are fired on natural gas, new No. 6 or lighter grades of fuel oil, and on-specification used oil, as permitted herein.  While firing natural gas, the permitted heat input rates for SG 2, SG 3, and SG 4 are 380, 840, and 840 MMBtu/ hour, respectively.  While firing fuel oil, the permitted heat input rates for SG 2, SG 3, and SG 4 are 360, 820, and 820 MMBtu/ hour, respectively.  SG 2, SG 3, and SG 4 power turbines which drive generators with name plate ratings of 120, 70, and 70 megawatts, respectively. SG 2 exhausts through a single stack and both SG 3 and SG 4 each exhaust through two stacks.  Emissions from these units are uncontrolled.  These units are regulated under the Acid Rain Program, Phase II.  The emissions units are regulated under Rule 62-296.405, F.A.C., Fossil Fuel Steam Generators with More than 250 million Btu per Hour Heat Input.  SG 2 began commercial operation on February 2, 1948; SG 3 began commercial operation on November 12, 1955; and, SG 4 began commercial operation on May 17, 1959.





The combustion turbine peaking units (CTP’s) may only fire new No. 2 fuel oil having a maximum sulfur content of 0.5 percent, by weight.  CTP 1 and CTP 2  each have a maximum heat input of 278 MMBtu/hour at 59( F and each power a generator rated at 18.0 MW (megawatts of electricity).  CTP 3 and CTP 4 each have a maximum heat input of 930  MMBtu/hour at 59( F and each power a generator rated at 82.0 MW.  Emissions are not controlled and each turbine exhausts through a separate stack.  These emissions units are pre-NSPS and not subject to the Acid Rain Program.  CTP 1 and CTP 2 began commercial service on October 9, 1970.  CTP 3 and CTP 4 began commercial service on June 14, 1974.  The emissions units are regulated under Rule 62-210.300, F.A.C., Permits Required.





Also included in this permit are miscellaneous unregulated/exempt emissions units and/or activities.





Based on the initial Title V permit application received June 14, 1996, this facility is a major source of hazardous air pollutants (HAPs).








