PROPOSED PERMIT DETERMINATION





Florida Power Corporation


Turner Power Plant


PROPOSED Permit No.: 1270020-001-AV





I.  Public Notice.


	An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” to Florida Power Corporation for the Turner Power Plant located at 201 DeBary Avenue, Deltona, Volusia County was clerked on June 25, 1997.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was published in The Orlando Sentinel on September 3, 1997.  The DRAFT Title V Air Operation Permit was available for public inspection at the Department’s Central  District office in Orlando and the  permitting authority’s office in Tallahassee.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was received on August 13, 1997.





II.  Public Comment(s).


	Comments were received and the DRAFT Title V Operation Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Title V Permit and require another Public Notice.  Comments were received from one respondent during the 30 (thirty) day public comment period.  Listed below is each comment letter in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated.  Where duplicative comments exist, the original response is referenced.]





A.  Letter from Mr. Scott Osbourn dated September 25, 1997, and received on September 26, 1997.


1.  General Comments:


	a.  The permit will be updated to reflect the most recent version of Appendix TV-1.


	b.  FPC will be provided a copy of the Public Notice and proof of publication.


	c.  All references to and Figure I, Summary Report-Gaseous and Opacity Excess Emission and Monitoring System Performance Report, have been deleted.


	d.  The reference to the Order Correcting Scrivener’s Error, dated July 2, 1997, has been deleted because it is no longer pertinent.





2.  Section I.  Facility Information, Subsection A:


	a.  The correct date the Title V permit application was received is June 14, 1996.





3.  Section II.  Facility-wide Conditions:


	a.  Condition 2.  The word “not” will be deleted from the second line of this condition.


	b.  Condition 3.  This condition will be changed to read as follows:


		3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9, incorporated and adopted by reference in Chapter 62-297, F.A.C., shall be used to determine compliance with this condition.


		[Rules 62-296.320(4)(b)1. & 4., F.A.C.]





	c.  Condition 6.  The words “exempt” are replaced with “insignificant” and the appendix will become “Appendix I-1”.


	d.  Condition 7.  Verbiage in the first line will be changed to read as the rule reads, which is “No person shall not store, pump” instead of “The permittee shall allow no person to store, pump........”.  Also, a “{Permitting note:...}” has been added to state that “nothing has been deemed or ordered necessary by the Department to date”.





4.  Section III.  Subsection A Conditions:


a.  Since steam boilers SG2, SG3 and SG4, were permanently retired on January 1, 1998, the original Subsection A has been deleted; and, the original “Subsection B’ has been relabeled as “Subsection A”.  Also, any comments regarding this section (“A”) are obsolete and will not be addressed.





5.  Section III.  Subsection B Conditions (now it is “Subsection A”):


	a.  Condition B.7. (now A.7.).  The Department will make any necessary permitting action once FPC determines the status of CTP 3 and CTP 4.


�
Proposed Permit Determination


Florida Power Corporation: Turner Power Plant


PROPOSED Permit No.: 1270020-001-AV


Page 2 of 2





	b.  Condition B.12. (now A.12.).  This condition will be revised to read as follow:


		A.12.  The fuel sulfur content, percent by weight, provided by the vendor or permittee for each delivery of liquid fuels shall be evaluated using either ASTM D2622-94, ASTM D4294-90(95), both ASTM D4057-88 and ASTM D129-91, or the latest edition(s).


		[Rules 62-213.440 and  62-297.440, F.A.C.]





	c.  Condition B.13. (now A.13.).  As requested, this condition will be reworded to read as follows:


		A.13.  Operating Rate During Testing.


		Testing of emissions shall be conducted with the emissions unit operating at capacity.  Capacity is defined as 95 - 100 percent of the manufacturer’s rated heat input achievable for the average ambient (or conditioned) air temperature during the test.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than capacity.  In such cases, the entire heat input vs. inlet temperature curve will be adjusted by the increment equal to the difference between the design heat input value and 105 percent of the value reached during the test, provided however, operations do not exceed 100 percent of the maximum operation rate allowed by this permit.  Data, curves, and calculations necessary to demonstrate the heat input rate correction at both design and test conditions shall be submitted to the Department’s local office with the compliance test report.


		[Rules 62-297.310(2) & (2)(a), F.A.C.; and, requested by the applicant on September 25, 1997]





6.  Section III.  Acid Rain Part:


	a.  Condition 1.  Compliance with provisions in the DEP form is referenced so the form date is appropriate.  The date the acid rain application was received is stated on the placard page of this permit.  No change will be made.


	b.  Condition 4.  This condition will be moved to the facility wide section and conditions renumbered accordingly.





7.  Table & Appendix:


	a.  Table 1-1.  As stated in response A.4.a. above, any reference to emissions units SG2, SG3 and SG4, will be deleted from the table.


	b.  Table 1-2.  See response A.7.a.


	c.  Table 2-1.  See response A.7.a.


	d.  Appendix E-1.  This appendix is now “Appendix I-1”.  The request to delete the references to the hazardous waste building, lube oil storage building, and portable unleaded gasoline tank is not acceptable since these emissions units are not on the EPA’s trivial list.


	d. Appendix U-1.  Surface Coating and Solvent Cleaning will be moved to Appendix I-1 and reference to the Helper Cooling Towers will be deleted.  The Emergency Generator reference will be made plural.





B.  Letter from Mr. Scott H. Osbourn dated August 27, 1998.


1.  Based on the request, a permitting note will be added to condition A.1. as follows:


	{Permitting note:  The heat input limitations have been placed in the permit to identify the capacity of each emissions unit for purposes of confirming that emissions testing is conducted within 95-100 percent of the emissions unit’s rated capacity (or to limit future operation to 105 percent of the test load), to establish appropriate limits and to aid in determining future rule applicability.}





2.  Based on the request, a paragraph will be added to the Statement of Basis as follows:


	The heat input limitations have been placed in each permit to identify the capacity of each emissions unit for the purposes of confirming that emissions testing is conducted within 95 to 100 percent of the emissions unit’s rated capacity (or to limit future operation to 105 percent of the test load), to establish appropriate emissions limits and to aid in determining future rule applicability.  A note below the permitted capacity condition clarifies this.  Regular record keeping is not required for heat input.  Instead, the owner or operator is expected to determine heat input whenever emission testing is required to demonstrate at what percentage of the rated capacity that the emissions unit was tested.  Rule 62-297.310(5), F.A.C., included in the permit, requires measurement of process variables for emissions tests.  Such heat input determination may be based on measurements of fuel consumption by various methods including but not limited to fuel flow metering or tank drop measurements, using the heat value of the fuel determined by the fuel vendor or the owner or operator, to calculate average hourly heat input during the test.





III.  Conclusion.


	The permitting authority will issue the PROPOSED Permit No.: 1270020-001-AV, with any changes noted above.


