


STATEMENT OF BASIS








R.R. Donnelley & Sons Company


South Daytona Printing Facility


Facility ID No.:  1270088


Volusia County





Initial Title V Air Operation Permit


PROPOSED Permit No.:  1270088-001-AV





This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.





This facility consists of three heatset web offset printing presses and a by-products pneumatic paper conveying system. Presses SDM-002 and SDM-003 are Heidelberg Harris, Model. M1000BE. Press SDM-031 is a Heidelberg Harris, Model M3000, 2 web with eight in-line printing units. Two TEC Systems recuperative thermal afterburner systems are used to control volatile organic compound (VOC) emissions from all three presses. One or both afterburner systems can operate as necessary depending on the number of presses on-line. The maximum exhaust flow capacity of each of these thermal afterburners is such that the exhaust from no more than the two presses SDM-002 and SDM-003, or the exhaust from the press SDM-031 together with the exhaust from one of the other two presses can be simultaneously directed through a single afterburner. The facility also includes a by-products pneumatic paper conveying system equipped with three cyclones and a baghouse control system.





The applicable emission limitations are as follows:





a) E.U. 001 - Presses SDM-002 and SDM-003 and pneumatic paper conveying system -incinerator VE limit per Rule 62-296.401(1)(a), F.A.C.; VOC (fugitive) - 2.4 lbs/hr and 10.51 tons/yr; VOC (afterburners) - 8.73 lbs/hr and 38.24 tons/yr per the construction permit 





b) E.U. 002 - Press SDM-031 - incinerator VE limit per Rule 62-296.401(1)(a), F.A.C.; VOC (fugitive) - 3.5 lbs/hr and 15.4 tons/yr; VOC (afterburners) - 12.4 lbs/hr and 54.4 tons/yr per the construction permit 





c) Facility-wide - general VOC standard per Rule 62-296.320(1)(a), F.A.C., objectionable odor prohibited per Rule 62-296.320(2), F.A.C., and general VE standard per Rule 62-296.320(4)(b)1., F.A.C.





Also included in this permit are miscellaneous exempt emission units and/or activities.





Based on the initial Title V permit application received June 17, 1996, this facility is a major source of hazardous air pollutants (HAPs).








