1030112 007 70729
	  FACILITY:
Catalent Pharma Solutions, LLC
	  PERMIT ID:

1532

	
	  DISTRICT: 

Southwest

	  ADDRESS:

2725 Scherer Drive
	  CONTACT PHONE: 

	




St. Petersburg, FL
	

727-803-2282

	  ARMS NO:

1030112 007
	  PERMIT NO:
	Expiration Date:
6/10/10
Renewal Date:
4/11/10

	
	1030112-027-AF
	

	
	
	Test Due Date:          


	EMISSION UNIT DESCRIPTION :  Boiler (Cleaver-Brooks or Equivalent),  fired on natural gas or propane at a maximum input heat rate of 126 MMBtu/hour.


	INSPECTION DATE:
	ARMS INSPECTION TYPE:
	COMPLIANCE STATUS:

	

	
	November 9, 2009
	
	
	INS1
	(
	INS2
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	INSPECTION TYPE:
	(
	Initial
	
	Re-inspection
	
	Complaint
	
	Drive-by
	
	Quarterly

	

	(
	A. General Review:

	1.
	Permit File Review
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	2.
	Introduction and Entry
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	3.
	Is the Responsible Official/Authorized Representative still: Dina Kostakis?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  

	4.
	Is the facility contact still: Sharon Escalera?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  


	IN
	MNC
	SNC
	B. Specific Conditions: 
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	This permit or a copy thereof shall be kept at the work site of the permitted activity.

[General Condition 12.]

Comments:  The facility ( did □ did not have a copy of the permit on-site.

4. Operation and Emission Requirements – As a Synthetic Non-Title V source, the facility shall comply with the following:

A. Total facility-wide emissions from the regulated emission units shall not exceed the following for any consecutive 12-month period:

Pollutant
Annual Emission Limits

Not to Exceed

(Tons/ Any consecutive 12 month period)

VOC
95.0

Any Individual HAP
9.5

Total HAPs
23.7

Note: See Specific Condition No. 18        

B. In order to control unconfined particulate matter emissions from the facility, the permittee shall: (i) Water any dusty outdoor areas to minimize dust entrainment and (ii) Sweep, as needed, all outdoor paved areas.

C. The permittee is legally obligated to adhere to the terms and limitations of this permit, including any condition or limitation assumed by the permittee upon acceptance of this permit.

D. Any emissions limitation, control requirement, or other requirement assumed by the permittee upon acceptance of this permit shall be quantifiable and enforceable as a practical matter. 

 [Rules 62-210.300(2)(b) and 62-296.320(4)(c), F.A.C.; Construction Permit Application submitted to the Department on 9/25/2007]

Comments:  VOC 2.1 tons/yr- December, 08’

                     Any individual HAP- 0.5445 tons/yr Methanol February, 09’

                    Total HAP – 0.5998 tons/yr February, 09’

5. Volatile Organic Compounds (VOC)/Organic Solvents (OS) – No person shall store, pump, handle, process, load, unload, or use in any process or installation any VOC/OS without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  The following procedures shall be utilized to minimize pollutant emissions:

A. Maintain covers, lids, etc., on all containers of VOC/OS when they are not being handled, tapped, etc.

B. Prevent excessive air turbulence across exposed VOC/OS.

C. Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, bath, etc., of VOC/OS so that it can be covered when not in use.

D. All fittings, valve lines, etc., shall be properly maintained.

E. All VOC/OS spills shall be attended to in a timely manner and the waste properly disposed of, recycled, etc.  

[Rules 62-4.070(3) and 62-296.320(1), F.A.C.]

Comments:  The facility meets a-e of this condition
6. Objectionable Odor – The facility shall not cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor outside plant property.  An objectionable odor is any odor present in the outdoor atmosphere which by itself, or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  

[Rules 62-210.200 and 62-296.320(2), F.A.C. and Pinellas County Code, Section 58-178]

Comments:  No objectionable odors detected during the inspection
7. Circumvention – The permittee shall not circumvent any air pollution control device, or allow the emissions of air pollutants without the applicable air pollution control device operating properly.  

[Rule 62-210.650, F.A.C.]

Comments:  No circumvention observed
8. Excess Emissions (Startup, Shutdown, Malfunction) – Excess emissions resulting from startup, shutdown, or malfunction shall be permitted providing (1) Best operational practices to minimize emissions are adhered to and (2) The duration of excess emission shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for a longer duration.     [Rule 62-210.700(1), F.A.C.]  

Comments:  No startup, shutdown or malfunction during the CY (Jan-Sep, 09’)
9. Excess Emissions (Poor Maintenance/Operation, Equipment/Process Failure) – Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.    [Rule 62-210.700(4), F.A.C.]

Comments:  No excess emissions due in part from poor maintenance or poor operation
10. Excess Emissions Reporting – In case of excess emissions resulting from malfunctions, each source shall notify the Department and PCDEM in accordance with Section 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department and/or PCDEM.    [Rule 62-210.700(6), F.A.C.]

Comments:  No excess emissions reported
11. Excess Emissions Recordkeeping – The permittee shall maintain records of the occurrence and duration of any startup, shutdown, or malfunction in the operation of this facility which results in excess emissions; any malfunction of the air pollution control equipment; and any periods during which a continuous monitoring system or monitoring device is inoperative.  Records shall be maintained at the facility for a minimum of three (3) years and shall be available for inspection by the Department and/or PCDEM upon request.    [Rules 62-4.070(3) and 62-210.700, F.A.C.]

Comments:  No excess emissions recorded.
12. Additional Compliance Testing – When the Department and/or PCDEM, after investigation, have good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department Rule, local county ordinance, or in a permit issued pursuant to those rules and/or ordinances are being violated, they shall require the owner or operator of the emission unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department and PCDEM.  [Rule 62-297.310(7)(b), F.A.C.]

Comments:  Additional Compliance Testing not required
13. Equipment Labeling - Each piece of equipment indicated and/or identified in this permit shall be properly labeled.  Such labels shall be legible and accessible for inspection by the Department and/or PCDEM.   [Rule 62-4.070(3), F.A.C.]

Comments:  Each boiler is clearly labeled with EU 006 and OO7 along with every piece of equipment.

16. VOC & HAP Monthly Records – To demonstrate compliance with the facility-wide emission limitations of Specific Condition No. 4., the permittee shall maintain the following records:

A. Facility name, Facility ID No. (1030112) and month/year.

B. The total VOC emission from the regulated emission units (E.U. 001, 003, 005, 006 and 007) for the month, in tons.

C. The facility-wide individual HAP emissions (for Xylene, Ethylbenzene, and Methanol) for the month, in tons.
D. The facility-wide total HAP emissions for the month, in tons.
E. The total VOC emission from the regulated emission units (E.U. 001, 003, 005, 006 and 007) for the most recent consecutive 12-month period, in tons.

F. The facility-wide individual HAP emissions (for Xylene, Ethylbenzene, and Methanol) for the most recent consecutive 12-month period, in tons.

G. The facility-wide total HAP emissions for the most recent consecutive 12-month period, in tons.
[Rule 62-4.070(3), F.A.C.]

Comments:  Facility meets a-g of this condition
17. Records Retention – All daily records required by this permit shall be completed within five (5) business days and all monthly records shall be completed by the end of the following month. All records required by this permit shall be maintained at the facility for at least three years, unless otherwise noted, and be made available to the Department and/or the Pinellas County Department of Environmental Management (PCDEM) for inspection upon request. Note: A business day is defined as Monday through Friday, excluding holidays and facility shutdowns.

 [Rules 62-4.070(3) and 62-4.160(14)(b), F.A.C.]

Comments:  The facility has retained the last 5 years of records.
18. Annual Operating Report (AOR) – Submit to the Air Compliance Sections of this office and the PCDEM (unless otherwise directed by the Department), each calendar year and on or before March 1, an annual operating report [DEP Form 62-210.900(5)] for the preceding calendar year.  The Annual Operating Report shall include the emissions from the activities that are "Exempt" from permitting, in order to demonstrate continued compliance that this facility is a synthetic non-Title V source.  

[Rules 62-4.070(3) and 62-210.370(3), F.A.C.]

Comments:  Air Quality received the AOR on 4/7/09 and it was reviewed and finalized on 4/23/09
19. Permit Renewal Application – A completed application to renew this operation permit (i.e. 1030112-027-AF) shall be submitted to the Air Permitting Section of the Department’s Southwest District Office and the PCDEM no later than 60 days prior to the expiration date of this permit… 

 [Rules 62-4.070(3), 62-4.090, 62-210.300(2) and 62-210.900 F.A.C.]

Comments:  The facility will be submitting an air construction permit.  Spray washer to replace its step washer
40. Fuel Usage and Maximum Heat Input Rate – In accordance with the BACT determination dated December 6, 1999, each boiler shall be fired with natural gas (primary fuel) or propane (back-up fuel) at a maximum heat input rate of 12.6 MMBTU/Hour.   [Rules 62-4.070(3) and 62-296.406, F.A.C.]

Comments:  The facility provided documentation proving that the boilers operated on natural gas during the compliance year.  A partial record (9/27/08 – 11/5/08) is attached to the compliance file.

41. Visible Emissions (VE) Limit – Visible emissions from each boiler shall not exceed 20% opacity except for one (1) six-minute period per hour during which opacity shall not exceed 27%.  

[Rule 62-296.406(1), F.A.C.]

Comments:  No visible emissions observed, Method 22.
42. Boiler Labeling – Each boiler shall be clearly labeled with its correct E.U. No. (006 or 007). 

[Rule 62-4.070(3), F.A.C.]

Comments:  Each boiler is clearly labeled with EU 006 and OO7.

43. VE Testing - Test each boiler for visible emissions at five (5) year intervals from the baseline date of December 20, 1999.  The test conducted at five (5) year intervals shall be conducted within sixty (60) days prior to or on the date of December 20.  If the last visible emission test was conducted at a rate less than 90% of the maximum permitted heat input rate (12.6 MMBTU/Hour), it will automatically constitute an amended permit at that lesser rate plus 10%.  Within thirty (30) days of that lower amended heat input rate being exceeded by more than ten (10%), a new compliance test shall be conducted at the higher rate.  The test results shall be submitted to the Southwest District Office of the Department within forty-five (45) days of testing.  Acceptance of the test by the Department will automatically constitute an amended permit at the higher tested rate plus 10%, but in no case shall the maximum heat input rate of 12.6 MMBTU/Hour be exceeded.   [Rules 62-297.310(7) and 62-297.310(8)(b), F.A.C.]

Comments:  Catalent’s last boiler VE test was performed on 1/21/05.  0% opacity for each boiler.

44. VE Test Method – The visible emission test for each boiler shall be conducted in accordance with DEP Method 9 and each visible emission test period shall be conducted for a minimum of sixty (60) minutes.  The visible emission test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  The minimum requirements for stationary point source emission test procedures and reporting shall be in accordance with Chapter 62-297, F.A.C.  Each test report shall indicate the type of fuel used and the heat input rate, in MMBTU/hour, to the boiler during the test.    [Rules 62-297.401(9)(c) and 62-297.310(4)(a)2., F.A.C.]

Comments:  The VE test was performed in accordance with DEP Method 9.

45. Recordkeeping - The permittee shall record and maintain at the facility for each boiler the following records:

A. Facility Name, Facility ID, Emission Unit No. (006 or 007), Month and Year;

B. Monthly fuel usage for each type of fuel.

 [40 CFR 60.48c(g) and (i); Rules 62-204.800(7) and 62-4.070(3), F.A.C.]

Comments:  The VE test was performed in accordance with DEP Method 9.



	(
	
	
	Valid Permit  [Rule 62-210.300]

	
	
	
	Changes to Facility/emission unit [Rule 62-210.300]


Does the emission unit description above match what the facility is operating (Number of emission units or points, model number and serial number, etc.)    FORMCHECKBOX 
 Yes     FORMCHECKBOX 
 No


Comments:  

	(
	C.  Other:

	Pollution Prevention Activities

· P2 Handouts Provided:   FORMCHECKBOX 
 P2 Brochure;    FORMCHECKBOX 
 P2 Manual;     FORMCHECKBOX 
 P2 Checklist

· Have any emissions reductions occurred
 FORMCHECKBOX 
 Yes /   FORMCHECKBOX 
 No According to the facility contact production has 
  Remained constant during the past 2 years.  Emissions has decreased for VOC, individual HAP and total HAP.
VOC 2.1 tons/yr- December, 08’

                     Any individual HAP- 0.5445 tons/yr Methanol February, 09’

                    Total HAP – 0.5998 tons/yr February, 09’

The highest individual HAP = 0.9077 tons/yr Methanol (March, 08’).  The highest total HAP = 0.9264 tons/yr (March, 08’).  The highest VOC total = 2.49 tons/yr (April, 08’)

 FORMCHECKBOX 
 Chemical Substitution;        FORMCHECKBOX 
 Equipment Changes;      FORMCHECKBOX 
 Process Changes

 FORMCHECKBOX 
 Chemical/Material Reuse;   FORMCHECKBOX 
On-site Recycling;          FORMCHECKBOX 
 Other:   


Comments:  

 

	Closing Conference:  



	Inspector(s):    Jeffrey Morris, Pinellas County, Air Quality Division

	Signature(s):
Date:
	Date:  

	ACCESS?
	(
	ARMS?
	(
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