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	  FACILITY:
Catalent Pharma Solutions, LLC
	  PERMIT ID:

1531

	
	  DISTRICT: 

Southwest

	  ADDRESS:

2725 Scherer Drive
	  CONTACT PHONE: 

	




St. Petersburg, FL
	

727-803-2282

	  ARMS NO:

1030112 006
	  PERMIT NO:
	Expiration Date:
10/8/2015
Renewal Date:  8/9/2015

	
	1030112-030-AF
	

	
	
	Test Due Date:          


	EMISSION UNIT DESCRIPTION :  Boiler (Cleaver-Brooks or Equivalent),  fired on natural gas or propane at a maximum input heat rate of 126 MMBtu/hour.  Located to the north of Emission Unit 007


	INSPECTION DATE:
	ARMS INSPECTION TYPE:
	COMPLIANCE STATUS:

	

	
	October 11, 2013
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	INS2
	
	INS3
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	(
	IN
	
	MNC
	
	SNC

	

	

	INSPECTION TYPE:
	(
	Initial
	
	Re-inspection
	
	Complaint
	
	Drive-by
	
	Quarterly

	

	(
	A. General Review:

	1.
	Permit File Review
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	2.
	Introduction and Entry
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	3.
	Is the Responsible Official/Authorized Representative still: Dina Kostakis?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  

The Responsible Official/Authorized Representative’s e-mail is:  

	4.
	Is the facility contact still: Jeffery Rogers?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  

The facility contact’s e-mail is:  Jeffery.Rogers@catalent.com


	IN
	MNC
	SNC
	B. Specific Conditions: 
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	Inspection note:  There are two current permits, 1030112-030-AF and 1030112-029-AC.  The AF incorporates:

(1) it adds operational flexibility for the softgel processing equipment (001) by allowing the use of either naphtha or ethanol as the process solvent for the equipment in Emissions Unit ID No. 001; and 
(2) it increases the number of washtubs allowed for the cleaning small equipment and parts from a maximum of 12 to 14 washtubs in Emissions Unit ID No. 003.
The AC is still active to allow the construction modification that would add a new ethanol spray to the west wing production area of the facility and the construction modification that would relocate an existing step washer from the west wing production area to the east wing production area.  
a- modifies Emission Unit ID No. 001 by adding a new ethanol spray washer to the west wing

Unless noted otherwise, the conditions below are for 1030112-030-AF
General Conditions [62-4.160, F.A.C.]
12.  This permit or a copy thereof shall be kept at the work site of the permitted activity.

Comments:  A copy of the permit   FORMCHECKBOX 
 was  FORMCHECKBOX 
 was not kept at the worksite.
8.  If, for any reason, the permittee does not comply with or will be unable to comply with any condition or limitation specified in this permit, the permittee shall immediately provide the Department with the following information:

a.  A description of and cause of noncompliance; and

b.  The period of noncompliance, including dates and times; or, if not corrected, the anticipated time the noncompliance is expected to continue, and steps being taken to reduce, eliminate, and prevent recurrence of the noncompliance. The permittee shall be responsible for any and all damages which may result and may be subject to enforcement action by the Department for penalties or for revocation of this permit.

Comments:  There were no noncompliance episodes during the compliance year for the boilers.  The boilers were on-line during production and only shutdown for routine maintenance.

Common Conditions [Rule 62-296.320(4)(c), F.A.C.]
Unless otherwise specified in the permit, the following conditions apply to all emissions units and activities at the facility.

Emissions and Controls

2.  Circumvention:  The permittee shall not circumvent the air pollution control equipment or allow the emission of air pollutants without this equipment operating properly.  [Rule 62-210.650, F.A.C.]

Comments:  A review of the compliance year records indicates the company has always fired its boilers on natural gas.  Therefore, there was no circumvention of the boiler fuel requirements. 

6.  VOC or OS Emissions:  No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  [Rule 62-296.320(1), F.A.C.]

Comments:  This condition does not apply to boilers.

7.  Objectionable Odor Prohibited:  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rules 62-296.320(2) and 62-210.200(Definitions), F.A.C.]

Comments: There were no solvent odors detected outside the plant.  
An upwind/downwind survey of the facility was conducted.  The observed parameters were:

Downwind odor level detected-None Wind direction – N/5 mph
  Upwind odor level detected- None

9.  Unconfined Particulate Emissions:  

a.
No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions. 

b.
Any permit issued to a facility with emissions of unconfined particulate matter shall specify the reasonable precautions to be taken by that facility to control the emissions of unconfined particulate matter. 

c.
Reasonable precautions include the following: 

(1)
Paving and maintenance of roads, parking areas and yards. 

(2)
Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing. 

(3)
Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities. 

(4)
Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne. 

(5)
Landscaping or planting of vegetation. 

(6)
Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter. 

(7)
Confining abrasive blasting where possible. 

(8)
Enclosure or covering of conveyor systems.

Comments:  The boilers do not produce unconfined particulate emissions.  Therefore, this condition does not apply.  Additionally, it has been mentioned that the roads surrounding the plant are paved

Administrative Requirements

7
Annual Operating Report:  On or before April 1 of each year, the permittee shall submit a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Compliance Authority.   [Rule 62-210.370(3), F.A.C.] 

Comments:  The annual operating report for calendar year 12’ was submitted on 2/6/13.

8
Operation Permit Renewal Application:  A completed application for renewal of the operation permit shall be submitted to the Permitting Authority with a copy to PCDEM (Compliance Authority) no later than 60 days prior to the expiration date of the operation permit. 
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]
Comments:  The permit expires on 10/15/15.  An application is required to be submitted no later than 8/16/15.

A.1.
Emission Requirements:  Total facility-wide emissions from the regulated emission units shall not exceed the following for any consecutive 12-month period:

Pollutant

 (Tons/ Any consecutive 12 month period)

VOC

95.0

Any Individual HAP

9.5

Total HAPs

23.7

Note: See Specific Condition No. 7.        

[Rules 62-210.200 (Potential to Emit), 62-210.300(2)(b), F.A.C.; Construction Permit 1030112-026-AC]

Comments:  Highest VOC emissions totals = 4.96 tons/yr (Oct, 12’).  Highest individual HAP emissions totals = 0.2112 tons/yr, Methanol (April, 13’).  Highest Total HAP emission totals = 0.2112 tons/yr (April, 13’).  A copy of the 12-month consecutive total records is attached to the inspection report.

A.2.
Unconfined Particulate Matter Emissions:  In order to control unconfined particulate matter emissions from the facility, the permittee shall: (i) Water any dusty outdoor areas to minimize dust entrainment and (ii) Sweep, as needed, all outdoor paved areas.

[Rule 62-296.320(4)(c), F.A.C.; Construction Permit 1030112-026-AC]

Comments:  The boilers do not produce unconfined particulate emissions.  Therefore, this condition does not apply.  Additionally, it has been mentioned that the roads surrounding the plant are paved

A.3.
Volatile Organic Compounds (VOC)/Organic Solvents (OS):  No person shall store, pump, handle, process, load, unload, or use in any process or installation any VOC/OS without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  The following procedures shall be utilized to minimize pollutant emissions:

A.
Maintain covers, lids, etc., on all containers of VOC/OS when they are not being handled, tapped, etc.

B.
Prevent excessive air turbulence across exposed VOC/OS.

C.
Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, bath, etc., of VOC/OS so that it can be covered when not in use.

D.
All fittings, valve lines, etc., shall be properly maintained.

E.
All VOC/OS spills shall be attended to in a timely manner and the waste properly disposed of, recycled, etc.  

[Rules 62-4.070(3) and 62-296.320(1), F.A.C.]

Comments:  The condition does not apply to the boilers.
A.4.
Objectionable Odor Prohibited:  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.    [Rules 62-296.320(2) and 62-210.200(Definitions), F.A.C. and Pinellas County Code, Section 58-178]

Comments:  There were no objectionable odors contributed to the natural gas fired boilers

A.5.
Equipment Labeling:  Each piece of equipment indicated and/or identified in this permit shall be properly labeled.  Such labels shall be legible and accessible for inspection by the Department and/or PCDEM.    [Rule 62-4.070(3), F.A.C.]

Comments:  Boiler labels are clearly marked Boiler #1 and Boiler #2

A.6.
Stack Sampling:  The permittee shall install and maintain stack sampling facilities (as required), including ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All stack sampling facilities must meet the requirements of Rule 62-297, F.A.C. and any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.  [Rule 62-297.310(6), F.A.C.]

Comments:  

The previous Method 25 test performed every 5 years

A Method 25 test was performed on 2/16/10.  Based on the audit, all ports, work platforms, access to work platforms, electrical power and source sampling equipment

Source sampling equipment included the following:

Rotameter with a flow control valve that’s capable to sample a flow rate of 100 +/- 10 ml/min.  Control valve made of stainless steel.

Pressure gauge that is a u-tube mercury monometer/equivalent capable of measuring pressure with 1mm Hg in the range of 0-1,000mm Hg

Sample tank made of stainless steel or aluminum

Vacuum pump evacuating to an absolute pressure of 10 mm Hg:

A.7.
VOC & HAP Monthly Records: To demonstrate compliance with the facility-wide emission limitations of Specific Condition No. A.1., the permittee shall maintain the following records:

A.
Facility name, Facility ID No. (1030112) and month/year.

B.
The total VOC emission from the regulated emission units (E.U. 001, 003, 005, 006 and 007) for the month, in tons.

C.
The facility-wide individual HAP emissions (for Xylene, Ethylbenzene, and Methanol) for the month, in tons.
D.
The facility-wide total HAP emissions for the month, in tons.
E.
The total VOC emission from the regulated emission units (E.U. 001, 003, 005, 006 and 007) for the most recent consecutive 12-month period, in tons.

F.
The facility-wide individual HAP emissions (for Xylene, Ethylbenzene, and Methanol) for the most recent consecutive 12-month period, in tons.

G.
The facility-wide total HAP emissions for the most recent consecutive 12-month period, in tons.
[Rule 62-4.070(3), F.A.C.]

Comments:  

A. The air permit number, facility id and date are in the upper left corner of the record

B.  The total rolling 12-mo total for each EU is on the single page VOC report

C. The 12-mo rolling total HAP air emissions data records Xylene, Ethylbenzene, Methyl isobutyl ketone, 2-Ethoxyethanol and Total HAP’s for each month is on the single page record

D. At the end of the 12-mo rolling total HAP air emissions data record is the total HAP emission for the month in tons is on the single paeg record

E. The 12-mo rolling total VOC air emissions from the regulated emission units for the most recent consecutive 12-mo period is on the single page record

F. The facility-wide individual HAP emissions Xylene, Ethylbenzene, Methyl isobutyl ketone, 2-Ethoxyethanol for the most recent 12-mo period is on the 12-mo rolling total HAP air emissions

G. The facility-wide total HAP emissions for the most recent consecutive 12-mo period in tons is on a single page record

A.8.
Records Retention: The permittee shall comply with the Records Retention conditions of Appendix C. Additionally, all daily records required by this permit shall be completed within five (5) business days and all monthly records shall be completed by the end of the following month. All records required by this permit shall be maintained at the facility for at least three years, unless otherwise noted, and be made available to the Department and/or the Pinellas County Department of Environmental Management (PCDEM) for inspection upon request. Note: A business day is defined as Monday through Friday, excluding holidays and facility shutdowns.   [Rules 62-4.070(3) and 62-4.160(14)(b), F.A.C.]
Comments:  The facility records have been on file for the past 5 years

E.1.
Federal Regulatory Requirements:  These emissions units are subject to 40 CFR 60, Subpart Dc – Small Industrial-Commercial-Institutional Steam Generating Units, which is adopted by reference in Rule 62-204.800, F.A.C.  [Rule 62-204.800, F.A.C.] 

Comments:  The facility followed the required test requirements of Appendix D

E.2.
Authorized Fuel:  In accordance with the BACT determination dated December 6, 1999, each boiler shall be fired with natural gas (primary fuel) or propane (back-up fuel).  

[Rules 62-4.070(3) and 62-296.406, F.A.C.]

Comments:  The facility uses natural gas and propane as a back-up fuel.  A usage log is appended to the compliance file

E.4.
Boiler Labeling: Each boiler shall be clearly labeled with its correct E.U. No. (006 or 007). 

[Rule 62-4.070(3), F.A.C. ; Construction Permit 1030112-029-AC]

Comments:  Previous comment in A.5.
E.5.
Visible Emissions (VE) Limit:  Visible emissions from each boiler shall not exceed 20% opacity except for one (1) six-minute period per hour during which opacity shall not exceed 27%.    [Rule 62-296.406(1), F.A.C.]

Comments:  No visible emissions observed (method 22)

E.6.
Compliance Tests: Test each boiler for visible emissions at five (5) year intervals from the baseline date of December 20, 1999.  The test conducted at five (5) year intervals shall be conducted within sixty (60) days prior to or on the date of December 20.  

Testing of emissions shall be conducted with the boilers operating at the maximum design capacity (12.6 MMBTU/Hour).  If it is impractical to test at the maximum design capacity, the boilers may be tested at less than the maximum design capacity; in this case, subsequent boiler operation is limited to 110 percent of the test rate until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the maximum design capacity.  Maximum design capacity is defined as 90 to 100 percent of the maximum design rate of the boiler.    [Rules 62-4.070(3) and 62-297.310(2), F.A.C.]

Comments:  The visible emissions test was performed on November 18, 2009.  This date was approximately 32 days prior to December 20th, baseline.  The test was performed at 12.6 MMBTU/Hr (maximum design capacity) The average was 0%.

E.7.
Test Requirements:  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  

[Rule 62-297.310(7)(a)9., F.A.C.]

Comments:  Appendix D.  Common Testing Requirements was followed by the facility in 09’.  Specifically, the facility performed methods 1-4, method 9 and method 25A

E.8.
Test Method:  Required tests shall be performed in accordance with the following reference method.

Method(s)

Description of Method and Comments

9

Visual Determination of the Opacity of Emissions from Stationary Sources

The above method(s) are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other method(s) may be used unless prior written approval is received from the Department.  

[Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60]

Comments:  The facility followed the Method 9 requirements during April, 11’ test
E.9.
Test Notification:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests. The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility’s contact person who will be responsible for coordinating the test; and the name, company, and the telephone number of the person conducting the test. 

{Permitting Note: The notification should also include the relevant emission unit ID No(s)., test method(s) to be used, and pollutants to be tested.} 

[Rules 62-4.070(3) and 62-297.310(7)(a)9., F.A.C.]

Comments:  The test notification was received by Air Quality on November 2, 2009 for the November 18, 2009 test.

E.10.
Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.   Each test report shall indicate the type of fuel used and the heat input rate, in MMBTU/hour, to the boiler during the test.  [Rule 62-297.310(8), F.A.C.]

Comments:  The 09’ test indicated the following:

Fuel type; natural gas, material rate 3,600 cuft natural gas, 12.6  MMBtu/hr

E.11.
Daily Log:  If compliance testing of a boiler (See Specific Condition No. E.6.) is conducted at less than 90% of the maximum design heat input rate, then the permittee shall record and maintain at the facility the following records:

A.
Facility Name, Facility ID, Emission Unit No. (006 or 007), date;

B.
Daily fuel usage for each type; and

C.
The average heat input rate for the day for the boiler.

[Rule 62-4.070(3), F.A.C.; Construction Permit 1030112-029-AC]

Comments:  Daily log reflects the following:

A. Facility name, id, emission unit and date

B. Daily fuel usage in cuft

C. The average heat input rate 12.6mmBTU/hr

A copy of the record is attached to the compliance file.  July– Sept, 13’.  The highest is 90,200 mmcuft on August 28, 2013.
E.12.
Monthly Log:  The permittee shall record and maintain at the facility for each boiler the following records:

A.
Facility Name, Facility ID, Emission Unit No. (006 or 007), Month and Year;

B.
Monthly fuel usage for each type of fuel.

Monthly logs shall comply with the requirements of Specific Condition No. A.8.

 [40 CFR 60.48c(g) and (i); Rules 62-204.800(7) and 62-4.070(3), F.A.C.]

Comments:  The facility provided this record and complies with specific condition A.8.   The record has the facility name, id, emission unit and year and has the monthly fuel usage, natural gas, in cuft.


	(
	
	
	Valid Permit [Rule 62-210.300]

	
	
	
	Changes to Facility/emission unit [Rule 62-210.300]


Does the emission unit description above match what the facility is operating (Number of emission units or points, model number and serial number, etc.)    FORMCHECKBOX 
 Yes     FORMCHECKBOX 
 No


Comments:  

	(
	C.  Other:

	Pollution Prevention Activities

· P2 Handouts Provided:   FORMCHECKBOX 
 P2 Brochure;    FORMCHECKBOX 
 P2 Manual;     FORMCHECKBOX 
 P2 Checklist

· Have any emissions reductions occurred
 FORMCHECKBOX 
 Yes /   FORMCHECKBOX 
 No     
   
 FORMCHECKBOX 
 Chemical Substitution;        FORMCHECKBOX 
 Equipment Changes;      FORMCHECKBOX 
 Process Changes

 FORMCHECKBOX 
 Chemical/Material Reuse;   FORMCHECKBOX 
On-site Recycling;          FORMCHECKBOX 
 Other:   


Comments:  There were no pollution prevention activities during the compliance year.
 

	Closing Conference:  



	Inspector(s):    Jeffrey Morris, Pinellas County, Air Quality Division

	Signature(s):
Date:
	Date:  

	ACCESS?
	(
	ARMS?
	(
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