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	  FACILITY:
Allen Industries, Inc.
	  PERMIT ID:

2678

	
	  DISTRICT: 

Southwest

	  ADDRESS:

11351 49th Street North
	  CONTACT PHONE: 

	




Clearwater, FL
	

727-573-3076

	  ARMS NO:

1030186 004
	  PERMIT NO:
	Expiration Date:
5/11/2014
Renewal Date:  3/12/2004

	
	1030186-005-AO
	

	
	
	Test Due Date:          


	EMISSION UNIT DESCRIPTION :  Paint Spray Booth Nos. 1, 2, 3 and 4; Outdoor Painting Area; Screen/Pad Application Operations


	INSPECTION DATE:
	ARMS INSPECTION TYPE:
	COMPLIANCE STATUS:

	

	
	January 31, 2012
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	INSPECTION TYPE:
	(
	Initial
	
	Re-inspection
	
	Complaint
	
	Drive-by
	
	Quarterly

	

	(
	A. General Review:

	1.
	Permit File Review
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	2.
	Introduction and Entry
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  
	
	
	
	

	3.
	Is the Responsible Official/Authorized Representative still: David Allen?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  

The Responsible Official/Authorized Representative’s e-mail is:  

	4.
	Is the facility contact still: Ray Ryals?
	 FORMCHECKBOX 

	Yes
	 FORMCHECKBOX 

	No

	
	  Comments:  

The facility contact’s e-mail is:  


	IN
	MNC
	SNC
	B. Specific Conditions: 
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	Inspection note:  This permit became effective on  05/11/2009.  There are changes in conditions from the previous permit. (compliance period January 4, 2011 – January 31, 2012)
This permit or a copy thereof shall be kept at the work site of the permitted activity.  

[62-4.160 F.A.C. - General Condition 12.]

Comments:  The facility   FORMCHECKBOX 
 did  FORMCHECKBOX 
 did not have a copy of the permit on-site.

4.  Emission Limitations – In order to establish the facility as a non-Title V minor source of VOC and HAP emissions, the following emission operation limits shall apply:

Pollutant

Facility-Wide Emission Limits

(tons/consecutive 12 month period)
Total Volatile Organic Compounds (VOC) 

48.0

Individual Hazardous Air Pollutants (HAP)

9.0

Total Hazardous Air Pollutants (HAPs)

20.0

Comments:  The highest 12-mo consecutive total VOC emissions = 12.15 tons/yr (Aug, 11’).  The highest 12-mo consecutive total Individual HAP = 1.4189 tons/yr (Toluene, Aug, 11’).  The highest 12-mo consecutive total for total HAPs = 3.25 tons/yr (Aug, 11’) 
5.  VOC RACT.  When coating/painting metal, Emission Unit No. 004 is limited to the use of solvent coatings with a volatile organic compound (VOC) content not to exceed 3.5 pounds VOC per gallon of coating, less water and exempt solvents.  Note that emissions from solvent washings shall be included in the above limitation unless the wash solvent is directed into containers that prevent vapor loss to the atmosphere.

[Rules 62-296.500(4), 62-296.513(2)(a)2 and 62-296.513(2)(c), F.A.C.]
Comments:  The solvent coatings used by Allen Industries does not exceed 3.5 lbs VOC/gallon of coating.  Therefore, the VOC RACT requirement is met.
6.  Fugitive Organic Solvents, and Volatile Organic Compounds: The permittee shall not store, pump, handle, process, load, unload, or use in any process or installation, OS, or VOCs without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. The permittee shall comply with the following:

A. All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials.

B. All VOC/OS from washings (equipment clean-up) shall be directed into containers that prevent evaporation into the atmosphere.

C. Tightly cover or close all VOC containers when they are not in use.

D. Prevent excessive air turbulence across exposed VOCs.

E. Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.

F. Solvents from paint gun pot cleaning shall be considered to have negligible emissions only if they are directed by pouring into closed containers.  

G. Clean-up solvents are not required with the use of disposable brushes.

 [Rule 62-296.320(1), FAC; Construction Permit No. 1030186-003-AC]

Comments:  
· Air Quality inspected the spray guns and associated hoses.  
· No leaks observed.  
· All small touch up paint cans were sealed.  
· The 55 gallon drum of lacquer thinner was sealed and grounded in secondary containment.   

· Spills are cleaned immediately. 

· The rags used to clean up are disposed as hazardous waste.
7.  Modification: Unless otherwise exempt by rule, the permittee shall not initiate any construction, reconstruction, or modification at the facility and shall not install/modify any pollution control device at the facility without obtaining prior authorization from the Department.  Modification is defined as: Any physical change or changes in the method of operations or addition to a facility that would result in an increase in the actual emissions of any air pollutant subject to air regulations, including any not previously emitted, from any emission unit or facility.

[Rules 62-210.200 - Definition of “Modification” and 62-210.300(1)(a), F.A.C.]

Comments:  The permit was not modified during the compliance year.  The facility did not construct or install a new control device.  However, the facility will be installing a new spray booth.  Mr. Ryals, the facility RO, has talked to his consultant concerning the permitting process.
8.  Visible Emissions – Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Rule 62-297.401, F.A.C.  However, in order to provide reasonable assurance the overspray control systems are adequately controlling emissions of uncontrolled particulate matter from the spray booths, visible emissions from the paint spray booth exhausts should not exceed 5% opacity.  Exceedance of the 5% limit shall not be considered a violation in and of itself, but an indication that additional control precautions and/or practices may be necessary.  [Rules 62-4.070(3), 62-296.320(4)(b)1, 62-296.320(4)(b)4 and 62-297.401, F.A.C.; Construction Permit No. 1030186-003-AC]

Comments:  No visible emissions observed during the inspection based on a Method 22.  If there were visible emissions observed a Method 9 test would be performed.
9.  General Pollutant Emission Limiting Standards: Objectionable Odor - No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-210.200 (Definition “Objectionable Odor”) and 62-296.320(2), F.A.C.; Pinellas County Code, Section 58-178]

Comments:  No objectionable odors detected during the inspection.
10.  Excess emissions - resulting from startup, shutdown, or malfunction shall be permitted providing (1) Best operational practices to minimize emissions are adhered to and (2) The duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for a longer duration. Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may be reasonably prevented during startup, shutdown, or malfunction shall be prohibited.  [Rule 62-210.700, F.A.C.]

Comments:  There were no excess emissions observed during the inspection.    Allen Industries did not report a shutdown or malfunction with spray equipment during the compliance period
11.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(7)(b), F.A.C.]

Comments:  There was no special compliance test required during the compliance period 
12.  VOC Recordkeeping requirements for metal parts - In order to document continuing compliance with Specific Condition Nos. 4 and 5 the permittee shall maintain, at a minimum, the following records:

a) Compliance with Specific Condition Nos. 4 and 5 shall be determined by the VOC content of each coating using EPA Method 24 or 24A contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. Certification under EPA 450/3-84-019, if properly completed for each affected coating, may be submitted in lieu of the EPA Method 24 or 24A tests.  New coatings or the same coatings supplied by a different manufacturer shall be tested for VOC content using EPA Method 24, 24A, or the above mentioned certification test method prior to use.  For use of coatings different from those included in the operation permit application, submit the new coating(s) test results to the Department's Southwest District office within 30 days of initial use.

[Rule 62-296.513(4) and Chapter 62-297, F.AC.; 40 CFR 60 Appendix A; Construction Permit No. 1030186-003-AC]

b) Compliance with the VOC/OS emission limitations of Specific Condition Nos. 4 and 5 shall be demonstrated by maintaining daily logs. These logs shall be retained on file for at least five (5) years.  These records shall include but not be limited to the following information:

1. The applicable rule - Rule 62-296.513(2)(a)2.and 62-296.513(3), F.A.C.

2. Facility name and ID:  Allen Industries, Inc., Facility ID 1030186

3. The substrate type being coated - metal.

4. The emission unit number and description - EU No.  004, Spray Paint Booth No. 1, 2, 3 or 4 or outdoor painting area

5. Date - month, day, year

6. On a daily basis, what "As Applied" coating (by identification number) was used, indicating the amount of each used in gallons or pounds.

7. On a daily basis, all other VOC and solvents used for surface preparation, indicating the amount of each used.

8. On a daily basis, calculate the amount of emissions from the wash solvents (equipment clean-up) that are not directed into containers that prevent evaporation into the atmosphere for disposal.

9. VOC content as applied (percent by weight) for each type of coating utilized.

10. Monthly, a cumulative 12 consecutive-month running total for all VOC/OS emissions to ensure that annual VOC/OS emission limits are not exceeded.

Supporting documentation (e.g., MSDS sheets, “As Supplied” sheets, “As Applied” sheets, purchase orders, inventory records, production records, etc.) for the records required by Specific Condition Nos. 4 and 5, which shall include sufficient information to determine VOC emissions, shall also be kept.  At the permittee’s option, “quantity purchased” may be reported to satisfy the requirement of “quantity used”, provided no materials are used which are not purchased.

Daily Records shall be completed within five (5) calendar days.  Monthly records shall be completed within 15 days of the end of the month.  The records required in this permit shall be maintained at the facility for a minimum of five years (except where otherwise specified) and made available to the Pinellas County Department of Environmental Management (PCDEM) upon request.

[Rules 62-4.070(3) and Chapter 62-296, F.A.C.; Pinellas County Code 58-90; Construction Permit No. 1030186-003-AC

13.  VOC Recordkeeping requirements for plastic parts - In order to document continuing compliance with Specific Condition No. 4 the permittee shall maintain, at a minimum, the following records:

a) Compliance with Specific Condition No. 4 shall be determined by the VOC content of each coating using EPA Method 24 or 24A contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C. Certification under EPA 450/3-84-019, if properly completed for each affected coating may be submitted in lieu of the EPA Method 24 or 24A tests.  New coatings or the same coatings supplied by a different manufacturer shall be tested for VOC content using EPA Method 24, 24A, or the above mentioned certification prior to use.  For the use of coatings different from those included in the operation permit application, submit the new coating(s) test results to the Department's Southwest District office along with the application for the operation permit.  Testing procedures shall be consistent with the requirements of Chapter 62-297, F.A.C.

[Chapter 62-297, F.AC.; 40 CFR 60 Appendix A; Construction Permit No. 1030186-003-AC]

b) A separate daily usage log shall be kept for each spray paint booth in order to document compliance with the limitations of Specific Condition No. 4.  These logs shall be retained on file for at least five (5) years. These records shall include but not be limited to the following:

1. The applicable rule - Rule 62-296.320, F.A.C.

2. Facility name and ID:  Allen Industries, Inc., Facility ID 1030186

3. The substrate type being coated - plastic.

4. The emission unit number and description - EU No. 004, Spray Paint Booth Nos. 1, 2, 3, or 4 or outdoor painting area.

5. Date - month, day, year.

6. On a daily basis, what "As Applied" coating* (by identification number) was used, indicating the amount of each used in gallons or pounds.

7. On a daily basis, all other VOC and solvents used, indicating the amount of each used.

8. VOC content as applied (percent by weight) for each type of coating utilized.

9. Monthly, a cumulative 12 consecutive-month running total for all VOC/OS emissions to ensure that annual VOC/OS emission limits are not exceeded.

Supporting documentation (e.g., MSDS sheets, “As Supplied” sheets, “As Applied” sheets, purchase orders, inventory records, production records, etc.) for the records required by Specific Condition Nos. 4 and 5, which shall include sufficient information to determine VOC emissions, shall also be kept.  At the permittee’s option, “quantity purchased” may be reported to satisfy the requirement of “quantity used”, provided no materials are used which are not purchased.

Daily Records shall be completed within five (5) calendar days.  Monthly records shall be completed within 15 days of the end of the month.  The records required in this permit shall be maintained at the facility for a minimum of five years (except where otherwise specified) and made available to the PCDEM upon request.

*This includes, but is not limited to, paint, inks, coating, thinner, solvents and other material used in the painting operations which contain VOCs.

[Rules 62-4.070(3) and Chapter 62-296, F.A.C.; Pinellas County Code 58-90; Construction Permit No. 1030186-003-AC]

Comments:  
· Allen Industries reports the VOC content of each coating used under the Material Data record.  The current record is attached to the compliance file. 

· Supporting documents such as the purchase orders were reviewed for the compliance year.

· The Daily records are completed within 5 calendar days.  The monthly records completed by the 10th of the next month.

· The facility meets the provision of b) and a copy of the daily “as applied” record, checked either substrate metal or plastic, is attached to the compliance file.

14.  HAP Recordkeeping requirements - In order to document continuing compliance with Specific Condition No. 4 the permittee shall maintain, at a minimum, the following records:

A monthly recordkeeping log shall be established and maintained.  At a minimum, the log shall identify and quantify each  paint, coating, thinner, solvent, and other material used in the painting operations which contain HAPs  Documentation of solvents consumed, such as during spray paint gun/hose cleanup, may use a mass balance method to determine usage (amount used minus amount collected for disposal or recycle).  The permittee shall record and calculate, at a minimum, the following:

A. Monthly record the following:

1. The amount of each HAP containing material* (by identification number) used** in gallons and/or pounds (all records shall be in the same units).

2. The HAP content (percent by weight if usage recorded in pounds or lbs/gallon if usage recorded in pounds) of coatings and solvents used.

3. Calculated monthly individual HAP and total HAP emissions, in tons.

4. The current consecutive 12-month total of individual HAP and total HAP, in tons.

5. The log shall specify the method used of emission determination (purchased or used).

B. If the cumulative previous 12-month individual HAP or total HAP emissions are greater than 80% of the limit specified in Specific Condition No. 4 (i.e., 7.2 tons individual HAP or 16.0 tons total HAP), the permittee shall implement daily recordkeeping.  The daily records shall be kept as in Specific Condition 14.A. above and shall be added to the previous 11 monthly totals to demonstrate the facility is remaining below the permitted threshold.  Daily recordkeeping shall remain in effect until the previous 12 month individual HAP and/or total HAP emissions are less than 80% of the limit.

C. All records shall include the Facility Name, Facility ID, Emission Unit ID, and Date (Month, Day, and Year) on each page.  Monthly records shall be completed within 15 days of the end of the month.  Daily records (if required) shall be completed within 5 calendar days.  Supporting documentation (“As Supplied”, “As Applied” sheets, MSDS sheets, purchase orders, etc.) shall be kept for each material which includes sufficient information to determine HAP emissions.

*This includes, but is not limited to, paint, inks, coating, thinner, solvents and other material used in the painting operations which contain HAPs.

**At the permittee’s option, materials received (e.g., as determined by purchases provided no materials are used which re not purchased) may be used in lieu of amount of each material used.  [Rule 62-4.070(3), F.A.C.; Pinellas County Code, Section 58-90/94; Construction Permit No. 1030186-003-AC]

Comments:  
· Allen Industries bases the emission calculations on used material.  The HAP content is based on a percent.   The record provides the monthly total HAP and individual HAP.  The record also provides the 12-mo consecutive total of individual HAP and total HAP. 

· During no time during the compliance year did the individual or total HAP emissions exceed 80% of the limit.  

· Total HAP emission limit = 20 tons/yr.  Individual HAP emission limit = 9.0 tons/yr.  ).  The highest 12-mo consecutive total Individual HAP = 1.4189 tons/yr (Toluene, Aug, 11’).  The highest 12-mo consecutive total for total HAPs = 3.25 tons/yr (Aug, 11’).  The highest Individual HAP is 15.7% of 9.0 tons.  The highest Total HAPs is 16.25% of 20 tons/yr.
· The records meet provision c) of the recordkeeping nomenclature requirement.  
· A copy of this record entitled “Monthly Records” is attached to the compliance file.
15.  Annual Operating Report (AOR) - On or before April 1 of each year, the permittee shall submit a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  Note, the annual operating report for calendar year 2008 shall be submitted by May 1, 2009.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance section of the PCDEM.  [Rule 62-210.370(3), F.A.C.]

Comments:  2010 AOR postmarked/received 3/3/11 and reviewed 5/26/11
16.  Operation Permit (AO) Renewal Application - A completed application for renewal of the operation permit shall be submitted to the Air Permitting Section of the Department’s Southwest District Office with a copy to PCDEM no later than 60 days prior to the expiration date of the operation permit…

 [Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]

Comments:  
Expiration Date :  5/11/2014
Renewal Date:  3/12/2004

	(
	
	
	Valid Permit [Rule 62-210.300]

	
	
	
	Changes to Facility/emission unit [Rule 62-210.300]


Does the emission unit description above match what the facility is operating (Number of emission units or points, model number and serial number, etc.)    FORMCHECKBOX 
 Yes     FORMCHECKBOX 
 No


Comments:  

	(
	C.  Other:

	Pollution Prevention Activities

· P2 Handouts Provided:   FORMCHECKBOX 
 P2 Brochure;    FORMCHECKBOX 
 P2 Manual;     FORMCHECKBOX 
 P2 Checklist

· Have any emissions reductions occurred
 FORMCHECKBOX 
 Yes /   FORMCHECKBOX 
 No     Emissions increased from more production
   
 FORMCHECKBOX 
 Chemical Substitution;        FORMCHECKBOX 
 Equipment Changes;      FORMCHECKBOX 
 Process Changes

 FORMCHECKBOX 
 Chemical/Material Reuse;   FORMCHECKBOX 
On-site Recycling;          FORMCHECKBOX 
 Other:   


Comments:  
2011 - The highest 12-mo consecutive total VOC emissions = 12.15 tons/yr (Aug, 11’).  The highest 12-mo consecutive total Individual HAP = 1.4189 tons/yr (Toluene, Aug, 11’).  The highest 12-mo consecutive total for total HAPs = 3.25 tons/yr (Aug, 11’) 

2010- Highest total emissions Total VOC = 1.35 tons/yr (Sept, 10’); Total HAP = 0.41 tons/yr (Sept, 10’) H169 Toluene= 0.19 tons/yr (Sept, 10’)



	Closing Conference:  



	Inspector(s):    Jeffrey Morris, Pinellas County, Air Quality Division

	Signature(s):
Date:
	Date:  

	ACCESS?
	(
	ARMS?
	(
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