Miami-Dade South Dade WWTP Photos 2-26-2013[image: ]
EU002, or 003 Cogenerator
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Cogenerator Control Panel
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Cogenerator Control Room Monitors
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Cogenerator Daily Log Books
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Cogenerator No 3 Daily Log Book Closeup
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EU014 Emission Control Information
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EU014 Generator
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EU014 Generator Day Tank
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Diesel Generators 1 (EU006) through 5 (EU010)
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Diesel Generators 5 (EU010) and 6 (EU013)
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Diesel Generators 1-6 (EU006-010 and EU013) Fuel Meter
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Diesel Generators 1-6 (EU006-010 and EU013) Fuel Meter Closeup
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THIS MODEL YEAR 2010 MARINE OR STATIONARY ENGI
TO US EPA TIER 2 REGULATIONS APPLICABLE TO ZGOR
MARINE ENGINES ORIGINALLY MANUFACTURED ON OR AFT!

JANUARY 1, 2007

ENGINE FAMILY: AEMDN233.GT2

THIS ENGINE DISPLACES 710 CUBIC INCHES PER CYLINDER.
THIS ENGINE IS CERTIFIED FOR CONSTANT-SPEED OPERATION

ENGINE USEFUL LIFE PER 40 CFR PART 94: 20,000 HOURS
OF OPERATION OR 10 YEARS.

ENGINE MAINTENANCE: SEE Mi 1734 AND ENGINE
MAINTENANCE MANUAL
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