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Additional photos were taken at this site, but were not necessary for inclusion in this photo log. 
Full facility—1050378. EU 003 is on the ground behind left silo (single silo).





This photo was taken from VE observation location.





Emission Unit 004 (single cement silo) loading point.





Emission Unit 001 and 002 (split cement silo) loading points.





Signage on load points.





Split silo load points and truck load out.





Load point during loading of Emission Unit #004.





Weigh hopper dust collector exit point. No Visible Emission were noted from this point.





Hose connection during loading of Emission Unit #004.





Weigh hopper dust collector under split silo above truck load out.





Weigh hopper dust collector under split silo above truck load out. Photo taken in an attempt to verify the unit is disconnected. This could not be confirmed.





Central Dust Collector pick-up point hose leads to truck load out area.





Central Dust Collector baghouse and pick-up point hose that leads to truck load out area.





Central Dust Collector exit point.





Weigh hopper dust collector under split silo above truck load out. Photo taken in an attempt to verify the unit is disconnected. This could not be confirmed.





According to Brad Davis, green hose is connected from weigh hopper enclosure to truck load out area for the purpose of using Central Dust Collector baghouse as control device for weigh hopper emissions.





According to Brad Davis, green hose is connected from weigh hopper enclosure to truck load out area for the purpose of using Central Dust Collector baghouse as control device for weigh hopper emissions.





Depicts pick up connection for Central Dust collector baghouse at truck load out.





Depicts pick up connection for Central Dust collector baghouse in truck load out shroud area (1) and weigh hopper emission outlet point (2).
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Wider view of area depicted above.
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